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	Reason for change:
	At RAN4#100-e, the following were agreed on FR2 inter-band UL CA with IBM capable UEs:
· Existing interruption requirements at UL carrier RRC reconfiguration can be reused in R17. 
· Interruption at active BWP switching is the same as the existing interruption requirement
· Not define DL interruption at UE Tx switching between two uplink carriers for FR2 inter-band CA, unless there is further discussion in RF session first. 
The draft CR needs to be provided capturing the agreements.
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	Consequences if not approved:
	The applicability of the interruption due to UE Tx switching between two UL carrier is misleading.

	
	

	Clauses affected:
	8.2.2.2.10

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	




Page 1






< Start of change 1>
8.2.2.2.10	DL Interruptions at UE switching between two uplink carriers
The DL interruption requirements at dynamic switching between two uplink carreirs specified in this clause are applicable for an uplink band pair of an inter-band UL CA configuration in FR1 when the capability uplinkTxSwitchingPeriod is present, and is only applicable for uplink switching mechanism specified in clause 6.1.6 of TS 38.214 [26], where NR uplink carrier 1 is capable of one transmit antenna connector and NR uplink carrier 2 is capable of two transmit antenna connectors, and the two uplink carriers are in different bands with different carrier frequencies. 
When dynamic switching between two uplink carriers is conducted, UE is allowed to cause DL interruption of X OFDM symbols in NR downlink carrier(s) as indicated by uplinkTxSwitching-DL-Interruption [2]. The DL interruption starts from the first OFDM symbol which fully or partially overlaps with the UL switching period located in either NR carrier 1 or carrier 2 as indicated in RRC signalling [2]. The DL interruption lengths of X are defined in Table 8.2.2.2.10-1.
No DL interruption is allowed in the NR downlink carrier(s) which is not indicated by uplinkTxSwitching-DL-Interruption. No DL interruption is allowed for some inter-band UL CA configurations as specified in clause 5.2A.2 of TS 38.101-1 [18].
Table 8.2.2.2.10-1: DL interruption length on NR carrier(s) in the unit of OFDM symbols (X) for switching between two uplink carriers
	[image: ]
	NR Slot length (ms)
	Uplink Tx switching period Note1

	
	
	35us
	140us
	210us

	0
	1
	2
	3
	4

	1
	0.5
	3
	6
	7

	2
	0.25
	4
	10
	14

	Note 1:	Uplink Tx switching period depends on UE capability uplinkTxSwitchingPeriod


< End of change 1>
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