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<<< Start of Change-1 >>>
3.5.3	NR operating bands in FR2
NR frequency bands grouping for FR2 is specified in Table 3.5.3-1.
Table 3.5.3-1: NR frequency band groups for FR2
	Group
	Band group notation
	Operating bands

	A
	NR_TDD_FR2_A
	n2571, n2581, n2611

	B
	NR_TDD_FR2_B
	n2574, n2584, n2614

	C
	NR_TDD_FR2_C
	

	D
	NR_TDD_FR2_D
	

	E
	NR_TDD_FR2_E
	

	F
	NR_TDD_FR2_F
	n2604

	G
	NR_TDD_FR2_G
	n2601 

	H
	NR_TDD_FR2_H
	

	I
	NR_TDD_FR2_I
	

	J
	NR_TDD_FR2_J
	

	K
	NR_TDD_FR2_K
	n2575,6, n2585,6, n2621, n2616

	L
	NR_TDD_FR2_L
	n2572, n2582, n2612

	M
	NR_TDD_FR2_M
	

	N
	NR_TDD_FR2_N
	n2624

	O
	NR_TDD_FR2_O
	

	P
	NR_TDD_FR2_P
	

	Q
	NR_TDD_FR2_Q
	n2595

	R
	NR_TDD_FR2_R
	

	S
	NR_TDD_FR2_S
	

	T
	NR_TDD_FR2_T
	n2573, n2583, n2613

	U
	NR_TDD_FR2_U
	

	V
	NR_TDD_FR2_V
	

	W
	NR_TDD_FR2_W
	n2622

	X
	NR_TDD_FR2_X
	

	Y
	NR_TDD_FR2_Y
	n2603

	Z
	NR_TDD_FR2_Z
	

	AA
	NR_TDD_FR2_AA
	n2593

	AB
	NR_TDD_FR2_AB
	

	AC
	NR_TDD_FR2_AC
	

	AD
	NR_TDD_FR2_AD
	

	AE
	NR_TDD_FR2_AE
	n2623

	NOTE 1:	UE power class 1.
NOTE 2:	UE power class 2.
NOTE 3:	UE power class 3.
NOTE 4:	UE power class 4.
NOTE 5:	UE power class 5.
NOTE 6: 	UE power class 6.


<<< End of Change-1 >>>
<<< Start of Change-2 >>>
3.6	Applicability of requirements in this specification version
<Unchanged text omitted>
3.6.10	Applicability of requirements for measurement restrictions
The requirements for measurement restrictions in clause 8.1.2.3, 8.1.3.3, 8.5.2.3, 8.5.3.3, 8.5.5.3, 8.5.6.3, 9.5.5 and 9.8.5 are not applicable if the following condition is met:
-	The network configures mixed numerology on two CCs if the UE does not have the capability of supporting simultaneous reception with different numerologies between the two CCs in DL.
3.6.11	Applicability of requirements for FR2 Power Class 6
For Rel-17 FR2 power class 6 for the UE type of high speed train roof-mounted UE, UE shall only be in NR SA operation.  
<<< End of Change-2 >>>

<<< Start of Change-3 >>>
8.1.2	Requirements for SSB based radio link monitoring
Editor’s note: Requirements on RLM/ BFD/CBD for FR2 HST which should apply just to PCell, while the present RLM should apply to PCell PSCell, and BFD/CBD should apply to Pcell, PScell, and Scell. The scope shall at very least be clarified in Clause 3.6 Applicability of requirements in #103-e meeting.
<<< End of Change-3 >>>

<<< Start of Change-4 >>>
8.5.2	Requirements for SSB based beam failure detection
Editor’s note: Requirements on RLM/ BFD/CBD for FR2 HST which should apply just to PCell, while the present RLM should apply to PCell PSCell, and BFD/CBD should apply to Pcell, PScell, and Scell. The scope shall at very least be clarified in Clause 3.6 Applicability of requirements in #103-e meeting.
<<< End of Change-4 >>>

