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<<< Start of Change-1 >>>
[bookmark: _Toc83580454][bookmark: _Toc84404963][bookmark: _Toc84413572]6.2D.2	UE maximum output power reduction for UL MIMO
For UE with two transmit antenna connectors in closed-loop spatial multiplexing scheme, the allowed Maximum Power Reduction (MPR) for the maximum output power in Table 6.2D.1-1 is specified in Table 6.2.2-1for PC3, Table 6.2D.2-1 for 2Tx PC2, Table 6.2D.2-2 and Table 6.2D.2-3 for PC1.5 respectively. For UE power class 1.5, the allowed maximum power reduction (MPR) defined in Table 6.2D.2-3 is in accordance with the indicated modifiedMPR-Behavior specified in Table L.1-1 for channel bandwidths ≤ 100 MHz. The requirements shall be met with UL MIMO configurations defined in Table 6.2D.1-2. For UE supporting UL MIMO, the maximum output power is defined as the sum of the maximum output power from both UE antenna connectors.
[bookmark: _Hlk103777762]For UE support uplink full power transmission (ULFPTx) for UL MIMO except the feature ul-FullPwrMode-r16 or ul-FullPwrMode2-TPMIGroup-r16, the allowed MPR for the maximum output power in Table 6.2D.1-1 is specified in Table 6.2.2-1 for PC3, Table 6.2D.2-1 when TxD is indicated and Table 6.2.2-2  when TxD is not indicated for PC2 , Table 6.2D.2-2 and Table 6.2D.2-3 for PC1.5 respectively, and the requirements shall be met with the PUSCH configurations specified in Table 6.2D.1-3, based upon UE’s support of uplink full power transmission mode. A UE indicating the feature ul-FullPwrMode-r16 or ul-FullPwrMode2-TPMIGroup-r16 for a band shall meet the maximum output power requirement with MPR according to clause 6.2.2.
The same MPR requirements shall be applicable to UE with 1-layer UL MIMO transmission (either with or without ULPFTx) as with the UL MIMO configurations of using 2-layer UL MIMO transmission with codebook of[image: ].
For the UE maximum output power modified by MPR, the power limits specified in clause 6.2D.4 apply.
If UE is scheduled for single antenna-port PUSCH transmission by DCI format 0_0 or by DCI format 0_1 for single antenna port codebook based transmission, the corresponding requirements in clause 6.2D.1 apply for the power class as indicated by the ue-PowerClass field in capability signaling. A UE indicating the feature ul-FullPwrMode-r16 or ul-FullPwrMode2-TPMIGroup-r16 for a band shall meet the requirement in clause 6.2 with MPR according to clause 6.2.2 for at least one antenna connector when scheduled for single antenna-port transmission by DCI format 0_0 or by DCI format 0_1 for codebook-based transmission on a single antenna port.
Table 6.2D.2-1 Maximum power reduction (MPR) for power class 2 with dual Tx
	Modulation
	MPR (dB)

	
	Edge RB allocations
	Outer RB allocations
	Inner RB allocations

	DFT-s-OFDM 
	Pi/2 BPSK
	≤ 3.5
	≤ 1
	0

	
	QPSK
	≤ 3.5
	≤ 2
	0.5

	
	16 QAM
	≤ 3.5
	≤ 2.5
	≤ 1.5

	
	64 QAM
	≤ 3.5
	≤ 3

	
	256 QAM
	≤ 5.5

	CP-OFDM 
	QPSK
	≤ 4.0
	≤ 3.5
	≤ 2

	
	16 QAM
	≤ 4.0
	≤ 3.5
	≤ 2.5

	
	64 QAM
	≤ 4.5

	
	256 QAM
	≤ 8.0



Table 6.2D.2-2 Maximum power reduction (MPR) for power class 1.5 with dual Tx
	Modulation
	MPR (dB)

	
	Edge RB allocations
	Outer RB allocations
	Inner RB allocations

	DFT-s-OFDM
	Pi/2 BPSK
	≤ 6
	≤ [2]
	≤ 0.5

	
	QPSK
	≤ 6.5
	≤ [2.5]
	≤ 0.5

	
	16 QAM
	≤ 6.5
	≤ [3.5]
	≤ 1.5

	
	64 QAM
	≤ 6.5
	≤ [4]
	≤ 3.5

	
	256 QAM
	≤ 6.5
	≤ 6.5
	≤ [6.5]

	CP-OFDM
	QPSK
	≤ 6.5
	≤ [4.5]
	≤ 2

	
	16 QAM
	≤ 6.5
	≤ [4.5]
	≤ 2.5

	
	64 QAM
	≤ 6.5
	≤ [5]
	≤ 4.5

	
	256 QAM
	≤ 8.5
	≤ 8.5
	≤ [8.5]



Table 6.2D.2-3 Maximum power reduction (MPR) for power class 1.5 with dual Tx 
	Modulation
	MPR (dB)

	
	Edge RB allocations
	Outer RB allocations
	Inner RB allocations

	DFT-s-OFDM
	Pi/2 BPSK
	≤ 6
	≤ 1.5
	≤ 0

	
	QPSK
	≤ 6.5
	≤ 2
	≤ 0

	
	16 QAM
	≤ 6.5
	≤ 3
	≤ 1

	
	64 QAM
	≤ 6.5
	≤ 3.5
	≤ 3

	
	256 QAM
	≤ 6.5
	≤ 5.5
	≤ 5.5

	CP-OFDM
	QPSK
	≤ 6.5
	≤ 4
	≤ 1.5

	
	16 QAM
	≤ 6.5
	≤ 4
	≤ 2

	
	64 QAM
	≤ 6.5
	≤ 4.5
	≤ 4

	
	256 QAM
	≤ 7.5
	≤ 7.5
	≤ 7.5

	NOTE 1:	This table is targeted to large FWA form factor with 20 dB or above antenna isolation.



Inner, outer and edge allocations are as defined in section 6.2.2 except for 	PC1.5 edge allocations which is for LCRB ≤ 4 RBs instead of LCRB ≤ 2 RBs for other power classes.
<<< End of Change-1 >>>
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