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	38.306
	0703
	2
	Rel-17
	Release-17 UE capabilities based on R1 and R4 feature lists (TS38.306)
	B
	17.0.0
	RAN2#118-e
	R2-2206849
	Intel Corporation
	NR_SmallData_INACTIVE, NR_feMIMO-Core, NR_ext_to_71GHz-Core, NR_SL_enh-Core, NR_DSS-Core, NR_IIOT_URLLC_enh-Core, NR_NTN_solutions-Core, NR_UE_pow_sav_enh-Core, NR_MBS-Core, LTE_NR_DC_enh2-Core, NR_IAB_enh-Core, NR_ENDC_SON_MDT_enh-Core, LTE_NR_MUSIM-Core, NR_FR2_FWA_Bn257_Bn258-Core, NR_SAR_PC2_interB_SUL_2BUL, NR_DL1024QAM_FR1, NR_HST_FR1_enh, NR_HST_FR2, NR_RF_FR1_enh, NG_RAN_PRN_enh-Core, NR_RF_FR2_req_enh2-Core, NR_MG_enh-Core, NR_pos_enh-Core, NR_cov_enh-Core, NR_redcap-Core, NR_BCS4-Core, NR_SL_relay-Core, NR_UDC-Core, NR_slice-Core, NR_QoE-Core
	
	

	38.306
	0704
	1
	Rel-16
	Correction to multi-DCI multi-TRP and new UE capability to limit PDCCH monitoring
	F
	16.8.0
	RAN2#118-e
	R2-2206406
	Intel Corporation
	TEI16, NR_eMIMO-Core
	
	

	38.306
	0708
	1
	Rel-15
	Clarification on simultaneous Rx/Tx capability per band pair
	F
	15.16.0
	RAN2#118-e
	R2-2206435
	NTT DOCOMO, INC.
	NR_newRAT-Core
	
	

	38.306
	0709
	1
	Rel-16
	Clarification on simultaneous Rx/Tx capability per band pair
	A
	16.8.0
	RAN2#118-e
	R2-2206436
	NTT DOCOMO, INC.
	NR_newRAT-Core
	
	

	38.306
	0710
	1
	Rel-17
	Clarification on simultaneous Rx/Tx capability per band pair
	A
	17.0.0
	RAN2#118-e
	R2-2206437
	NTT DOCOMO, INC.
	NR_newRAT-Core
	
	

	38.306
	0715
	1
	Rel-17
	Correction on the UE capability of extension of TDRA indication for Configured UL Grant type 1
	F
	17.0.0
	RAN2#118-e
	R2-2206634
	ZTE Corporation, Huawei, China Telecom, Sanechips
	TEI17
	
	

	38.306
	0716
	1
	Rel-17
	Correction on the UE capability description of the overlapping PDSCH
	A
	17.0.0
	RAN2#118-e
	R2-2206585
	Xiaomi Communications, Samsung
	NR_eMIMO-Core
	
	

	38.306
	0717
	1
	Rel-16
	Correction on the UE capability description of the overlapping PDSCH
	F
	16.8.0
	RAN2#118-e
	R2-2206586
	Xiaomi Communications, Samsung
	NR_eMIMO-Core
	
	

	38.306
	0730
	1
	Rel-16
	Adding UE capability of CSI reporting cross PUCCH SCell group
	B
	16.8.0
	RAN2#118-e
	R2-2206639
	Huawei, HiSilicon
	NR_RRM_enh2-Core
	
	

	38.306
	0731
	1
	Rel-17
	Adding UE capability of CSI reporting cross PUCCH SCell group
	C
	17.0.0
	RAN2#118-e
	R2-2206640
	Huawei, HiSilicon
	NR_RRM_enh2-Core
	
	

	38.306
	0732
	1
	Rel-16
	Clarification on miscellaneous UE capabilities
	F
	16.8.0
	RAN2#118-e
	R2-2206558
	Huawei, HiSilicon
	NR_Mob_enh-Core, NR_HST-Core
	
	

	38.306
	0733
	1
	Rel-17
	Clarification on miscellaneous UE capabilities
	A
	17.0.0
	RAN2#118-e
	R2-2206559
	Huawei, HiSilicon
	NR_Mob_enh-Core, NR_HST-Core
	
	

	38.306
	0734
	-
	Rel-15
	bwp-SwitchingDelay conditionally mandatory capability
	F
	15.16.0
	RAN2#118-e
	R2-2206000
	Qualcomm Incorporated, NTT DOCOMO INC.
	NR_newRAT-Core
	
	

	38.306
	0735
	-
	Rel-16
	bwp-SwitchingDelay conditionally mandatory capability
	A
	16.8.0
	RAN2#118-e
	R2-2206001
	Qualcomm Incorporated, NTT DOCOMO INC.
	NR_newRAT-Core
	
	

	38.306
	0736
	1
	Rel-16
	Clarification on configuredUL-GrantType1-v1650
	F
	16.8.0
	RAN2#118-e
	R2-2206441
	Qualcomm Incorporated
	NR_newRAT-Core
	
	

	38.306
	0740
	1
	Rel-16
	Clarification on the applicability of mixed numerology on UE capability maxNumberCSI-RS-RRM-RS-SINR
	F
	16.8.0
	RAN2#118-e
	R2-2206495
	Apple Inc.
	NR_CSIRS_L3meas
	
	

	38.306
	0741
	1
	Rel-17
	Clarification on the applicability of mixed numerology on UE capability maxNumberCSI-RS-RRM-RS-SINR
	A
	17.0.0
	RAN2#118-e
	R2-2206496
	Apple Inc.
	NR_CSIRS_L3meas
	
	

	38.306
	0743
	-
	Rel-17
	Correction to multi-DCI multi-TRP and new UE capability to limit PDCCH monitoring
	A
	17.0.0
	RAN2#118-e
	R2-2206408
	Intel Corporation
	TEI16, NR_eMIMO-Core
	
	

	38.306
	0744
	-
	Rel-17
	Clarification on configuredUL-GrantType1-v1650
	A
	17.0.0
	RAN2#118-e
	R2-2206442
	Qualcomm Incorporated
	NR_newRAT-Core
	
	

	38.306
	0746
	1
	Rel-17
	Introduction UE capability for CHO with SCG configuration [CHOwithDCkept]
	C
	17.0.0
	RAN2#118-e
	R2-2206710
	MediaTek Inc.
	TEI17
	
	

	38.306
	0749
	-
	Rel-16
	Introduction of uplink RRC Segmentation capability
	C
	16.8.0
	RAN2#118-e
	R2-2206784
	Huawei, HiSilicon
	RACS-RAN-Core
	
	

	38.306
	0750
	-
	Rel-17
	Introduction of uplink RRC Segmentation capability
	C
	17.0.0
	RAN2#118-e
	R2-2206785
	Huawei, HiSilicon
	RACS-RAN-Core
	
	

	38.306
	0751
	-
	Rel-17
	bwp-SwitchingDelay conditionally mandatory capability
	A
	17.0.0
	RAN2#118-e
	R2-2206843
	Qualcomm Incorporated, NTT DOCOMO INC.
	NR_newRAT-Core
	
	

	38.331
	2998
	2
	Rel-17
	Release-17 UE capabilities based on R1 and R4 feature lists (TS38.331)
	B
	17.0.0
	RAN2#118-e
	R2-2206847
	Intel Corporation
	NR_feMIMO-Core, NR_ext_to_71GHz-Core, NR_SL_enh-Core, NR_DSS-Core, NR_IIOT_URLLC_enh-Core, NR_NTN_solutions-Core, NR_UE_pow_sav_enh-Core, NR_MBS-Core, LTE_NR_DC_enh2-Core, NR_IAB_enh-Core, NR_SmallData_INACTIVE-Core, NR_ENDC_SON_MDT_enh-Core, LTE_NR_MUSIM-Core, NR_FR2_FWA_Bn257_Bn258-Core, NR_SAR_PC2_interB_SUL_2BUL, NR_DL1024QAM_FR1, NR_HST_FR1_enh, NR_HST_FR2, NR_RF_FR1_enh, NR_RF_FR2_req_enh2-Core, NR_MG_enh-Core, NR_pos_enh-Core, NR_cov_enh-Core, NR_redcap-Core, NR_BCS4-Core, NR_UDC-Core, NR_slice-Core, NR_QoE-Core
	
	

	38.331
	2999
	1
	Rel-16
	New UE capability to limit PDCCH monitoring
	F
	16.8.0
	RAN2#118-e
	R2-2206407
	Intel Corporation
	TEI16
	
	

	38.331
	3143
	1
	Rel-16
	Adding UE capability of CSI reporting cross PUCCH SCell group
	B
	16.8.0
	RAN2#118-e
	R2-2206637
	Huawei, HiSilicon
	NR_RRM_enh2-Core
	
	

	38.331
	3144
	1
	Rel-17
	Adding UE capability of CSI reporting cross PUCCH SCell group
	C
	17.0.0
	RAN2#118-e
	R2-2206638
	Huawei, HiSilicon
	NR_RRM_enh2-Core
	
	

	38.331
	3176
	-
	Rel-17
	New UE capability to limit PDCCH monitoring
	A
	17.0.0
	RAN2#118-e
	R2-2206409
	Intel Corporation
	TEI16
	
	

	38.331
	3179
	1
	Rel-17
	Introduction UE capability for CHO with SCG configuration [CHOwithDCkept]
	C
	17.0.0
	RAN2#118-e
	R2-2206709
	MediaTek Inc.
	TEI17
	
	


