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------------------------------ Modified section ------------------------------
[bookmark: _Toc20994247][bookmark: _Toc29812106][bookmark: _Toc37139294][bookmark: _Toc37268298][bookmark: _Toc37268392][bookmark: _Toc45879602][bookmark: _Toc52560310][bookmark: _Toc52560406][bookmark: _Toc52560500][bookmark: _Toc52560719][bookmark: _Toc61181734][bookmark: _Toc74642701][bookmark: _Toc76543739][bookmark: _Toc82627561][bookmark: _Toc106196954]7	Applicability overview
[bookmark: _Toc20994248][bookmark: _Toc29812107][bookmark: _Toc37139295][bookmark: _Toc37268299][bookmark: _Toc37268393][bookmark: _Toc45879603][bookmark: _Toc52560311][bookmark: _Toc52560407][bookmark: _Toc52560501][bookmark: _Toc52560720][bookmark: _Toc61181735][bookmark: _Toc74642702][bookmark: _Toc76543740][bookmark: _Toc82627562][bookmark: _Toc106196955]7.1	Emission
Table 7.1-1: Emission requirements applicability
	Phenomenon
	Application
	Equipment test requirement
	Reference
subclause in the present document
	Reference
standard

	
	
	BS equipment
	Ancillary equipment
	
	

	Radiated emission
	Enclosure
	applicable for BS type 1-C and BS type 1-H
(Note 1)
	not applicable
	8.2.1
	ITU-R SM.329 [24]

	Radiated emission
	Enclosure of ancillary equipment
	not applicable
	applicable
	8.2.2
	CISPR 32 [11]

	Conducted emission
	DC power input/output port
	applicable
	applicable
	8.3
	CISPR 32 [11]

	Conducted emission
	AC mains input/output port
	applicable
	applicable
	8.4
	CISPR 32 [11]

	Conducted emission
	Telecommunication port
	applicable

	applicable
	8.5
	CISPR 32 [11]

	Harmonic current emissions
	AC mains input port
	applicable
	 applicable
	8.6
	IEC 61000-3-2 [13] or
 IEC 61000-3-12 [14] 
(NOTE 2)

	Voltage fluctuations and flicker
	AC mains input port
	applicable
	applicable
	8.7
	IEC 61000-3-3 [15] or
 IEC 61000-3-11 [16] 
(NOTE 2)

	NOTE 1:	Radiated emission requirements for BS type 1-O and BS type 2-O are described in subclause 8.2.1. 
NOTE 2:	Selection of the reference IEC specification is based on the rated input current of the EUT’s power supply. 
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Table 7.2-1: Immunity requirements applicability
	Phenomenon
	Application
	Equipment test requirement
	Reference
subclause in the present document
	Reference
standard

	
	
	BS equipment
	Ancillary equipment
	
	

	RF electromagnetic field (80 – 6000 MHz)
	Enclosure
	applicable
	applicable
	9.2
	IEC 61000‑4‑3 [18]

	Electrostatic discharge
	Enclosure
	applicable
	applicable
	9.3
	IEC 61000‑4‑2 [17]

	Fast transients common mode
	Signal, telecommunications and control ports, DC and AC power input ports
	applicable
	applicable
	9.4
	IEC 61000‑4‑4 [19]

	RF common mode
0.15 - 80 MHz
	Signal, telecommunications and control ports, DC and AC power input ports
	applicable
	applicable
	9.5
	IEC 61000‑4‑6 [21]

	Voltage dips and interruptions
	AC mains power input ports
	applicable
	applicable
	9.6
	IEC 61000‑4‑11 [22]

	Surges, common and differential mode
	 AC power input ports and telecommunications port
	applicable
	applicable
	9.7
	IEC 61000‑4‑5 [20]
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