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RAN WG1 has taken into account Liaison  statement from RAN WG2 about compressed mode control. So, as a result, it has been decided that section 7.1.3 of TS 25.215 concerning the setting of a limited set of compressed mode patterns has been moved to an annex. RAN WG1 understands that RAN WG2 will integrate this annex into  TR 25.922 report at some later stage.   

RAN WG1 would also like to inform RAN WG2 that discussion are currently being held on parametrisation limitation of TGL due to physical limitation on the UE. Further investigation is needed in WG1 in this issue but it is the understanding of RAN WG1 that RRC layer will have full compressed mode control within this parametrisation limitation.  

RAN WG1 would also take this opportunity to request further clarification on how compressed mode pattern will be signalled by higher layer :
-Is there any purpose (power measurement, synchronization measurement) associated  with a  compressed pattern signalled by UTRAN ?

- If it is the case, is it allowed to have a several purposes compressed mode pattern i.e. pattern used to perform power and synchronization measurements ? as a follow on question is there any intention from WG2 to specify the behavior of the UE within one TGL (power measurement only TGL or synchronization measurement only TGL or power and synchronization TGL) ? 

- From the signalling point of view is it envisaged to expect a UE to perform power or synchronization measurements on different frequencies and/or on different systems (FDD,TDD, GSM)  during one individual TGL or would the UE only be expected to perform one single type of system measurement during an individual TGL?
