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--------------------------------- Start of Text Proposal for 38.213------------------------------------------
10.2 PDCCH validation for DL SPS and UL grant Type 2

<Unchanged parts are omitted>
Table 10.2-2: Special fields for single DL SPS or single UL grant Type 2 scheduling release PDCCH validation
	
	DCI format 0_0/0_1/0_2
	DCI format 1_0/1_1/1_2

	HARQ process number
	set to all '0's/0_1/0_2
	set to all '0's

	Redundancy version
	set to all '0's
	set to all '0's

	Modulation and coding scheme
	set to all '1's
	set to all '1's

	Frequency domain resource assignment
	set to all ‘0’s for FDRA Type 0 or Type 2 with ,
set to all '1's for FDRA Type 1 or FDRA Type 2 with ,
	set to all '0's for FDRA Type 0 set to all '1's for FDRA Type 1


<Unchanged parts are omitted>

<Unchanged parts are omitted>

Table 10.2-4: Special fields for multiple DL SPS and UL grant Type 2 scheduling release PDCCH validation
	
	DCI format 0_0/0_1/0_2
	DCI format 1_0/1_1/1_2

	Redundancy version
	set to all '0's
	set to all '0's

	Modulation and coding scheme
	set to all '1's
	set to all '1's

	Frequency domain resource assignment
	set to all ‘0’s for FDRA Type 0 or Type 2 with ,
set to all '1's for FDRA Type 1 or FDRA Type 2 with ,
	set to all '0's for FDRA Type 0
set to all '1's for FDRA Type 1


<Unchanged parts are omitted>
----------------------------------- end of Text Proposal for 38.213------------------------------------------s
--------------------------------Start of Text Proposal for 38.213 -------------------------------------
10.2 PDCCH validation for DL SPS and UL grant Type 2
A UE validates, for scheduling activation or scheduling release, a DL SPS assignment PDCCH or configured UL grant Type 2 PDCCH if
- the CRC of a corresponding DCI format is scrambled with a CS-RNTI provided by cs-RNTI, and
- the new data indicator field in the DCI format for the enabled transport block is set to '0', and
- the DFI flag field, if present, in the DCI format indicating CG-DFI is set to ‘0’.
< Unchanged parts are omitted >
--------------------------------------End of Text Proposal ----------------------------------------------
