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	Reason for change:
	At the beginning of Step 4 in subclause 7.3.1.0 of TS 38.212, it is specified that the padding bits (if any) introduced in Step 2 shall be removed because the reference DCI format 0_0/1_0 size may be changed in Step 4. The original intention was to remove the 1-bit padding (if any) respectively for DCI format 0_1 and 1_1. Later a new firsrt paragraph was inserted in Step 2 for padding to align size between SUL and non-SUL for DCI format 0_1, resulting in such a padding to be also removed if the procedure goes to Step 4. However, the padding for SUL/non-SUL alignment was to achieve a single DCI format 0_1 size and should not be removed in Step 4.

It may be argued that the sentence “Remove the padding bit (if any) introduced in step 2 above” in Step 4 could be interpreted such that it already does not apply to the first paragraph in Step 2 where it just says “zeros shall be appended to smaller format 0_1…” (i.e. the word “padding” was not mentioned). However, such an interpretation would make “padding” a specific term, and would not be consistent with other places in 3GPP specs. For example, in TS 36.212, in subclause 5.3.3.1.3 for DCI format 1A, “If the number of information bits in format 1A carried by PDCCH belongs to one of the sizes in Table 5.3.3.1.2-1, one zero bit shall be appended to format 1A”, with no mentioning of the word “padding”, while in subclause 5.3.3.1.1 for DCI format 0, when referring to the one zero bit appended to format 1A, “If the number of information bits in format 0 mapped onto a given search space is less than the payload size of format 1A for scheduling the same serving cell and mapped onto the same search space (including any padding bits appended to format 1A), zeros shall be appended to format 0 until the payload size equals that of format 1A.”

	
	

	Summary of change:
	Clarify in Step 4 in subclause 7.3.1.0 of TS 38.212 that the removal of padding bits only applies to padding (if any) introduced in the last two paragraphs in Step 2.

	
	

	Consequences if not approved:
	In case of SUL, if the DCI size alignment procedure goes to Step 4, there might be more than one DCI format 0_1 size.
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	Other comments:
	Isolated Impact Analysis:
The UE might interpret the size of DCI format 0_1 incorrectly if the UE and the network assume differently on the removal of padding bits introduced in the first pagraph of Step 2.
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[bookmark: _Toc19798773][bookmark: _Toc26467244]7.3.1.0	DCI size alignment
If necessary, padding or truncation shall be applied to the DCI formats according to the following steps executed in the order below:
Step 0:

-	Determine DCI format 0_0 monitored in a common search space according to clause 7.3.1.1.1 where  is the size of the initial UL bandwidth part.

-	Determine DCI format 1_0 monitored in a common search space according to clause 7.3.1.2.1 where  is given by
-	the size of CORESET 0 if CORESET 0 is configured for the cell; and
-	the size of initial DL bandwidth part if CORESET 0 is not configured for the cell.
-	If DCI format 0_0 is monitored in common search space and if the number of information bits in the DCI format 0_0 prior to padding is less than the payload size of the DCI format 1_0 monitored in common search space for scheduling the same serving cell, a number of zero padding bits are generated for the DCI format 0_0 until the payload size equals that of the DCI format 1_0.
-	If DCI format 0_0 is monitored in common search space and if the number of information bits in the DCI format 0_0 prior to truncation is larger than the payload size of the DCI format 1_0 monitored in common search space for scheduling the same serving cell, the bitwidth of the frequency domain resource assignment field in the DCI format 0_0 is reduced by truncating the first few most significant bits such that the size of DCI format 0_0 equals the size of the DCI format 1_0.
Step 1:

-	Determine DCI format 0_0 monitored in a UE-specific search space according to clause 7.3.1.1.1 where  is the size of the active UL bandwidth part.

-	Determine DCI format 1_0 monitored in a UE-specific search space according to clause 7.3.1.2.1 where  is the size of the active DL bandwidth part. 
-	For a UE configured with supplementaryUplink in ServingCellConfig in a cell, if PUSCH is configured to be transmitted on both the SUL and the non-SUL of the cell and if the number of information bits in DCI format 0_0 in UE-specific search space for the SUL is not equal to the number of information bits in DCI format 0_0 in UE-specific search space for the non-SUL, a number of zero padding bits are generated for the smaller DCI format 0_0 until the payload size equals that of the larger DCI format 0_0.
-	If DCI format 0_0 is monitored in UE-specific search space and if the number of information bits in the DCI format 0_0 prior to padding is less than the payload size of the DCI format 1_0 monitored in UE-specific search space for scheduling the same serving cell, a number of zero padding bits are generated for the DCI format 0_0 until the payload size equals that of the DCI format 1_0.
-	If DCI format 1_0 is monitored in UE-specific search space and if the number of information bits in the DCI format 1_0 prior to padding is less than the payload size of the DCI format 0_0 monitored in UE-specific search space for scheduling the same serving cell, zeros shall be appended to the DCI format 1_0 until the payload size equals that of the DCI format 0_0
Step 2:
Step 2_0:
-	For a UE configured with supplementaryUplink in ServingCellConfig in a cell, if PUSCH is configured to be transmitted on both the SUL and the non-SUL of the cell and if the number of information bits in format 0_1 for the SUL is not equal to the number of information bits in format 0_1 for the non-SUL, zeros shall be appended to smaller format 0_1 until the payload size equals that of the larger format 0_1.
Step 2_1:
-	If the size of DCI format 0_1 monitored in a UE-specific search space equals that of a DCI format 0_0/1_0 monitored in another UE-specific search space, one bit of zero padding shall be appended to DCI format 0_1.
Step 2_2:
-	If the size of DCI format 1_1 monitored in a UE-specific search space equals that of a DCI format 0_0/1_0 monitored in another UE-specific search space, one bit of zero padding shall be appended to DCI format 1_1.
Step 3:
-	If both of the following conditions are fulfilled the size alignment procedure is complete
-	the total number of different DCI sizes configured to monitor is no more than 4 for the cell 
-	the total number of different DCI sizes with C-RNTI configured to monitor is no more than 3 for the cell
Step 4:
-	Otherwise
-	Remove the padding bit (if any) introduced respectively in step 2_1 and step 2_2 above.

-	Determine DCI format 1_0 monitored in a UE-specific search space according to clause 7.3.1.2.1 where  is given by
-	the size of CORESET 0 if CORESET 0 is configured for the cell; and
-	the size of initial DL bandwidth part if CORESET 0 is not configured for the cell.

-	Determine DCI format 0_0 monitored in a UE-specific search space according to clause 7.3.1.1.1 where  is the size of the initial UL bandwidth part. 
-	If the number of information bits in the DCI format 0_0 monitored in a UE-specific search space prior to padding is less than the payload size of the DCI format 1_0 monitored in UE-specific search space for scheduling the same serving cell, a number of zero padding bits are generated for the DCI format 0_0 monitored in a UE-specific search space until the payload size equals that of the DCI format 1_0 monitored in a UE-specific search space.
-	If the number of information bits in the DCI format 0_0 monitored in a UE-specific search space prior to truncation is larger than the payload size of the DCI format 1_0 monitored in UE-specific search space for scheduling the same serving cell, the bitwidth of the frequency domain resource assignment field in the DCI format 0_0 is reduced by truncating the first few most significant bits such that the size of DCI format 0_0 monitored in a UE-specific search space equals the size of the DCI format 1_0 monitored in a UE-specific search space.
The UE is not expected to handle a configuration that, after applying the above steps, results in
-	the total number of different DCI sizes configured to monitor is more than 4 for the cell; or
-	the total number of different DCI sizes with C-RNTI configured to monitor is more than 3 for the cell; or
-	the size of DCI format 0_0 in a UE-specific search space is equal to DCI format 0_1 in another UE-specific search space; or
-	the size of DCI format 1_0 in a UE-specific search space is equal to DCI format 1_1 in another UE-specific search space
< Unchanged parts are omitted >
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