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1. Introduction
The following TP on correction to DMRS transmission procedure for PUSCH scheduled by DCI format 0_2 was agreed in email discussion [100b-e-NR-L1enh-URLLC-eCG-01] in R1-2002804.
Reasons for change
For PUSCH scheduled by DCI format 0_2 with the associated DMRS configuration, the DMRS transmission procedure has not been captured in the specification.
Summary of changes
Incorporate the agreements from email discussion [100b-e-NR-L1enh-URLLC-eCG -01] for TS 38.214 Section 6.2.2.
Specs/Sections impacted 
TS 38.214, Section 6.2.2.
Consequences if not approved  
The spec is incomplete.
2. Text proposal 
	TP to TS 38.214, Sec. 6.2.2: UE DM-RS transmission procedure description for DCI format 0_2 
6.2.2	UE DM-RS transmission procedure
The DM-RS transmission procedures for PUSCH scheduled by PDCCH with DCI format 0_1 described in this clause equally apply to PUSCH scheduled by PDCCH with DCI format 0_2, by applying the parameters of dmrs-UplinkForPUSCH-MappingTypeA-ForDCIFormat0_2 and dmrs-UplinkForPUSCH-MappingTypeB-ForDCIFormat0_2 instead of dmrs-UplinkForPUSCH-MappingTypeA and dmrs-UplinkForPUSCH-MappingTypeB.
When transmitted PUSCH is neither scheduled by DCI format 0_1/0_2 with CRC scrambled by C-RNTI, CS-RNTI, SP-CSI-RNTI or MCS-C-RNTI, nor corresponding to a configured grant, nor being a PUSCH for Type-2 random access procedure,. the UE shall use single symbol front-loaded DM-RS of configuration type 1 on DM-RS port 0 and the remaining REs not used for DM-RS in the symbols are not used for any PUSCH transmission except for PUSCH with allocation duration of 2 or less OFDM symbols with transform precoding disabled, additional DM-RS can be transmitted according to the scheduling type and the PUSCH duration as specified in Table 6.4.1.1.3-3 of [4, TS38.211] for frequency hopping disabled and as specified in Table 6.4.1.1.3-6 of [4, TS38.211] for frequency hopping enabled, and 
If frequency hopping is disabled:
-	The UE shall assume dmrs-AdditionalPosition equals to 'pos2' and up to two additional DM-RS can be transmitted according to PUSCH duration, or
If frequency hopping is enabled:
-	The UE shall assume dmrs-AdditionalPosition equals to 'pos1' and up to one additional DM-RS can be transmitted according to PUSCH duration.
<Unchanged text is omitted>
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