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[bookmark: _Toc19796469][bookmark: _Toc26459695][bookmark: _Toc29230345][bookmark: _Toc36026604]6.4.1.1.1.2	Sequence generation when transform precoding is enabled

If transform precoding for PUSCH is enabled, the reference-signal sequence  shall be generated according to


where  with  and  depends on the configuration:
-	if the higher-layer parameter dmrs-UplinkTransformPrecoding-r16 is configured, π/2-BPSK modulation is used for PUSCH, and the PUSCH transmission is not a msg3 transmission, and the transmission is not scheduled using DCI format 0_0 in a common search space,  is given by clause 5.2.3 with  given by

	where  unless given by the DCI according to clause 7.3.1.1.2 in  [4, TS38.212] for a transmission scheduled by DCI format 0_1, or given by the DCI according to clause 7.3.1.1.3 in  [4, TS38.212] for a transmission scheduled by DCI format 0_2 if the antenna ports field in the DCI format 0_2 is not 0 bit, or given by the higher-layer parameter antennaPort for a PUSCH transmission scheduled by a type-1 configured grant; and
-	 are given by the higher-layer parameters pi2BPSK-SscramblingID0 and pi2BPSK-SscramblingID1, respectively, in the DMRS-UplinkConfig IE if provided and the PUSCH is scheduled by DCI format 0_1, or by DCI format 0_2 if the antenna ports field in the DCI format 0_2 is not 0 bit, or by a PUSCH transmission with a configured grant; 
-	 is given by the higher-layer parameter pi2BPSK-SscramblingID0 in the DMRS-UplinkConfig IE if provided and the PUSCH is scheduled by DCI format 0_0 with the CRC scrambled by C-RNTI, MCS-C-RNTI, or CS-RNTI, or by DCI format 0_2 if the antenna ports field in the DCI format 0_2 is  0 bit;
-	 otherwise; 
-	otherwise,  is given by clause 5.2.2.
The sequence group , where  is given by
-	 if  is configured by the higher-layer parameter nPUSCH-Identity in the DMRS-UplinkConfig IE, the higher-layer parameter dmrs-UplinkTransformPrecoding-r16 is not configured, and the PUSCH is neither scheduled by RAR UL grant nor scheduled by DCI format 0_0 with CRC scrambled by TC-RNTI according to clause 8.3 in [5, TS 38.213]; 
-	 if the higher-layer parameter dmrs-UplinkTransformPrecoding-r16 is configured, π/2-BPSK modulation is used for PUSCH, the PUSCH transmission is not a msg3 transmission, and the transmission is not scheduled using DCI format 0_0 in a common search space;
-	 otherwise
where [image: ] and the sequence number  are given by:
-	if neither group, nor sequence hopping is enabled
	[image: ]
-	if group hopping is enabled and sequence hopping is disabled 
	[image: ]

	where the pseudo-random sequence  is defined by clause 5.2.1 and shall be initialized with [image: ] at the beginning of each radio frame
-	if sequence hopping is enabled and group hopping is disabled
	[image: ]

	where the pseudo-random sequence  is defined by clause 5.2.1 and shall be initialized with [image: ] at the beginning of each radio frame. 
The hopping mode is controlled by higher-layer parameters:
-	for PUSCH transmission scheduled by RAR UL grant or by DCI format 0_0 with CRC scrambled by TC-RNTI, sequence hopping is disabled and group hopping is enabled or disabled by the higher-layer parameter groupHoppingEnabledTransformPrecoding;
-	for all other transmissions, sequence hopping and group hopping are enabled or disabled by the respective higher-layer parameters sequenceHopping and sequenceGroupHopping if these parameters are provided, otherwise, the same hopping mode as for Msg3 shall be used.
The UE is not expected to handle the case of combined sequence hopping and group hopping.
The quantity  above is the OFDM symbol number except for the case of double-symbol DMRS in which case  is the OFDM symbol number of the first symbol of the double-symbol DMRS.


6.4.1.3.3.1	Sequence generation
The reference-signal sequence  shall be generated according to


where  is given by clause 6.3.2.6.3 and  depends on the configuration:
-	if the higher-layer parameter dmrs-UplinkTransformPrecodingPUCCH-r16 is configured, and -BPSK is used for PUCCH,  is given by clause 5.2.3 with  given by clause 6.4.1.3.2.1. The sequence group  and the sequence number  depend on the sequence hopping in clause 6.3.2.2.1 and the cyclic shift  depends on the cyclic shift hopping in clause 6.3.2.2.2.
-	otherwise,  is given by clause 6.3.2.2. and the cyclic shift  varies with the symbol number and slot number according to clause 6.3.2.2.2 with 
-	 for PUCCH format 3 without interlaced mapping;
-	 obtained from Table 6.4.1.3.3.1-1 with the orthogonal sequence index  given by clause 6.3.2.6.3 for PUCCH format 3 with interlaced mapping and PUCCH format 4. 

The cyclic shift  varies with the symbol number and slot number according to clause 6.3.2.2.2 with [image: ] for PUCCH format 3 without interlaced mapping and obtained from Table 6.4.1.3.3.1-1 with the orthogonal sequence index  given by clause 6.3.2.6.3 for PUCCH format 3 with interlaced mapping and PUCCH format 4.
Table 6.4.1.3.3.1-1: Cyclic shift index  for PUCCH format 3 with interlaced mapping and PUCCH format 4.
	Orthogonal sequence index 
	Cyclic shift index [image: ]
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	-
	6
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	-
	-
	3
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