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1.1.1 Maintenance of Integrated Access and Backhaul for NR
R1-2004448
Proposed IAB updates to 38.300
Qualcomm Incorporated

1.1.1.1 Extensions of SSBs for inter-IAB-node discovery and measurements
1.1.1.2 Extensions of RACH occasions and periodicities for backhaul RACH resources

1.1.1.3 Mechanisms for resource multiplexing among backhaul and access links
R1-2004281
Summary of Mechanisms for resource multiplexing among backhaul and access links
Moderator (AT&T)

R1-2003376
Remaining aspects for resource multiplexing among backhaul and access links
vivo

R1-2003505
Remaining issues on resource multiplexing among backhaul and access links
Huawei, HiSilicon

R1-2003544
Remaining issues in IAB resource multiplexing
ZTE, Sanechips

R1-2003732
Discussion on soft resource availability indication
Intel Corporation

R1-2003948
Remaining issues on mechanisms for resource multiplexing among backhaul and access links


CMCC

R1-2003974
Discussion on IAB resource multiplexing
ETRI

Withdrawn

R1-2004133
Remainig details on IAB resource multiplexing
LG Electronics

R1-2004280
Remaining maintenance issues for IAB resource multiplexing
AT&T

R1-2004449
Remaining issues on IAB resource management
Qualcomm Incorporated

R1-2004582
Mechanisms for resource multiplexing among backhaul and access links
Ericsson

[101-e-NR-IAB-ResourceMux-01] Response to RAN2 LS on IAB Guard Symbols by 5/27 – Thomas (AT&T)
[101-e-NR-IAB-ResourceMux-02] Response to RAN3 LS on Cell-specific signals/channels configurations in IAB by 5/27 – Thomas (AT&T)
[101-e-NR-IAB-ResourceMux-03] Email discussion on IAB-DU/IAB-MT Transition Location/Type by 5/29 and corresponding TP (if any) by 6/5 – Thomas (AT&T) including
· Specification of parent node behavior for inserting guard symbols in case of flexible symbols at the edge of a MT->DU or DU->MT transition 

· Whether determination of MT->DU and DU->MT transitions is left to IAB-node implementation in Rel-16.
[101-e-NR-IAB-ResourceMux-04] Discuss whether the following issues can be considered as editorial corrections to be handled by the 38.213 and 38.331 editors by 5/29 – Thomas (AT&T) 

· Add reference SCSs for soft resource availability indication configuration in the RRC IE AvailabilityCombinationPerCell (R1-2003732)

· positionInDCI-AI/dci-PayloadSize-AI used for USS (R1-2004133)

1.1.1.4 Mechanism to support the “case-1” OTA timing alignment

R1-2004666
FL summary #1 on IAB case-1 timing
Moderator (ZTE)
R1-2004583
Mechanism to support the “case-1” OTA timing alignment
Ericsson

1.1.1.5 Others

R1-2004584
On RAN4 UE features for IAB-MTs
Ericsson

