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[bookmark: _Ref124589705][bookmark: _Ref129681862]Introduction
After RAN1#101-e meeting [1], most issues on CA were completed and implemented in the specifications. In this contribution, some remaining issues on CA are discussed and corresponding TPs are proposed.
[bookmark: _Ref129681832]Discussion
Remaining issues when DCI format 2_6 carries dormancy indication
As agreed in the power saving WI, DCI format 2_6 is used to indicate UE to wake up to monitor PDCCH and has a monitoring window before the ON Duration. The monitoring window is defined by the ps-offset and reported time gap X. UE is only required to monitor DCI format 2_6 during the monitoring window. In addition, for the purpose of flexibility and reliability, the DCI format 2_6 can be configured with multiple monitoring occasions, which are not restricted within the first 3 symbols of a slot.
It is also agreed that the DCI format 2_6 can be configured to indicate UE to switch BWP between dormancy and non-dormancy on SCell(s). When dormancy indication is configured in DCI format 2_6 and the BWP switch delay T between dormancy and non-dormancy is larger than the reported time gap X, the following issue is observed. 
As shown in Figure 1, denoted by t1 the time instant which is X slot(s) prior to the ON Duration and by t2 the time instant that is a duration of W prior to the ON Duration, in which W is a duration determined by the BWP switch delay T minus the first Y PDCCH OFDM symbols. Therefore, for any PDCCH format 2_6 monitoring occasion in between t1 and t2, the SCells indicated by the dormancy indication in the DCI may not complete the BWP switch when the ON Duration starts. This increases the scheduling delay on SCells since UE cannot transmit and receive data right after the drx-onDurationTimer is started if UE is still within the BWP switch delay. Moreover, the impact on the latency may be larger considering that the interruption to other serving cells especially to the PCell may occur during the BWP switch delay on the indicated SCell(s). 
 
[image: ]
Figure 1. [bookmark: OLE_LINK13]The issue that the indicated SCells may not complete the BWP switch when the ON Duration starts.
Note that the case is very likely to happen and it could be difficult for gNB to avoid by implementation, since the reported time gap X is a UE-specific value while the configuration of DCI format 2_6 is common to a group of UEs. Thus,
Observation 1: It is likely by the current configuration flexibility to lead to BWP switching duration overlapping with the ON Duration, which increases the scheduling delay of SCells and may further cause interruption to other serving cells especially to the PCell.
To address the above issue and also avoid the impact on the network flexibility to transmit wake-up indications, a simple and straightforward solution is provided: UE ignores the dormancy indication bits if a DCI format 2_6 is received at a monitoring occasion that is in between t1 and t2. Specifically, UE can monitor the monitoring occasions during the monitoring window defined by ps-offset and the reported time gap X. However, the dormancy indication bit of a SCell group shall be ignored if the indication is carried by a DCI format 2_6 which is detected in a monitoring occasion after the time instant of t2.
Figure 2 shows the principle of this solution. This does not impact the wake-up indication bit and therefore gives the network enough flexibility to transmit wake-up indication. For the specification impact, there is no need to change the UE behavior regarding how to monitor DCI format 2_6 before the ON Duration and may just specify in TS 38.213 that the dormancy indication bit shall be ignored if received after the time instant of t2.
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Figure 2. [bookmark: _Ref36720447]UE ignores the dormancy indication bit(s) if a DCI format 2_6 is received after the time instant which is BWP switch delay prior to the ON Duration
Considering the above discussion, we have the following proposal. 
Proposal 1: UE ignores the dormancy indication bit(s) if a DCI format 2_6 is received at a monitoring occasion indicating BWP switching for which the UE may not complete prior to the ON Duration. 
Proposal 2: Adopt the TP1 in TS 38.213. 
	<----------Text proposal 1----------->
----------------------------------------------- Begin of Text Proposal -----------------------------------------------
10.3	PDCCH monitoring indication and dormancy/non-dormancy behaviour for SCells
A UE configured with DRX mode operation [11, TS 38.321] can be provided the following for detection of a DCI format 2_6 in a PDCCH reception on the PCell or on the SpCell [12, TS 38.331]
< Unchanged text is omitted >
-	a bitmap, when the UE is provided a number of groups of configured SCells by Scell-groups-for-dormancy-outside-active-time, where 
-	the bitmap location is immediately after the Wake-up indication bit location
-	the bitmap size is equal to the number of groups of configured SCells where each bit of the bitmap corresponds to a group of configured SCells from the number of groups of configured SCells
-	a '0' value for a bit of the bitmap indicates an active DL BWP, provided by dormant-BWP, for the UE [11, TS38.321] for each activated SCell in the corresponding group of configured SCells
-	a '1' value for a bit of the bitmap indicates 
-	an active DL BWP, provided by first-non-dormant-BWP-ID-for-DCI-outside-active-time, for the UE for each activated SCell in the corresponding group of configured SCells, if a current active DL BWP is the dormant DL BWP
-	a current active DL BWP, for the UE for each activated SCell in the corresponding group of configured SCells, if the current active DL BWP is not the dormant DL BWP
-	an offset by ps-Offset indicating a time, where the UE starts monitoring PDCCH for detection of DCI format 2_6 according to the number of search space sets, prior to a slot where the drx-onDuarationTimer would start on the PCell or on the SpCell [11, TS 38.321]
-	for each search space set, the PDCCH monitoring occasions are the ones in the first  slots indicated by duration, or  slot if duration is not provided, starting from the first slot of the first  slots and ending prior to the start of drx-onDurationTimer. 
On PDCCH monitoring occasions associated with a same long DRX Cycle, a UE does not expect to detect more than one DCI format 2_6 with different values of the Wake-up indication bit for the UE or with different values of the bitmap for the UE.
The UE does not monitor PDCCH for detecting DCI format 2_6 during Active Time [11, TS 38.321].
If a UE reports for an active DL BWP a requirement of X slots prior to the beginning of a slot where the UE would start the drx-onDurationTimer, the UE is not required to monitor PDCCH for detection of DCI format 2_6 during the X slots, where X corresponds to the requirement of the SCS of the active DL BWP in Table 10.3-1.
Table 10.3-1 Minimum time gap value X
	SCS (kHz)
	Minimum Time Gap X (slots) 

	
	Value 1
	Value 2

	15
	1
	3

	30
	1
	6

	60
	1
	12

	120
	2
	24


UE ignores the SCell dormancy indication bit(s) if a DCI format 2_6 is received at a monitoring occasion indicating BWP switching for which the UE may not complete prior to the beginning of a slot where the UE would start the drx-onDurationTimer.
< Unchanged text is omitted >
------------------------------------------------ End of Text Proposal -------------------------------------------------



UL BWP for dormant SCell
In RAN1#101-e meeting [1], the issue of “BWP indicator field” handling on SCell with dormant BWP is discussed and the following conclusion is reached:
	For a SCell configured with dormant BWP, a UE doesn’t expect the BWP indicator field in DCI 1_1, DCI 1_2 is set to the ID of dormant BWP.


It can be observed that only the DCI formats for scheduling of PDSCH are clarified, while it is still not clear for the DCI formats for scheduling of PUSCH. For TDD, a DL BWP is paired with an UL BWP, and BWP switching is common for both UL and DL. If an UL BWP index which is same as dormant BWP index is indicated in the DCI 0_1, DCI 0_2, UE should also switch to the dormant BWP. The UE should not expect the BWP indicator field in DCI 0_1, DCI 0_2 can be set to the ID of dormant BWP. The below can also be made as a conclusion, as that for above conclusion. 
Proposal 3: For a SCell configured with dormant BWP for unpaired spectrum, a UE doesn’t expect the BWP indicator field in DCI 0_1, DCI 0_2 is set to the ID of dormant BWP.
Conclusion
[bookmark: _Ref124589665][bookmark: _Ref71620620][bookmark: _Ref124671424]According to the above discussions, we have the following observation and proposals:
Observation 1: It is likely by the current configuration flexibility to lead to BWP switching duration overlapping with the ON Duration, which increases the scheduling delay of SCells and may further cause interruption to other serving cells especially to the PCell.
Proposal 1: UE ignores the dormancy indication bit(s) if a DCI format 2_6 is received at a monitoring occasion indicating BWP switching for which the UE may not complete prior to the ON Duration. 
Proposal 2: Adopt the TP1 in TS 38.213. 
Proposal 3: For a SCell configured with dormant BWP for unpaired spectrum, a UE doesn’t expect the BWP indicator field in DCI 0_1, DCI 0_2 is set to the ID of dormant BWP.
References
[1] [bookmark: _Ref477531319][bookmark: _Ref477765049][bookmark: _Ref494188160][bookmark: _Ref505931461][bookmark: _Ref37257339]3GPP RAN1 Chairman’s notes, RAN1#101-e, May 25–June 5, 2020
image1.png
On Duration

>

first Y symbols t2
N

I BWP switchdelay: T

| UE cannd transmit and receive data during the delay
——A—

%—J

bciz6 BWP switch delay




image2.png
Scells in
Scell group2

Scells in
Scell group 1

-
[P i
I e i 5 g

minimum SCS in SCell grovgd

|
‘
‘
‘
‘
‘
‘
‘
[ —
‘
|
‘
‘
‘
‘

B T S

Feported
Ia-Hinimum wUs-»
o
oto- lot2——>{e——slot3 ots ot le——slots
i |
ON duration |
| i
| ! i i
i Start of the
| ON duration
ot format 2.6 I timer
i
i
A
WUS incicaton o
ormancy
is sl vaid indication of Scel
Dormancy group2 s sl valid
indicaion of Scel “nd UE does the

groupt is ignored. BWP switching

“accordingly.





