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1. Overall Description:

RAN1 thanks RAN3 for the LS and would like to provide the following responses.

Regarding the below question from RAN3,

“Question to RAN1:
· What is the maximum frequency of inter-gNB exchange of SRS configuration required to enable configuration of SRS-RSRP measurements of potential CLI aggressor cells in served UEs?”

In RAN1 spec. point of view, SRS configuration can be changed by L1 signaling, MAC CE signaling and RRC signaling which corresponds to aperiodic SRS, semi-persistent SRS, periodic SRS configuration change, respectively. The SRS configuration of the aggressor UE can be either dynamically changed or can be changed for longer time than dynamic one or can be changed semi-statically for very long time. Therefore, depending on gNB scheduling, frequency of SRS configuration of potential CLI aggressor UEs can be different and then the maximum frequency of inter-gNB exchange of the SRS configuration can vary.
Based on the above, it is RAN1 understanding that the details of inter-gNB exchange including the max. frequency is up to gNB implementation.
2. Actions:

To RAN3.

ACTION: 
RAN1 would like to ask RAN3 to take the above into consideration in future work.
3. Date of Next TSG-RAN WG1 Meetings:

TSG-RAN WG1 Meeting #103-e
26th October – 13th November 2020
Online.

TSG-RAN WG1 Meeting #104
TBD
