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Introduction
This document provides discussion on [102-e-NR-5G_V2X_NRSL-Mode-2-02].

[102-e-NR-5G_V2X_NRSL-Mode-2-03] Email discussion/approval regarding “Miscellaneous TPs”
· Capturing multi-port PSSCH-DMRS in L1 specification based on RAN4 agreement
· Miscellaneous alignments for 38.214, 8.1.4 (RRC parameter names and usage)
By 8/20 – Sergey (Intel)
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The outcome of this discussion is summarized in section 2 and section 3 for TS 38.214 and TS 38.215 text proposals respectively.

Endorsed TP to TS 38.214 section 8.1.4
Coversheet information:
· Reason for change
· Implementation of corrections from email discussion [102-e-NR-5G_V2X_NRSL-Mode-2-03], which aim to align with latest RRC specification and clarify usage of several parameters in L1 specification
· Summary of changes
· Miscellaneous parameter names fixes to align with the latest RRC specification
· Implementation of mapping of the one-dimensional per-priority-pair RSRP threshold list to a pair of priorities
· Alignment of the pre-emption mechanism activation description with the RRC specification, where in case ‘enabled’ is provided, the separate priority threshold is not applied.
· Specs/sections impacted
· TS 38.214, sections 8.1.4
· Consequences if not approved
· Unaligned usage of RRC parameters in L1 specification.

-----------------------------------TP to TS 38.214, section 8.1.4 starts------------------------------------------------

In resource allocation mode 2, the higher layer can request the UE to determine a subset of resources from which the higher layer will select resources for PSSCH/PSCCH transmission. To trigger this procedure, in slot n, the higher layer provides the following parameters for this PSSCH/PSCCH transmission:
-	the resource pool from which the resources are to be reported;
-	L1 priority, ;
-	the remaining packet delay budget;
-	the number of sub-channels to be used for the PSSCH/PSCCH transmission in a slot, ;
-	optionally, the resource reservation interval, , in units of ms. 
-	if the higher layer requests the UE to determine a subset of resources from which the higher layer will select resources for PSSCH/PSCCH transmission as part of re-evaluation or pre-emption procedure, the higher layer provides a set of resources which may be subject to re-evaluation and a set of resources which may be subject to pre-emption.
-	it is up to UE implementation to determine the subset of resources as requested by higher layers before or after the slot  - , where  is the slot with the smallest slot index among and , and  is equal to , where  is defined in slots in Table 8.1.4-2 where  is the SCS configuration of the SL BWP.
The following higher layer parameters affect this procedure:
-	sl-SelectionWindowList-r16t2min_SelectionWindow: internal parameter  is set to the corresponding value from higher layer parameter sl-SelectionWindowList-r16t2min_SelectionWindow for the given value of .
-	sl-ThresPSSCH-RSRP-List-r16SL-ThresRSRP_pi_pj: this higher layer parameter provides an RSRP threshold for each combination , where  is the value of the priority field in a received SCI format 1-A and  is the priority of the transmission of the UE selecting resources; for a given invocation of this procedure, .
-	sl-RS-ForSensing-r16RSforSensing selects if the UE uses the PSSCH-RSRP or PSCCH-RSRP measurement, as defined in clause 8.4.2.1.
-	sl-ResourceReservePeriodList-r16
-	sl-SensingWindow-r16t0_SensingWindow: internal parameter  is defined as the number of slots corresponding to sl-SensingWindow-r16t0_SensingWindow ms. 
-	sl-TxPercentageList-r16sl-xPercentage: internal parameter  for a given  is defined as sl-TxPercentageList-r16 sl-xPercentage() converted from percentage to ratio
-	sl-PreemptionEnable-r16p_preemption: if sl-PreemptionEnable-r16 is provided, and if it is not equal to ‘enabled’, internal parameter  is set to the higher layer provided parameter sl-PreemptionEnable-r16p_preemption
The resource reservation interval, , if provided, is converted from units of ms to units of logical slots, resulting in  according to clause 8.1.7.
Notation:
 denotes the set of slots which can belong to a sidelink resource pool and is defined in Clause 8.
The following steps are used:
1)	A candidate single-slot resource for transmission  is defined as a set of  contiguous sub-channels with sub-channel x+j in slot  where . The UE shall assume that any set of  contiguous sub-channels included in the corresponding resource pool within the time interval  correspond to one candidate single-slot resource, where 
-	selection of  is up to UE implementation under   , where  is defined in slots in Table 8.1.4-2 where  is the SCS configuration of the SL BWP; 
-	if  is shorter than the remaining packet delay budget (in slots) then is up to UE implementation subject to    remaining packet budget (in slots); otherwise is set to the remaining packet delay budget (in slots).
The total number of candidate single-slot resources is denoted by .
2)	The sensing window is defined by the range of slots [) where  is defined above and  is defined in slots in Table 8.1.4-1 where  is the SCS configuration of the SL BWP. The UE shall monitor slots which can belong to a sidelink resource pool within the sensing window except for those in which its own transmissions occur. The UE shall perform the behaviour in the following steps based on PSCCH decoded and RSRP measured in these slots.
3)	The internal parameter  is set to the corresponding value of RSRP threshold indicated by the i-th field in sl-ThresPSSCH-RSRP-List-r16, where .from higher layer parameter SL-ThresRSRP_pi_pj for  equal to the given value of  and each priority value .
4)	The set  is initialized to the set of all the candidate single-slot resources. 
5)	The UE shall exclude any candidate single-slot resource  from the set  if it meets all the following conditions:
-	the UE has not monitored slot  in Step 2.
-	for any periodicity value allowed by the higher layer parameter sl-ResourceReservePeriodList-r16 and a hypothetical SCI format 1-A received in slot  with "Resource reservation period" field set to that periodicity value and indicating all subchannels of the resource pool in this slot, condition c in step 6 would be met.
6)	The UE shall exclude any candidate single-slot resource  from the set  if it meets all the following conditions:
a)	the UE receives an SCI format 1-A in slot , and "Resource reservation period" field, if present, and "Priority" field in the received SCI format 1-A indicate the values  and , respectively according to Clause 16.4 in [6, TS 38.213];
b)	the RSRP measurement performed, according to clause 8.4.2.1 for the received SCI format 1-A, is higher than  ;
c)	the SCI format received in slot or the same SCI format which, if and only if the "Resource reservation period" field is present in the received SCI format 1-A,  is assumed to be received in slot(s)  determines according to clause 8.1.5 the set of resource blocks and slots which overlaps with  for q=1, 2, …, Q and j=0, 1, …, . Here,  is  converted to units of logical slots according to clause 8.1.7,  if  and , where  if slot n belongs to the set , otherwise slot  is the first slot after slot n belonging to the set ; otherwise .  is set to selection window size T2 converted to units of ms.
7)	If the number of candidate single-slot resources remaining in the set  is smaller than , then  is increased by 3 dB for each priority value  and the procedure continues with step 4.
The UE shall report set  to higher layers. 
If a resource  from the set  is not a member of , then the UE shall report re-evaluation of the resource  to higher layers.
If a resource  from the set  is not a member of  due to exclusion in step 6 above by comparison with the RSRP measurement for the received SCI format 1-A with an associated priority  and satisfy one of the following conditionsand  and , then the UE shall report pre-emption of the resource  to higher layers.
-	sl-PreemptionEnable-r16 is provided and is equal to ‘enabled’ and 
-	sl-PreemptionEnable-r16 is provided and is not equal to ‘enabled’, and  and 

Table 8.1.4-1:  depending on sub-carrier spacing
	
	 [slots]

	0
	1

	1
	1

	2
	2

	3
	4


Table 8.1.4-2:  depending on sub-carrier spacing
	
	 [slots]

	0
	3

	1
	5

	2
	9

	3
	17




---------------------------------------end of the TP--------------------------------------------------------------------

Endorsed TP to TS 38.215 section 5.1.23
Coversheet information:
· Reason for change
· Implementation of corrections RAN4 decision on calculation of RSRP on DMRS of PSSCH in case of two ports
· Summary of changes
· Add clarification that the linear average of RSRP is first calculated per antenna port and then is summed over the antenna ports
· Specs/sections impacted
· TS 38.215, sections 5.1.23
· Consequences if not approved
· Sensing and resource selection in the system with mixed single port and two port transmissions is degraded since current RSRP calculation does not reflect total received power in a sub-channel in case of multiple ports.

-----------------------------------TP to TS 38.215, section 5.1.23 starts------------------------------------------------

	Definition
	PSSCH Reference Signal Received Power (PSSCH-RSRP) is defined as the linear average over the power contributions (in [W]) of the resource elements of the antenna port(s) that carry demodulation reference signals associated with physical sidelink shared channel (PSSCH), summed over the antenna ports.

Demodulation reference signals transmitted on antenna ports 1000 and 1001 shall be used for PSSCH-RSRP determination if two antenna ports are indicated.

For frequency range 1, the reference point for the PSSCH-RSRP shall be the antenna connector of the UE. For frequency range 2, PSSCH-RSRP shall be measured based on the combined signal from antenna elements corresponding to a given receiver branch. For frequency range 1 and 2, if receiver diversity is in use by the UE, the reported PSSCH-RSRP value shall not be lower than the corresponding PSSCH-RSRP of any of the individual receiver branches.

	Applicable for
	RRC_IDLE intra-frequency,
RRC_IDLE inter-frequency,
RRC_CONNECTED inter-frequency



---------------------------------------end of the TP--------------------------------------------------------------------

Discussion
Capture multi-port DMRS based PSSCH-RSRP
RAN4 agreed that PSSCH-RSRP based on two-port DMRS is calculated as a combination over the ports.

One source contribution [vivo, [2]] already provided a draft TP to 38.215 to capture the PSSCH DMRS RSRP for multiple ports, however in FL understanding the sentence is a bit incomplete, thus further modification is proposed by blue:

5.1.23 PSSCH reference signal received power (PSSCH-RSRP)
	Definition
	PSSCH Reference Signal Received Power (PSSCH-RSRP) is defined as the linear average over the power contributions (in [W]) of the resource elements of the antenna port(s) that carry demodulation reference signals associated with physical sidelink shared channel (PSSCH), combined over the antenna ports.

Demodulation reference signals transmitted on antenna ports 1000 and 1001 shall be used for PSSCH-RSRP determination if two antenna ports are indicated.

For frequency range 1, the reference point for the PSSCH-RSRP shall be the antenna connector of the UE. For frequency range 2, PSSCH-RSRP shall be measured based on the combined signal from antenna elements corresponding to a given receiver branch. For frequency range 1 and 2, if receiver diversity is in use by the UE, the reported PSSCH-RSRP value shall not be lower than the corresponding PSSCH-RSRP of any of the individual receiver branches.

	Applicable for
	RRC_IDLE intra-frequency,
RRC_IDLE inter-frequency,
RRC_CONNECTED inter-frequency



Q1-1: Is the above text proposal an agreeable starting point for capturing PSSCH-DMRS based RSRP over two antenna ports?

	Source
	Comments

	vivo
	Fine to capture a TP based on RAN4 agreements.

	Samsung
	Agree

	Huawei/HiSilicon
	We suggest to change “combined” to “summed”, i.e., “combinedsummed over the antenna ports”.
Because there could be various methods of “combing”, such as maximum ratio combining, equal ratio combining, etc. “Summed” is more accurate, and is also aligned with the RAN4 agreement below which uses “… the sum of …”.

RAN4#94-e-bis (R4-2006001) agreement:
Agreement: If power boosting on DMRS multiple port is not applied, the PSSCH-RSRP shall be calculated by the sum of all transmission antenna ports.

	LG Electronics
	We share the same view with Huawei.

	ZTE, Sanechips
	Agree. 
We are less motivated to change “combined” to “summed”. As mentioned by Huawei, “combined” allows more technologies. There seems no need to force the UE to stick to one specific method. In addition, RAN1 spec uses “combined” for RSRP measurement on Uu. It is better to keep the same terminology and to avoid suggesting different ways of measurement behaviour. If the change is indeed necessary, it should be discussed in a different but wider scope, including both Uu and SL. 

	Intel
	Ok with changes proposed by Huawei

	Apple
	We are fine with the changes proposed by Huawei. 

	Futurewei
	Agree with the proposal and the change proposed by Huawei

	Nokia, NSB
	OK with Huawei’s modification

	OPPO
	Agree with the modification from Huawei.

	CATT
	Agree with Huawei’s modification




Regarding the issue of capturing two-port PSSCH DMRS base RSRP calculation, it seems there are no concerns with the draft TP except “combined” to be replaced with “summed”. One company thinks “combined” is still more appropriate than “summed”.

Proposal 3-1
· Adopt the following TP to TS 38.215, capturing RAN4 agreement that RSRP based on multi-port PSSCH-DMRS is summed over the used ports

5.1.23 PSSCH reference signal received power (PSSCH-RSRP)
	Definition
	PSSCH Reference Signal Received Power (PSSCH-RSRP) is defined as the linear average over the power contributions (in [W]) of the resource elements of the antenna port(s) that carry demodulation reference signals associated with physical sidelink shared channel (PSSCH), summed over the antenna ports.

Demodulation reference signals transmitted on antenna ports 1000 and 1001 shall be used for PSSCH-RSRP determination if two antenna ports are indicated.

For frequency range 1, the reference point for the PSSCH-RSRP shall be the antenna connector of the UE. For frequency range 2, PSSCH-RSRP shall be measured based on the combined signal from antenna elements corresponding to a given receiver branch. For frequency range 1 and 2, if receiver diversity is in use by the UE, the reported PSSCH-RSRP value shall not be lower than the corresponding PSSCH-RSRP of any of the individual receiver branches.

	Applicable for
	RRC_IDLE intra-frequency,
RRC_IDLE inter-frequency,
RRC_CONNECTED inter-frequency




	Source
	Comments

	Sharp
	Agree

	LG Electronics
	Agree

	Huawei/HiSilicon
	Agree

	OPPO
	Agree

	
	

	
	

	
	

	
	

	
	

	
	

	
	



Miscellaneous alignments to TS 38.214, section 8.1.4

There are several inconsistencies between RRC specification and L1 specification with respect to RRC parameter names and sometimes their usage. In order to progress on this topic, it is proposed to highlight the spotted inconsistencies along with the potential fix, and then correct everything together in a TP.

Q2-1: Please indicate which of the following alignments are OK to capture:
a) t2min_SelectionWindow to be replaced by sl-SelectionWindow-r16
b) SL-ThresRSRP_pi_pj to be replaced by sl-ThresPSSCH-RSRP-List-r16. Further, in step 3), the mapping of the value from the list to p_i and p_j needs to be captured. It is proposed to rely on LTE-like linear indexing, as suggested by [7].
c) RSforSensing to be replaced by sl-RS-ForSensing-r16
d) t0_SensingWindow to be replaced by sl-SensingWindow-r16
e) sl-xPercentage to be replaced by sl-TxPercentage-r16
f) p_preemption to be replaced by sl-PreemptionEnable-r16. Further, it needs to be explicitly captured that if it is set to ‘enabled’, then the threshold is ignored

	Source
	Comments

	Samsung
	We are O.K to fix the updated higher layer parameters from R2-2006037.

	Huawei/HiSilicon
	Agree.
For b), we support to capture the mapping of the value from the list to p_i and p_j for better readability. The suggested TP can be found in Section 2.6 of [7], which reuse LTE-V.

	LG Electronics
	In general, we are fine with the list proved by FL

	ZTE, Sanechips
	Agree all of them. 
For f), we have additional comment in Q2-2

	Intel
	Agree

	Apple
	Agree

	Futurewei
	Agree

	Nokia, NSB
	Mostly agree, but
For a), should be sl-SelectionWindowList
For e), should be sl-TxPercentageList
For f), p_preemption still exists: In 38.331 we have “sl-PreemptionEnable
Indiates whether pre-emption is disabled or enabled in a resource pool. If enabled, a priority level p_preemption can be optionally configured. If the pre-emption is enabled but p_preemption is not configured, pre-emption is applicable to all levels.”
I think it makes sense to keep p_preemption as the optional numeric value which can be used in the comparison. So I suggest to introduce sl-PreemptionEnable in addition to p_preemption, rather than instead of it.

	OPPO
	For a) and e), we agree with Nokia.
For f), we only found “sl-PreemptionEnable-r16” in the RRC spec v16.1.0. So we agree with the FL’s proposal.
For the remaining items, I wonder if “-r16” should be added at the end of RRC parameter in the RAN1 spec.

	CATT
	Agree




Q2-2: Anything in addition to the listed in Q2-1?

	Source
	Comments

	ZTE, Sanechips
	The “Disabled” case in the following RAN1 #100bis-e agreement is not captured in the TS 38.214 section 8.1.4, and therefore may not be consistent with RAN2’s RRC definition.
Agreements (for issue 2a): Finalize the RRC parameter for pre-emption activation per resource pool by
· Disabled
· Enabled. Default is without a priority level (i.e., pre-emption is applicable to all levels). 
· Can optionally configuring a priority level p_preemption {1…8} (the value range is a working assumption), and (as a working assumption regarding “<”) if prioRX < p_preemption, and prioTX > prioRX, then pre-emption can be triggered 
· Note: In the inequalities it is assumed that the lowest priority value corresponds to the highest priority/importance traffic
· prioRX is the priority associated with the resource indicated in SCI, as per 8.1.4 in 38.214
prioTX is L1 priority within a UE associated with the reserved resources, as per 8.1.4 in 38.214.

Current 38.214 text:
“If a resource  from the set  is not a member of  due to exclusion in step 6 above by comparison with the RSRP measurement for the received SCI format 1-A with an associated priority  and  and , then the UE shall report pre-emption of the resource  to higher layers.”

We propose to make the following modification:

If a resource  from the set  is not a member of  due to exclusion in step 6 above by comparison with the RSRP measurement for the received SCI format 1-A with an associated priority  and  and , and satisfy one of the following conditions, then the UE shall report pre-emption of the resource  to higher layers.
-	Pre-emption is configured to be enabled without a priority threshold .
-	Pre-emption is configured to be enabled with a priority level threshold , and  and 



	Intel
	Agree with proposal from ZTE 

	Nokia, NSB
	Agree in principle with proposal from ZTE

	OPPO
	Agree in principle with proposal from ZTE

	CATT
	Agree with ZTE's TP.

Additionally, there is a typo in Section 8 in TS 38.214:
sl_StartRB-Subchannel to be replaced by sl-StartRB-Subchannel

Another issue is whether the postfix of 'r16' should be added for all the V2X RRC parameter or not




Proposal 3-2
· Adopt the following alignment TP to TS 38.214, section 8.1.4

	In resource allocation mode 2, the higher layer can request the UE to determine a subset of resources from which the higher layer will select resources for PSSCH/PSCCH transmission. To trigger this procedure, in slot n, the higher layer provides the following parameters for this PSSCH/PSCCH transmission:
-	the resource pool from which the resources are to be reported;
-	L1 priority, ;
-	the remaining packet delay budget;
-	the number of sub-channels to be used for the PSSCH/PSCCH transmission in a slot, ;
-	optionally, the resource reservation interval, , in units of ms. 
-	if the higher layer requests the UE to determine a subset of resources from which the higher layer will select resources for PSSCH/PSCCH transmission as part of re-evaluation or pre-emption procedure, the higher layer provides a set of resources which may be subject to re-evaluation and a set of resources which may be subject to pre-emption.
-	it is up to UE implementation to determine the subset of resources as requested by higher layers before or after the slot  - , where  is the slot with the smallest slot index among and , and  is equal to , where  is defined in slots in Table 8.1.4-2 where  is the SCS configuration of the SL BWP.
The following higher layer parameters affect this procedure:
-	sl-SelectionWindowList-r16t2min_SelectionWindow: internal parameter  is set to the corresponding value from higher layer parameter sl-SelectionWindowList-r16t2min_SelectionWindow for the given value of .
-	sl-ThresPSSCH-RSRP-List-r16SL-ThresRSRP_pi_pj: this higher layer parameter provides an RSRP threshold for each combination , where  is the value of the priority field in a received SCI format 1-A and  is the priority of the transmission of the UE selecting resources; for a given invocation of this procedure, .
-	sl-RS-ForSensing-r16RSforSensing selects if the UE uses the PSSCH-RSRP or PSCCH-RSRP measurement, as defined in clause 8.4.2.1.
-	sl-ResourceReservePeriodList-r16
-	sl-SensingWindow-r16t0_SensingWindow: internal parameter  is defined as the number of slots corresponding to sl-SensingWindow-r16t0_SensingWindow ms. 
-	sl-TxPercentageList-r16sl-xPercentage: internal parameter  for a given  is defined as sl-TxPercentageList-r16 sl-xPercentage() converted from percentage to ratio
-	sl-PreemptionEnable-r16p_preemption: if sl-PreemptionEnable-r16 is provided, and if it is not equal to ‘enabled’, internal parameter  is set to the higher layer provided parameter sl-PreemptionEnable-r16p_preemption
The resource reservation interval, , if provided, is converted from units of ms to units of logical slots, resulting in  according to clause 8.1.7.
Notation:
 denotes the set of slots which can belong to a sidelink resource pool and is defined in Clause 8.
The following steps are used:
1)	A candidate single-slot resource for transmission  is defined as a set of  contiguous sub-channels with sub-channel x+j in slot  where . The UE shall assume that any set of  contiguous sub-channels included in the corresponding resource pool within the time interval  correspond to one candidate single-slot resource, where 
-	selection of  is up to UE implementation under   , where  is defined in slots in Table 8.1.4-2 where  is the SCS configuration of the SL BWP; 
-	if  is shorter than the remaining packet delay budget (in slots) then is up to UE implementation subject to    remaining packet budget (in slots); otherwise is set to the remaining packet delay budget (in slots).
The total number of candidate single-slot resources is denoted by .
2)	The sensing window is defined by the range of slots [) where  is defined above and  is defined in slots in Table 8.1.4-1 where  is the SCS configuration of the SL BWP. The UE shall monitor slots which can belong to a sidelink resource pool within the sensing window except for those in which its own transmissions occur. The UE shall perform the behaviour in the following steps based on PSCCH decoded and RSRP measured in these slots.
3)	The internal parameter  is set to the corresponding value of RSRP threshold indicated by the i-th field in sl-ThresPSSCH-RSRP-List-r16, where .from higher layer parameter SL-ThresRSRP_pi_pj for  equal to the given value of  and each priority value .
4)	The set  is initialized to the set of all the candidate single-slot resources. 
5)	The UE shall exclude any candidate single-slot resource  from the set  if it meets all the following conditions:
-	the UE has not monitored slot  in Step 2.
-	for any periodicity value allowed by the higher layer parameter sl-ResourceReservePeriodList-r16 and a hypothetical SCI format 1-A received in slot  with "Resource reservation period" field set to that periodicity value and indicating all subchannels of the resource pool in this slot, condition c in step 6 would be met.
6)	The UE shall exclude any candidate single-slot resource  from the set  if it meets all the following conditions:
a)	the UE receives an SCI format 1-A in slot , and "Resource reservation period" field, if present, and "Priority" field in the received SCI format 1-A indicate the values  and , respectively according to Clause 16.4 in [6, TS 38.213];
b)	the RSRP measurement performed, according to clause 8.4.2.1 for the received SCI format 1-A, is higher than  ;
c)	the SCI format received in slot or the same SCI format which, if and only if the "Resource reservation period" field is present in the received SCI format 1-A,  is assumed to be received in slot(s)  determines according to clause 8.1.5 the set of resource blocks and slots which overlaps with  for q=1, 2, …, Q and j=0, 1, …, . Here,  is  converted to units of logical slots according to clause 8.1.7,  if  and , where  if slot n belongs to the set , otherwise slot  is the first slot after slot n belonging to the set ; otherwise .  is set to selection window size T2 converted to units of ms.
7)	If the number of candidate single-slot resources remaining in the set  is smaller than , then  is increased by 3 dB for each priority value  and the procedure continues with step 4.
The UE shall report set  to higher layers. 
If a resource  from the set  is not a member of , then the UE shall report re-evaluation of the resource  to higher layers.
If a resource  from the set  is not a member of  due to exclusion in step 6 above by comparison with the RSRP measurement for the received SCI format 1-A with an associated priority  and satisfy one of the following conditionsand  and , then the UE shall report pre-emption of the resource  to higher layers.
-	sl-PreemptionEnable-r16 is provided and is equal to ‘enabled’ and 
-	sl-PreemptionEnable-r16 is provided and is not equal to ‘enabled’, and  and 

Table 8.1.4-1:  depending on sub-carrier spacing
	
	 [slots]

	0
	1

	1
	1

	2
	2

	3
	4


Table 8.1.4-2:  depending on sub-carrier spacing
	
	 [slots]

	0
	3

	1
	5

	2
	9

	3
	17









	Source
	Comments

	Sharp
	Regarding the value range of SL priority, e.g.  and , we think  and  are both ranging [1,8] as they directly are compared with  which in TS38.331 is [1,8]. Hence, the formula in step 3) should be changed as follows,
3)	The internal parameter  is set to the corresponding value of RSRP threshold indicated by the i-th field in sl-ThresPSSCH-RSRP-List-r16, where .
Otherwise, i-th field would go beyond the index. Note, the same formula in LTE V2X as in 14.1.1.6, TS36.213 has been updated, we think it is the very same issue.

FL comment: corrected, thanks

	LG Electronics
	First of all, we share the same view with Sharp. 

Just to be clear, could you clarify the meaning of part marked with yellow?

-	sl-PreemptionEnable-r16p_preemption: if sl-PreemptionEnable-r16 is provided, and if it is not equal to ‘enabled’, internal parameter  is set to the higher layer provided parameter sl-PreemptionEnable-r16p_preemption

Furthermore, it would be highly appreciated if you could confirm the following understanding is correct.
· When considering the parts marked with green, it seems that the SL RSRP based resource exclusion behavior is not applied to “Other UE’s Aperiodically Selected Resources” (i.e., only targeting Other UE’s Periodically Reserved Resources).
  
//////////////////////////////////////////////////////////////////////////////////////////////
4)	The set  is initialized to the set of all the candidate single-slot resources. 
5)	The UE shall exclude any candidate single-slot resource  from the set  if it meets all the following conditions:
-	the UE has not monitored slot  in Step 2.
-	for any periodicity value allowed by the higher layer parameter sl-ResourceReservePeriodList and a hypothetical SCI format 1-A received in slot  with "Resource reservation period" field set to that periodicity value and indicating all subchannels of the resource pool in this slot, condition c in step 6 would be met.
6)	The UE shall exclude any candidate single-slot resource  from the set  if it meets all the following conditions:
a)	the UE receives an SCI format 1-A in slot , and "Resource reservation period" field, if present, and "Priority" field in the received SCI format 1-A indicate the values  and , respectively according to Clause 16.4 in [6, TS 38.213];
b)	the RSRP measurement performed, according to clause 8.4.2.1 for the received SCI format 1-A, is higher than  ;
c)	the SCI format received in slot or the same SCI format which, if and only if the "Resource reservation period" field is present in the received SCI format 1-A,  is assumed to be received in slot(s)  determines according to clause 8.1.5 the set of resource blocks and slots which overlaps with  for q=1, 2, …, Q and j=0, 1, …, . Here,  is  converted to units of logical slots according to clause 8.1.7,  if  and , where  if slot n belongs to the set , otherwise slot  is the first slot after slot n belonging to the set ; otherwise .  is set to selection window size T2 converted to units of ms.
7)	If the number of candidate single-slot resources remaining in the set  is smaller than , then  is increased by 3 dB for each priority value  and the procedure continues with step 4
//////////////////////////////////////////////////////////////////////////////////////////////


FL comment:
The first highlighted part introduces a numerical value of prio_pre. It could be merged to the last bullets also.
I’m not sure about the concerns with green highlighted parts. If I understand correctly, we already discussed whether all resources are considered for exclusion in periodic / aperiodic cases, and it seems was a common understanding that there is no issue.

	Huawei/HiSilicon
	Agree with Sharp that we should use , since the value range of priority is [1:8].

The following change in red seems missing: 
7)	If the number of candidate single-slot resources remaining in the set  is smaller than , then  is increased by 3 dB for each priority value  and the procedure continues with step 4.

FL comment: corrected, thanks

	OPPO
	Agree with Sharp’s and HW’s modifications.
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Appendix – Latest version of 8.1.4, in TS 38.214

In resource allocation mode 2, the higher layer can request the UE to determine a subset of resources from which the higher layer will select resources for PSSCH/PSCCH transmission. To trigger this procedure, in slot n, the higher layer provides the following parameters for this PSSCH/PSCCH transmission:
-	the resource pool from which the resources are to be reported;
-	L1 priority, ;
-	the remaining packet delay budget;
-	the number of sub-channels to be used for the PSSCH/PSCCH transmission in a slot, ;
-	optionally, the resource reservation interval, , in units of ms. 
-	if the higher layer requests the UE to determine a subset of resources from which the higher layer will select resources for PSSCH/PSCCH transmission as part of re-evaluation or pre-emption procedure, the higher layer provides a set of resources which may be subject to re-evaluation and a set of resources which may be subject to pre-emption.
-	it is up to UE implementation to determine the subset of resources as requested by higher layers before or after the slot  - , where  is the slot with the smallest slot index among and , and  is equal to , where  is defined in slots in Table 8.1.4-2 where  is the SCS configuration of the SL BWP.
The following higher layer parameters affect this procedure:
-	t2min_SelectionWindow: internal parameter  is set to the corresponding value from higher layer parameter t2min_SelectionWindow for the given value of .
-	SL-ThresRSRP_pi_pj: this higher layer parameter provides an RSRP threshold for each combination , where  is the value of the priority field in a received SCI format 1-A and  is the priority of the transmission of the UE selecting resources; for a given invocation of this procedure, .
[bookmark: _Hlk26193887]-	RSforSensing selects if the UE uses the PSSCH-RSRP or PSCCH-RSRP measurement, as defined in clause 8.4.2.1.
[bookmark: _Hlk26203241]-	sl-ResourceReservePeriodList
[bookmark: _Hlk26192586]-	t0_SensingWindow: internal parameter  is defined as the number of slots corresponding to t0_SensingWindow ms. 
-	sl-xPercentage: internal parameter  for a given  is defined as sl-xPercentage() converted from percentage to ratio
-	p_preemption: internal parameter  is set to the higher layer provided parameter p_preemption
The resource reservation interval, , if provided, is converted from units of ms to units of logical slots, resulting in  according to clause 8.1.7.
Notation:
 denotes the set of slots which can belong to a sidelink resource pool and is defined in Clause 8.
The following steps are used:
1)	A candidate single-slot resource for transmission  is defined as a set of  contiguous sub-channels with sub-channel x+j in slot  where . The UE shall assume that any set of  contiguous sub-channels included in the corresponding resource pool within the time interval  correspond to one candidate single-slot resource, where 
-	selection of  is up to UE implementation under   , where  is defined in slots in Table 8.1.4-2 where  is the SCS configuration of the SL BWP; 
[bookmark: _Hlk26190437]-	if  is shorter than the remaining packet delay budget (in slots) then is up to UE implementation subject to    remaining packet budget (in slots); otherwise is set to the remaining packet delay budget (in slots).
The total number of candidate single-slot resources is denoted by .
[bookmark: _Hlk26192698]2)	The sensing window is defined by the range of slots [) where  is defined above and  is defined in slots in Table 8.1.4-1 where  is the SCS configuration of the SL BWP. The UE shall monitor slots which can belong to a sidelink resource pool within the sensing window except for those in which its own transmissions occur. The UE shall perform the behaviour in the following steps based on PSCCH decoded and RSRP measured in these slots.
3)	The internal parameter  is set to the corresponding value from higher layer parameter SL-ThresRSRP_pi_pj for  equal to the given value of  and each priority value .
4)	The set  is initialized to the set of all the candidate single-slot resources. 
5)	The UE shall exclude any candidate single-slot resource  from the set  if it meets all the following conditions:
-	the UE has not monitored slot  in Step 2.
-	for any periodicity value allowed by the higher layer parameter sl-ResourceReservePeriodList and a hypothetical SCI format 1-A received in slot  with "Resource reservation period" field set to that periodicity value and indicating all subchannels of the resource pool in this slot, condition c in step 6 would be met.
6)	The UE shall exclude any candidate single-slot resource  from the set  if it meets all the following conditions:
a)	the UE receives an SCI format 1-A in slot , and "Resource reservation period" field, if present, and "Priority" field in the received SCI format 1-A indicate the values  and , respectively according to Clause 16.4 in [6, TS 38.213];
[bookmark: _Hlk26193771]b)	the RSRP measurement performed, according to clause 8.4.2.1 for the received SCI format 1-A, is higher than  ;
[bookmark: OLE_LINK8][bookmark: OLE_LINK9]c)	the SCI format received in slot or the same SCI format which, if and only if the "Resource reservation period" field is present in the received SCI format 1-A,  is assumed to be received in slot(s)  determines according to clause 8.1.5 the set of resource blocks and slots which overlaps with  for q=1, 2, …, Q and j=0, 1, …, . Here,  is  converted to units of logical slots according to clause 8.1.7,  if  and , where  if slot n belongs to the set , otherwise slot  is the first slot after slot n belonging to the set ; otherwise .  is set to selection window size T2 converted to units of ms.
7)	If the number of candidate single-slot resources remaining in the set  is smaller than , then  is increased by 3 dB for each priority value  and the procedure continues with step 4.
The UE shall report set  to higher layers. 
If a resource  from the set  is not a member of , then the UE shall report re-evaluation of the resource  to higher layers.
If a resource  from the set  is not a member of  due to exclusion in step 6 above by comparison with the RSRP measurement for the received SCI format 1-A with an associated priority  and  and , then the UE shall report pre-emption of the resource  to higher layers.
Table 8.1.4-1:  depending on sub-carrier spacing
	
	 [slots]

	0
	1

	1
	1

	2
	2

	3
	4


Table 8.1.4-2:  depending on sub-carrier spacing
	
	 [slots]

	0
	3

	1
	5

	2
	9

	3
	17




Appendix – Related RRC specification


[bookmark: _Toc46439921][bookmark: _Toc46444758][bookmark: _Toc46487519]–	SL-ResourcePool
The IE SL-ResourcePool specifies the configuration information for NR sidelink communication resource pool.
SL-ResourcePool information element
-- ASN1START
-- TAG-SL-RESOURCEPOOL-START

SL-ResourcePool-r16 ::=            SEQUENCE {
    sl-PSCCH-Config-r16                SetupRelease { SL-PSCCH-Config-r16 }                                  OPTIONAL,   -- Need M
    sl-PSSCH-Config-r16                SetupRelease { SL-PSSCH-Config-r16 }                                  OPTIONAL,   -- Need M
    sl-PSFCH-Config-r16                SetupRelease { SL-PSFCH-Config-r16 }                                  OPTIONAL,   -- Need M
    sl-SyncAllowed-r16                 SL-SyncAllowed-r16                                                    OPTIONAL,   -- Need M
    sl-SubchannelSize-r16              ENUMERATED {n10, n12, n15, n20, n25, n50, n75, n100}                  OPTIONAL,   -- Need M
    sl-TimeResource-r16                INTEGER (10..160)                                                     OPTIONAL,   -- Need M
    sl-StartRB-Subchannel-r16          INTEGER (0..265)                                                      OPTIONAL,   -- Need M
    sl-NumSubchannel-r16               INTEGER (1..27)                                                       OPTIONAL,   -- Need M
    sl-Additional-MCS-Table-r16        ENUMERATED {qam256, qam64LowSE, qam256-qam64LowSE }                   OPTIONAL,   -- Need M
    sl-ThreshS-RSSI-CBR-r16            INTEGER (0..45)                                                       OPTIONAL,   -- Need M
    sl-TimeWindowSizeCBR-r16           ENUMERATED {ms100, slot100}                                           OPTIONAL,   -- Need M
    sl-TimeWindowSizeCR-r16            ENUMERATED {ms1000, slot1000}                                         OPTIONAL,   -- Need M
    sl-PTRS-Config-r16                 SL-PTRS-Config-r16                                                    OPTIONAL,    -- Need M
    sl-UE-SelectedConfigRP-r16         SL-UE-SelectedConfigRP-r16                                            OPTIONAL,   -- Need M
    sl-RxParametersNcell-r16           SEQUENCE {
        sl-TDD-Configuration-r16           TDD-UL-DL-ConfigCommon                                            OPTIONAL,   -- Need M
        sl-SyncConfigIndex-r16             INTEGER (0..15)
    }                                                                                                        OPTIONAL,   -- Need M
    sl-ZoneConfigMCR-List-r16          SEQUENCE (SIZE (16)) OF SL-ZoneConfigMCR-r16                          OPTIONAL,   -- Need M
    sl-FilterCoefficient-r16           FilterCoefficient                                                     OPTIONAL,   -- Need M
    sl-RB-Number-r16                   INTEGER (10..275)                                                     OPTIONAL,   -- Need M
    sl-PreemptionEnable-r16            ENUMERATED {enabled, pl1, pl2, pl3, pl4, pl5, pl6, pl7, pl8}          OPTIONAL,   -- Need R
    sl-PriorityThreshold-UL-URLLC-r16  INTEGER (1..9)                                                        OPTIONAL,   -- Need M
    sl-PriorityThreshold-r16           INTEGER (1..9)                                                        OPTIONAL,   -- Need M
    sl-X-Overhead-r16                  ENUMERATED {n0,n3, n6, n9}                                            OPTIONAL,   -- Need M
    sl-PowerControl-r16                SL-PowerControl-r16                                                   OPTIONAL,   -- Need M
    sl-TxPercentageList-r16            SL-TxPercentageList-r16                                               OPTIONAL,   -- Need M
    sl-MinMaxMCS-List-r16              SL-MinMaxMCS-List-r16                                                 OPTIONAL,   -- Need M
...
}

SL-ZoneConfigMCR-r16 ::=               SEQUENCE {
    sl-ZoneConfigMCR-Index-r16             INTEGER (0..15),
    sl-TransRange-r16                      ENUMERATED {m20, m50, m80, m100, m120, m150, m180, m200, m220, m250, m270, m300, m350,
                                                       m370, m400, m420, m450, m480, m500, m550, m600, m700, m1000, spare8, spare7,
                                                       spare6, spare5, spare4, spare3, spare2, spare1}       OPTIONAL,   -- Need M
    sl-ZoneConfig-r16                      SL-ZoneConfig-r16                                                 OPTIONAL,   -- Need M
...
}

SL-SyncAllowed-r16 ::=                 SEQUENCE {
    gnss-Sync-r16                          ENUMERATED {true}                                                 OPTIONAL,   -- Need R
    gnbEnb-Sync-r16                        ENUMERATED {true}                                                 OPTIONAL,   -- Need R
    ue-Sync-r16                            ENUMERATED {true}                                                 OPTIONAL    -- Need R
}

SL-PSCCH-Config-r16 ::=                SEQUENCE {
    sl-TimeResourcePSCCH-r16               ENUMERATED {n2, n3}                                               OPTIONAL,   -- Need M
    sl-FreqResourcePSCCH-r16               ENUMERATED {n10,n12, n15, n20, n25}                               OPTIONAL,   -- Need M
    sl-DMRS-ScrambleID-r16                 INTEGER (0..65535)                                                OPTIONAL,   -- Need M
    sl-NumReservedBits-r16                 INTEGER (2..4)                                                    OPTIONAL,   -- Need M
   ...
}

SL-PSSCH-Config-r16 ::=                SEQUENCE {
    sl-PSSCH-DMRS-TimePatternList-r16      SEQUENCE (SIZE (1..3)) OF INTEGER (2..4)                          OPTIONAL,   -- Need M
    sl-BetaOffsets2ndSCI-r16               SEQUENCE (SIZE (4)) OF SL-BetaOffsets-r16                         OPTIONAL,   -- Need M
    sl-Scaling-r16                         ENUMERATED {f0p5, f0p65, f0p8, f1}                                OPTIONAL,   -- Need M
   ...
}

SL-PSFCH-Config-r16 ::=                SEQUENCE {
    sl-PSFCH-Period-r16                    ENUMERATED {sl0, sl1, sl2, sl4}                                   OPTIONAL,   -- Need M
    sl-PSFCH-RB-Set-r16                    BIT STRING (SIZE (10..275))                                       OPTIONAL,   -- Need M
    sl-NumMuxCS-Pair-r16                   ENUMERATED {n1, n2, n3, n6}                                       OPTIONAL,   -- Need M
    sl-MinTimeGapPSFCH-r16                 ENUMERATED {sl2, sl3}                                             OPTIONAL,   -- Need M
    sl-PSFCH-HopID-r16                     INTEGER (0..1023)                                                 OPTIONAL,   -- Need M
    sl-PSFCH-CandidateResourceType-r16     ENUMERATED {startSubCH, allocSubCH}                               OPTIONAL,   -- Need M
   ...
}
SL-PTRS-Config-r16 ::=                 SEQUENCE {
    sl-PTRS-FreqDensity-r16                SEQUENCE (SIZE (2)) OF INTEGER (1..276)                           OPTIONAL,   -- Need M
    sl-PTRS-TimeDensity-r16                SEQUENCE (SIZE (3)) OF INTEGER (0..29)                            OPTIONAL,   -- Need M
    sl-PTRS-RE-Offset-r16                  ENUMERATED {offset01, offset10, offset11}                         OPTIONAL,   -- Need M
    ...
}

SL-UE-SelectedConfigRP-r16 ::=         SEQUENCE {
    sl-CBR-PriorityTxConfigList-r16        SL-CBR-PriorityTxConfigList-r16                                  OPTIONAL,   -- Need M
    sl-ThresPSSCH-RSRP-List-r16            SL-ThresPSSCH-RSRP-List-r16                                       OPTIONAL,   -- Need M
    sl-MultiReserveResource-r16            ENUMERATED {enabled}                                              OPTIONAL,   -- Need M
    sl-MaxNumPerReserve-r16                ENUMERATED {n2, n3}                                               OPTIONAL,   -- Need M
[bookmark: _Hlk48574049]    sl-SensingWindow-r16                   ENUMERATED {ms100, ms1100}                                        OPTIONAL,   -- Need M
    sl-SelectionWindowList-r16             SL-SelectionWindowList-r16                                        OPTIONAL,   -- Need M
    sl-ResourceReservePeriodList-r16       SEQUENCE (SIZE (1..16)) OF SL-ResourceReservePeriod-r16           OPTIONAL,   -- Need M
    sl-RS-ForSensing-r16                   ENUMERATED {pscch, pssch},
    ...
}

SL-ResourceReservePeriod-r16 ::=       CHOICE {
    sl-ResourceReservePeriod1-r16          ENUMERATED {ms0, ms100, ms200, ms300, ms400, ms500, ms600, ms700, ms800, ms900, ms1000},
    sl-ResourceReservePeriod2-r16          INTEGER (1..99)
}

SL-SelectionWindowList-r16 ::=         SEQUENCE (SIZE (8)) OF SL-SelectionWindowConfig-r16

SL-SelectionWindowConfig-r16 ::=       SEQUENCE {
    sl-Priority-r16                        INTEGER (1..8),
    sl-SelectionWindow-r16                 ENUMERATED {n1, n5, n10, n20}
}

SL-TxPercentageList-r16 ::=            SEQUENCE (SIZE (8)) OF SL-TxPercentageConfig-r16

SL-TxPercentageConfig-r16 ::=          SEQUENCE {
    sl-Priority-r16                        INTEGER (1..8),
    sl-TxPercentage-r16                    ENUMERATED {p20, p35, p50}
}

SL-MinMaxMCS-List-r16 ::=              SEQUENCE (SIZE (1..3)) OF SL-MinMaxMCS-Config-r16

SL-MinMaxMCS-Config-r16 ::=            SEQUENCE {
    sl-MCS-Table-r16                       ENUMERATED {qam64, qam256, qam64LowSE},
    sl-MinMCS-PSSCH-r16                    INTEGER (0..27),
    sl-MaxMCS-PSSCH-r16                    INTEGER (0..31)
}

SL-BetaOffsets-r16 ::=                 INTEGER (0..31)

SL-PowerControl-r16 ::=    SEQUENCE {
    sl-MaxTransPower-r16       INTEGER (-30..33),
    sl-Alpha-PSSCH-PSCCH-r16   ENUMERATED {alpha0, alpha04, alpha05, alpha06, alpha07, alpha08, alpha09, alpha1}  OPTIONAL,   -- Need M
    dl-Alpha-PSSCH-PSCCH-r16   ENUMERATED {alpha0, alpha04, alpha05, alpha06, alpha07, alpha08, alpha09, alpha1}  OPTIONAL,   -- Need M
    sl-P0-PSSCH-PSCCH-r16      INTEGER (-16..15)                                                                  OPTIONAL,   -- Need M
    dl-P0-PSSCH-PSCCH-r16      INTEGER (-16..15)                                                                  OPTIONAL,   -- Need M
    dl-Alpha-PSFCH-r16         ENUMERATED {alpha0, alpha04, alpha05, alpha06, alpha07, alpha08, alpha09, alpha1}  OPTIONAL,   -- Need M
    dl-P0-PSFCH-r16            INTEGER (-16..15)                                                                  OPTIONAL,   -- Need M
    ...
}

-- TAG-SL-RESOURCEPOOL-STOP
-- ASN1STOP

	SL-ZoneConfigMCR field descriptions

	sl-TransRange
Indicates the communication range requirement for the corresponding sl-ZoneConfigMCR-Index.

	sl-ZoneConfig
Indicates the zone configuration for the corresponding sl-ZoneConfigMCR-Index.

	sl-ZoneConfigMCR-Index
Indicates the codepoint of the communication range requirement field in SCI.



	SL-ResourcePool field descriptions

	sl-FilterCoefficient
This field indicates the filtering coefficient for long-term measurement and reference signal power derivation used for sideilnk open-loop power control.

	sl-Additional-MCS-Table
Indicates the MCS table(s) additionally used in the resource pool. 64QAM table is (pre-)configured as default. Zero, one or two can be additionally (pre-)configured using the 256QAM and/or low-SE MCS tables

	sl-NumSubchannel
Indicates the number of subchannels in the corresponding resource pool, which consists of contiguous PRBs only.

	sl-PreemptionEnable
Indiates whether pre-emption is disabled or enabled in a resource pool. If enabled, a priority level p_preemption can be optionally configured. If the pre-emption is enabled but p_preemption is not configured, pre-emption is applicable to all levels.

	sl-PriorityThreshold-UL-URLLC
Indicates the threshold used to determine whether SL V2X transmission or PUCCH transmission carrying SL HARQ is prioritized over uplink transmission of priority index 1 if they overlap in time.

	sl-PriorityThreshold
Indicates the threshold used to determine whether SL V2X transmission or PUCCH transmission carrying SL HARQ is prioritized over uplink transmission of priority index 0 if they overlap in time.

	sl-RB-Number
Indicates the number of PRBs in the corresponding resource pool, which consists of contiguous PRBs only.

	sl-StartRB-Subchannel
Indicates the lowest RB index of the subchannel with the lowest index in the resource pool with respect to the lowest RB index of a SL BWP.

	sl-SubchannelSize
Indicates the minimum granularity in frequency domain for the sensing for PSSCH resource selection in the unit of PRB.

	sl-SyncAllowed
Indicates the allowed synchronization reference(s) which is (are) allowed to use the configured resource pool.

	sl-SyncConfigIndex
Indicates the synchronisation configuration that is associated with a reception pool, by means of an index to the corresponding entry SL-SyncConfigList of in SIB12 for NR sidelink communication.

	sl-TDD-Configuration
Indicates the TDD configuration associated with the reception pool of the cell indicated by sl-SyncConfigIndex.

	sl-ThreshS-RSSI-CBR
Indicates the S-RSSI threshold for determining the contribution of a sub-channel to the CBR measurement. Value 0 corresponds to -112 dBm, value 1 to -110 dBm, value n to (-112 + n*2) dBm, and so on.

	sl-TimeResource
Indicates the bitmap of the resource pool, which is defined by repeating the bitmap with a periodicity during a SFN or DFN cycle.

	sl-TimeWindowSizeCBR
Indicates the time window size for CBR measurement.

	sl-TimeWindowSizeCR
Indicates the time window size for CR evaluation.

	sl-TxPercentageList
Indicates the portion of candidate single-slot PSSCH resources over the toal resources. Value p20 corresponds to 20%, and so on.

	sl-X-Overhead
Accounts for overhead from CSI-RS, PT-RS. If the field is absent, the UE applies value xOh0 (see TS 38.214 [19], clause 5.1.3.2).



	SL-SyncAllowed field descriptions

	gnbEnb-Sync
If configured, the (pre-) configured resources can be used if the UE is directly or indirectly synchronized to eNB or gNB (i.e., synchronized to a reference UE which is directly synchronized to eNB or gNB).

	gnss-Sync
If configured, the (pre-) configured resources can be used if the UE is directly or indirectly synchronized to GNSS (i.e., synchronized to a reference UE which is directly synchronized to GNSS).

	ue-Sync
If configured, the (pre-) configured resources can be used if the UE is synchronized to a reference UE which is not synchronized to eNB, gNB and GNSS directly or indirectly.



	SL-PSCCH field descriptions

	sl-FreqResourcePSCCH
Indicates the number of PRBs for PSCCH in a resource pool where it is not greater than the number PRBs of the subchannel.

	sl-DMRS-ScrambleID
Indicates the initialization value for PSCCH DMRS scrambling.

	sl-NumReservedBits
Indicates the number of reserved bits in first stage SCI.

	sl-TimeResourcePSCCH
Indicates the number of sumbols of PSCCH in a resource pool.



	SL-PSSCH field descriptions

	sl-BetaOffsets2ndSCI
Indicates candidates of beta-offset values to determine the number of coded modulation symbols for second stage SCI. The value indicates the index of Table 9.3-2 of TS 38.213

	sl-PSSCH-DMRS-TimePatternList
Indicates the set of PSSCH DMRS time domain patterns in terms of PSSCH DMRS symbols in a slot that can be used in the resource pool.

	sl-Scaling
Indicates a scaling factor to limit the number of resource elements assigned to the second stage SCI on PSSCH. Value f0p5 corresponds to 0.5, value f0p65 corresponds to 0.65, and so on.



	SL-PSFCH field descriptions

	sl-PSFCH-CandidateResourceType
Indicates the number of PSFCH resources available for multiplexing HARQ-ACK information in a PSFCH transmission (see TS 38.213 clause 16.3)

	sl-PSFCH-Period
Indicates the period of PSFCH resource in the unit of slots within this resource pool. If set to sl0, no resource for PSFCH, and HARQ feedback for all transmissions in the resource pool is disabled.

	sl-PSFCH-RB-Set
Indicates the set of PRBs that are actually used for PSFCH transmission and reception..The leftmost bit of the bitmap refers to the lowest RB index in the resource pool, and so on



	SL-UE-SelectedConfigRP field descriptions

	sl-MaxNumPerReserve
Indicates the maximum number of reserved PSCCH/PSSCH resources that can be indicated by an SCI.

	sl-MultiReserveResource
Indicates if it is allowed to reserve a sidelink resource for an initial transmission of a TB by an SCI associated with a different TB, based on sensing and resource selection procedure.

	sl-ResourceReservePeriodList
Set of possible resource reservation period allowed in the resource pool in the unit of ms. Up to 16 values can be configured per resource pool.

	sl-RS-ForSensing
Indicates whether DMRS of PSCCH or PSSCH is used for L1 RSRP measurement in the sensing operation.

	sl-SensingWindow
Parameter that indicates the start of the sensing window.

	sl-SelectionWindowList
Parameter that determines the end of the selection window in the resource selection for a TB with respect to priority indicated in SCI. Value n1 corresponds to 1*2µ, value n5 corresponds to 5*2µ, and so on, where µ = 0,1,2,3 for SCS 15,30,60,120 kHz respectively.

	sl-ThresPSSCH-RSRP-List
Indicates a list of 64 thresholds, and the threshold should be selected based on the priority in the decoded SCI and the priority in the SCI to be transmitted. A resource is excluded if it is indicated or reserved by a decoded SCI and PSSCH RSRP in the associated data resource is above a threshold.



	SL-PowerControl field descriptions

	sl-MaxTransPower
Indicates the maximum value of the UE's sidelink transmission power on this resource pool. The unit is dBm.

	sl-Alpha-PSSCH-PSCCH
Indicates alpha value for sidelink pathloss based power control for PSCCH/PSSCH when sl-P0-PSSCH is configured. When the field is absent the UE applies the value 1. 

	sl-P0-PSSCH-PSCCH
Indicates P0 value for sidelink pathloss based power control for PSCCH/PSSCH. If not configured, sidelink pathloss based power control is disabled for PSCCH/PSSCH.

	dl-Alpha-PSSCH-PSCCH
Indicates alpha value for downlink pathloss based power control for PSCCH/PSSCH when dl-P0-PSSCH is configured. When the field is absent the UE applies the value 1. 

	dl-P0-PSSCH-PSCCH
Indicates P0 value for downlink pathloss based power control for PSCCH/PSSCH. If not configured, downlink pathloss based power control is disabled for PSCCH/PSSCH.

	dl-Alpha-PSFCH
Indicates alpha value for downlink pathloss based power control for PSFCH when dl-P0-PSFCH is configured. When the field is absent the UE applies the value 1. 

	dl-P0-PSFCH
Indicates P0 value for downlink pathloss based power control for PSFCH. If not configured, downlink pathloss based power control is disabled for PSFCH.



	SL-MinMaxMCS-Config field descriptions

	sl-MaxMCS-PSSCH
Indicates the maximum MCS value used for Mode 1 configured and dynamic grants when using the associated MCS table. If no MCS is configured, UE autonomously selects MCS from the full range of values.

	sl-MinMCS-PSSCH
Indicates the minimum MCS value for Mode 1 configured and dynamic grants when using the associated MCS table. If no MCS is configured, UE autonomously selects MCS from the full range of values.




[bookmark: _Toc46439928][bookmark: _Toc46444765][bookmark: _Toc46487526]–	SL-ThresPSSCH-RSRP-List
IE SL-ThresPSSCH-RSRP-List indicates a threshold used for sensing based UE autonomous resource selection (see TS 38.215 [9]). A resource is excluded if it is indicated or reserved by a decoded SCI and PSSCH RSRP in the associated data resource is above the threshold defined by IE SL-ThresPSSCH-RSRP-List.
SL-ThresPSSCH-RSRP-List information element
-- ASN1START
-- TAG-SL-THRESPSSCH-RSRP-LIST-START

SL-ThresPSSCH-RSRP-List-r16 ::=    SEQUENCE (SIZE (64)) OF SL-ThresPSSCH-RSRP-r16

[bookmark: _Hlk48573323]SL-ThresPSSCH-RSRP-r16 ::=         INTEGER (0..66)

-- TAG-SL-THRESPSSCH-RSRP-LIST-STOP
-- ASN1STOP

	SL-ThresPSSCH-RSRP-List field descriptions

	SL-ThresPSSCH-RSRP
Value 0 corresponds to minus infinity dBm, value 1 corresponds to -128dBm, value 2 corresponds to -126dBm, value n corresponds to (-128 + (n-1)*2) dBm and so on, value 66 corresponds to infinity dBm.



