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	Reason for change:
	RRM measurement for mobility is performed during active time indicated by drx-onDurationTimer.   The start or not of the drx-onDurationTimer is based on the wakeup indication of DCI format 2_6.  The drx-onDurationTimer does not start if UE is indicated not to wake up and stay outside active time.  The UE should perform RRM measurement for mobility at the scheduled interval regardless drx-onDurationTimer starts or not.  Therefore, the current description of “during the active time and during the timer duration indicated by drx-onDurationTimer” may cause misunderstanding that “and during the time duration indicated by drx-onDurationTimer” is during active time.   Thus, the description is clarified that the time duration indicated by drx-onDurationTime is outside active time.
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	Summary of change:
	Adding “also outside Active Time” after during the timer duration indicated by drx-onDurationTimer

	
	

	Consequences if not approved:
	This CR is to ensure that UE performs RRM measurement “during the timer duration indicated by drx-onDurationTimer”  outside active time when drx-onDuratinTimer does not start
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	Other comments:
	Isolated impact analysis:
Current specification on UE RRM measurements for mobility is not clear with description “the UE may not expect that the CSI-RS resources are available other than during the active time and during the time duration indicated by drx-onDurationTimer.  The CR is to clarify the description “during the time duration indicated by drx-onDurationTimer” is for outside active time when drx-onDurationTimer does not start.
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	This is the first version for this CR.
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5.1.6.1.3	CSI-RS for mobility
< Unchanged text is omitted >
If the UE is configured with DRX, the UE is not required to perform measurement of CSI-RS resources other than during the active time for measurements based on CSI-RS-Resource-Mobility. When the UE is configured to monitor DCI format 2_6, the UE is not required to perform measurements other than during the active time and during the timer duration indicated by drx-onDurationTimer also outside active time based on CSI-RS-Resource-Mobility. 
If the UE is configured with DRX and DRX cycle in use is larger than 80 ms, the UE may not expect CSI-RS resources are available other than during the active time for measurements based on CSI-RS-Resource-Mobility. If the UE is configured with DRX and configured to monitor DCI format 2_6 and DRX cycle in use is larger than 80ms, the UE may not expect that the CSI-RS resources are available other than during the active time and during the time duration indicated by drx-onDurationTimer also outside active time for measurements based on CSI-RS-Resource-Mobility. Otherwise, the UE may assume CSI-RS are available for measurements based on CSI-RS-Resource-Mobility.
< Unchanged text is omitted >
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