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6.4.3.1	DCI Format N0
DCI format N0 is used for the scheduling of NPUSCH and operation on preconfigured UL resources in one UL cell. 
The following information is transmitted by means of the DCI format N0:
-	Flag for format N0/format N1 differentiation – 1 bit, where value 0 indicates format N0 and value 1 indicates format N1
-	Modulation and coding scheme – 4 bits as defined in clause 16.5.1.2 of [3]. This field is only present if format N0 CRC is scrambled by PUR PUR-C-RNTI.
If format N0 CRC is scrambled by PUR PUR-C-RNTI and Modulation and coding scheme is set to '1110', the remaining fields are set as follows:
-	ACK or Fallback indicator – 1 bit, where value 0 indicates ACK and value 1 indicates fallback as defined in clause 16.6.4 of [3]
-	NPUSCH repetition adjustment – 3 bits as defined in clause 16.5.1.1 of [3] 
-	Timing advance adjustment – 6 bits as defined in clause 16.1.2 of [3]. The field is only present if ACK or Fallback indicator is set to 0.
-	All the remaining bits in format N0 are set to one
Otherwise
-	Subcarrier indication – 6 bits as defined in clause 16.5.1.1 of [3]
-	Resource assignment – 3 bits as defined in clause 16.5.1.1 of [3]
-	Scheduling delay – 2 bits as defined in clause 16.5.1 of [3]
-	Modulation and coding scheme – 4 bits as defined in clause 16.5.1.2 of [3]. This field is not present if format N0 CRC is scrambled by PUR PUR-C-RNTI.
-	Redundancy version – 1 bit as defined in clause 16.5.1.2 of [3]
-	Repetition number – 3 bits as defined in clause 16.5.1.1 of [3]
-	New data indicator – 1 bit
-	DCI subframe repetition number – 2 bits as defined in clause 16.6 in [3] 
-	Number of scheduled TB for Unicast – 1 bit, where value 0 indicates a single TB is scheduled and value 1 indicates multiple TB are scheduled. This field is only present if higher layer parameter npusch-MultiTB-Config is enabled and the corresponding DCI is mapped onto the UE specific search space given by the C-RNTI as defined in [3]. The field is set to 0 if the CRC of the DCI is scrambled by SPS C-RNTI.
-	HARQ process number – 1 bit. This field is only present if 2 HARQ processes are configured and the corresponding DCI format is mapped onto the UE specific search space given by the C-RNTI as defined in [3], or if Number of scheduled TB for Unicast is present. If multiple TB are scheduled, it functions as New data indicator for the second TB. 
-	Resource reservation – 1 bit as defined in clause 16.5 of [3]. This field is only present if higher layer parameter valid-subframe-config-UL or slot-reserved-resource-config-UL is configured and the DCI is mapped onto the UE-specific search space given by C-RNTI as defined in [3]. 
If the number of information bits in format N0 mapped onto the UE specific search space given by the C-RNTI as defined in [3] is less than that of format N1 in the same search space, zeros shall be appended to format N0 until the payload size equals that of format N1.
6.4.3.2	DCI Format N1
DCI format N1 is used for the scheduling of one NPDSCH codeword per TTI in one cell, random access procedure initiated by a NPDCCH order, notifying SC-MCCH change, and operation on preconfigured UL resources. The DCI corresponding to a NPDCCH order is carried by NPDCCH.
The following information is transmitted by means of the DCI format N1: 
-	If the format N1 CRC is scrambled by C-RNTI or RA-RNTI or PUR PUR-C-RNTI:
-	Flag for format N0/format N1 differentiation – 1 bit, where value 0 indicates format N0 and value 1 indicates format N1
-	NPDCCH order indicator – 1 bit
-	Else if the format N1 CRC is scrambled by a G-RNTI:
-	Information for SC-MCCH change notification – 2 bits as defined in clause 5.8a of [6]
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