1.1 Maintenance of E-UTRA Releases 8 – 15

R1-2005656
Correction on semi-open-loop
CATT

Final CRs agreed in R1-200xxxx (TS38.211, CRyyyy, Rel-15) and R1-200xxxx (TS38.211, CRyyyy, Rel-16) with the following modification to the cover page:

Replace x^(0)(i) / x^(1)(j) with x^(0)(i) / x^(1)(i)

R1-2005923
Correction on CFI related parameter names alignment between TS 36.331 and TS 36.213
Motorola Mobility, Lenovo, Qualcomm Incorporated

Final CRs agreed in R1-200xxxx (TS38.213, CRyyyy, Rel-15) and R1-200xxxx (TS38.213, CRyyyy, Rel-16)
R1-2006186
Applicability of fields to CSS in eMTC
Qualcomm Incorporated

R1-2006550
Correction on conditions for selecting resources when the number of HARQ transmissions is two in sidelink transmission mode 4
Sharp

Final CRs agreed in R1-200xxxx (TS38.213, CRyyyy, Rel-14), R1-200xxxx (TS38.213, CRyyyy, Rel-15) and R1-200xxxx (TS38.213, CRyyyy, Rel-16) with the following modification to the cover page:

Replace current text for Consequences if not approved to “The UE could be required to transmit PSSCHs overlapping in time”.
R1-2006923
Correction on PDSCH starting position for BL/CE UEs and starting symbol for MPDCCH of an MBSFN subframe
Huawei, HiSilicon

R1-2006924
Correction on SPDCCH monitoring of an MBSFN subframe
Huawei, HiSilicon

Final CRs agreed in R1-200xxxx (TS38.213, CRyyyy, Rel-15) and R1-200xxxx (TS38.213, CRyyyy, Rel-16) with “A UE configured with shortTTI is not required to monitor SPDCCH in an MBSFN subframe with zero-size non-MBSFN region” replaced with “A UE configured with shortTTI is not expected to be configured with MBSFN subframes with zero-size non-MBSFN region”
[102-e-LTE-6.1CRs-01] Email discussion/approval of the CRs in R1-2005656 (FD-MIMO) and R1-2006550 (V2X) by 8/20 – Havish (Ericsson)
[102-e-LTE-6.1CRs-02] Email discussion/approval of the CRs in R1-2006186 and R1-2006923 on feMTC by 8/21 – Havish (Ericsson)
[102-e-LTE-6.1CRs-03] Email discussion/approval of the CRs in R1-2005923 (HRLLC) and R1-2006924 (sTTI) by 8/20 – Havish (Ericsson)
