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1 Introduction
The contributions submitted for agenda item 7.1 (Rel-15 NR maintenance) have been reviewed and a number of draft CRs have been selected and proposed for further email discussion in RAN1#104-e. The criteria for the selection of the draft CRs for further email discussion was whether the issue raised was critical or not. Companies are encouraged to review this document and provide their views.
2 Recommended issues for email discussion RAN1#104-e
2.1 Recommended issues for Release 15

	Issue#
	Tdoc#
	Source
	Issue description

	6
	R1-2100326
	CATT
	Correction on UCI multiplexing with PUCCH overriding. Current specification lacks details UE behavior when PUCCH overriding and multiplexing need to be considered together.

	9
	R1-2100329
	CATT
	Correction on UE sounding procedure. Carry over from RAN1#103-e.

	10
	R1-2100406
	vivo
	Draft CR for Msg3 retransmission power control. Carry over from RAN1#103-e.

	12
	R1-2100580, R1-2101340
	MediaTek, Apple
	Clarification on back-to-back PUSCHs scheduling restriction in Rel-15. Carry over from RAN1#103-e.

	13
	R1-2100610
	MediaTek
	Clarification on numerology for active DL and UL BWPs. Carry over from RAN1#103-e.

	17
	R1-2101136
	MediaTek
	Correction on on CSI request constraint per slot. A UE does not expect to receive multiple A-CSI requests within a slot. However, the current specification seems ambiguous how this applies to the case where different numerologies are involved.

	20
	R1-2101275
	Huawei/HiSi
	The proposed CR is to correct the spec text for search space configuration of PUCCH-Scell. Current text is not aligned with RAN agreement.

	21
	R1-2101431
	Qualcomm
	Discussion on CSI-RS ambiguities. Carry over from RAN1#103-e.

	23
	R1-2101434
	Qualcomm
	Clarification on Cancellation due to SFI, PDSCH, or CSI-RS. The proposed CR is to reflect the agreement with reference to UE feature.

	24
	R1-2101529
	Sharp
	Correction on MCS values for PT-RS time density determination in TS 38.214. MCS Table 5.1.3.1-3 is in TS38.214 but there is no specification text when this table is used.

	25
	R1-2101722, R1-2101723
	Ericsson
	Correction on Type-1 HARQ-ACK for PDSCH repetition with different SCSs in DL and UL. Current specification cannot support different SCSs for DL and UL for type 1 HARQ-ACK CB in case of PDSCH repetition.


2.2 Recommended issues for Release 16

	Issue#
	Tdoc#
	Source
	Issue description

	1
	R1-2100082, R1-2100321, R1-2100405, R1-2100754, R1-2100796, R1-2101145, R1-2101341, R1-2101580, R1-2101739
	ZTE, CATT, vivo, Nokia/NSB, Spreadtrum, Ericsson, Apple, DOCOMO, Huawei/HiSi
	Discussion on UL skipping for PUSCH. Follow up from RAN1#103-e on the UL skipping for case 1-6, CA and PUSCH repetition.

	3
	R1-2100084, R1-2100404, R1-2101339,

R1-2101433
	ZTE, vivo, Apple, Qualcomm
	Ambiguity issues for UE features with cross-carrier operation. Carry over from RAN1#103-e.

	4
	R1-2100283, R1-2100284
	ZTE
	Correction on closed-loop power control with an absolute TPC command. Carry over from RAN1#103-e.

	19
	R1-2101171
	Samsung
	Correction on configured grant based PUSCH. Carry over from RAN1#103-e.

	22
	R1-2101432
	Qualcomm
	Discussion on SRS carrier switching. Carry over from RAN1#103-e.


3 Conclusion

After reviewing the draft CRs and relevant tdocs submitted under agenda 7.1 in RAN1#104-e, the following proposals are made.

· For Release 15 NR, discuss Issue#6, Issue#9, Issue#10, Issue#12, Issue#17, Issue#20, Issue#21, Issue#23, Issue#24, Issue#25 over email in RAN1#104-e.
· For Release 16 NR, discuss Issue#1, Issue#3, Issue#4, Issue#19, Issue#22 over email in RAN1#104-e.

