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1 Introduction
This paper provides our views on Rel-17 UE features in R1-2108679 for UE power saving enhancements. Detailed proposals are described in the following sections.
2 Views on UE features for UE power saving enhancements
In RAN1 #106e, RAN1 agrees using Package 1 for connected mode UE power saving enhanements with search space set group (SSSG) switching and PDCCH skipping. In Package 1, using “Beh 2+ Beh 2A +Beh 1A” or “All Beh 2” are both considered to achieve connected mode PDCCH monitoring adaptation, as shown in Fig. 1 below, where a detailed description for Beh 1 series and Beh 2 series are shown in Fig. 2.
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Figure 1. Package 1 for UE power saving enhanements agreed in RAN1 #106e
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Figure 2. Detailed description for Beh 1 series and Beh 2 series

It can be seen that by using Beh 1 and 1A, the PDCCH skipping behaviour can be realized. By using Beh 2 and 2A, the PDCCH monitoring period adaptation can be realized. By using Beh 2 and 2A and 2B, the PDCCH monitoring period adaptation with the equivalent behavior of PDCCH skipping can be realized.
Observation 1: 
· Using Beh 1 and 1A, the PDCCH skipping behaviour can be realized
· Using Beh 2 and 2A, the PDCCH monitoring period adaptation can be realized
· Using Beh 2 and 2A and 2B, the PDCCH monitoring period adaptation with the equivalent behavior of PDCCH skipping can be realized
To allow UE to support a more fine-grained capability report, we have the following proposal:
Proposal 1: For Rel-17 UE feature 29-3, further divide it into 29-3a, 29-3b, and 29-3c where
· 29-3a supports PDCCH monitoring adaptation behaviour 1/1A
· 29-3b supports PDCCH monitoring adaptation behaviour 2/2A
· 29-3c supports PDCCH monitoring adaptation behaviour 2/2A/[2B]
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Proposed changes on current RAN1 UE features table
NR_UE_pow_sav_enh
	Features
	Index
	Feature group
	Components
	Prerequisite feature groups
	Need for the gNB to know if the feature is supported
	Applicable to the capability signalling exchange between UEs (Sidelink WI only)”.
	Consequence if the feature is not supported by the UE
	Type
(the ‘type’ definition from UE features should be based on the granularity of 1) Per UE or 2) Per Band or 3) Per BC or 4) Per FS or 5) Per FSPC)
	Need of FDD/TDD differentiation
	Need of FR1/FR2 differentiation
	Capability interpretation for mixture of FDD/TDD and/or FR1/FR2
	Note
	Mandatory/Optional

	 29. NR_UE_pow_sav_enh
	29-1
	Paging enhancement	
	
	1. Support paging early indication
2. Support UE subgroup indication

	
	N
	
	High idle/inactive mode UE power consumption if NR SA networks
	Per UE
	N
	N
	N
	
	Optional without capability signalling

	 29. NR_UE_pow_sav_enh
	29-2
	TRS resources for idle/inactive UEs
	TRS occassions for idle/inactive UEs 
1. Support reading TRS configuration from SIB
2. Support receving L1 indication for TRS availability
	
	N
	
	Lose of power saving gain on AGC, time/frequency tracking in idle/inactive mode
	Per UE
	N
	N
	N
	
	Optional without capability signalling

	 29. NR_UE_pow_sav_enh
	29-3a
	PDCCH monitoring adaptation within an active BWP
	1. Support of PDCCH monitoring adaptation behaviour 1/1A
1. Support of PDCCH monitoring adaptation behaviour 2/2A/[2B]

	
	Y
	
	PDCCH monitoring adaptation within an active BWP is not supported 
	Per UE
	N
	N
	N
	FFS: Support of PDCCH monitoring adaptation behaviour 1/1A/2/2A/2B
	Optional

	 29. NR_UE_pow_sav_enh
	29-3b
	PDCCH monitoring adaptation within an active BWP
	Support of PDCCH monitoring adaptation behaviour 2/2A


	
	Y
	
	PDCCH monitoring adaptation within an active BWP is not supported 
	Per UE
	N
	N
	N
	FFS: Support of PDCCH monitoring adaptation behaviour 2/2A
	Optional

	 29. NR_UE_pow_sav_enh
	29-3c
	PDCCH monitoring adaptation within an active BWP
	Support of PDCCH monitoring adaptation behaviour 2/2A/[2B]


	
	Y
	
	PDCCH monitoring adaptation within an active BWP is not supported 
	Per UE
	N
	N
	N
	FFS: Support of PDCCH monitoring adaptation behaviour 2/2A/[2B]
	Optional
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