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1 Introduction
In recent RAN1 meetings, the following was agreed on timing relationship enhancements [1]:

Agreement:
For defining value range(s) of K_offset, down-select one option from below:
· Option 1: One value range of K_offset covering all scenarios.
· Option 2: Different value ranges of K_offset for different scenarios.

In this contribution, we provide our views on value range and calculation of timing relationship offsets. In timing relationships in which the transmission timing of an UL channel or signal is extended by K_offset compared to legacy, there is a question whether the timing is extended assuming a TA value of zero or not. This has implications on the processing at the gNB. In this contribution we explain the issue and make some proposals.
2 Value range of K_offset
In RAN1#106-e meeting, the options of value range(s) of K_offset were agreed.
Option 1 which is to signal one value range of K_offset covering all scenarios is a simpler method than option 2. This means that the range of K_offset is 0ms to the maximum round trip delay of GEO scenario which is 541.46ms. However, considering LEO-600km, the range of K_offset is needed from 0ms to 25.77ms. Therefore, for LEO-600km, the range of K_offset covering from 25.78 to 541.46ms is overhead. We think the overhead would be too large overhead to configure the K_offset.
Option 2 which is to signal different value ranges of K_offset for different scenarios can reduce such overhead to fit the range to each scenario. On the other hand, this option needs to define how to change the range of K_offset possibly using the satellite ephemeris information. In RAN1#104-bis-e meeting, RAN1 agreed to support serving-satellite ephemeris broadcast based on satellite position and/or orbital parameter ephemeris. Therefore, UE can know the scenario from the information. Although option 2 has additional spec impact how to change the range of K_offset, we think the option has large advantage to reduce the overhead compared to option 1.
Proposal 1: RAN1 should support different value ranges of K_offset for different scenarios.
3 Application of K_offset
In many timing relationship enhancements for NTN, the transmission time of an UL signal or channel which should be at slot or subframe n+k in legacy NR is extended by K_offset – where n is the slot or subframe number of the relevant DL channel and k is the transmission delay for the UL channel or signal in response to the DL channel. 
We need to decide whether the extension is done assuming TA = 0 or not.
· With zero TA assumption – the UL signal or channel is considered to be transmitted in slot or subframe (n+k+K_offset) and then this transmission is time-advanced by the actual current value of the TA. Therefore, any DM-RS or scrambling code generator initialisations etc needed for the UL transmission and for which the generated values are dependent on the subframe or slot number in which it is transmitted will be generated for slot or subframe (n+k+K_offset). When the UL and DL frames are aligned at the gNB, the transmission will arrive at the gNB in UL subframe or slot (n+k+K_offset) and so the generation of any required DM-RS or descrambling codes would be the same as in legacy NR. When the UL and DL frames are not aligned at the gNB, the gNB would simply offset its UL slot or subframe counter by a fixed offset corresponding to the difference in UL to DL frame timing. Therefore, in both UL/DL frame aligned and not aligned cases, the calculation of initialisation values for the generators of required DM-RS and descrambling sequences for all UL signals and channels would be the same as in legacy NR.
· Without zero TA assumption - the UL signal or channel is considered to be transmitted in slot or subframe (n+k+Koffset-TA).  Therefore, any DM-RS or scrambling generator initialisations etc needed for the UL transmission and for which the generated values are dependent on the subframe or slot number in which it is transmitted will be generated for slot or subframe (n+k+Koffset – TA). This can be thought of as extending the transmission time by Koffset only after applying the TA. In this option, the gNB would have to offset its UL slot or subframe counter by an offset value which varies since it depends on both the TA and the difference in UL-DL frame timing. The calculation of initialisation values for generators for all required DM-RS and scrambling sequences for UL signals and channels would therefore have some differences from legacy NR.
Observation 1: It is desirable to minimise the impact of timing relationship enhancements on gNB UL channel or signal processing.

In RAN1#106e, this issue was also discussed for IoT NTN and the following conclusion taken:

Conclusion:
In IoT NTN the initialization of generators for scrambling codes for UL channels and DM-RS shall use the subframe number of the UL channel or UL signal that is indicated by the Koffset-modified timing relationship. 
NOTE: In the view of RAN1, this does not necessarily involve a specification change.

Observation 2: We think that at least a similar approach should be adopted for NR NTN.

Proposal 2: In NR NTN the initialisation of generators for scrambling codes for UL channels and DM-RS shall use the subframe number of the UL channel or UL signal that is indicated by the Koffset-modified timing relationship. 


4	Conclusions
In this contribution, we discussed our views on transmission timing enhancement calculation and application. We observed and proposed as follows:

Proposal 1: RAN1 should support different value ranges of K_offset for different scenarios.

Observation 1: It is desirable to minimise the impact of timing relationship enhancements on gNB UL channel or signal processing.

Proposal 2: In NR NTN the initialization of generators for scrambling codes for UL channels and DM-RS shall use the subframe number of the UL channel or UL signal that is indicated by the Koffset-modified timing relationship. 
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