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Introduction
Initial drafts on NR and LTE UE features have been made available already on RAN1 reflector [1, 2]. In this contribution we present our views on the UE features for IAB enhancements. 
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Detailed comments on UE features are listed below. For reference, the feature list is available in the Annex. 
· The FGs are currently written from the perspective of the RRC parameters transmitted or received by the IAB-MT. However, for a UE feature list the FGs need to correspond to functionalities at UE (or IAB-MT node) enabled by the FG indication.
· One possible re-organization of the IAB-MT feature list is as follows:
· FG on support of case 6 timing
· FG on Case 7 timing
· FG on enhanced spatial multiplexing (beam restrictions)
· FG on DL power control for IAB
· FG on Enhanced UL power control for IAB

Proposal: Consider the observations and modifications proposed above for the next version of the corresponding RAN1 UE features list.
Conclusion
In this contribution we have presented our views on UE features for IAB enhancements, with the following proposal:
Proposal: Consider the observations and modifications proposed above for the next version of the corresponding RAN1 UE features list.
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Annex








	Features
	Index
	Feature group
	Components
	Prerequisite feature groups
	Need for the gNB to know if the feature is supported
	Applicable to the capability signalling exchange between UEs (V2X WI only)”.
	Consequence if the feature is not supported by the UE
	Type
(the ‘type’ definition from UE features should be based on the granularity of 1) Per UE or 2) Per Band or 3) Per BC or 4) Per FS or 5) Per FSPC)
	Need of FDD/TDD differentiation
	Need of FR1/FR2 differentiation
	Capability interpretation for mixture of FDD/TDD and/or FR1/FR2
	Note
	Mandatory/Optional

	31. NR_IAB_enh
	31-1
	Guard symbols 
	1) Support [Rel-17 DesiredGuardSymbols] reporting
2) Support [Rel-17 ProvidedGuardSymbols] reception
	
	Yes
	N/A
	Guard symbols reporting and reception associated with Case 6 and 7 timings are not supported
	per IAB node
	No
	No
	support mixture of FDD/TDD and/or FR1/FR2 
	IAB-MT impact
	Optional with capability signalling.

	31. NR_IAB_enh
	31-2
	Restricted DU beam indication
	Support [Simultaneous Operation DU Beam Indication] reception
	
	Yes
	N/A
	Parent-node cannot indicate restricted beams at the IAB-DU.
	per IAB node
	No
	No
	support mixture of FDD/TDD and/or FR1/FR2 
	IAB-MT impact
	Optional with capability signalling.

	31. NR_IAB_enh
	31-3
	Recommended/[Non-preferred] MT beam indication
	Support [Simultaneous Operation MT Beam Indication] transmission
	
	yes
	N/A
	IAB-node cannot indicate recommended/[non-preferred] MT DL/UL beam to parent node
	Per IAB-node
	no
	no
	support mixture of FDD/TDD and/or FR1/FR2 
	IAB-MT impact
	Optional with capability signalling.

	31. NR_IAB_enh
	31-4
	Timing case indication
	Support [Timing Case Indication] reception
	
	Yes
	N/A
	Case 6 timing at the IAB-node is not supported.  
Switching across different timing cases (i.e., Case 1 at IAB-node, Case 6 at IAB-node, and/or Case 7 at the
Parent) is not supported. 
	per IAB node
	No
	No
	support mixture of FDD/TDD and/or FR1/FR2 
	IAB-MT impact
	Optional with capability signalling.

	31. NR_IAB_enh
	31-5
	Case 7 timing offset 
	Support [Case7 Timing Offset] reception 
	
	Yes
	N/A
	Parent-node cannot adopt both (and switch between) Case 1 and Case 7 timing. 
	per IAB node
	No
	No
	support mixture of FDD/TDD and/or FR1/FR2 
	IAB-MT impact
	Optional with capability signalling.

	31. NR_IAB_enh
	31-6
	DL TX power adjustment
	support [Desired DL TX Power Adjustment] reporting
	
	Yes
	N/A
	Parent-node’s DL TX power adjustment reporting, is not supported.
	per IAB node
	No
	No
	support mixture of FDD/TDD and/or FR1/FR2 
	IAB-MT impact
	Optional with capability signalling.

	31. NR_IAB_enh
	31-7
	DL TX power adjustment
	support [DL TX Power Adjustment] reception
	
	Yes
	N/A
	Parent-node’s DL TX power adjustment reception is not supported.
	per IAB node
	No
	No
	support mixture of FDD/TDD and/or FR1/FR2 
	IAB-MT impact
	Optional with capability signalling.

	31. NR_IAB_enh
	31-8
	Desired UL TX power adjustment 
	Support [Desired IAB-MT PSD range] reporting
	
	Yes
	N/A
	Desired MT’s UL PSD range reporting is not supported.
	per IAB node
	No
	No
	support mixture of FDD/TDD and/or FR1/FR2 
	IAB-MT impact
	Optional with capability signalling.



