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[bookmark: _Hlk494798832][bookmark: _Toc11352159][bookmark: _Toc20318049][bookmark: _Toc27299947][bookmark: _Toc29673221][bookmark: _Toc29673362][bookmark: _Toc29674355][bookmark: _Toc36645585][bookmark: _Toc45810634][bookmark: _Toc106695684]6.2.1.2	UE sounding procedure for DL CSI acquisition
- unchanged part is omitted –
The UE is configured with a guard period of Y symbols, in which the UE does not transmit any other signal, in the case the SRS resources of a set are transmitted in the same slot. The guard period is in-between the SRS resources of the set. For two SRS resource sets of an antenna switching located in two consecutive slots, if UE is capable of transmitting SRS in all symbols in one slot, a guard period of Y symbols exists between the last OFDM symbol occupied by the SRS resource set in the first slot and the first OFDM symbol occupied by the SRS resource set in the second slot.
For the inter-set guard period, the UE does not transmit any other signal on any symbols of the interval if the interval between SRS resource sets is Y symbols.
-	When both the SRS resource on all of the corresponding symbols prior to the gap and the SRS resource on all of the corresponding symbols after the gap are dropped due to collision handling, the gap period is also dropped with same priority and can be used for UL transmission.
For the inter-set guard period, the UE does not transmit any other signal on first Y symbols of the interval if the interval between two SRS resource sets for antenna switching is larger than Y symbols.
The UE shall expect to be configured with the same number of SRS ports for all SRS resources in the SRS resource set(s) with higher layer parameter usage set as 'antennaSwitching'.
For 1T2R, 1T4R or 2T4R, or 1T6R or 1T8R, 2T6R, 2T8R, 4T8R, the UE shall not expect to be configured or triggered with more than one SRS resource set with higher layer parameter usage set as 'antennaSwitching' in the same slot. For 1T=1R, 2T=2R or 4T=4R, the UE shall not expect to be configured or triggered with more than one SRS resource set with higher layer parameter usage set as 'antennaSwitching' in the same symbol.
The value of Y is defined by Table 6.2.1.2-1.
Table 6.2.1.2-1: The minimum guard period between two SRS resources of an SRS resource set for antenna switching
	

	

	Y [symbol]

	0
	15
	1

	1
	30
	1

	2
	60
	1

	3
	120
	2
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