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	The current specification is not clear on the assumption regarding the number of SRS antenna ports UE can support for the SRS resource before sending the first capability value index.
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	In section 6.1.1.1 of 38.214 it should be clarified that the UE can assume that before sending the first capability value index (CSI report) SRI in DCI can indicate SRS resource with the lowest number of SRS ports.

	
	

	Consequences if not approved:
	Unclear specification.

	
	

	Clauses affected:
	6.1.1.1, 6.1.2.3

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	This is the first version for this CR.











< Unchanged parts are omitted >

[bookmark: _Toc11352140][bookmark: _Toc20318030][bookmark: _Toc27299928][bookmark: _Toc29673201][bookmark: _Toc29673342][bookmark: _Toc29674335][bookmark: _Toc36645565][bookmark: _Toc45810610][bookmark: _Toc91695480][bookmark: _Toc106629453]6.1.1.1	Codebook based UL transmission
…
When the UE is configured with a CSI-ReportConfig with the higher layer parameter reportQuantity set to ' cri-RSRP-Capability[Set]Index' or 'ssb-Index-RSRP-Capability[Set]Index' the UE can assume that before the UE has reported capability index the UE can assume that SRI in DCI can indicate SRS resource with lowest number of SRS ports.
…

< Unchanged parts are omitted >


