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	Reason for change:
	Some parameter names for Rel-17 UE power saving are not aligned with the parameter names used in TS 38.331.

	
	

	Summary of change:
	Updates on the parameter names to align with TS 38.331：
1) Update the parameter name of “numberOfresources” to “nrofResources”;
2)  Update “scramblingID” to “ScramblingID”;

	
	

	Consequences if not approved:
	Some parameter names for Rel-17 UE power saving are not aligned with the name used in TS 38.331.
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[bookmark: _Toc11352099][bookmark: _Toc20317989][bookmark: _Toc27299887][bookmark: _Toc29673152][bookmark: _Toc29673293][bookmark: _Toc29674286][bookmark: _Toc36645516][bookmark: _Toc45810561][bookmark: _Toc106695604]5.1.6.1.1	CSI-RS for tracking
< Unchanged parts are omitted >
Each NZP CSI-RS resource, defined in Clause 7.4.1.5.3 of [4, TS 38.211], is configured by the higher layer parameter TRS-ResourceSet with the following restrictions for a UE in RRC_IDLE or RRC_INACTIVE:
-	the number of periodic NZP CSI-RS resources configured by a TRS-ResourceSet is given by nrofResourcesnumberOfresources
-	the time-domain locations of the two CSI-RS resources in a slot, or of the four CSI-RS resources in two consecutive slots (which are the same across two consecutive slots), is one of



-	, , or for frequency range 1 and frequency range 2,







-	, , , , ,  or  for frequency range 2.
-	where the first symbol location in a slot is indicated by firstOFDMSymbolInTimeDomain in the TRS-ResourceSet and the second symbol location in a slot is firstOFDMSymbolInTimeDomain + 4

-	a single port CSI-RS resource with density  given by Table 7.4.1.5.3-1 from [4, TS 38.211].
-	the bandwidth and the frequency location of the NZP CSI-RS resource, is given by the higher layer parameter nrofRBs, startingRB and frequencyDomainAllocation in a TRS-ResourceSet and applies to all resources in a TRS-ResourceSet. Bandwidth, nrofRBs, and the initial CRB index, startingRB, of the NZP CSI-RS resource configured by TRS-ResourceSet are not restricted by initial DL BWP.
-	UE is not required to receive TRS occasions outside the initial DL BWP.


-	the periodicity for periodic NZP CSI-RS resources, is given by the higher layer parameter periodicityAndOffset configured by a TRS-ResourceSet, is one of slots where 10, 20, 40, or 80 and where µ is defined in Clause 4.3 of [4, TS 38.211], applies to all resources in a TRS-ResourceSet. The slot offset given by the higher layer parameter periodicityAndOffset configured by a TRS-ResourceSet provides the location of the first slot containing the periodic NZP CSI-RS resources configured by by a TRS-ResourceSet.

-	the UE does not expect the TRS-ResourceSet to be configured with the periodicity of  slots if the bandwidth of NZP CSI-RS resource is larger than 52 resource blocks.
[bookmark: _Hlk86149805]-	the UE may assume the sub-carrier spacing of the NZP CSI-RS resources configured by TRS-ResourceSet to be same as the sub-carrier spacing of the initial DL BWP.
[bookmark: _Hlk86149878]-	powerControlOffsetSS given by a TRS-ResourceSet applies to all resources in a TRS-ResourceSet.
-	the QCL information for periodic NZP CSI-RS resources, is given by the higher layer parameter ssb-Index configured by a TRS-ResourceSet, is a SS/PBCH block, applies to all resources in a TRS-ResourceSet.
-	One or more SscramblingIDs where if a single SscramblingID is configured, it applies to all NZP-CSI-RS resources in the resource set, otherwise, each NZP-CSI-RS resource is provided with a SscramblingID.
-	the UE may assume the following quasi co-location type(s):
-	'typeC' with an SS/PBCH block and, when applicable, 'typeD' with the same SS/PBCH block.
< Unchanged parts are omitted >
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