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	Reason for change:
	In RAN1#108-e, in RAN1 LS R1-2202656, RAN1 asked RAN2 to make decision on repetitions for CG-SDT:
“For CG-SDT, RAN1 cannot reach consensus on whether to support repetition or not, it’s up to RAN2 to decide on it.”
In RAN1#110, in RAN2 reply LS R1-2205736, RAN2 has the following reply on repetitions:
“With regards to the above issue about repetition for CG-SDT, the signalling in TS 38.331 reuses the existing ConfiguredGrantConfig and hence the signalling allows configuration of parameters related to repetition (i.e. repK, repK-RV (including repK-r17), pusch-RepTypeIndicator-r16 and frequencyHoppingPUSCH-RepTypeB-r16) within this IE.”
So in RAN1 spec TS 38.213, the basic parameter of repetitions should be captured, i.e. repK, to reflect the support of repetitions.

	
	

	Summary of change:
	In section 19.1, the description of repK is added: “A UE can be provided by repK a number of repetitions for a PUSCH transmission. “

	
	

	Consequences if not approved:
	Misalignment between RAN1 spec and RAN2 signaling on repetitions for CG-SDT
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< Unchanged text omitted >
[bookmark: _Toc83289645][bookmark: _Toc114216139]19.1	Configured-grant based PUSCH transmission
A UE indicated to release a dedicated RRC connection can be provided one or more configurations by respective one or more ConfiguredGrantConfig, for configured grant Type 1 PUSCH transmissions on the initial UL BWP [12, TS 38.331]. For the remaining of this clause, PUSCH transmissions refer to configured grant Type-1 PUSCH transmissions for a configuration provided by ConfiguredGrantConfig. 
A UE can be provided by sdt-SSB-Subset a number of SS/PBCH block indexes  to map to a number of valid PUSCH occasions for PUSCH transmissions over an association period. If the UE is not provided sdt-SSB-Subset, the UE determines  from the value of ssb-PositionsInBurst in SIB1 or by ServingCellConfigCommon. A UE can be provided by repK a number of repetitions for a PUSCH transmission. A PUSCH occasion for a PUSCH transmission is defined by a time resource and a frequency resource and is associated with a DM-RS provided by cg-DMRS-Configuration for the configuration of PUSCH transmissions.
An association period, starting from frame with SFN 0, for mapping  SS/PBCH block indexes, from the number of SS/PBCH block indexes, to valid PUSCH occasions and associated DM-RS resources is the smallest value in the set determined by the PUSCH configuration period provided by periodicity in ConfiguredGrantConfig according to Table 19.1-1 such that  SS/PBCH block indexes are mapped at least once to valid PUSCH occasions and associated DM-RS resources within the association period. A UE is provided a number of SS/PBCH block indexes associated with a PUSCH occasion and a DM-RS resource by sdt-SSB-perCG-PUSCH. If after an integer number of SS/PBCH block indexes to PUSCH occasions and associated DMRS resources mapping cycles within the association period there is a set of PUSCH occasions and associated DMRS resources that are not mapped to  SS/PBCH block indexes, no SS/PBCH block indexes are mapped to the set of PUSCH occasions and associated DMRS resources. An association pattern period includes one or more association periods and is determined so that a pattern between PUSCH occasions with associated DMRS resources and SS/PBCH block indexes repeats at most every 640 msec. PUSCH occasions and associated DMRS resources not associated with SS/PBCH block indexes after an integer number of association periods, if any, are not used for PUSCH transmissions.
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