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	Reason for change:
	At RAN1#107-e meeting, the following agreement was achieved for updating of UE Tx TEGs in Rel-17 positioning enhancements: 

Agreement
· For UL-TDOA, supporting the following for the serving gNB to request a UE to report the Tx TEG association information between UE Tx TEG IDs and SRS resources for positioning, subject to UE capability of supporting UE Tx TEG:
· Based on a configured periodicity, a UE may report the UE Tx TEG association for the SRS resources for positioning that have already been transmitted during the configured period 
· It is up to RAN2 to decide how to indicate the change of the Tx TEG association during the configured period (e.g., using the timestamps)
· It is up to RAN4 to decide when the Tx TEG association is changed
· The values of the configurable periodicities are up to RAN2
· Note: Tx TEG association information reporting by single request/response mode is assumed already supported with the previous agreement. 
· Send an LS to RAN2/RAN4 (cc: RAN3)
· to RAN2, including the following RAN1’s agreement related to the reporting of the UE Tx TEG, for RAN2 to work on the signaling
· to RAN4 for checking the agreement and work on how to decide when the Tx TEG association is changed

According to the above agreement, for UL-TDOA, subject to UE capability, based on a configured periodicity, a UE may report the UE Tx TEG association for the SRS resources for positioning that have already been transmitted during the configured period. However, the key characteristic of UE periodic reporting is not reflected in the current TS38.214. This key characteristic should be specified in TS 38.214 for a clear description on UE periodic reporting of UE Tx TEG association information.

	
	

	Summary of change:
	Clarify that for UL-TDOA, subject to UE capability, based on a configured periodicity, a UE may report the UE Tx TEG association for the SRS resources for positioning that have already been transmitted during the configured period.

	
	

	Consequences if not approved:
	The UE periodic reporting of UE Tx TEG association information is not clear.
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[bookmark: _Toc29673223][bookmark: _Toc29673364][bookmark: _Toc29674357][bookmark: _Toc36645587][bookmark: _Toc45810636][bookmark: _Toc106695686]6.2.1.4	UE sounding procedure for positioning purposes
< Unchanged parts are omitted >
The UE may be configured, subject to UE capability, to report UE Tx TEGs (Timing Error Group), where UE Tx TEG is associated with the transmissions of one or more UL SRS resources for the positioning purpose, which have the Tx timing error difference within a certain margin.
The UE may be configured to report, via high layer parameter nr-UE-RxTxTEG-Request or UE-TxTEG-RequestUL-TDOA-Config, subcccject to UE capability,  association information of the already transmitted SRS resource(s) configured by the higher layer parameter SRS-PosResource with UE Tx TEG(s) via higher layer parameter nr-SRS-TxTEG-Set or ue-TxTEG-AssociationList for one reporting or periodical reporting. 
If the UE reports a UE Tx TEG ID with a UE Rx-Tx time difference measurement, as defined in clause 5.1.6.5, the UE shall report the association information of the already transmitted SRS resources configured by the higher layer parameter SRS-PosResource with the UE Tx TEG ID.
< Unchanged parts are omitted >



