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	Reason for change:
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5.2.1.4.2	Report Quantity Configurations
< Unchanged parts are omitted >
If the UE is configured with a CSI-ReportConfig with the higher layer parameter reportQuantity set to 'cri-RI-PMI-CQI', or 'cri-RI-LI-PMI-CQI' and the corresponding NZP-CSI-RS-ResourceSet for channel measurement is configured with  resources, two Resource Groups with  resources in Group 1,  resources in Group 2, , and  Resource Pairs:
-	each resource can contain, subject to UE capability, at most 32 CSI-RS ports. For two Resource Groups with   resources (i=1,2), if , the resource in NZP-CSI-RS-ResourceSet shall contain at most 32 CSI-RS ports; if , each resource in NZP-CSI-RS-ResourceSet shall contain at most 16 CSI-RS ports; if  , each resource in NZP-CSI-RS-ResourceSet shall contain at most 8 CSI-RS ports.
-	each of the  Resource Pairs is associated to a CRI value.
-	The CSI-ReportConfig may be configured with higher layer parameter sharedCMR.  and  are the numbers of resources associated to a CRI value, other than the N CRIs defined above, in Group 1 and Group 2, respectively, with , such that the total number of CRI values configured for the CSI-ReportConfig is .
-	If the higher layer parameter csi-ReportMode is set to 'Mode1' and the higher layer parameter numberOfSingleTRP-CSI-Mode1 is set to , ; otherwise,
-	if the higher layer parameter csi-ReportMode is set to 'Mode1' and the higher layer parameter numberOfSingleTRP-CSI-Mode1 is set to , or if csi-ReportMode is set to 'Mode2',
-	if sharedCMR is configured:  and ; otherwise 
-	if sharedCMR is not configured, only the resources in Group 1 and Group 2 that are not referred to in any Resource Pair are associated to M CRI values other than the N CRIs defined above.
-	If interference measurement is performed on CSI-IM,  resources are configured in the corresponding csi-IM-ResourceSet. The  resources for channel measurement defined above are resource-wise associated with the first  CSI-IM resources by the ordering of the CSI-RS resources and CSI-IM resources in the corresponding Resource Set. The  Resource Pairs for channel measurement are associated to the last  CSI-IM resources by the ordering of the CSI-RS Resource Pairs and CSI-IM resources in the CSI-IM Resource Set. The UE may assume that the two CSI-RS resources for channel measurement in a Resource Pair and the associated CSI-IM resource for interference measurement are resource-wise QCLed with respect to 'typeD'.
-	The UE is not expected to be configured with NZP CSI-RS for interference measurement other than the NZP CSI-RS resources for channel measurement configured in the  Resource Pairs.
-	The UE expects, for that CSI-ReportConfig, to be configured with higher layer parameter codebookType set to 'typeI-SinglePanel', and with single value of codebookMode.
-	The UE shall derive the CSI parameters other than CRI(s) conditioned on the reported CRI(s), as follows:
-	If the higher layer parameter csi-ReportMode is set to 'Mode1' and the higher layer parameter numberOfSingleTRP-CSI-Mode1 is set to ,  CRI(s) are reported:
-	one CRI  corresponds to the configured -th entry of the associated  Resource Pairs in the corresponding CSI-RS Resource Set for channel measurement, and -th entry of the corresponding CSI-IM Resource Set, if configured. The UE shall report two RIs, two PMIs, two LIs (if configured), associated to the resource in Group 1 and the resource in Group 2, respectively, of the -th Resource Pair, and one CQI; and
-	if , one CRI  () corresponds to the configured -th entry of the associated  resources in the corresponding CSI-RS Resource Set for channel measurement, and -th entry of the corresponding CSI-IM Resource Set, if configured. The UE shall report one RI, one PMI, one LI (if configured) and one or two CQIs conditioned on CRI ; or
-	if , one CRI   corresponds to the configured -th entry of the associated  resources in Group 1 of the corresponding CSI-RS Resource Set for channel measurement, and -th entry of the associated resources in the corresponding CSI-IM Resource Set, if configured, and one CRI   corresponds to the configured -th entry of the associated  resources in Group 2 of the corresponding CSI-RS Resource Set for channel measurement, and -th entry of the corresponding CSI-IM Resource Set, if configured. The UE shall report one RI, one PMI, one LI (if configured) and one or two CQIs conditioned on CRI  and one RI, one PMI, one LI (if configured) and one or two CQIs conditioned on CRI .
-	If the higher layer parameter csi-ReportMode is set to 'Mode2', one CRI   is reported, which corresponds to the -th entry of the  resources or Resource Pairs in the corresponding CSI-RS Resource Set for channel measurement, and -th entry of the associated resources in the corresponding CSI-IM Resource Set, if configured. The first  codepoints of the CRI correspond to resources associated to Group 1 and Group 2. The last  codepoints of the CRI correspond to the  configured Resource Pairs. The UE shall report one RI, one PMI, one LI, if configured, and one or two CQIs conditioned on CRI  if ; or two RIs, two PMIs, two LIs, if configured, associated to the resource in Group 1 and the resource in Group 2, respectively, of the -th Resource Pair, and one CQI, otherwise.
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