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9.6.1 UE complexity reduction
[110bis-e-R18-RedCap-01] Email discussion on further UE complexity reduction by October 19 – Johan (Ericsson)

· Check points: October 14, October 19

Agreement 

For a cell supporting both Rel-17 and Rel-18 RedCap UEs,

· The Rel-18 RedCap UEs can share the same separate initial DL/UL BWP as the Rel-17 RedCap UEs.
· FFS: whether to support an additional separate initial DL/UL BWP specific to Rel-18 RedCap UEs
Agreement 

For UE BB bandwidth reduction, for SIB1 (PDSCH) to Rel-18 RedCap UEs, down-select between the following options:

· Option 1: Restrict the scheduling of SIB1 to be within 5 MHz
· Option 2: Allow the scheduling of SIB1 to be larger than 5 MHz (as in legacy operation)

· FFS: whether 5MHz is assumed to be physically contiguous
Agreement
For UE BB bandwidth reduction, for PUSCH, down-select between the following options for the maximum number of PRBs that the UE can transmit:
· Option 1: 28 PRBs for 15 kHz SCS and 14 PRBs for 30 kHz SCS
· Option 2: 27 PRBs for 15 kHz SCS and 13 PRBs for 30 kHz SCS
· Option 3: 25 PRBs for 15 kHz SCS and 12 PRBs for 30 kHz SCS
· Option 4: 25 PRBs for 15 kHz SCS and 11 PRBs for 30 kHz SCS
For UE BB bandwidth reduction, for PDSCH (at least for unicast), down-select between the following options for the maximum number of PRBs that the UE can [receive/process]:
· Option 1: 28 PRBs for 15 kHz SCS and 14 PRBs for 30 kHz SCS
· Option 2: 27 PRBs for 15 kHz SCS and 13 PRBs for 30 kHz SCS
· Option 3: 25 PRBs for 15 kHz SCS and 12 PRBs for 30 kHz SCS
· Option 4: 25 PRBs for 15 kHz SCS and 11 PRBs for 30 kHz SCS
Same option will be selected for both PDSCH (at least for unicast) and PUSCH
Agreement
For UE BB bandwidth reduction, for paging channel (PDSCH) to Rel-18 RedCap UEs, down-select between the following options:
· Option 1: Restrict the scheduling of paging channel to be within 5 MHz
· Option 2: Allow the scheduling of paging channel to be larger than 5 MHz (as in legacy operation)
· FFS: whether 5MHz is assumed to be physically contiguous
Agreement
For UE BB bandwidth reduction, for broadcast OSI (PDSCH) to Rel-18 RedCap UEs, down-select between the following options:
· Option 1: Restrict the scheduling of OSI PDSCH to be within 5 MHz
· Option 2: Allow the scheduling of OSI PDSCH to be larger than 5 MHz (as in legacy operation)
· FFS: whether 5MHz is assumed to be physically contiguous
For UE BB bandwidth reduction, for RAR (PDSCH) to Rel-18 RedCap UEs, down-select between the following options:
· Option 1: Restrict the scheduling of RAR PDSCH to be within 5 MHz
· Option 2: Allow the scheduling of RAR PDSCH to be larger than 5 MHz (as in legacy operation)
· FFS: whether 5MHz is assumed to be physically contiguous
Agreement
· UE peak data rate reduction is supported at least as an add-on to UE BB bandwidth reduction,
· The constraint vLayers·Qm·f ≥ 4 is relaxed to vLayers·Qm·f ≥ X.
· FFS: the value of X 
· If UE peak data rate reduction is supported as a standalone feature,
· The constraint vLayers·Qm·f ≥ 4 is relaxed to vLayers·Qm·f ≥ Y.
· FFS: the value of Y
· Note: Whether this option is supported will be decided in RAN plenary.
Agreement
Replace the agreement on the maximum number of PRBs supported by UE with the following:
For UE BB bandwidth reduction, for PUSCH, down-select between the following options for the maximum number of PRBs that the UE can transmit per slot or per hop, if applicable:
· Option 1: 28 PRBs for 15 kHz SCS and 14 PRBs for 30 kHz SCS
· Option 2: 27 PRBs for 15 kHz SCS and 13 PRBs for 30 kHz SCS
· Option 3: 25 PRBs for 15 kHz SCS and 12 PRBs for 30 kHz SCS
· Option 4: 25 PRBs for 15 kHz SCS and 11 PRBs for 30 kHz SCS
 
For UE BB bandwidth reduction, for PDSCH (at least for unicast), down-select between the following options for the maximum number of PRBs that the UE can process per slot:
· Option 1: 28 PRBs for 15 kHz SCS and 14 PRBs for 30 kHz SCS
· Option 2: 27 PRBs for 15 kHz SCS and 13 PRBs for 30 kHz SCS
· Option 3: 25 PRBs for 15 kHz SCS and 12 PRBs for 30 kHz SCS
· Option 4: 25 PRBs for 15 kHz SCS and 11 PRBs for 30 kHz SCS
 
Same option will be selected for both PDSCH (at least for unicast) and PUSCH.
 
Agreement 
Replace the agreement on SIB1(PDSCH) for UE BB bandwidth reduction with the following:

For UE BB bandwidth reduction, for SIB1 (PDSCH),
· Allow the scheduling of SIB1 to be larger than 5 MHz (as in legacy operation)
· FFS: UE post-FFT buffering “assumption”
Agreement 
For UE BB bandwidth reduction, a UE is not expected to receive an UL grant in a DCI with a PUSCH resource allocation spanning a bandwidth of more than ~5 MHz per slot or per hop, if applicable.
Conclusion
For UE BB bandwidth reduction, UE can’t expect that network will assume that the UE post-FFT buffer size can be smaller than 20MHz in one slot/symbol
FFS: whether/how to address UE implementation with smaller post-FFT buffer size
Agreement
Replace the agreement on broadcast OSI (PDSCH) for UE BB bandwidth reduction with the following:

For UE BB bandwidth reduction, for broadcast OSI (PDSCH),

· Allow the scheduling of broadcast OSI (PDSCH) to be larger than 5 MHz (as in legacy operation)

 

 

Agreement
· For UE BB bandwidth reduction, a UE is not expected to be configured with a CG grant with a PUSCH resource allocation spanning a bandwidth of more than ~5 MHz per slot or per hop, if applicable.
· For UE BB bandwidth reduction, it is FFS whether a UE can be expected to receive an UL grant in a RAR with a Msg3 PUSCH resource allocation spanning a bandwidth of more than ~5 MHz per slot or per hop, if applicable.
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