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	Reason for change:
	In RAN1#110, RAN1 reached the following agreement on introducing new parameters for Rel-17 sidelink OLPC and a UE capability to indicate the support of new parameters.
Agreement
Introduce Rel-17 parameters SL P0 (i.e., dl-P0-PSSCH-PSCCH-r17, sl-P0-PSSCH-PSCCH-r17, dl-P0- PSBCH-r17, dl-P0-PSFCH-r17) for SL open loop power control, where the value range of the new parameters is [-202, 24]
· Introduce a new capability for UE supporting SL open loop power control based on these new Rel-17 SL P0 parameters, SL open loop power control based on the new Rel-17 SL P0 parameters should be subject to this UE capability.
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	Update RAN1 specifications to capture the agreement.
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[bookmark: _Toc36498205][bookmark: _Toc45699233][bookmark: _Toc114216112]16.2.0	S-SS/PSBCH blocks
A UE determines a power  for an S-SS/PSBCH block transmission occasion in slot  on active SL BWP  of carrier  as
	 [dBm]
where
-	 is defined in [8-1, TS 38.101-1]  
-	 is a value of dl-P0-PSBCH if provided; else,  , where the value of dl-P0-PSBCH is provided by dl-P0-PSBCH-r17 if UE indicates the capability of p0-OLPC-Sidelink-r17, or provided by dl-P0-PSBCH-r16, as described in [12, TS 38.331].
-	 is a value of dl-Alpha-PSBCH, if provided; else,  
-	 when the active SL BWP is on a serving cell , as described in clause 7.1.1 except that
-	the RS resource is the one the UE uses for determining a power of a PUSCH transmission scheduled by a DCI format 0_0 in serving cell  when the UE is configured to monitor PDCCH for detection of DCI format 0_0 in serving cell 
-	the RS resource is the one corresponding to the SS/PBCH block the UE uses to obtain MIB when the UE is not configured to monitor PDCCH for detection of DCI format 0_0 in serving cell 
-	 is a number of resource blocks for a S-SS/PSBCH block transmission with SCS configuration 
[bookmark: _Toc29894878][bookmark: _Toc29899177][bookmark: _Toc29899595][bookmark: _Toc29917331][bookmark: _Toc36498206][bookmark: _Toc45699234][bookmark: _Toc114216113]16.2.1	PSSCH
A UE determines a power  for a PSSCH transmission on a resource pool in symbols where a corresponding PSCCH is not transmitted in PSCCH-PSSCH transmission occasion  on active SL BWP  of carrier  as:
	 [dBm]
where
-	 is defined in [8-1, TS 38.101-1]
-	 is determined by a value of sl-MaxTxPower based on a priority level of the PSSCH transmission and a CBR range that includes a CBR measured in slot  [6, TS 38.214]; if sl-MaxTxPower is not provided, then ;
-	if dl-P0-PSSCH-PSCCH is provided
-	 [dBm]
-	else 
-	 [dBm]
where
-	 is a value of dl-P0-PSSCH-PSCCH if provided, where the value of dl-P0-PSSCH-PSCCH is provided by dl-P0-PSSCH-PSCCH-r17 if UE indicates the capability of p0-OLPC-Sidelink-r17, or provided by dl-P0-PSSCH-PSCCH-r16, as described in [12, TS 38.331].
-	 is a value of dl-Alpha-PSSCH-PSCCH, if provided; else,  
-	 when the active SL BWP is on a serving cell , as described in clause 7.1.1 except that
-	the RS resource is the one the UE uses for determining a power of a PUSCH transmission scheduled by a DCI format 0_0 in serving cell  when the UE is configured to monitor PDCCH for detection of DCI format 0_0 in serving cell 
-	the RS resource is the one corresponding to the SS/PBCH block the UE uses to obtain MIB when the UE is not configured to monitor PDCCH for detection of DCI format 0_0 in serving cell 
-	 is a number of resource blocks for the PSSCH transmission occasion  and  is a SCS configuration
-	if sl-P0-PSSCH-PSCCH is provided and if a SCI format scheduling the PSSCH transmission includes a cast type indicator field indicating unicast or is SCI format 2-C
-	 [dBm]
-	else
-	 [dBm]
where
-	 is a value of sl-P0-PSSCH-PSCCH, if provided; where the value of sl-P0-PSSCH-PSCCH is provided by sl-P0-PSSCH-PSCCH-r17 if UE indicates the capability of p0-OLPC-Sidelink-r17, or provided by sl-P0-PSSCH-PSCCH-r16, as described in [12, TS 38.331]. 
-	 is a value of sl-Alpha-PSSCH-PSCCH, if provided; else, 
-	, where
-	 is obtained from a PSSCH transmit power per RE summed over the antenna ports of the UE, higher layer filtered across PSSCH transmission occasions using a filter configuration provided by sl-FilterCoefficient, and
-	 is a RSRP, as defined in [7, TS 38.215], that is reported to the UE from a UE receiving the PSCCH-PSSCH transmission and is obtained from a PSSCH DM-RS using a filter configuration provided by sl-FilterCoefficient
-	 is a number of resource blocks for PSCCH-PSSCH transmission occasion  and  is a SCS configuration 
The UE splits the power  equally across the antenna ports on which the UE transmits the PSSCH with non-zero power.
A UE determines a power  for a PSSCH transmission on a resource pool in the symbols where a corresponding PSCCH is transmitted in PSCCH-PSSCH transmission occasion  on active SL BWP  of carrier  as
 [dBm]
where  is a number of resource blocks for the corresponding PSCCH transmission in PSCCH-PSSCH transmission occasion .
The UE splits the power  equally across the antenna ports on which the UE transmits the PSSCH with non-zero power.
[bookmark: _Toc29894880][bookmark: _Toc29899179][bookmark: _Toc29899597][bookmark: _Toc29917333][bookmark: _Toc36498208][bookmark: _Toc45699236][bookmark: _Toc114216115]16.2.3	PSFCH
A UE with  scheduled PSFCH transmissions for HARQ-ACK information and conflict information, and capable of transmitting a maximum of  PSFCHs, determines a number  of simultaneous PSFCH transmissions and a power  for a PSFCH transmission , , on a resource pool in PSFCH transmission occasion  on active SL BWP  of carrier  as
-	if dl-P0-PSFCH is provided,
	 [dBm]
where
-	 is a value of dl-P0-PSFCH; where the value of dl-P0-PSFCH is provided by dl-P0-PSFCH-r17 if UE indicates the capability of p0-OLPC-Sidelink-r17, or provided by dl-P0-PSFCH-r16, as described in [12, TS 38.331].  
-	 is a value of dl-Alpha-PSFCH, if provided; else,  
-	 when the active SL BWP is on a serving cell , as described in clause 7.1.1 except that
-	the RS resource is the one the UE uses for determining a power of a PUSCH transmission scheduled by a DCI format 0_0 in serving cell  when the UE is configured to monitor PDCCH for detection of DCI format 0_0 in serving cell 
-	the RS resource is the one corresponding to the SS/PBCH block the UE uses to obtain MIB when the UE is not configured to monitor PDCCH for detection of DCI format 0_0 in serving cell 
-	if 
-	if , where  is determined for  PSFCH transmissions according to [8-1, TS 38.101-1]
-	 and  [dBm] 
-	else
[bookmark: _Hlk42444922]-	UE autonomously determines  PSFCH transmissions first with ascending order of corresponding priority field values as described in clause 16.2.4.2 over the PSFCH transmissions with HARQ-ACK information, if any, and then with ascending order of priority value over the PSFCH transmissions with conflict information, if any, such that  where , for , is a number of PSFCHs with priority value  for PSFCH with HARQ-ACK information and , for , is a number of PSFCHs with priority value  for PSFCH with conflict information and  is defined as 
-	the largest value satisfying  where  is determined according to [8-1, TS 38.101-1] for transmission of all PSFCHs in , if any
-	zero, otherwise
and
	 [dBm]
where 	is defined in [8-1, TS 38.101-1] and is determined for the  PSFCH transmissions
-	else
[bookmark: _Hlk39409839]-	the UE autonomously selects  PSFCH transmissions with ascending order of corresponding priority field values as described in clause 16.2.4.2
-	if , where  is determined for the  PSFCH transmissions according to [8-1, TS 38.101-1]
-	 and  [dBm] 
-	else
-	the UE autonomously selects  PSFCH transmissions in ascending order of corresponding priority field values as described in clause 16.2.4.2 over the PSFCH transmissions with HARQ-ACK information, if any, and then with ascending order of priority value over the PSFCH transmissions with conflict information, if any, such that  where , , is a number of PSFCHs with priority value  for PSFCH with HARQ-ACK information and ,  is a number of PSFCHs with priority value  for PSFCH with conflict information and  is defined as 
-	the largest value satisfying  where  is determined according to [8-1, TS 38.101-1] for transmission of all PSFCHs in , if any
-	zero, otherwise
	and
	 [dBm]
	where  is determined for the  simultaneous PSFCH transmissions according to [8-1, TS 38.101-1] 
-	else
	 [dBm]
	where the UE autonomously determines  PSFCH transmissions with ascending order of corresponding priority field values as described in clause 16.2.4.2 over the PSFCH transmissions with HARQ-ACK information, if any, and then with ascending order of priority value over the PSFCH transmissions with conflict information, if any, such that  and where  is determined for the  PSFCH transmissions according to [8-1, TS 38.101-1].

