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Introduction
In this contribution, we discuss aspects related to sub-use case selection, training types, and potential specification impact for AI/ML-based CSI feedback enhancement. 
Sub-use-case selection
Spatial-frequency domain CSI compression using two-sided AI model has already been selected as a representative sub-use case for AI/ML-based CSI feedback enhancement. Time-domain channel prediction was discussed as another potential sub-use case for CSI enhancement. The following conclusion was made in RAN1#110 [1]:
	Conclusion
If the AI/ML based CSI prediction sub use case is to be selected as a sub use case, a one-sided structure is considered as a starting point, where the AI/ML inference is performed at either gNB or UE.



If AI/ML inference is performed at the gNB for CSI prediction, the need for specification change to enable such operation is unclear. This could be left to gNB implementation. In comparison, the case where the inference happens at the UE may have specification impact. For this reason, and also considering that workload concerns have been raised during the previous meeting, it would be better to focus on the scenario of prediction on the UE-side only for the study. 
[bookmark: _Toc118462573][bookmark: _Toc118487695][bookmark: _Toc118487753]If AI/ML based CSI prediction sub-use case is selected as a representative sub-use case for AI/ML based CSI feedback enhancement, the sub-use case should focus on prediction only at the UE-side.

Terminology
Consider the following framework for AI/ML-based CSI feedback enhancement using a two-sided model:
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Figure 1: Framework for AI/ML-based CSI feedback using a two-sided model
The terms output CSI and target CSI are being used in various contexts in the study. It would be beneficial to align the understanding on the definition of these terms. We propose to adopt the following definitions for clarity of discussions.
[bookmark: _Toc118462574][bookmark: _Toc118487696][bookmark: _Toc118487754]Adopt the following definitions for the study:
Output CSI: For a given CSI feedback scheme, output CSI is the version of CSI that the NW-side retrieves after processing the CSI feedback message.
· For ML-based scheme, 'output CSI' is the final output after post-processing the CSI reconstruction model output, if applicable.
Target CSI: Target CSI is the version of CSI that the NW-side should retrieve if the CSI feedback mechanism is lossless.
· Note: The target CSI only assumes lossless compression but does not necessarily imply ideal channel estimation.

Data collection
The following was agreed in RAN1#110 [1] regarding potential specification impact related to training data collection:
	Agreement
In CSI compression using two-sided model use case, further discuss at least the following aspects, including their necessity/feasibility/potential specification impact,  for data collection for AI/ML model training/inference/update/monitoring:
· Assistance signaling for UE’s data collection
· Assistance signaling for gNB’s data collection
· Delivery of the datasets



Data collection mechanism
Without any additional specification changes, a UE may already perform downlink measurements on configured resources (e.g., CSI-RS). Subsequently, the UE may record, process, and transmit the measurements in a proprietary manner to a data collection entity. The data collection entity may be owned by a UE vendor, a chip vendor, a network vendor, a network operator, a service provider, or some other entity.
[bookmark: _Toc115432140][bookmark: _Toc115432447][bookmark: _Toc115432717][bookmark: _Toc118462561][bookmark: _Toc118487604][bookmark: _Toc118487652][bookmark: _Toc118487734] For CSI compression using two-sided model, data can be collected from UEs by data collection entities using proprietary data collection mechanisms that do not require specification changes.
Since the method discussed above is feasible without any specification impact, it should be considered a starting point for the study. In particular, any specification changes related to the data collection mechanism require clear justification. The need to specify a 3GPP-based data collection or reporting procedure is unclear.
[bookmark: _Toc115432184][bookmark: _Toc115432459][bookmark: _Toc115432729][bookmark: _Toc115432777][bookmark: _Toc115432791][bookmark: _Toc118462580][bookmark: _Toc118487697][bookmark: _Toc118487755][bookmark: _Hlk118486966]For CSI compression using two-sided model, proprietary data collection mechanisms should be taken as the starting point.
Target CSI associated with training data
In the legacy CSI framework, the method used to derive the target CSI from the downlink measurements is left to UE implementation. This allows the UE implementation to optimize the tradeoff between complexity and performance. For AI/ML-based CSI feedback, such a framework should be preserved – i.e., during inference operation, the procedure used to process the downlink measurements and derive the input to the UE-side model should be left to UE implementation.
[bookmark: _Toc115432185][bookmark: _Toc115432460][bookmark: _Toc115432730][bookmark: _Toc115432778][bookmark: _Toc115432792][bookmark: _Toc118462581][bookmark: _Toc118487698][bookmark: _Toc118487756]For AI/ML-based CSI feedback using two-sided model, the procedure used to process the downlink measurements and derive the input to the UE-side model during inference should be left to UE implementation.
The implication of the above discussion is that during the generation of the training dataset also, the target CSI should be derived by the UE side in a manner that is matched with the UE implementation used during inference operation. Otherwise, the target CSI used as ground truth for training will not be aligned with the processing applied to the downlink measurements by the UE during the inference operation.
For example, consider the case where the target CSI is the precoder. The precoder can be derived by performing SVD operation on the channel matrix for each frequency unit (e.g., RB). Due to the phase ambiguity associated with the SVD operation, the phases of the precoders on different RBs may vary in an arbitrary manner that is dependent on the exact implementation of the SVD operation. If the training dataset is generated based on one implementation, and the UE uses a different implementation during inference, then there could me a mismatch in the distribution of the training dataset and the data seen during inference. Similarly, other discrepancies in implementation aspects (e.g., fixed point processing aspects) could result in a similar mismatch. This could affect the performance of the CSI feedback scheme. To avoid such issues, it would be best to generate the target CSI for the training dataset in a manner that is aligned with the inference processing of the UEs. In [2], we present evaluation results that show that the performance of the AI/ML model can vary considerably if there is a discrepancy between the training data and inference data due to device-side variations.
[bookmark: _Toc115432175][bookmark: _Toc115432186][bookmark: _Toc115432187][bookmark: _Toc115432461][bookmark: _Toc115432731][bookmark: _Toc115432779][bookmark: _Toc115432793][bookmark: _Toc118462582][bookmark: _Toc118487699][bookmark: _Toc118487757]While generating the training dataset, the target CSI corresponding to a downlink measurement should be derived by the UE side to reflect the UE processing during inference (e.g., channel estimation, eigen-vector derivation, etc.).
Assistance signaling for UE’s data collection
When data is collected in a proprietary manner as described above, it would be useful to identify the scenario in which the data is being collected. In CSI-RS transmission, the antenna layout, antenna elements to TxRU mapping, and digital/analog beamforming are dependent on the gNB implementation. With a different setting of these configurations, a given CSI-RS port would present different channel distributions observed at UE.  
Being able to categorize the data that is collected based on the scenario or configuration may prove useful during the development of machine learning models. For example, different ML models can be developed in a manner customized to each scenario or groups of scenarios. This may allow a better tradeoff between the accuracy of CSI feedback and the feedback overhead. 
To facilitate such categorization of the collected data, it would be beneficial for the network to provide assistance signaling to identify the scenario or configuration in which the data is being collected. For example, the network may indicate a zone identifier (zone ID), a scenario ID, or a configuration ID. 
[bookmark: _Toc115432188][bookmark: _Toc115432462][bookmark: _Toc115432732][bookmark: _Toc115432780][bookmark: _Toc115432794][bookmark: _Toc118462583][bookmark: _Toc118487700][bookmark: _Toc118487758] Study assistance signaling for UE’s data collection in the form of a zone ID, scenario ID, and configuration ID.
Considerations related to model development
In this section, we discuss the considerations related to model development that would be useful to study the pros and cons of different training options.
Device-specific optimization
The use of AI/ML models on a device for inference for CSI feedback enhancement use case would require offline target-specific development, optimization, and testing. Due to this consideration, the device vendor must be involved in the development of the model that the device needs to use for inference. As an example, the UE-side vendor should be involved in developing the UE-side model that the UE must run, and the NW-side vendor should be involved in developing the NW-side model that the gNB must run. 
If a model is transferred from one node to another node (for example, from the NW to the UE) and if the model was not optimized for the receiving node, then running inference using this model may require advanced capability of in-device model compilation at run-time. 
Observation 1: [bookmark: _Toc118462555][bookmark: _Toc118487605][bookmark: _Toc118487653][bookmark: _Toc118487735]For the AI/ML-based CSI feedback enhancement use case, the use of an AI/ML model for inference within a device would require prior offline device-specific optimization and testing.
[bookmark: _Toc118462575][bookmark: _Toc118487701][bookmark: _Toc118487759]Model development and training options should consider the need for the UE-part of two-sided AI/ML models to be designed and optimized in a device-specific manner.

Engineering effort for new model development and model update
In the context of two-sided models, there may be a need to develop a new UE-side model, for example, when a new device or chipset is released. The dataset associated with the new device or chipset may have unique characteristics related to the device hardware or implementation aspects. A UE-side model that was trained earlier with datasets from other device types may not be suited for use with the new device because the discrepancy in the data distribution may result in sub-optimal performance. In [2], we present evaluation results that show that the performance of the AI/ML model can vary considerably if there is a discrepancy between the training data and inference data due to device-side variations.
In a similar manner, a new NW-side model may need to be developed, for example, when a new cell-site is deployed or when an existing cell-site is upgraded.
Consider an example where a NW-side vendor uses a common NW-side model with multiple UE-side models. Now, if the development of a new UE-side model requires an update to the NW-side model, then that could result in a need to update the UE-side model of other vendors also. For scalability reasons, the engineering effort required related to the development of a new UE-side model should be confined to that UE-side vendor to the extent possible. If the development of a new UE-side model necessitates a large effort for the network-side vendors and other UE-side vendors, such an approach is not scalable in practice. Similarly, an update to the NW-side model should not result in a large engineering effort for UE-side vendors.
[bookmark: _Toc118462576][bookmark: _Toc118487702][bookmark: _Toc118487760]Model development and training options should strive for the principle of engineering isolation, i.e., confining engineering effort needed for a new chipset/UE development to the given chipset/UE vendor.

Level of personalization: common vs. personalized models
For the CSI feedback enhancement use case, the same two-sided model is likely to be used across a large number of devices. Some level of customization based on scenarios may be justified. However, developing models for individual devices could result in a lot of complexity in the life-cycle management, and the benefit of such personalization needs to be carefully justified. 
This aspect has direct implication on the specification impact related to model development and deployment. As an example, if the model is common to a large group of UEs, then it would be efficient to develop the model offline once in a common way at a training server and then distribute the model to the UEs. 
[bookmark: _Toc118487703][bookmark: _Toc118487761]Model development and training options need to consider whether the model is developed for common use across a group of UEs or is developed for an individual UE.

Information exchange across vendors
[bookmark: _Toc118462577]When models are developed and trained, depending on the training type, different types of data and information may need to be exchanged across UE and network vendors. Preserving proprietary design is important to promote innovation and vendor differentiation. The feasibility of information disclosure and exchange needs to be considered when designing model development mechanisms.
[bookmark: _Toc118487704][bookmark: _Toc118487762]Model development and training options need to consider feasibility of disclosing proprietary model information to the other side.

Discussion on the pros and cons of different training types
In RAN1#110 [1], the following was agreed regarding AI/ML model training:
	Agreement
In CSI compression using two-sided model use case, the following AI/ML model training collaborations will be further studied:
· Type 1: Joint training of the two-sided model at a single side/entity, e.g., UE-sided or Network-sided.
· Type 2: Joint training of the two-sided model at network side and UE side, repectively.
· Type 3: Separate training at network side and UE side, where the UE-side CSI generation part and the network-side CSI reconstruction part are trained by UE side and network side, respectively.
· Note: Joint training means the generation model and reconstruction model should be trained in the same loop for forward propagation and backward propagation. Joint training could be done both at single node or across multiple nodes (e.g., through gradient exchange between nodes).
· Note: Separate training includes sequential training starting with UE side training, or sequential training starting with NW side training [, or parallel training] at UE and NW
Other collaboration types are not excluded.



In this section, we discuss the pros and cons of the different training types in terms of the considerations discussed above.
Online vs. offline training
As discussed above, for the CSI feedback enhancement use case, the same two-sided model is likely to be used across many devices and the benefit of personalizing the model to individual devices is not clear. For this scenario, training the model offline at a training entity such as a server would be more efficient than training the same model repeatedly at each device. Specifically, online training over the air-interface may result in significant air-interface resource overhead to exchange model parameters and gradients multiple times during the training process.
Moreover, online training of an on-device model over the air-interface would require the advanced capability of in-device model compilation at run-time as the model cannot be optimized and tested ahead of time. Considering these aspects, the benefit of online over-the-air training of AI/ML models for CSI feedback enhancement use case is not clear.
Based on this discussion, we have the following proposal:
[bookmark: _Toc118487705][bookmark: _Toc118487763]For AI/ML-based CSI feedback enhancement use-case, take offline training as a starting point.

Type 1 training
Here, the UE-side and NW-side model are trained by a single entity, for example, the UE-side vendor, the gNB-side vendor, or third-party. 
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Figure 2: Two-sided CSI compression model development via Type 1 training

Type 1 training has the benefit that the UE-side and NW-side models will work well together as they are trained jointly. However, it also has some implications for deploying and managing the models in practice. Consider Type 1 training on the network-side. There are two possible approaches – training with or without involvement of the UE-side vendor.
Type 1 training on the NW-side without involvement of the UE-side vendor
Type 1 training makes it difficult to accommodate a UE-side vendor that was not involved in the type 1 joint training process. The following issues may arise:
· The use of the UE-side model for inference within the UE would require prior offline device-specific optimization and testing, which is not possible if the UE-side vendor is not involved.
· The NW-side may develop a UE-side model assuming a structure and input format that may not be suited to the UE-side vendor’s implementation
· If the input is assumed to be the target CSI, that restricts the implementation of the UE-side and limits the room for differentiation. Even in legacy CSI, the input and pre-processing used on the UE-side to derive the CSI feedback is left to UE implementation.
· The NW-side may use a dataset for training the model based on other devices, and that may not capture the unique aspects of the UE-vendor’s device characteristics and implementation. The resulting discrepancy in data distribution may cause sub-optimal model performance. In [2], we present evaluation results that show that the performance of the AI/ML model can vary considerably if there is a discrepancy between the training data and inference data due to device-side variations.
The same concerns apply to the release of a new device or a new UE-side vendor that has to develop a model after the Type 1 training has completed.
[bookmark: _Toc118487606][bookmark: _Toc118487654][bookmark: _Toc118487736]Type 1 training performed on the NW-side without the involvement of the UE-side vendor would result in a UE-side model that:
· is not optimized in a device-specific manner for the intended UE-side device, 
· assumes a structure and input format that is not compatible with the UE-side implementation, and
· may have sub-optimal performance due to a discrepancy between the training and inference data distribution due to device-side variations.
Type 1 training on the NW-side with involvement of the UE-side
Since the training happens within a single entity, there is a need for coordination between the UE-side and NW-side to ensure that the trained models will be suitable for inference operation. As an example, the UE-side and NW-side have to coordinate and provide information such as the model structure, input pre-processing, output post-processing, and training dataset (including the target CSI) to the training entity.
Type 1 training on the network side would require UE-side vendor to disclose the model information which may be proprietary.
Observation 2: [bookmark: _Toc118462556][bookmark: _Toc118487607][bookmark: _Toc118487655][bookmark: _Toc118487737]Type 1 training performed on the NW-side with involvement of the UE-side vendor requires the UE-side to provide information (such as model structure, pre-processing, post-processing, datasets and ground truth) to the training entity to ensure that the trained models are suitable for inference.
Consider the case where the NW-side vendor uses a common NW-side model with multiple UE-side models. Then NW-side type 1 training with UE-side involvement will first of all require coordination across multiple UE vendors. Moreover, if a new UE device type is released, it would trigger the joint retraining involving the NW-side vendor and multiple UE-side vendors. This could result in a large engineering effort across multiple vendors.
Observation 3: [bookmark: _Toc118487608][bookmark: _Toc118487656][bookmark: _Toc118487738]For NW-side type 1 training with UE-side involvement, developing a new model for a new UE device type or vendor can result in a large engineering effort across multiple vendors.

Type 2 training
Here, the UE-side and NW-side models are trained concurrently as in the Type 1 training case. However, unlike in Type 1, the training is not done by a single entity but in a distributed manner. For example, the UE-side vendor may train the UE-side model, while the NW-side vendor may train the NW-side model. To facilitate the training process, the two training entities may need to exchange data including activation, target output, and gradient samples.

[image: Text
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Figure 3: Two-sided CSI compression model development via Type 2 or Type 3 training
Some observations on this scenario are as follows:
· One disadvantage of this approach is that the two training entities need to make arrangements to exchange information back and forth during the training session. 
· An advantage of this approach is that each training entity need not reveal its own model structure to the other side.
· The inputs to the UE-side model and pre-processing aspects need not be provided to the training entity of the NW-side model. 
· It is feasible to develop two-sided models that are compatible and work well using this approach even though the training procedure is not managed by a single entity. We present evaluation results in our accompanying contribution [2] that compare the performance of Type 2 training and Type 1 training, which shows that Type 2 training works well and achieves the performance of Type 1 training.
· Similar to Type 1 training, if a NW-side vendor uses a common model across different UE-side vendors (or vice versa), and if a new UE-side vendor that did not participate in the initial joint training process wants to develop a UE-side model, then the training would need to be performed across all vendors’ models again resulting in a large engineering effort for other vendors.
To summarize, as compared to the Type 1 training approach, the Type 2 approach enables a distributed mechanism for training without losing performance.

[bookmark: _Toc118462557][bookmark: _Toc118487609][bookmark: _Toc118487657][bookmark: _Toc118487739] It is feasible to train a two-sided AI/ML model using an offline Type 2 (multi-vendor) training approach with performance comparable to Type 1 training.
[bookmark: _Toc118487610][bookmark: _Toc118487658][bookmark: _Toc118487740]For type 2 training, developing a new model for a new UE device type or vendor can result in a large engineering effort across multiple vendors if the NW-side or UE-side use a common model for multiple models on the opposite side.

Type 3 training
Type 3 training refers to the scenario where the UE-side and NW-side models are trained by different entities separately. While there is no collaboration during training, some coordination is necessary outside the training process to ensure that the UE-side and NW-side models are compatible and can work correctly. 
Some observations on this separate training approach are listed below:
· This approach is more flexible than the Type 2 approach as it does not require any collaboration during the training process.
· Since each model is trained by a different entity, there is no need to disclose the model structure.
· As in the Type 2 approach, the inputs to the UE-side model need not be provided to the training entity of the NW-side model.
· Since the UE-side and NW-side models are trained separately, the engineering effort of adding a new UE type or new UE-side vendor is contained and does not propagate to other vendors even if the NW-side or UE-side use a common model for multiple	models on the opposite side.
Our results in [2] show that it is possible to apply the Type 3 training framework to train two-sided AI/ML models.
[bookmark: _Toc118462558][bookmark: _Toc118487611][bookmark: _Toc118487659][bookmark: _Toc118487741] As compared to Type 2 training, the Type 3 offline training approach is more flexible as it does not require coordination during the training process.
[bookmark: _Toc118487612][bookmark: _Toc118487660][bookmark: _Toc118487742] For Type 3 separate training, the engineering effort of adding a new UE type or new UE-side vendor is contained and does not propagate to other vendors even if the NW-side or UE-side use a common model for multiple models on the opposite side.

There are a few flavors of Type 3 training:
Sequential training starting with UE-side
[image: A picture containing graphical user interface
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Figure 4: Offline sequential training starting with UE-side
In this flavor, the UE-side model is first trained by a training entity (for example, the UE-side vendor). This training entity then shares a training dataset consisting of (encoder output, target CSI) to the other training entity (for example, the gNB-side vendor) to train the NW-side model so that the overall two-sided model performs correctly during inference.
Evaluation results in [2] shows that Type 3 offline sequential training starting with UE-side works well and achieves the performance of a Type 1 training.

Sequential training starting with NW-side

[image: A picture containing graphical user interface
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[bookmark: _Ref118491405]Figure 5: Offline sequential training starting with NW-side (Showing the Option 1 of Section 6.4.2.1)
Here, the UE-side vendor shares the target CSI dataset with the training entity that trains the NW-side model (for example, the NW-side vendor). Based on this dataset, the NW-side model is trained first. 
Once the NW-side model has been trained, there are different options for how to train the UE-side model. The different approaches to realizing NW-first sequential training are discussed and compared below:
[bookmark: _Ref118496881]Option 1: Sequential training based on dataset exchange
In this option, the NW-side provides a dataset to the UE-side training entity where each sample contains the target CSI and the CSI feedback message corresponding to that target CSI, as shown in Figure 5.
The UE-side training entity performs supervised training of the UE-side model using this dataset, where the input is assumed to be the target CSI and the ground truth output is assumed to be the CSI feedback

Option 2: Sequential training based on activation and gradient exchange
In this option, the UE-side training entity initiates a training session involving interaction with the network side during training. This is similar to Type 2 training, but only the UE-side model is updated during the process.
· The UE-side sends data samples to the NW-side containing Target CSI and the corresponding CSI feedback message generated by the current parameters of the UE-side model
· The NW-side computes the gradient update based on these samples using the pre-trained NW-side model and loss function and sends it to the UE-side training entity. 
· Unlike Type 2 training, the NW-side model may be frozen and used only to compute the gradient.
· The UE-side training entity updates the model parameters based on the gradient.
· The process is repeated until the end of the training session. 
In this option, the NW-side refers to any 3gpp or non-3gpp entity or service that the NW-side sets up for the purpose of providing training interface to the UE-side model training. For example, the “NW-side” may be a proprietary application server owned by an infra vendor that contains the NW-side model replica and provides an API that accepts the Target CSI and CSI feedback as input and returns gradient as output.

Option 3: Sequential training based on model sharing
The NW-side shares the trained NW-side model as well as the training loss function to the UE-side training entity. The UE-side training entity incorporates this model and loss function into the training session while training the UE-side model. The process is similar to Option 2 – the training proceeds by keeping the NW-side model parameters frozen during the training updates. 

Comparison of the options:
· Input type: Option 1 requires the input type to the UE-side model to be the same as the target CSI. Options 2 and 3 allow the UE-side full flexibility in selecting the input type and pre-processing. 

· Training procedure alignment: With Option 1, the training loss computed while training the UE-side model is based on the CSI feedback message, whereas the training loss computed while training the NW-side model is based on the output CSI. With Option 2, since the NW-side computes the gradient, it can use the same loss function that was used to train the NW-side model and compute it using the output CSI even during the training of the UE-side model. In [2], we present evaluation results that show performance degradation for Option 1 as compared to Option 2 because of this discrepancy in how the loss function is computed.

· Dataset: In options 2 and 3, the dataset used to train the UE-side model originates from the UE-side whereas in option 1, it originates from the NW-side. Consider the scenario where the sequential training is being performed to develop a UE-side model for a new UE type with unique device and implementation characteristics. Options 2 and 3 allow the UE-side to collect data from the new type of UEs and use a training dataset that better captures aspects unique to the device type for which the UE-side model is being developed. In option 1, the dataset may include data collected using other types of devices. The resulting discrepancy could result in sub-optimal performance. In [2], we present evaluation results that show that the performance of the AI/ML model can vary considerably if there is a discrepancy between the training data and inference data due to device-side variations.

· Proprietary information: Option 3 requires the NW-side to provide access to the NW-side model and the training details such as the loss function to enable the UE-side model to perform training. Options 1 and 2 do not have such a requirement.

	
	Dataset exchange based
	Gradient exchange based
	Model sharing based

	Input type
	Same as target CSI
	Flexible
	Flexible

	Training loss
	Based on CSI feedback
	Based on output CSI (Aligned with NW-side training)
	Based on output CSI (Aligned with NW-side training)

	Dataset
	From NW-side
	From UE-side
	From UE-side

	Proprietary information disclosure
	Not needed
	Not needed
	NW-side model and loss function need to be shared



[bookmark: _Toc118462560][bookmark: _Toc118487613][bookmark: _Toc118487661][bookmark: _Toc118487743]For NW-first sequential training, the training based on gradient exchange provides several benefits in terms of flexibility in the input type, better alignment between the UE-side and NW-side model training, aligned dataset and avoiding disclosure of proprietary information.

Generalization across multiple vendors
For the training scenarios discussed above, if there are many UE and NW vendors, then a UE may need to interface with different NW-side models, and a gNB may need to interface with different UE-side models. 
One solution is for a UE-side vendor to prepare multiple UE-side models, one corresponding to each gNB-side model. Similarly, a NW-side vendor may prepare multiple gNB-side models, one corresponding to the UE-side model. The training approaches discussed above could be applied in a pair-wise manner to prepare such models for each pair of UE and NW vendors.
However, this implies that a UE and a gNB would need to switch between models for each model on the other side. It may be beneficial to a gNB if a NW-side model could generalize across different UE-side models. Similarly, if a UE-side model could generalize across different NW-side models, then switching could be avoided.
Consider, for example, the problem of training a NW-side model for a single NW-side vendor that generalizes across different UE-side models for different UE-side vendors. We discuss how the different training approaches would accommodate this requirement:
· In the Type 1 training approach, the training entity could train the different UE-side models and the common NW-side model jointly in a single training session provided it has access to the training data and has knowledge of the model structure for each of the models. 
· Similarly, the Type 2 training approach could also train the multiple UE-side models and the common NW-side model through appropriate exchange of activations, gradients, and reference outputs. Note that this would require the training entity of each UE-side model and the NW-side model to coordinate in order to simultaneously participate in the training process. Figure 6 shows an example of the setup for the case of a single NW-side model and 3 UE-side models being trained in a Type 2 training approach:
[image: Graphical user interface, application, Teams
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[bookmark: _Ref118486848]Figure 6: Type 2 offline training of a single NW-side model and multiple UE-side models
· In the Type 3 training approach, the NW-first sequential training approach easily extends to multiple UE-side models as the same process used for training one UE-side model discussed above can be repeated with each UE-side model. Similarly, the UE-first sequential training approach can be extended to multiple UE-side models, wherein each UE-side model is trained first, and a common NW-side model can be trained on a mixture of datasets from all the UE-side vendors. This is confirmed in our evaluation results in [2].
[bookmark: _Toc118462559][bookmark: _Toc118487614][bookmark: _Toc118487662][bookmark: _Toc118487744] It is feasible to train a common NW-side model that is compatible with multiple UE-side models using Type 2 or Type 3 training approach with performance comparable to Type 1 training.
An overall framework for training two-sided models
The discussion above summarizes the pros and cons of the different training approaches. However, the overall framework for training two-sided models need not be restricted to one of the training types. The framework may need to accommodate various aspects such as new vendors, new device types, new cell-sites, and the need for backward compatibility of the model to already deployed models on the other side. Taking these into consideration, we have the following proposal.
[bookmark: _Toc118487706][bookmark: _Toc118487764]Two-sided model development/training framework
· For development/training of encoders/decoders that do not need backward compatibility to existing encoder/decoder deployment:
· Step 1: Training of “decoders + nominal encoders” based on dataset collected from UEs/networks.
· The nominal encoders are only for the purpose of decoder training, and their use at the UE-side is not mandated.
· As the encoders are only nominal, input used in the training process is only a nominal input. The actual input to the CSI encoders may be different and of proprietary choice.
· The encoder/decoder training in Step 1 may be performed via Type 1, Type 2, or Type 3 manner.
· Step 2: If needed, UE-side vendor trains its own proprietary encoders based on the trained decoders from Step 1.
· Infra vendor should make the trained decoders available (via either run-time images or an API for training) for the encoder training.
· For development/training of encoders to be interoperable with deployed decoders (e.g., encoders for new UEs or updating encoders for existing UEs):
· UE-side vendor trains new encoders based on the deployed decoders.
· Infra vendor should make the deployed decoders available (via either a run-time image or an API for training) for the encoder training.
· For development/training of decoders to be interoperable with deployed encoders (e.g., decoders for new cell sites or updating decoders for existing cell sites):
· Network-side vendor trains new decoders based on the deployed encoders.
· FFS: Need for encoder availability for decoder training

We want to emphasize that “Step 1” is what RAN1 has discussed so far, except that the encoder is only nominal. “Step 1” itself may be done via Type 1, Type 2, or Type 3 training. “Step 2” is an additional optional step that UE-side vendor can take. The encoder training in “Step 2” with a trained decoder from “Step 1” can be viewed as a Type 3 training. So, the entire steps 1-2 can be viewed as a hybrid of Type 1/2/3 followed by Type 3.

As a corollary, it is concluded that:

[bookmark: _Toc118487707][bookmark: _Toc118487765]For the UE part of the two-sided models, input to the UE part does not need to be specified. RAN1 can still have specification discussion on the nominal input for the nominal encoder training.

Model monitoring
Input-based monitoring
In last meeting, it was agreed to study various performance monitoring methods, including monitoring based on inference accuracy, system performance and data distribution (input or output). Because of the two-sided nature of CSI feedback use case, the target CSI (or input) and final CSI are generated at UE side and NW side separately. In this way, to enable monitoring based on inference accuracy, the UE has to either run NW-side decoder or provide the target CSI (or input) to the NW-side. The former increases UE complexity and the latter requires additional signaling overhead. Thus, monitoring based on system performance and data distribution are more interesting. System-performance-based approach (e.g., throughput, BLER) is generic for all kinds of CSI feedback including the legacy codebook-based approach, it may have no specification impact. For data-distribution-based approach, UE calculates the target CSI (or input) based on the input sample measured in inference phase, and then compares it with the counterpart of the training set.
An example of data-distribution-based (input-based) approach is elaborated as following. Training samples are partitioned into two groups, the participation can be based on clustering methods, data statistics (e.g., angle, delay spread, doppler) or the meta-information provided in data-collection phase. One can see from Figure 9 that the distribution of the distance of a sample from samples belonging to an unmatched group is biased from the distribution of the distance to samples belonging to its matched group. Therefore, it is feasible for UE to differentiate samples based on distance or probability assessment. 
[image: Chart, histogram
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Figure 9: Distribution of sample distances from two groups in the training data
The results we present in [2] show that it is possible to use the metrics derived from the input samples to determine the model performance during inference. The metrics derived from comparison of the input samples and training samples are observed to have a strong relationship with inference accuracy.
[bookmark: _Toc118487615][bookmark: _Toc118487663][bookmark: _Toc118487745]Model monitoring based on metrics derived by comparison between input samples inference and training samples can have strong relationship with the inference accuracy. As a result, input-based monitoring appears promising.

[bookmark: _Toc118487708][bookmark: _Toc118487766][bookmark: _Toc118460646]Study specification impact of input-based model monitoring by comparing input samples at inference time to the training samples.  

Legacy-CSI based monitoring
To evaluate the accuracy of a two-sided model for CSI compression, if a UE has to report the target CSI with high resolution to the gNB, this may incur high overhead in the uplink. 
One approach to address this concern is to compare the ML-based reconstructed CSI with the CSI obtained from some other reference CSI feedback scheme in similar channel conditions. As an example, a legacy non-AI/ML CSI feedback scheme can be used as the reference scheme. During the model monitoring process, a UE may report CSI feedback using the AI/ML scheme and the reference scheme. The gNB may then reconstruct the CSI using the NW-side model and compare the resulting output CSI with the reference CSI, i.e., the version of CSI derived from the reference scheme. A large difference between the output CSI and reference CSI can be used to determine that the model accuracy is inadequate.
The result we present in [2] show that using only the Rel-16 Type II CSI feedback as a reference, the gNB can perform model monitoring with acceptable accuracy without incurring the overhead for UE reporting the target CSI with high resolution.
Observation 4: [bookmark: _Toc118487616][bookmark: _Toc118487664][bookmark: _Toc118487746] Model performance monitoring based on using a legacy CSI feedback scheme as a reference can detect model accuracy failure reliably and efficiently. 
Observation 5: [bookmark: _Toc118487617][bookmark: _Toc118487665][bookmark: _Toc118487747] Reporting the target CSI with high resolution for the purpose of model performance monitoring would require additional overhead without much benefit, and specification change for such reporting requires clear justification.
Based on these observations, we have the following proposal:
[bookmark: _Toc118462579][bookmark: _Toc118487709][bookmark: _Toc118487767]Study specification impact needed to enable robust and efficient model performance monitoring using an existing CSI feedback scheme such as Rel-16 Type II as the reference.

Specification impact for two-sided model inference
To study the potential specification impact for two-sided model inference, it would be useful to first consider what aspects are specified in the legacy CSI feedback framework.
General principle for the specification impact of CSI feedback
The conventional CSI feedback via PMI codebooks, e.g., Type I, Type II and eType II, is specified in two aspects. 
· The first aspect is the final precoding matrix and its format, e.g., W=W1*W2 in Type I/II and W=W1*W2*Wf in eType II. The reason is that it tells the UE what to report, and also gNB would know how to use the reported CSI. Another reason is that the UE will use it to calculate the CQI. Without clear definition of the final precoding matrix, the CSI report would become meaningless. 
· The second specification aspect is the UCI components and payloads. The reason is that the UE and gNB should align on how each PMI components, e.g., W1, W2, Wf, is quantized and reported over the air-interface. With such information, the gNB is able to construct the precoding matrix based on each UCI components using the PMI codebook.
Besides, it is worth noting that the specification does not specify the following: 1) PMI searching algorithm, and 2) the input of the PMI calculation algorithm (the input could be CSI-RS reception, channel estimate or unquantized precoder or anything else upto UE implementation). It means that, upon receiving the channel/interference measurement resource, UE has the full flexibility and freedom to optimize the algorithm that searches for the best PMI in the form of specified final format.
In CSI feedback using the two-sided AI model, the PMI algorithm is replaced by the CSI encoder while the PMI codebook is replaced by the CSI decoder using which the gNB is able construct the precoding matrix. The general principle for CSI feedback specification should remain the same. In particular, the specification should only specify the final CSI format (e.g., precoding matrix) and how it or its components are reported over the air-interface. The UE would design and develop the model to provide the best CSI in its final format (e.g., a precoding matrix), but the input and the model are kept proprietary. 
Pre-processing and post-processing
With such consideration, any preprocessing UE performs from receiving the CSI-RS to the CSI encoder is upto UE implementation. 
Regarding “post-processing”, the terminology could be interpreted in different ways: 
· One interpretation is that it refers to the processing of the NW-side model output to produce the final CSI format. In this sense, such “post-processing” should be absorbed into part of the final CSI format (e.g., precoding matrix). 
· In one example, the final CSI is precoding matrix W=W1*W2 where W1 is the legacy DFT vector while W2 is obtained via the AI model pair. In this case, one may consider W1 as a “post-processing” of the NW-side model output W2 to get the final CSI W. In our view, following the principle for CSI feedback specification, this operation should be specified as part of the final CSI format rather than a “post-processing”
· Another interpretation is that it refers to the processing of the final CSI. In one example, the gNB may use the final precoding matrix W to calculate MU precoder; in another example, the gNB may interpolate the final precoding matrix W to obtain finer granularity in frequency domain. These operations are gNB implementation.   
Moreover, it is worth noting that the discussion above is the general principle and criteria for CSI feedback. It is independent of how the UE-side and NW-side model are trained. UE-side vendors (and/or chipset vendors) and NW-side vendors should train their AI models based on the agreed UCI payload and final CSI format.
[bookmark: _Toc115432153][bookmark: _Toc115432455][bookmark: _Toc115432725][bookmark: _Toc118462569][bookmark: _Toc118487618][bookmark: _Toc118487666][bookmark: _Toc118487748] Only UCI and final format of the reported CSI (e.g., the precoding matrix) are specified in legacy CSI feedback framework. The PMI search algorithm and its input are proprietary.
[bookmark: _Toc115432154][bookmark: _Toc115432456][bookmark: _Toc115432726][bookmark: _Toc118462570][bookmark: _Toc118487619][bookmark: _Toc118487667][bookmark: _Toc118487749] In CSI feedback via two-sided model, PMI searching algorithm is replaced by UE-side model while PMI codebook is replaced by NW-side model. The general principle for specification impact should be preserved. The need for specifying UE-side input and pre-processing is not clear. 
[bookmark: _Toc115432155][bookmark: _Toc115432457][bookmark: _Toc115432727][bookmark: _Toc118462571][bookmark: _Toc118487620][bookmark: _Toc118487668][bookmark: _Toc118487750]Post-processing of NW-side model output into the final CSI format can be absorbed into the specification of the final CSI format.
[bookmark: _Toc115432190][bookmark: _Toc115432464][bookmark: _Toc115432734][bookmark: _Toc115432782][bookmark: _Toc115432796][bookmark: _Toc118462585][bookmark: _Toc118487710][bookmark: _Toc118487768] The input to the UE-side model should be left to UE implementation, the output at the NW-side model can be specified.
[bookmark: _Toc115432191][bookmark: _Toc115432465][bookmark: _Toc115432735][bookmark: _Toc115432783][bookmark: _Toc115432797][bookmark: _Toc118462586][bookmark: _Toc118487711][bookmark: _Toc118487769] Preprocessing at UE-side is upto UE-implementation and should not be specified. 
[bookmark: _Toc115432192][bookmark: _Toc115432466][bookmark: _Toc115432736][bookmark: _Toc115432784][bookmark: _Toc115432798][bookmark: _Toc118462587][bookmark: _Toc118487712][bookmark: _Toc118487770] For AI-based CSI feedback, the size of the UCI payload and the final CSI format can be specified. 
[bookmark: _Toc115432193][bookmark: _Toc115432467][bookmark: _Toc115432737][bookmark: _Toc115432785][bookmark: _Toc115432799][bookmark: _Toc118462588][bookmark: _Toc118487713][bookmark: _Toc118487771]The discussion on specification impact on input/output of CSI encoder/decoder and CSI report configuration is independent of training collaborations.

Rank indicator and CQI enhancement
In RAN1 #110, following agreement was made to trigger the study on potential CQI and RI enhancement.
	Agreement
In CSI compression using two-sided model use case, further study potential specification impact on CSI report, including at least
· CSI generation model output and/or CSI reconstruction model input, including configuration(size/format) and/or potential post/pre-processing of CSI generation model output/CSI reconstruction model input. 
· CQI determination
· RI determination



In legacy CSI feedback, the rank and CQI determination at the UE side relies on the knowledge of precoding matrix. More specifically, the UE may first obtain the precoding matrices for all rank hypotheses and compare the spectral efficiency or CQI of each hypothesis. The best rank and the corresponding precoder is selected such that the best performance is achieved out of all hypotheses. However, due to the two-sided nature of AI/ML based CSI feedback, the UE may not know the precoder reconstructed at the gNB side. Thus, the legacy approach may not work and the definition of rank and CQI may need to be studied.
In legacy CSI feedback, the dependency between PMI, RI and CQI implies that the <=10% BLER can be achieved if the network schedule a PDSCH transmission with the reported PMI, RI and CQI. However, since accurate RI and CQI are infeasible, the PMI reporting with an approximated rank or CQI may become less meaningful. Instead, a better way would be reporting all layers to the network side so that the network could have sufficient information for PDSCH scheduling. For instance, if UE reports the precoder for all the layers (possibly excluding very weak layers), the network has the flexibility to choose from all possible rank hypotheses; also, the network may choose to null out the dominant layers for MU-pairing. 
In addition to the all-layer PMI reporting, a soft rank reporting can be considered to provide assistant information for network scheduling. Rather than reporting a single rank value, the soft rank could be interpreted as relative strength among layers, or a probability of each rank hypothesis. Such information could be used by the network to determine dominant layers and assist rank selection at network side. The soft rank can be computed by the two-sided models jointly with the PMI reporting (e.g., taking eigenvectors and eigenvalues as input, while the output at the network side is all-layer PMI plus the soft-rank). Alternatively, a separate model could be developed at UE side dedicatedly for the soft-rank computation.
[bookmark: _Toc118487621][bookmark: _Toc118487669][bookmark: _Toc118487751] The legacy dependency among PMI, RI and CQI does not exist in two-sided CSI feedback when UE cannot run the network-side CSI reconstruction model.
[bookmark: _Toc118487622][bookmark: _Toc118487670][bookmark: _Toc118487752] Reporting the precoding matrix along with additional assistance information such as soft-rank provides more flexibility for network scheduling.
[bookmark: _Toc118487714][bookmark: _Toc118487772]Study reporting the precoding matrix together with soft-rank reporting for two-sided AI/ML CSI feedback.
Conclusions

In this document, we have discussed aspects related to types of types of offline training, sub-use cases and potential specification impact for the CSI feedback enhancement use case. We have made the following observations:

Observation 1: For CSI compression using two-sided model, data can be collected from UEs by data collection entities using proprietary data collection mechanisms that do not require specification changes.
Observation 2:	For the AI/ML-based CSI feedback enhancement use case, the use of an AI/ML model for inference within a device would require prior offline device-specific optimization and testing.
Observation 3:	Type 1 training performed on the NW-side without the involvement of the UE-side vendor would result in a UE-side model that:
· is not optimized in a device-specific manner for the intended UE-side device, 
· assumes a structure and input format that is not compatible with the UE-side implementation, and
· may have sub-optimal performance due to a discrepancy between the training and inference data distribution due to device-side variations.
Observation 4:	Type 1 training performed on the NW-side with involvement of the UE-side vendor requires the UE-side to provide information (such as model structure, pre-processing, post-processing, datasets and ground truth) to the training entity to ensure that the trained models are suitable for inference.
Observation 5:	For NW-side type 1 training with UE-side involvement, developing a new model for a new UE device type or vendor can result in a large engineering effort across multiple vendors.
Observation 6:	It is feasible to train a two-sided AI/ML model using an offline Type 2 (multi-vendor) training approach with performance comparable to Type 1 training.
Observation 7:	For type 2 training, developing a new model for a new UE device type or vendor can result in a large engineering effort across multiple vendors if the NW-side or UE-side use a common model for multiple models on the opposite side.
Observation 8:	As compared to Type 2 training, the Type 3 offline training approach is more flexible as it does not require coordination during the training process.
Observation 9:	For Type 3 separate training, the engineering effort of adding a new UE type or new UE-side vendor is contained and does not propagate to other vendors even if the NW-side or UE-side use a common model for multiple models on the opposite side.
Observation 10:	For NW-first sequential training, the training based on gradient exchange provides several benefits in terms of flexibility in the input type, better alignment between the UE-side and NW-side model training, aligned dataset and avoiding disclosure of proprietary information.
Observation 11:	It is feasible to train a common NW-side model that is compatible with multiple UE-side models using Type 2 or Type 3 training approach with performance comparable to Type 1 training.
Observation 12:	Model monitoring based on metrics derived by comparison between input samples inference and training samples can have strong relationship with the inference accuracy. As a result, input-based monitoring appears promising.
Observation 13:	Model performance monitoring based on using a legacy CSI feedback scheme as a reference can detect model accuracy failure reliably and efficiently.
Observation 14:	Reporting the target CSI with high resolution for the purpose of model performance monitoring would require additional overhead without much benefit, and specification change for such reporting requires clear justification.
Observation 15:	Only UCI and final format of the reported CSI (e.g., the precoding matrix) are specified in legacy CSI feedback framework. The PMI search algorithm and its input are proprietary.
Observation 16:	In CSI feedback via two-sided model, PMI searching algorithm is replaced by UE-side model while PMI codebook is replaced by NW-side model. The general principle for specification impact should be preserved. The need for specifying UE-side input and pre-processing is not clear.
Observation 17:	Post-processing of NW-side model output into the final CSI format can be absorbed into the specification of the final CSI format.
Observation 18:	The legacy dependency among PMI, RI and CQI does not exist in two-sided CSI feedback when UE cannot run the network-side CSI reconstruction model.
Observation 19:	Reporting the precoding matrix along with additional assistance information such as soft-rank provides more flexibility for network scheduling.

We have the following proposals:
Proposal 1:	If AI/ML based CSI prediction sub-use case is selected as a representative sub-use case for AI/ML based CSI feedback enhancement, the sub-use case should focus on prediction only at the UE-side.
Proposal 2:	Adopt the following definitions for the study:
Output CSI: For a given CSI feedback scheme, output CSI is the version of CSI that the NW-side retrieves after processing the CSI feedback message.
· For ML-based scheme, 'output CSI' is the final output after post-processing the CSI reconstruction model output, if applicable.
Target CSI: Target CSI is the version of CSI that the NW-side should retrieve if the CSI feedback mechanism is lossless.
Note: The target CSI only assumes lossless compression but does not necessarily imply ideal channel estimation.
Proposal 3:	For CSI compression using two-sided model, proprietary data collection mechanisms should be taken as the starting point.
Proposal 4:	For AI/ML-based CSI feedback using two-sided model, the procedure used to process the downlink measurements and derive the input to the UE-side model during inference should be left to UE implementation.
Proposal 5:	While generating the training dataset, the target CSI corresponding to a downlink measurement should be derived by the UE side to reflect the UE processing during inference (e.g., channel estimation, eigen-vector derivation, etc.).
Proposal 6:	Study assistance signaling for UE’s data collection in the form of a zone ID, scenario ID, and configuration ID.
Proposal 7:	Model development and training options should consider the need for the UE-part of two-sided AI/ML models to be designed and optimized in a device-specific manner.
Proposal 8:	Model development and training options should strive for the principle of engineering isolation, i.e., confining engineering effort needed for a new chipset/UE development to the given chipset/UE vendor.
Proposal 9:	Model development and training options need to consider whether the model is developed for common use across a group of UEs or is developed for an individual UE.
Proposal 10:	Model development and training options need to consider feasibility of disclosing proprietary model information to the other side.
Proposal 11:	For AI/ML-based CSI feedback enhancement use-case, take offline training as a starting point.

Proposal 12:	Two-sided model development/training framework
· For development/training of encoders/decoders that do not need backward compatibility to existing encoder/decoder deployment:
· Step 1: Training of “decoders + nominal encoders” based on dataset collected from UEs/networks.
· The nominal encoders are only for the purpose of decoder training, and their use at the UE-side is not mandated.
· As the encoders are only nominal, input used in the training process is only a nominal input. The actual input to the CSI encoders may be different and of proprietary choice.
· The encoder/decoder training in Step 1 may be performed via Type 1, Type 2, or Type 3 manner.
· Step 2: If needed, UE-side vendor trains its own proprietary encoders based on the trained decoders from Step 1.
· Infra vendor should make the trained decoders available (via either run-time images or an API for training) for the encoder training.
· For development/training of encoders to be interoperable with deployed decoders (e.g., encoders for new UEs or updating encoders for existing UEs):
· UE-side vendor trains new encoders based on the deployed decoders.
· Infra vendor should make the deployed decoders available (via either a run-time image or an API for training) for the encoder training.
· For development/training of decoders to be interoperable with deployed encoders (e.g., decoders for new cell sites or updating decoders for existing cell sites):
· Network-side vendor trains new decoders based on the deployed encoders.
· FFS: Need for encoder availability for decoder training

Proposal 13:	For the UE part of the two-sided models, input to the UE part does not need to be specified. RAN1 can still have specification discussion on the nominal input for the nominal encoder training.
Proposal 14:	Study specification impact of input-based model monitoring by comparing input samples at inference time to the training samples.
Proposal 15:	Study specification impact needed to enable robust and efficient model performance monitoring using an existing CSI feedback scheme such as Rel-16 Type II as the reference.
Proposal 16:	The input to the UE-side model should be left to UE implementation, the output at the NW-side model can be specified.
Proposal 17:	Preprocessing at UE-side is upto UE-implementation and should not be specified.
Proposal 18:	For AI-based CSI feedback, the size of the UCI payload and the final CSI format can be specified.
Proposal 19:	The discussion on specification impact on input/output of CSI encoder/decoder and CSI report configuration is independent of training collaborations.
Proposal 20:	Study reporting the precoding matrix together with soft-rank reporting for two-sided AI/ML CSI feedback.
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