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	Reason for change:
	UE behavior for Rel-17 PDCCH skipping and SSSG switching indicated in DCI 1_1/0_1/1_2/0_2 when the DCI indicates BWP change is unclear.

	
	

	Summary of change:
	Clarify that a UE ignores the PDCCH monitoring adaptation field in a DCI that indicates BWP change.
 

	
	

	Consequences if not approved:
	Unclear specification for PDCCH monitoring adaptation when DCI indicates BWP change.
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<omit unchanged text>
When a UE receives
-	a first PDCCH in a first slot that provides a DCI format with a PDCCH monitoring adaptation field having a first value indicating skipping PDCCH monitoring, or indicating start of PDCCH monitoring according to a search space sets with a first group index and stop of PDCCH monitoring according to search space sets with a second group index, for an active DL BWP and 
-	a second PDCCH that provides a DCI format with a PDCCH monitoring adaptation field having a second value indicating skipping PDCCH monitoring, or indicating start of PDCCH monitoring according to search space sets with a first group index and stop of PDCCH monitoring according to search space sets with a second group index different than the first group index, for the active DL BWP where the second PDCCH is received
-	in the first slot if the first value indicates skipping PDCCH monitoring 
-	before a slot that is at least  symbols after the first slot if the first value indicates start of PDCCH monitoring according to search space sets with a first group index
the UE does not expect the second value to be different than the first value.
A UE does not expect to receive in a second slot a PDCCH on an active DL BWP that provides a DCI format indicating skipping PDCCH monitoring, or start of PDCCH monitoring according to search space sets with group index 1 or 2 for the active DL BWP, if the second slot is not at least  symbols after a first slot where the timer expires.
A UE ignores the PDCCH monitoring adaptation field in a DCI indicating an active BWP switch.



