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	Reason for change:
	The following two cases for Rel-17 dynamic indication of availability needs to be clarified in case only Rel-16 H/S/NA resource configuration is provided for a given a slot:
· Case 1: If Rel-16 dynamic indication of availability is not configured by RRC or not provided by DCI, and Rel-17 dynamic indication of availability indicates the availability of RB sets of this slot
· Case 2: If both Rel-16 and Rel-17 dynamic indication of availability are configured and received by IAB-MT for this this slot.
In both cases, the IAB-MT shall ignore the Rel-17 dynamic availability indication.

	
	

	Summary of change:
	Clarify that the IAB-MT ignores the Rel-17 dynamic availability indication in case only Rel-16 H/S/NA resource configuration is provided for a given a slot.

	
	

	Consequences if not approved:
	Parent node mistakenly assumes the H/S/NA configuration applied by child node DU when both Rel-16 and Rel-17 H/S/NA configuration or both Rel-16 and Rel-17 dynamic resource availability provided.
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	Other comments:
	Isolated Impact Analysis:
No inter-operatability issue is identified.
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========================= Unchanged parts =========================
With reference to slots of an IAB-DU cell, the IAB-DU can be provided an indication of hard, soft or unavailable type per RB set for symbols configured as downlink, uplink or flexible in a slot by Frequency-Domain HSNA Configuration List [16, TS 38.473]. The RB set size and the number of RB sets are configured by RB-Set-Configuration [16, TS 38.473]. If an indication of hard, soft or unavailable type is not provided for an RB set of a symbol in a slot, the IAB-DU applies the configuration of hard, soft or unavailable type provided by HSNA Slot Configuration List in gNB-DU Cell Resource Configuration [16, TS 38.473] for the RB set of the symbol in the slot. If an indication of hard, soft, or unavailable type is provided for an RB set in a symbol of a slot, the IAB-DU applies the configuration of hard, soft, or unavailable type provided by Frequency-Domain HSNA Configuration List [16, TS 38.473] unless the symbol is configured as soft type in HSNA Slot Configuration List in gNB-DU Cell Resource Configuration [16, TS 38.473] and the IAB-DU cell can transmit or receive in the symbol.
If an IAB-DU is only provided an indication of hard, soft or unavailable type for a symbol in a slot by HSNA Slot Configuration List in gNB-DU Cell Resource Configuration [16, TS 38.473], the IAB-MT shall ignore a DCI format 2_5 with an AI index field value indicating availability of soft RB sets of the symbol in the slot.
< Unchanged parts are omitted >

