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	Reason for change:
	Current 38.213 defines the UE behavior for PDCCH monitoring when the indicated TCI is not associated with serving cell PCI as follows. However, Type 0B/1A/2A CSS is missing in the following definition.
“A UE is not required to monitor PDCCH candidates for a Type0/0A/1/2-PDCCH CSS set when the active TCI state for a corresponding CORESET is not associated with physCellId in ServingCellConfigCommon.”

	
	

	Summary of change:
	Clarify that UE is not required to monitor Type 0B/1A/2A CSS when the corresponding CORESET is not associated with serving cell PCI.

	
	

	Consequences if not approved:
	UE behavior for PDCCH monitoring in Type 0B/1A/2A CSS when the indicated TCI is associated with neighbor cell PCI is unclear. 

	
	

	Clauses affected:
	10

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	Isolated impact analysis:
No impact as this is common understanding.
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<unrelated part omitted>
A UE is not required to monitor PDCCH candidates for a Type0/0A/0B/1/1A/2/2A-PDCCH CSS set when the active TCI state for a corresponding CORESET is not associated with physCellId in ServingCellConfigCommon.
If a UE monitors the PDCCH candidate for a Type0-PDCCH CSS set on the serving cell according to the procedure described in clause 13, the UE may assume that no SS/PBCH block is transmitted in REs used for monitoring the PDCCH candidate on the serving cell. 
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