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Larger number of DMRS ports for MU-MIMO
For the antenna ports indication in Rel.18 DMRS ports with dmrs-Type=eType1, maxLength=2 for PDSCH, the principles may include: i) the DMRS port combinations that are beneficial for M-TRP are supported; ii) the DMRS port combinations that have been supported in Rel.15 are supported for MU-MIMO with Rel.15 UE; iii) the DMRS port combinations that has same usage with existing rows or could not increase MU-MIMO capacity are not supported. 
· For 1 CW, rows 9-11 are beneficial for M-TRP scheduling, which may be supported. Rows 8, 24-30 have been supported for Rel.15 legacy DMRS port combinations, which may be supported for MU-MIMO with Rel.15 UE. The newly added rows 55-60 have same usage with rows 24-29 and could not increase MU-MIMO capacity, so we suggest to delete rows 55-60. The newly added rows 69-72 are Rel.18 DMRS ports for 2 front-loaded symbols, which may be supported. The newly added rows 73-80 have same usage with rows 26-30 and rows 57-60 and could not increase MU-MIMO capacity, so we suggest to delete rows 73-80. The newly added rows 81-82 have same usage with rows 26-27 and could not increase MU-MIMO capacity, so we suggest to delete rows 81-82. 
· For 2 CWs, rows 2-3 from Rel.15 legacy DMRS port combinations with two front-load symbols may supported for MU-MIMO with Rel.15 UE. Rows 8-37 have same usage with rows 0-7 and could not increase MU-MIMO capacity, so we suggest to delete rows 8-37.
Proposal 1: For the antenna ports indication in Rel.18 eType1 DMRS ports with maxLength = 2 for PDSCH, at least for S-TRP case, support rows 8-11, 24-30, 69-72 for 1 CW, and rows 0-3 for 2CW, and delete rows 55-60, 73-83 for 1CW and rows 8-37 for 2CW in Table 7.3.1.2.2-2-X.
Table 7.3.1.2.2-2-X: Antenna port(s) (1000 + DMRS port), dmrs-Type=eType1, maxLength=2
	One Codeword:
Codeword 0 enabled,
Codeword 1 disabled
	Two Codewords:
Codeword 0 enabled,
Codeword 1 enabled

	Value
	Number of DMRS CDM group(s) without data
	DMRS port(s)
	Number of front-load symbols
	Value
	Number of DMRS CDM group(s) without data
	DMRS port(s)
	Number of front-load symbols

	0
	1
	0
	1
	[0
	2
	0-4
	2]

	1
	1
	1
	1
	[1
	2
	0,1,2,3,4,6
	2]

	2
	1
	0,1
	1
	[2
	2
	0,1,2,3,4,5,6
	2]

	3
	2
	0
	1
	[3
	2
	0,1,2,3,4,5,6,7
	2]

	4
	2
	1
	1
	4
	2
	0,1,2,3,8
	1

	5
	2
	2
	1
	5
	2
	0,1,2,3,8,10
	1

	6
	2
	3
	1
	6
	2
	0,1,2,3,8,9,10
	1

	7
	2
	0,1
	1
	7
	2
	0,1,2,3,8,9,10,11
	1

	[8
	2
	2,3
	1]
	[8
	1
	0,1,4,5,8
	2]

	[9
	2
	0-2
	1]
	[9
	1
	0,1,4,5,8,12
	2]

	[10
	2
	0-3
	1]
	[10
	1
	0,1,4,5,8,9,12
	2]

	[11
	2
	0,2
	1]
	[11
	1
	0,1,4,5,8,9,12,13
	2]

	12
	2
	0
	2
	[12
	2
	0,1,4,5,8
	2]

	13
	2
	1
	2
	[13
	2
	0,1,4,5,8,12
	2]

	14
	2
	2
	2
	[14
	2
	0,1,4,5,8,9,12
	2]

	15
	2
	3
	2
	[15
	2
	0,1,4,5,8,9,12,13
	2]

	16
	2
	4
	2
	[16
	2
	2,3,6,7,10
	2]

	17
	2
	5
	2
	[17
	2
	2,3,6,7,10,14
	2]

	18
	2
	6
	2
	[18
	2
	2,3,6,7,10,11,14
	2]

	19
	2
	7
	2
	[19
	2
	2,3,6,7,10,11,14,15
	2]

	20
	2
	0,1
	2
	[20
	2
	0,1, 2,3,10
	1]

	21
	2
	2,3
	2
	[21
	2
	0,1,8,2,3,10
	1]

	22
	2
	4,5
	2
	[22
	2
	0,1,8, 2,3,10,11
	1]

	23
	2
	6,7
	2
	[23
	2
	0,1,8,9,2,3,10,11
	1]

	[24
	2
	0,4
	2]
	[24
	1
	0,1,4,5,12
	2]

	[25
	2
	2,6
	2]
	[25
	1
	0,1,8,4,5,12
	2]

	[26
	2
	0,1,4
	2]
	[26
	1
	0,1,8,4,5,12,13
	2]

	[27
	2
	2,3,6
	2]
	[27
	1
	0,1,8,9,4,5,12,13
	2]

	[28
	2
	0,1,4,5
	2]
	[28
	2
	0,1,4,5,12
	2]

	[29
	2
	2,3,6,7
	2]
	[29
	2
	0,1,8,4,5,12
	2]

	[30
	2
	0,2,4,6
	2]
	[30
	2
	0,1,8,4,5,12,13
	2]

	31
	1
	8
	1
	[31
	2
	0,1,8,9,4,5,12,13
	2]

	32
	1
	9
	1
	[32
	2
	2,3,6,7,14
	2]

	33
	1
	8,9
	1
	[33
	2
	2,3,10,6,7,14
	2]

	34
	2
	8
	1
	[34
	2
	2,3,10,6,7,14,15
	2]

	35
	2
	9
	1
	[35
	2
	2,3,10,11,6,7,14,15
	2]

	36
	2
	10
	1
	[36
	2
	0,2,3,8,9
	1]

	37
	2
	11
	1
	[37
	2
	0,1,2,3,8,9
	1]

	38
	2
	8,9
	1
	
	
	
	

	39
	2
	10,11
	1
	
	
	
	

	[40
	2
	8-10
	1]
	
	
	
	

	[41
	2
	8-11
	1]
	
	
	
	

	[42
	2
	8,10
	1]
	
	
	
	

	43
	2
	8
	2
	
	
	
	

	44
	2
	9
	2
	
	
	
	

	45
	2
	10
	2
	
	
	
	

	46
	2
	11
	2
	
	
	
	

	47
	2
	12
	2
	
	
	
	

	48
	2
	13
	2
	
	
	
	

	49
	2
	14
	2
	
	
	
	

	50
	2
	15
	2
	
	
	
	

	51
	2
	8,9
	2
	
	
	
	

	52
	2
	10,11
	2
	
	
	
	

	53
	2
	12,13
	2
	
	
	
	

	54
	2
	14,15
	2
	
	
	
	

	[55
	2
	8,12
	2]
	
	
	
	

	[56
	2
	10,14
	2]
	
	
	
	

	[57
	2
	8,9,12
	2]
	
	
	
	

	[58
	2
	10,11,14
	2]
	
	
	
	

	[59
	2
	8,9,12,13
	2]
	
	
	
	

	[60
	2
	10,11,14,15
	2]
	
	
	
	

	61
	2
	8,10,12,14
	2
	
	
	
	

	62
	1
	0,1,8
	1
	
	
	
	

	63
	1
	0,1,8,9
	1
	
	
	
	

	64
	2
	0,1,8
	1
	
	
	
	

	65
	2
	0,1,8,9
	1
	
	
	
	

	66
	2
	2,3,10
	1
	
	
	
	

	67
	2
	2,3,10,11
	1
	
	
	
	

	[69
	1
	0,1,8
	2]
	
	
	
	

	[70
	1
	0,1,8,9
	2]
	
	
	
	

	[71
	1
	4,5,12
	2]
	
	
	
	

	[72
	1
	4,5,12,13
	2]
	
	
	
	

	[73
	2
	0,1,8
	2]
	
	
	
	

	[74
	2
	0,1,8,9
	2]
	
	
	
	

	[75
	2
	4,5,12
	2]
	
	
	
	

	[76
	2
	4,5,12,13
	2]
	
	
	
	

	[77
	2
	2,3,10
	2]
	
	
	
	

	[78
	2
	2,3,10,11
	2]
	
	
	
	

	[79
	2
	6,7,14
	2]
	
	
	
	

	[80
	2
	6,7,14,15
	2]
	
	
	
	

	[81
	2
	5,8,9
	2]
	
	
	
	

	[82
	2
	7,10,11
	2]
	
	
	
	

	[83
	2
	7,12,13
	2]
	
	
	
	



DMRS enhancement for 8 TX UL transmission
Antenna port indication table for >4 layers PUSCH
	Agreement
For > 4 layers PUSCH with Rel.18 eType 1/eType 2 DMRS ports, support at least the same DMRS port combination(s) as that for rank = 5,6,7,8 for PDSCH with Rel.18 eType 1/eType 2 DMRS ports at least for full or non-coherent UL codebook based PUSCH and non-codebook based PUSCH.




In RAN1#112b-e meeting [1], it has been agreed that the same DMRS port combination(s) as that for rank = 5,6,7,8 for PDSCH is reused at least for full or non-coherent based PUSCH, while the DMRS port combination(s) for partial coherent UL codebook is still under discussion. In Rel-15, same DMRS port combinations and tables are used for full or partial-coherent or non-coherent codebooks. For example, for dmrs-Type=1, maxLength=2, and rank=3 UL transmission, the DMRS port combination {0,1,2} can be indicated to UE, where DMRS ports 0 and 1 are within one CDM group, and DMRS port 2 is in another CDM group. The TPMI for three-layer transmission using four antenna ports (partial coherent) can be  or . It is shown that the second and third layers associated to the same antenna port group are multiplexed into different DMRS CDM group, and none of restriction is added to DMRS port combination(s) for partial coherent UL codebook. From our perspective, the restriction of DMRS port combination(s) for partial coherent UL codebook is also not needed for 8 TX UL transmission as well, and a unified design of DMRS port combination(s) for rank = 5,6,7,8 is used for full, partial, and non-coherent UL codebook.
Proposal 2: For > 4 layers PUSCH with Rel.18 eType 1/eType 2 DMRS ports, reuse the same DMRS port combination(s) as that for rank = 5,6,7,8 for PDSCH with Rel.18 eType 1/eType 2 DMRS ports for partial-coherent UL codebook, and layers associated to the same antenna port group can be multiplexed into same or different DMRS CDM group.
	[bookmark: _Hlk134788528]Working Assumption
· Adopt Table 7.3.1.1.2-12B/13B/14B/15B/16B/17B/20B/21B/22B/23B to support signalling >4 ranks PUSCH with Rel-15 DMRS ports at least for full or non-coherent UL codebook based PUSCH and non-codebook based PUSCH.
· FFS: Whether/how some of bits in the antenna ports field can be reused for other purpose for >4 ranks PUSCH.


In RAN1#112b-e meeting [1], the tables to support signalling >4 ranks PUSCH are working assumption for further confirmation. For ease of reading, the DMRS port combinations in Table 7.3.1.1.2-12B/13B/14B/15B/16B/17B/20B/21B/22B/23B are summarized in Table 1. Similar as above discussion, same DMRS port combinations and tables could be used for full or partial-coherent or non-coherent codebook to have a unified solution and indication. So, we suggest to confirm the working assumption with update to support partial-coherent codebook. Besides, it is noted that for dmrs-Type=1and dmrs-Type=2, maxLength=1, only one DMRS ports combination is available for each rank. In other words, if the rank derived from TPMI is larger than 4, there is no need to additionally indicate the antenna ports. Then, the bits for antenna ports indication can be reused for other purpose, such as MCS, RV and NDI for second codeword. For dmrs-Type=2, maxLength=2, since two DMRS ports combinations are available for rank 5 and rank 6, one bit is needed for antenna ports indication, and the other bits can be reused for other purpose. 
Table 1. Summary of DMRS port combinations for rank = 5,6,7,8 for PUSCH
	Rank
	dmrs-Type=1, maxLength=2
	dmrs-Type=2, maxLength=1
	dmrs-Type=2, maxLength=2

	5 layers
	0-4
	0-4
	0-4

	
	
	
	0,1,2,3,6

	6 layers
	0,1,2,3,4,6
	0-5
	0-5

	
	
	
	0,1,2,3,6,8

	7 layers
	0,1,2,3,4,5,6
	
	0,1,2,3,6,7,8

	8 layers
	0,1,2,3,4,5,6,7
	
	0,1,2,3,6,7,8,9


Proposal 3: Support to confirm the working assumption with update in red:
Working Assumption
· Adopt Table 7.3.1.1.2-12B/13B/14B/15B/16B/17B/20B/21B/22B/23B to support signalling >4 ranks PUSCH with Rel-15 DMRS ports at least for full or partial-coherent or non-coherent UL codebook based PUSCH and non-codebook based PUSCH.
· FFS: Whether/how some of bits in the antenna ports field can be reused for other purpose for >4 ranks PUSCH.
Table 7.3.1.1.2-12B: Antenna port(s), transform precoder is disabled, dmrs-Type=1, maxLength=2, rank = 5
	Value
	Number of DMRS CDM group(s) without data
	DMRS port(s)
	Number of front-load symbols

	0
	2
	0-4
	2

	1-15
	Reserved
	Reserved
	Reserved



Table 7.3.1.1.2-13B: Antenna port(s), transform precoder is disabled, dmrs-Type= 1, maxLength=2, rank = 6
	Value
	Number of DMRS CDM group(s) without data
	DMRS port(s)
	Number of front-load symbols

	0
	2
	0,1,2,3,4,6
	2

	1-15
	Reserved
	Reserved
	Reserved



Table 7.3.1.1.2-14B: Antenna port(s), transform precoder is disabled, dmrs-Type= 1, maxLength=2, rank = 7
	Value
	Number of DMRS CDM group(s) without data
	DMRS port(s)
	Number of front-load symbols

	0
	2
	0,1,2,3,4,5,6
	2

	1-15
	Reserved
	Reserved
	Reserved



Table 7.3.1.1.2-15B: Antenna port(s), transform precoder is disabled, dmrs-Type= 1, maxLength=2, rank = 8
	Value
	Number of DMRS CDM group(s) without data
	DMRS port(s)
	Number of front-load symbols

	0
	2
	0,1,2,3,4,5,6,7
	2

	1-15
	Reserved
	Reserved
	Reserved



Table 7.3.1.1.2-16B: Antenna port(s), transform precoder is disabled, dmrs-Type= 2, maxLength=1, rank=5
	Value
	Number of DMRS CDM group(s) without data
	DMRS port(s)

	0
	3
	0-4

	1-15
	Reserved
	Reserved



Table 7.3.1.1.2-17B: Antenna port(s), transform precoder is disabled, dmrs-Type= 2, maxLength=1, rank=6
	Value
	Number of DMRS CDM group(s) without data
	DMRS port(s)

	0
	3
	0-5

	1-15
	Reserved
	Reserved



Table 7.3.1.1.2-20B: Antenna port(s), transform precoder is disabled, dmrs-Type= 2, maxLength=2, rank=5
	Value
	Number of DMRS CDM group(s) without data
	DMRS port(s)
	Number of front-load symbols

	0
	3
	0-4
	1

	1
	2
	0,1,2,3,6
	2

	12-31
	Reserved
	Reserved
	Reserved



Table 7.3.1.1.2-21B: Antenna port(s), transform precoder is disabled, dmrs-Type= 2, maxLength=2, rank=6
	Value
	Number of DMRS CDM group(s) without data
	DMRS port(s)
	Number of front-load symbols

	0
	3
	0-5
	1

	1
	2
	0,1,2,3,6,8
	2

	2-31
	Reserved
	Reserved
	Reserved



Table 7.3.1.1.2-22B: Antenna port(s), transform precoder is disabled, dmrs-Type= 2, maxLength=2, rank=7
	Value
	Number of DMRS CDM group(s) without data
	DMRS port(s)
	Number of front-load symbols

	0
	2
	0,1,2,3,6,7,8
	2

	1-31
	Reserved
	Reserved
	Reserved



Table 7.3.1.1.2-23B: Antenna port(s), transform precoder is disabled, dmrs-Type= 2, maxLength=2, rank=8
	Value
	Number of DMRS CDM group(s) without data
	DMRS port(s)
	Number of front-load symbols

	0
	2
	0,1,2,3,6,7,8,9
	2

	1-31
	Reserved
	Reserved
	Reserved


Proposal 4: For larger than 4 layers UL transmission with Type 1/Type 2 Rel.15 DMRS ports, the reserved bits for antenna ports indication can be reused for other purpose, such as MCS, RV and NDI for second codeword.

1.1 PTRS-DMRS association
	Agreement
For two PTRS ports for partial/non-coherent PUSCH, PTRS-DMRS association for PUSCH with up to 8 layers is down selected from the following.
· Alt.1: The size of PTRS-DMRS association field is 4-bit in DCI format 0_1/0_2.
Table 1: PTRS-DMRS association for UL PTRS ports 0 and 1
	Value of MSB
	DMRS port
	Value of LSB
	DMRS port

	0
	1st DMRS port which shares PTRS port 0
	0
	1st DMRS port which shares PTRS port 1

	1
	2nd DMRS port which shares PTRS port 0
	1
	2nd DMRS port which shares PTRS port 1

	2
	3rd DMRS port which shares PTRS port 0
	2
	3rd DMRS port which shares PTRS port 1

	3
	4th DMRS port which shares PTRS port 0
	3
	4th DMRS port which shares PTRS port 1


· Alt.2: The size of PTRS-DMRS association field is 2-bit in DCI format 0_1/0_2.
· The CW with the higher MCS is selected in case of two CWs.
· If the MCS is the same for two CWs, the PTRS port is associated with the first CW.
Table 2: PTRS-DMRS association for UL PTRS ports 0 and 1
	Value of MSB
	DMRS port
	Value of LSB
	DMRS port

	0
	1st DMRS port which shares PTRS port 0
	0
	1st DMRS port which shares PTRS port 1

	1
	2nd DMRS port which shares PTRS port 0
	1
	2nd DMRS port which shares PTRS port 1


· Alt.3: The size of PTRS-DMRS association field is 2-bit in DCI format 0_1/0_2.
· For PUSCH with rank 5-8, 2-bit of antenna ports field is reused in addition to 2-bit PTRS-DMRS association in DCI format 0_1/0_2, and total 4-bit is used for PTRS-DMRS association.
Table 1: PTRS-DMRS association for UL PTRS ports 0 and 1
	Value of MSB
	DMRS port
	Value of LSB
	DMRS port

	0
	1st DMRS port which shares PTRS port 0
	0
	1st DMRS port which shares PTRS port 1

	1
	2nd DMRS port which shares PTRS port 0
	1
	2nd DMRS port which shares PTRS port 1

	2
	3rd DMRS port which shares PTRS port 0
	2
	3rd DMRS port which shares PTRS port 1

	3
	4th DMRS port which shares PTRS port 0
	3
	4th DMRS port which shares PTRS port 1


· Alt.4: The size of PTRS-DMRS association field is 2-bit in DCI format 0_1/0_2.
Table 2: PTRS-DMRS association for UL PTRS ports 0 and 1
	Value of MSB
	DMRS port
	Value of LSB
	DMRS port

	0
	1st DMRS port which shares PTRS port 0
	0
	1st DMRS port which shares PTRS port 1

	1
	2nd DMRS port which shares PTRS port 0
	1
	2nd DMRS port which shares PTRS port 1





In Rel-15, for partial-coherent and non-coherent codebook based UL transmission, the actual number of UL PT-RS port(s) is determined based on TPMI and/or number of layers as: PUSCH antenna port 1000 and 1002 in indicated TPMI share PT-RS port 0, and PUSCH antenna port 1001 and 1003 in indicated TPMI share PT-RS port 1. In Rel-17, for M-TRP PUSCH repetition, when maxRank=2, the number of bits for the indication of PTRS-DMRS association is the same as Rel-15/16, MSB and LSB separately indicating the association between PT-RS port and DMRS port for two TRPs. When maxRank>2, a second PTRS-DMRS association field (similar to the existing field) is added in DCI format 0_1, and each field separately indicating the association between PT-RS port and DMRS port for two TRPs. To support up to 8 layers UL transmission, PTRS-DMRS association should be enhanced to indicate the PT-RS port association with up to 8 DMRS ports. 
· For partial-coherent and non-coherent PUSCH with rank 5-8, if four antenna groups are assumed for UE’s antenna layouts, where each group comprises coherent antennas, and across groups, antennas are non-coherent, the maximal PT-RS ports to be configured is 4. For codebook-based UL transmission, the actual number of UL PT-RS port(s) is determined based on TPMI and/or number of layers as: PUSCH antenna port 1000 and 1004 in indicated TPMI share PT-RS port 0, and PUSCH antenna port 1001 and 1005 in indicated TPMI share PT-RS port 1, PUSCH antenna port 1002 and 1006 in indicated TPMI share PT-RS port 2, and PUSCH antenna port 1003 and 1007 in indicated TPMI share PT-RS port 3. As shown in Table 2, 4 bits of PTRS-DMRS association field is needed to indicate the association between PT-RS port and DMRS port pair. 
· If two antenna groups are assumed for UE’s antenna layouts, the maximal PT-RS ports to be configured is 2, and the actual number of UL PT-RS port(s) is determined based on TPMI and/or number of layers as: PUSCH antenna port 1000, 1002, 1004 and 1006 in indicated TPMI share PT-RS port 0, and PUSCH antenna port 1001, 1003, 1005 and 1007 in indicated TPMI share PT-RS port 1. As shown in Table 3, 4 bits of PTRS-DMRS association field is needed to indicate the association between PT-RS port and DMRS port pair. For non-codebook based UL transmission, the actual number of UL PT-RS port(s) to transmit is determined based on SRI(s) in DCI format 0_1 or higher layer parameter sri-ResourceIndicator in rrc-ConfiguredUplinkGrant.
Table 2: PTRS-DMRS association for UL PTRS ports 0, 1, 2 and 3
	Value of lowest bit
	DMRS port
	
	Value of the third bit
	DMRS port

	0
	1st DMRS port which shares PTRS port 0
	
	0
	1st DMRS port which shares PTRS port 1

	1
	2nd DMRS port which shares PTRS port 0
	
	1
	2nd DMRS port which shares PTRS port 1

	Value of second
	DMRS port
	
	Value of first bit
	DMRS port

	0
	1st DMRS port which shares PTRS port 0
	
	0
	1st DMRS port which shares PTRS port 1

	1
	2nd DMRS port which shares PTRS port 0
	
	1
	2nd DMRS port which shares PTRS port 1


Table 3: PTRS-DMRS association for UL PTRS ports 0 and 1
	Value of MSB
	DMRS port
	
	Value of LSB
	DMRS port

	0
	1st DMRS port which shares PTRS port 0
	
	0
	1st DMRS port which shares PTRS port 1

	1
	2nd DMRS port which shares PTRS port 0
	
	1
	2nd DMRS port which shares PTRS port 1

	2
	3rd DMRS port which shares PTRS port 0
	
	2
	3rd DMRS port which shares PTRS port 1

	3
	4th DMRS port which shares PTRS port 0
	
	3
	4th DMRS port which shares PTRS port 1


For PUSCH scheduled by DCI format 0_0 or by activation DCI format 0_0, for PUSCH corresponding to a configured grant Type 1 transmission, Rel-15 procedure can be reused without further enhancement.
Proposal 5: For two PTRS ports for partial/non-coherent PUSCH, support Alt.1 of PTRS-DMRS association for PUSCH with up to 8 layers：
· Alt.1: The size of PTRS-DMRS association field is 4-bit in DCI format 0_1/0_2.
Table 1: PTRS-DMRS association for UL PTRS ports 0 and 1
	Value of MSB
	DMRS port
	Value of LSB
	DMRS port

	0
	1st DMRS port which shares PTRS port 0
	0
	1st DMRS port which shares PTRS port 1

	1
	2nd DMRS port which shares PTRS port 0
	1
	2nd DMRS port which shares PTRS port 1

	2
	3rd DMRS port which shares PTRS port 0
	2
	3rd DMRS port which shares PTRS port 1

	3
	4th DMRS port which shares PTRS port 0
	3
	4th DMRS port which shares PTRS port 1


Proposal 6: For four PTRS ports for partial/non-coherent PUSCH, PTRS-DMRS association for PUSCH with up to 8 layers is shown in Table 2, the size of PTRS-DMRS association field is 4-bit in DCI format 0_1/0_2.
 Table 2: PTRS-DMRS association for UL PTRS ports 0, 1, 2 and 3
	Value of lowest bit
	DMRS port
	
	Value of the third bit
	DMRS port

	0
	1st DMRS port which shares PTRS port 0
	
	0
	1st DMRS port which shares PTRS port 1

	1
	2nd DMRS port which shares PTRS port 0
	
	1
	2nd DMRS port which shares PTRS port 1

	Value of second
	DMRS port
	
	Value of first bit
	DMRS port

	0
	1st DMRS port which shares PTRS port 0
	
	0
	1st DMRS port which shares PTRS port 1

	1
	2nd DMRS port which shares PTRS port 0
	
	1
	2nd DMRS port which shares PTRS port 1



Conclusion
[bookmark: _Hlk101969833]In this contribution, we share our views on increasing number of orthogonal DMRS ports. The proposals are summarised as follows:
Proposal 1: For the antenna ports indication in Rel.18 eType1 DMRS ports with maxLength = 2 for PDSCH, at least for S-TRP case, support rows 8-11, 24-30, 69-72 for 1 CW, and rows 0-3 for 2CW, and delete rows 55-60, 73-83 for 1CW and rows 8-37 for 2CW in Table 7.3.1.2.2-2-X.
Table 7.3.1.2.2-2-X: Antenna port(s) (1000 + DMRS port), dmrs-Type=eType1, maxLength=2
	One Codeword:
Codeword 0 enabled,
Codeword 1 disabled
	Two Codewords:
Codeword 0 enabled,
Codeword 1 enabled

	Value
	Number of DMRS CDM group(s) without data
	DMRS port(s)
	Number of front-load symbols
	Value
	Number of DMRS CDM group(s) without data
	DMRS port(s)
	Number of front-load symbols

	0
	1
	0
	1
	[0
	2
	0-4
	2]

	1
	1
	1
	1
	[1
	2
	0,1,2,3,4,6
	2]

	2
	1
	0,1
	1
	[2
	2
	0,1,2,3,4,5,6
	2]

	3
	2
	0
	1
	[3
	2
	0,1,2,3,4,5,6,7
	2]

	4
	2
	1
	1
	4
	2
	0,1,2,3,8
	1

	5
	2
	2
	1
	5
	2
	0,1,2,3,8,10
	1

	6
	2
	3
	1
	6
	2
	0,1,2,3,8,9,10
	1

	7
	2
	0,1
	1
	7
	2
	0,1,2,3,8,9,10,11
	1

	[8
	2
	2,3
	1]
	[8
	1
	0,1,4,5,8
	2]

	[9
	2
	0-2
	1]
	[9
	1
	0,1,4,5,8,12
	2]

	[10
	2
	0-3
	1]
	[10
	1
	0,1,4,5,8,9,12
	2]

	[11
	2
	0,2
	1]
	[11
	1
	0,1,4,5,8,9,12,13
	2]

	12
	2
	0
	2
	[12
	2
	0,1,4,5,8
	2]

	13
	2
	1
	2
	[13
	2
	0,1,4,5,8,12
	2]

	14
	2
	2
	2
	[14
	2
	0,1,4,5,8,9,12
	2]

	15
	2
	3
	2
	[15
	2
	0,1,4,5,8,9,12,13
	2]

	16
	2
	4
	2
	[16
	2
	2,3,6,7,10
	2]

	17
	2
	5
	2
	[17
	2
	2,3,6,7,10,14
	2]

	18
	2
	6
	2
	[18
	2
	2,3,6,7,10,11,14
	2]

	19
	2
	7
	2
	[19
	2
	2,3,6,7,10,11,14,15
	2]

	20
	2
	0,1
	2
	[20
	2
	0,1, 2,3,10
	1]

	21
	2
	2,3
	2
	[21
	2
	0,1,8,2,3,10
	1]

	22
	2
	4,5
	2
	[22
	2
	0,1,8, 2,3,10,11
	1]

	23
	2
	6,7
	2
	[23
	2
	0,1,8,9,2,3,10,11
	1]

	[24
	2
	0,4
	2]
	[24
	1
	0,1,4,5,12
	2]

	[25
	2
	2,6
	2]
	[25
	1
	0,1,8,4,5,12
	2]

	[26
	2
	0,1,4
	2]
	[26
	1
	0,1,8,4,5,12,13
	2]

	[27
	2
	2,3,6
	2]
	[27
	1
	0,1,8,9,4,5,12,13
	2]

	[28
	2
	0,1,4,5
	2]
	[28
	2
	0,1,4,5,12
	2]

	[29
	2
	2,3,6,7
	2]
	[29
	2
	0,1,8,4,5,12
	2]

	[30
	2
	0,2,4,6
	2]
	[30
	2
	0,1,8,4,5,12,13
	2]

	31
	1
	8
	1
	[31
	2
	0,1,8,9,4,5,12,13
	2]

	32
	1
	9
	1
	[32
	2
	2,3,6,7,14
	2]

	33
	1
	8,9
	1
	[33
	2
	2,3,10,6,7,14
	2]

	34
	2
	8
	1
	[34
	2
	2,3,10,6,7,14,15
	2]

	35
	2
	9
	1
	[35
	2
	2,3,10,11,6,7,14,15
	2]

	36
	2
	10
	1
	[36
	2
	0,2,3,8,9
	1]

	37
	2
	11
	1
	[37
	2
	0,1,2,3,8,9
	1]

	38
	2
	8,9
	1
	
	
	
	

	39
	2
	10,11
	1
	
	
	
	

	[40
	2
	8-10
	1]
	
	
	
	

	[41
	2
	8-11
	1]
	
	
	
	

	[42
	2
	8,10
	1]
	
	
	
	

	43
	2
	8
	2
	
	
	
	

	44
	2
	9
	2
	
	
	
	

	45
	2
	10
	2
	
	
	
	

	46
	2
	11
	2
	
	
	
	

	47
	2
	12
	2
	
	
	
	

	48
	2
	13
	2
	
	
	
	

	49
	2
	14
	2
	
	
	
	

	50
	2
	15
	2
	
	
	
	

	51
	2
	8,9
	2
	
	
	
	

	52
	2
	10,11
	2
	
	
	
	

	53
	2
	12,13
	2
	
	
	
	

	54
	2
	14,15
	2
	
	
	
	

	[55
	2
	8,12
	2]
	
	
	
	

	[56
	2
	10,14
	2]
	
	
	
	

	[57
	2
	8,9,12
	2]
	
	
	
	

	[58
	2
	10,11,14
	2]
	
	
	
	

	[59
	2
	8,9,12,13
	2]
	
	
	
	

	[60
	2
	10,11,14,15
	2]
	
	
	
	

	61
	2
	8,10,12,14
	2
	
	
	
	

	62
	1
	0,1,8
	1
	
	
	
	

	63
	1
	0,1,8,9
	1
	
	
	
	

	64
	2
	0,1,8
	1
	
	
	
	

	65
	2
	0,1,8,9
	1
	
	
	
	

	66
	2
	2,3,10
	1
	
	
	
	

	67
	2
	2,3,10,11
	1
	
	
	
	

	[69
	1
	0,1,8
	2]
	
	
	
	

	[70
	1
	0,1,8,9
	2]
	
	
	
	

	[71
	1
	4,5,12
	2]
	
	
	
	

	[72
	1
	4,5,12,13
	2]
	
	
	
	

	[73
	2
	0,1,8
	2]
	
	
	
	

	[74
	2
	0,1,8,9
	2]
	
	
	
	

	[75
	2
	4,5,12
	2]
	
	
	
	

	[76
	2
	4,5,12,13
	2]
	
	
	
	

	[77
	2
	2,3,10
	2]
	
	
	
	

	[78
	2
	2,3,10,11
	2]
	
	
	
	

	[79
	2
	6,7,14
	2]
	
	
	
	

	[80
	2
	6,7,14,15
	2]
	
	
	
	

	[81
	2
	5,8,9
	2]
	
	
	
	

	[82
	2
	7,10,11
	2]
	
	
	
	

	[83
	2
	7,12,13
	2]
	
	
	
	


Proposal 2: For > 4 layers PUSCH with Rel.18 eType 1/eType 2 DMRS ports, reuse the same DMRS port combination(s) as that for rank = 5,6,7,8 for PDSCH with Rel.18 eType 1/eType 2 DMRS ports for partial-coherent UL codebook, and layers associated to the same antenna port group can be multiplexed into same or different DMRS CDM group.
Proposal 3: Support to confirm the working assumption with update in red:
Working Assumption
· Adopt Table 7.3.1.1.2-12B/13B/14B/15B/16B/17B/20B/21B/22B/23B to support signalling >4 ranks PUSCH with Rel-15 DMRS ports at least for full or partial-coherent or non-coherent UL codebook based PUSCH and non-codebook based PUSCH.
· FFS: Whether/how some of bits in the antenna ports field can be reused for other purpose for >4 ranks PUSCH.
Table 7.3.1.1.2-12B: Antenna port(s), transform precoder is disabled, dmrs-Type=1, maxLength=2, rank = 5
	Value
	Number of DMRS CDM group(s) without data
	DMRS port(s)
	Number of front-load symbols

	0
	2
	0-4
	2

	1-15
	Reserved
	Reserved
	Reserved



Table 7.3.1.1.2-13B: Antenna port(s), transform precoder is disabled, dmrs-Type= 1, maxLength=2, rank = 6
	Value
	Number of DMRS CDM group(s) without data
	DMRS port(s)
	Number of front-load symbols

	0
	2
	0,1,2,3,4,6
	2

	1-15
	Reserved
	Reserved
	Reserved



Table 7.3.1.1.2-14B: Antenna port(s), transform precoder is disabled, dmrs-Type= 1, maxLength=2, rank = 7
	Value
	Number of DMRS CDM group(s) without data
	DMRS port(s)
	Number of front-load symbols

	0
	2
	0,1,2,3,4,5,6
	2

	1-15
	Reserved
	Reserved
	Reserved



Table 7.3.1.1.2-15B: Antenna port(s), transform precoder is disabled, dmrs-Type= 1, maxLength=2, rank = 8
	Value
	Number of DMRS CDM group(s) without data
	DMRS port(s)
	Number of front-load symbols

	0
	2
	0,1,2,3,4,5,6,7
	2

	1-15
	Reserved
	Reserved
	Reserved



Table 7.3.1.1.2-16B: Antenna port(s), transform precoder is disabled, dmrs-Type= 2, maxLength=1, rank=5
	Value
	Number of DMRS CDM group(s) without data
	DMRS port(s)

	0
	3
	0-4

	1-15
	Reserved
	Reserved



Table 7.3.1.1.2-17B: Antenna port(s), transform precoder is disabled, dmrs-Type= 2, maxLength=1, rank=6
	Value
	Number of DMRS CDM group(s) without data
	DMRS port(s)

	0
	3
	0-5

	1-15
	Reserved
	Reserved



Table 7.3.1.1.2-20B: Antenna port(s), transform precoder is disabled, dmrs-Type= 2, maxLength=2, rank=5
	Value
	Number of DMRS CDM group(s) without data
	DMRS port(s)
	Number of front-load symbols

	0
	3
	0-4
	1

	1
	2
	0,1,2,3,6
	2

	12-31
	Reserved
	Reserved
	Reserved



Table 7.3.1.1.2-21B: Antenna port(s), transform precoder is disabled, dmrs-Type= 2, maxLength=2, rank=6
	Value
	Number of DMRS CDM group(s) without data
	DMRS port(s)
	Number of front-load symbols

	0
	3
	0-5
	1

	1
	2
	0,1,2,3,6,8
	2

	2-31
	Reserved
	Reserved
	Reserved



Table 7.3.1.1.2-22B: Antenna port(s), transform precoder is disabled, dmrs-Type= 2, maxLength=2, rank=7
	Value
	Number of DMRS CDM group(s) without data
	DMRS port(s)
	Number of front-load symbols

	0
	2
	0,1,2,3,6,7,8
	2

	1-31
	Reserved
	Reserved
	Reserved



Table 7.3.1.1.2-23B: Antenna port(s), transform precoder is disabled, dmrs-Type= 2, maxLength=2, rank=8
	Value
	Number of DMRS CDM group(s) without data
	DMRS port(s)
	Number of front-load symbols

	0
	2
	0,1,2,3,6,7,8,9
	2

	1-31
	Reserved
	Reserved
	Reserved


Proposal 4: For larger than 4 layers UL transmission with Type 1/Type 2 Rel.15 DMRS ports, the reserved bits for antenna ports indication can be reused for other purpose, such as MCS, RV and NDI for second codeword.
Proposal 5: For two PTRS ports for partial/non-coherent PUSCH, support Alt.1 of PTRS-DMRS association for PUSCH with up to 8 layers：
· Alt.1: The size of PTRS-DMRS association field is 4-bit in DCI format 0_1/0_2.
Table 1: PTRS-DMRS association for UL PTRS ports 0 and 1
	Value of MSB
	DMRS port
	Value of LSB
	DMRS port

	0
	1st DMRS port which shares PTRS port 0
	0
	1st DMRS port which shares PTRS port 1

	1
	2nd DMRS port which shares PTRS port 0
	1
	2nd DMRS port which shares PTRS port 1

	2
	3rd DMRS port which shares PTRS port 0
	2
	3rd DMRS port which shares PTRS port 1

	3
	4th DMRS port which shares PTRS port 0
	3
	4th DMRS port which shares PTRS port 1


Proposal 6: For four PTRS ports for partial/non-coherent PUSCH, PTRS-DMRS association for PUSCH with up to 8 layers is shown in Table 2, the size of PTRS-DMRS association field is 4-bit in DCI format 0_1/0_2.
 Table 2: PTRS-DMRS association for UL PTRS ports 0, 1, 2 and 3
	Value of lowest bit
	DMRS port
	
	Value of the third bit
	DMRS port

	0
	1st DMRS port which shares PTRS port 0
	
	0
	1st DMRS port which shares PTRS port 1

	1
	2nd DMRS port which shares PTRS port 0
	
	1
	2nd DMRS port which shares PTRS port 1

	Value of second
	DMRS port
	
	Value of first bit
	DMRS port

	0
	1st DMRS port which shares PTRS port 0
	
	0
	1st DMRS port which shares PTRS port 1

	1
	2nd DMRS port which shares PTRS port 0
	
	1
	2nd DMRS port which shares PTRS port 1
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