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[bookmark: OLE_LINK36][bookmark: OLE_LINK5][bookmark: _Ref129681832]Introduction
The purpose of this document is to collect inputs/comments on the draft CR for TS 38.213 draftCR_38213 MC scheduling on the introduction of multicarrier enhancements in NR.
The first checkpoint is on June 6, UTC 17:00. 


First Round Discussion
[bookmark: OLE_LINK27][bookmark: OLE_LINK19]Please provide your comments on the draft CR for TS 38.213 draftCR_38213 MC scheduling. 
	Company
	Comments

	Nokia/NSB
	Clause 9.1.2.2
Possible minor editorial suggestion to keep the related changes as small as possible  - do not repeat for 1_3 but just add 1_3 to 1_1:

	-	if the UE has not received any PDSCH or SPS PDSCH release or TCI state update that the UE multiplexes corresponding HARQ-ACK information in the PUSCH, based on a value of a respective PDSCH-to-HARQ_feedback timing indicator field in a DCI format scheduling the PDSCH reception or the SPS PDSCH release or the TCI state update, or on the value of dl-DataToUL-ACK or dl-DataToUL-ACK-r16 or dl-DataToUL-ACK-r17 if the PDSCH-to-HARQ_feedback timing indicator field is not present in DCI format 1_1 or DCI format 1_3 or on the value of dl-DataToUL-ACK-DCI-1-2 or dl-DataToUL-ACK-DCI-1-2-r17 if the PDSCH-to-HARQ_feedback timing indicator field is not present in DCI format 1_2 and the UE is provided pdsch-HARQ-ACK-Codebook = 'semi-static' for unicast HARQ-ACK information, or on the value of dl-DataToUL-ACK or dl-DataToUL-ACK-r16 or dl-DataToUL-ACK-r17 if the PDSCH-to-HARQ_feedback timing indicator field is not present in DCI format 1_3, or on the value of dl-DataToUL-ACK if the PDSCH-to-HARQ_feedback timing indicator field is not present in DCI format 4_2 and the UE is provided pdsch-HARQ-ACK-Codebook = 'semi-static' for multicast HARQ-ACK information, in any of the  occasions for candidate PDSCH receptions by a DCI format or SPS PDSCH on any serving cell , as described in clause 9.1.2.1, the UE does not multiplex HARQ-ACK information in the PUSCH transmission



[Aris]: OK. 


	ITRI
	The following agreements do not appear to be included in the CR:
Agreement
· When UE detects a DCI format 1_X scheduling a set of PDSCHs, the UE provides corresponding HARQ-ACK information in a PUCCH transmission within UL slot , where  is a number of slots and is indicated by the PDSCH-to-HARQ_feedback timing indicator field in the DCI format and  is the last UL slot overlapping with the DL slot  for the reference PDSCH reception for slot-based PUCCH or an UL slot overlapping with the end of the reference PDSCH reception in DL slot  for sub-slot based PUCCH.
· FFS details of reference PDSCH

Agreement
For determining the timing of a PUCCH carrying HARQ-ACK information corresponding to a set of co-scheduled PDSCHs by a DCI format 1_X, the reference PDSCH is the PDSCH ending last as indicated in the DCI format 1_X among the set of co-scheduled PDSCHs.
[Aris]: It was commented in the previous CR review after RAN1#112bis that the above agreements do not require a specification update – the existing paragraph above Table 9.2.3-1 is enough.

	vivo
	Updated proposal 4.3:
· Configuring more than one scheduling cell for DCI format 0_X/1_X for each scheduled cell is not supported for the multi-cell PUSCH/PDSCH scheduling in Rel-18.
Agreement
Confirm below working assumption reached in RAN1#110 meeting with revision.
Working Assumption
· For any cell within a set of cells which can be co-scheduled by a DCI format 0_X/1_X, RAN1 specification supports monitoring the DCI format 0_X/1_X and DCI format 0_0/1_0, 0_1/1_1, and/or 0_2/1_2 (if supported by the UE), if configured from a same scheduling cell. 
· The DCI format 0_X/1_X and the DCI format 0_0/1_0/0_1/1_1/0_2/1_2 can be monitored simultaneously. 
· Note: This does not mean a UE is required to support number of BDs/CCEs beyond the Rel-17 limits (i.e.,  and ) for PDCCH candidates for each scheduled cell.
It was agreed that for any cell in a set for mc-scheduling, there is only 1 scheduling cell for mc-scheduling and sc-scheduling(if configured). Therefore, we suggest adding the following text in clause 10.1:
For a serving cell in a set of serving cells configured by MC-DCI-SetofCells, UE is not expected to be configured with more than one scheduling cell to monitor PDCCH candidates for the serving cell, regardless of the DCI format
[Aris]: I do not read the above agreement according to the suggested text. Monitoring PDCCH only for the legacy/single-cell scheduling on another scheduling cell is not precluded by the above agreement. It only says that all USS sets for all DCI formats can be on a same scheduling cell.  

	
	

	
	

	
	




Second Round Discussion
Please provide your additional comments on the draft CR for TS 38.213 draftCR_38213 MC scheduling_v1. The second checkpoint is on June 7, UTC 23:00. 

	Company
	Comments
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