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Endorsement
8.2.1
UE features for other Rel-18 work items (Topics A)

Including UE features for sidelink, MC enhancements, eRedCap, XR, CovEnh, dedicated spectrum less than 5MHz, eDSS, endorsed TEI proposals, and MBS (triggered by R1-2401941).

R1-2405409
Summary of discussion on UE features for NR sidelink evolution
Moderator (NTT DOCOMO, INC.)

(H) Updated Proposal 2-1:

· Prerequisite FG of FG47-k1 is “At least one of {15-25, 15-3, 32-4, 32-4a}”

· “UE must indicate this FG is supported” is replaced by “UE must support this FG” in Mandatory/Optional column of FG47-k1

(H) Proposal 2-2:

· Prerequisite FG of FG47-m1 is “At least one of {15-25, 15-3, 32-4, 32-4a}”

· “UE must indicate this FG is supported” is replaced by “UE must support this FG” in Mandatory/Optional column of FG47-m1

(H) Proposal 2-3:

· Prerequisite FG of FG47-m3 is “At least one of {15-25, 15-3, 32-4, 32-4a}”

(H) Updated Proposal 2-4:

· Prerequisite FG of FG47-m4 is “15-1”

· Following notes are added for FG47-m4

· Note: If UE supports 15-1, the UE is not required to support Component 5.

· Note: It is up to RAN2 whether/how to implement the above Note and whether/how to update the prerequisite FGs.

· “]” is removed from Mandatory/Optional column of FG47-m4

(H) Proposal 2-5:
· FG47-m13 is kept, i.e., remove yellow highlight

· Component for FG47-m13 is updated as follows

· 1. UE can transmit up to K PSFCH(s) in a slot, where each PSFCH transmission occupy K3 dedicated PRBs.

· 2. UE can receive up to L PSFCH(s) in a slot, where each PSFCH reception occupy K3 dedicated PRBs

· “Need for the gNB to know if the feature is supported” for FG47-m13 is No

· “Applicable to the capability signalling exchange between UEs” for FG47-m13 is No

· FG47-m13 is Optional without capability signaling

· Reporting granularity of FG47-m13 is not described

· Replace “signaling” by “FG” for “The signaling is only expected for a band where shared spectrum channel access must be used.” in the note of FG47-m13

· “Consequence if the feature is not supported by the UE” for FG47-m13 is kept as it is

· Prerequisite FG of FG47-m13 is 47-m1

· Note for FG47-m13 is updated as follows

· The FG is only expected for a band where shared spectrum channel access must be used.

· Candidate values for K are {4, 8, 16}

· Candidate values for L are {5, 15, 25, 32, 35, 45, 50, 64}

(H) Proposal 4-1:

· Prerequisite FG of FG47-v2 is “47-v1, 15-4”

(H) Proposal 4-2:
· Candidate values for X in component 1 of FG47-v3 are {5, 15, 25, 32, 35, 45, 50, 64}

· Candidate values for Y in component 2 of FG47-v3 are {4, 8, 16}

Proposal 2-13:

· “signaling” is replaced by “FG” in note column of 47-k2/k4/k6/k7/k9/m5/m10/m11/m11a/m13

Proposal 2-14:

· FG name of FG47-k2-1 is updated to “SL multi-channel access allowing Transmitting PSFCH/S-SSB transmission on a subset of the intended number of RB sets based on the outcome of channel access on individual RB sets”

Proposal 3-2:

· Prerequisite FG of FG47-s1 is revised to “15-3, 15-6, 15-11”

R1-2405410
Summary of discussion on UE features for MC enhancements
Moderator (NTT DOCOMO, INC.)

R1-2405411
Summary of discussion on UE features for dedicated spectrum less than 5MHz
Moderator (NTT DOCOMO, INC.)

R1-2405413
Summary of discussion on UE features for MBS
Moderator (NTT DOCOMO, INC.)
R1-2405412
Summary of discussion on UE features for TEIs
Moderator (NTT DOCOMO, INC.)

R1-2403918
UE features for other Rel-18 work items (Topics A)
Huawei, HiSilicon

R1-2404006
Discussion on UE feature topics A
ZTE

R1-2404101
UE features for other Rel-18 work items (Topics A)
Samsung

R1-2404163
Discussion on Rel-18 UE features topics A (Sidelink, MBS)
vivo

R1-2404270
Discussion on UE Feature Topics A
Apple

R1-2404382
Remaining issues on UE features for NR sidelink evolution and MBS
CATT, CICTCI, CBN

R1-2404484
UE Features for Other Topics A (SLenh, MCenh, MBS, Sub-5MHz)
Nokia

R1-2404523
Rel-18 UE features topics set A
Ericsson

R1-2404841
UE features list for Rel-18 NR sidelink evolution WI
OPPO, Huawei, HiSilicon, LG Electronics

R1-2404857
Discussion on UE features for multi-carrier enhancement
OPPO

R1-2405028
Discussion on UE features for other Rel-18 work items (Topics A)
NTT DOCOMO, INC.

R1-2405141
UE features for other Rel-18 work items (Topics A)
Qualcomm Incorporated

R1-2405252
3MHz asymmetric bandwidth UE capability discussion
Rakuten Mobile, Inc

