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---------- Text proposal to TR25.804, section 6.2, Hybrid ARQ starts here ----------
6.2
Hybrid ARQ
6.2.1
General

Node B controlled hybrid ARQ allows for rapid retransmissions of erroneously received data units, thus reducing the number of RLC retransmissions and the associated delays. This can improve the quality of service experienced by the end user. As a Node B controlled retransmission is less costly from a delay perspective, the physical channel can be operated with somewhat higher error probability than in Rel 5, which may result in improved system capacity. The retransmission probability for the initial transmission is preferably in the order of 10-20% when evaluating hybrid ARQ as open loop power control is used for the uplink, maintaining a given quality level. Significantly higher retransmission probabilities may lead to considerably reduced end user throughput, while at very small retransmission probabilities the Node B controlled hybrid ARQ will not provide any additional gains compared to R99/4/5.  Soft combining can further improve the performance of a Node B controlled hybrid ARQ mechanism.

Not all services may allow for retransmissions, e.g., conversational services with strict delay requirements. Hybrid ARQ is thus mainly applicable to interactive and background services and, to some extent, to streaming services.

Thus, the major targets from a performance point of view with hybrid ARQ to consider in the evaluation of uplink hybrid ARQ are

· reduced delay

· increased user and system throughput

The design of an uplink hybrid ARQ scheme should take the following aspects into account:

· Memory requirements, both in the UE and the Node B. Rapid retransmissions reduce the amount of buffer memory required in the Node B for buffering of soft bits when a retransmission has been requested. 

· Low overhead. The overhead in terms of power and number of bits required for the operation of the hybrid ARQ protocol should be low, both in uplink and downlink. Note that, unlike the HS-DSCH, the number of simultaneous users employing hybrid ARQ for transmitting data in the uplink may be significant, stressing the fact that the overhead for each user needs to be kept at a minimum.

· In-sequence delivery. The RLC requires in sequence delivery of MAC-d PDUs. Note that the in sequence delivery mechanism can be located either in the Node B or the RNC, depending on the scheme considered.

· Multiplexing of multiple transport channels. Hybrid ARQ cannot be used by all transport channels and multiplexing of transport channels using hybrid ARQ and those not using hybrid ARQ needs to be considered. In the downlink, there is a separate CCTrCh carrying the HS-DSCH, while the assumption of a separate CCTrCh is not necessarily true in the uplink scenario. In R99/4/5, up to two uplink CCTrChs are allowed.

· UE power limitations. The operation of the UE controlled TFC selection for R99/4/5 channels need to be taken into account in the design. In particular, UE power limitations in conjunction with activity on other transport channels with higher priority should be considered.

· Complexity. The hybrid ARQ schemes studied should minimize as much as possible the additional implementation complexity  at all involved entities. 

6.2.2
Transport Channel Processing

A protocol structure with multiple stop-and-wait hybrid ARQ processes can be used, similar to the scheme employed for the downlink HS-DSCH, but with appropriate modifications motivated by the differences between uplink and downlink. The use of hybrid ARQ affects multiple layers: the coding and soft combining/decoding is handled by the physical layer, while the retransmission protocol is handled by a new MAC entity located in the Node B and a corresponding entity located in the UE.

ACK/NAK signaling and retransmissions are done per uplink TTI basis. Whether multiple transport channels using hybrid ARQ are supported and whether there may be multiple transport blocks per TTI or not are to be studied further.  The decision involves e.g. further discussion whether the current definition of handling logical channel priorities by the UE in the TFC selection algorithm remains as in R99/4/5 or if it is altered. It also involves a discussion on whether different priorities are allowed in the same TTI or not. The R99/4/5 specifications require a UE to maximize the transmission of highest priority logical channel in each TTI. If this rule is maintained, the delay for different logical channel priorities could be different, depending on whether the TFCS contains one or several transport channels.

Channel coding can be done in a similar way as in the R99/4/5 uplink. Transport blocks are coded and rate matching is used to match the number of coded bits to the number of channel bits. If multiple transport channels are multiplexed, rate matching will also be used to balance the quality requirements between the different transport channels. Note that multiplexing of several transport channels implies that the number of bits may vary between retransmissions depending on the activity, i.e., the retransmission may not necessarily consist of the same set of coded bits as the original transmission.

Unlike the downlink, uplink initial transmissions typically use a lower code rate than is the case for HS-DSCH. Incremental redundancy with multiple redundancy versions is mainly beneficial at a relatively high initial code rate. Thus, the need for support of multiple redundancy versions may be smaller in the uplink than for the HS-DSCH. Explicit support for multiple redundancy versions, if desired, can be incorporated in the rate matching process as was done for HS-DSCH. 

6.2.3
Associated Signaling

Associated control signaling required for the operation a particular scheme consists of downlink and uplink signaling. Different proposals may have different requirements on the necessary signaling. Furthermore, the signaling structure may depend on other uplink enhancements considered.

The overhead required should be kept small in order not to waste power and code resources in the downlink and not to create unnecessary interference in the uplink. 

Downlink signaling consists of a single ACK/NAK per (uplink) TTI from the Node B. Similar to the HS-DSCH, a well-defined processing time from the reception of a transport block at the Node B to the transmission of the ACK/NAK in the downlink can be used in order to avoid explicit signaling of the hybrid ARQ process number along with the ACK/NAK. The details on how to transmit the ACK/NAK are to be studied further. 
The necessary information needed by the Node B to operate the hybrid ARQ mechanism can be grouped into two different categories: information required prior to soft combining/decoding (outband signaling), and information required after successful decoding (inband signaling). Depending on the scheme considered, parts of the information might either be explicitly signaled or implicitly deduced, e.g., from CFN or SFN.

The information required prior to soft combining consists of:

· Hybrid ARQ process number.

· New data indicator. The new data indicator is used to control when the soft combining buffer should be cleared in the same way as for the HS-DSCH.

· Redundancy version. If multiple redundancy versions are supported, the redundancy version needs to be known to the Node B. The potential gains with explicit support of multiple redundancy versions should be carefully weighted against the increase in overhead due to the required signaling. Note that, unlike the HS-DSCH, the number of users simultaneously transmitting data in the uplink using hybrid ARQ may be significant.

· Rate matching parameters (number of physical channel bits, transport block size). This information is required for successful decoding. In R99/4/5, there is a one-to-one mapping between the number of physical channel bits and the transport block size, given by the TFCI and attributes set by higher layer signaling. This assumption does not hold for hybrid ARQ schemes if the number of available channel bits varies between (re)transmissions, e.g., due to multiplexing with other transport channels. Hence, individual knowledge of these two quantities is required in the Node B. 

The information required after successful decoding can be sent as a MAC header. The content is similar to the MAC-hs header, e.g., information for reordering, de-multiplexing of MAC-d PDUs, etc. 

The information needed by UE necessary to operate the hybrid ARQ mechanism is either explicitly signaled by Node B, or decided by the UE itself, depending on the scheme. It is noted that whether the UE will decide the parameter values or the Node B will signal them, could affect the round trip time for HARQ retransmissions.
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