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4.7
Coding for HS-DPCCH

Data arrives to the coding unit in form of indicators for measurement indication and HARQ acknowledgement.

The following coding/multiplexing steps can be identified:

-
channel coding (see subclause 4.7.1);

-
mapping to physical channels (see subclause 4.7.2).
The general coding flow is shown in the figure below. This is done in parallel for the HARQ-ACK and CQI as the flows are not directly multiplexed but are transmitted at different times.
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Figure 20: Coding for HS-DPCCH

4.7.1
Channel coding for HS-DPCCH

Two forms of channel coding are used, one for the channel quality information (CQI) and another for HARQ-ACK (acknowledgement).

4.7.1.1
Channel coding for HS-DPCCH HARQ-ACK

The HARQ acknowledgement message to be transmitted, as defined in [4], shall be coded to 10 bits as shown in Table 13A. The output is denoted w0, w1,…w9. 

Table 13A: Channel coding of HARQ-ACK

	HARQ-ACK message to be transmitted
	w0
	w1
	w2
	w3
	w4
	w5
	w6
	w7
	w8
	w9

	ACK
	1
	1
	1
	1
	1
	1
	1
	1
	1
	1

	NACK
	0
	0
	0
	0
	0
	0
	0
	0
	0
	0

	PRE
	0
	0
	1
	0
	0
	1
	0
	0
	1
	0

	POST
	0
	1
	0
	0
	1
	0
	0
	1
	0
	0
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