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------------------------------------------ First Change -------------------------------------------------

8.6.3.3
Generic state transition rules depending on received information elements

The IE "RRC State Indicator" indicates the state the UE shall enter. The UE shall enter the state indicated by the IE "RRC State Indicator" even if the received message includes other IEs relevant only for states other than indicated by the IE "RRC State Indicator". E.g. if the RRC state indicator is set to CELL_FACH while other IEs provide information about a configuration including dedicated channels, the UE shall enter CELL_FACH state. If however the UE has no information about the configuration corresponding to the state indicated by the IE "RRC State Indicator", it shall consider the requested configuration as invalid.

The UE shall, if the IE "RRC State Indicator" in the received message has the value:

1>
"CELL_FACH":

2>
enter CELL_FACH state as dictated by the procedure governing the message received.

1>
"CELL_DCH":

2> in 3.84 Mcps TDD, if an uplink DPCH is assigned and H-RNTI is allocated enter CELL_DCH as dictated by the procedure governing the message received

2>
if neither DPCH  is assigned in the message nor is the UE in CELL_DCH:

3>
set the variable INVALID_CONFIGURATION to TRUE.

2>
else:

3>
enter CELL_DCH state as dictated by the procedure governing the message received.

1>
"CELL_PCH":

2>
if the received message is RRC CONNECTION SETUP and IE "RRC State Indicator" is set to CELL_PCH:

3>
set the variable INVALID_CONFIGURATION to TRUE.

2>
else:

3>
enter CELL_PCH state as dictated by the procedure governing the message received.

1>
"URA_PCH":

2>
if the received message is RRC CONNECTION SETUP and IE "RRC State Indicator" is set to URA_PCH:

3>
set the variable INVALID_CONFIGURATION to TRUE.

2>
else:

3>
enter URA_PCH state as dictated by the procedure governing the message received.

----------------------------------------------- 2nd Change ----------------------------------------------
8.5.6
Radio link failure criteria and actions upon radio link failure

In CELL_DCH State, after receiving N313 consecutive "out of sync" indications from layer 1 for the established DPCCH physical channel in FDD, and the physical channels associated with mapped DCCHs in TDD, the UE shall:

1>
start timer T313;

1>
upon receiving N315 successive "in sync" indications from layer 1 and upon change of UE state:

2>
stop and reset timer T313.

1>
if T313 expires:

2>
consider it as a "Radio link failure".

Periods in time where neither "in sync" nor "out of sync" is reported by layer 1 do not affect the evaluation of the number of consecutive (resp. successive) "in sync" or "out of sync" indications.

When a radio link failure occurs, the UE shall:

1>
clear the dedicated physical channel configuration;

1>
perform actions as specified for the ongoing procedure;
1>
if no procedure is ongoing or no actions are specified for the ongoing procedure:

2>
perform a cell update procedure according to subclause 8.3.1 using the cause "radio link failure".

------------------------------------------------ 3rd Change --------------------------------------------------
B.3
UTRA RRC Connected Mode States and Transitions

B.3.1
CELL_DCH state

The CELL_DCH state is characterised by

-
For 3.84 Mcps TDD, a dedicated physical channel is allocated to the UE in the uplink and H-RNTI is allocated
-
A dedicated physical channel is allocated to the UE in uplink and downlink.

-
The UE is known on cell level according to its current active set.

-
Dedicated transport channels, downlink and uplink (TDD) shared transport channels, and a combination of these transport channels can be used by the UE.

The CELL_DCH-state is entered from the Idle Mode through the setup of an RRC connection, or by establishing a dedicated physical channel from the CELL_FACH state.

A PDSCH may be assigned to the UE in this state, to be used for a DSCH. In TDD a PUSCH may also be assigned to the UE in this state, to be used for a USCH. If PDSCH or PUSCH are used for TDD, a FACH transport channel may be assigned to the UE for reception of physical shared channel allocation messages.

------------------------------------------------------ End of Changes
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