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3.2
Abbreviations

For the purposes of the present document, the following abbreviations apply:

16QAM
16 Quadrature Amplitude Modulation
AICH
Acquisition Indicator Channel

AP
Access Preamble

BCH
Broadcast Control Channel

CCPCH
Common Control Physical Channel

CD
Collision Detection

CPCH
Common Packet Channel 

CPICH
Common Pilot Channel

DCH
Dedicated Channel

DPCH
Dedicated Physical Channel

DPCCH
Dedicated Physical Control Channel

DPDCH
Dedicated Physical Data Channel

FDD
Frequency Division Duplex

F-DPCH
Fractional Dedicated Physical Channel

HS-DPCCH
Dedicated Physical Control Channel (uplink) for HS-DSCH
HS-DSCH
High Speed Downlink Shared Channel
HS-PDSCH
High Speed Physical Downlink Shared Channel

HS-SCCH
Shared Control Physical Channel for HS-DSCH
Mcps
Mega Chip Per Second

OVSF
Orthogonal Variable Spreading Factor (codes)

PDSCH
Physical Dedicated Shared Channel

PICH
Page Indication Channel

PRACH
Physical Random Access Channel

PSC
Primary Synchronisation Code

RACH
Random Access Channel

SCH
Synchronisation Channel

SSC
Secondary Synchronisation Code

SF
Spreading Factor

UE
User Equipment

4
Uplink spreading and modulation

4.1
Overview

Spreading is applied to the physical channels. It consists of two operations. The first is the channelisation operation, which transforms every data symbol into a number of chips, thus increasing the bandwidth of the signal. The number of chips per data symbol is called the Spreading Factor (SF). The second operation is the scrambling operation, where a scrambling code is applied to the spread signal.

With the channelisation, data symbols on so-called I- and Q-branches are independently multiplied with an OVSF code. With the scrambling operation, the resultant signals on the I- and Q-branches are further multiplied by complex-valued scrambling code, where I and Q denote real and imaginary parts, respectively.

4.2
Spreading

4.2.1
DPCCH/DPDCH/HS-DPCCH
Figure 1 illustrates the principle of the uplink spreading of DPCCH, DPDCHs and HS-DPCCH. The binary DPCCH, DPDCHs and HS-DPCCH to be spread are represented by real-valued sequences, i.e. the binary value "0" is mapped to the real value +1, the binary value "1" is mapped to the real value –1, and the value "DTX" (HS-DPCCH only) is mapped to the real value 0. The DPCCH is spread to the chip rate by the channelisation code cc. The n:th DPDCH 
-------------------------------------------------Next modified section --------------------------------------------------------------------

4.4
Modulation

4.4.1
Modulating chip rate

The modulating chip rate is 3.84 Mcps.

4.4.2
Modulation

Modulation of the complex-valued chip sequence generated by the spreading process is shown in Figure 7 below:


[image: image1.wmf]S

Im{S}

Re{S}

cos(

w

t)

Complex-valued

chip 

sequence

from 

spreading

operations

-

sin(

w

t)

Split

real &

imag.

parts

Pulse-

shaping

Pulse-

shaping


Figure 7: Uplink modulation

The pulse-shaping characteristics are described in [3].

5
Downlink spreading and modulation

5.1
Spreading

Figure 8 illustrates the spreading operation for the physical channel except SCH. The behaviour of the modulation mapper is different between QPSK and 16QAM. The downlink physical channels using QPSK are P-CCPCH, S-CCPCH, CPICH, AICH, AP-AICH, CSICH, CD/CA-ICH, PICH, PDSCH, HS-SCCH, downlink DPCH and F-DPCH. The downlink physical channel using either QPSK or 16 QAM is HS-PDSCH. The non-spread downlink physical channels, except SCH, AICH, AP-ICH and CD/CA-ICH, consist of a sequence of 3-valued digits taking the values 0, 1 and "DTX". Note that "DTX" is only applicable to those downlink physical channels that support DTX transmission. In case of QPSK, these digits are mapped to real-valued symbols as follows: the binary value "0" is mapped to the real value +1, the binary value "1" is mapped to the real value –1 and "DTX" is mapped to the real value 0. For the indicator channels using signatures (AICH, AP-AICH and CD/CA-ICH), the real-valued symbols depend on the exact combination of the indicators to be transmitted, compare [2] sections 5.3.3.7, 5.3.3.8 and 5.3.3.9.

In case of QPSK, each pair of two consecutive real-valued symbols is first serial-to-parallel converted and mapped to an I and Q branch. The definition of the modulation mapper is such that even and odd numbered symbols are mapped to the I and Q branch respectively. In case of QPSK, for all channels except the indicator channels using signatures, symbol number zero is defined as the first symbol in each frame. For the indicator channels using signatures, symbol number zero is defined as the first symbol in each access slot. The I and Q branches are then both spread to the chip rate by the same real-valued channelisation code Cch,SF,m. The channelisation code sequence shall be aligned in time with the symbol boundary. The sequences of real-valued chips on the I and Q branch are then treated as a single complex-valued sequence of chips. This sequence of chips is scrambled (complex chip-wise multiplication) by a complex-valued scrambling code Sdl,n. In case of P-CCPCH, the scrambling code is applied aligned with the P-CCPCH frame boundary, i.e. the first complex chip of the spread P-CCPCH frame is multiplied with chip number zero of the scrambling code. In case of other downlink channels, the scrambling code is applied aligned with the scrambling code applied to the P-CCPCH. In this case, the scrambling code is thus not necessarily applied aligned with the frame boundary of the physical channel to be scrambled.
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Figure 8: Spreading for all downlink physical channels except SCH

In case of 16QAM, a set of four consecutive binary symbols nk, nk+1, nk+2, nk+3 (with k mod 4 = 0) is serial-to-parallel converted to two consecutive binary symbols (i1= nk, i2= nk+2) on the I branch and two consecutive binary symbols (q1= nk+1, q2= nk+3) on the Q branch and then mapped to 16QAM by the modulation mapper as defined in table 3A. The I and Q branches are then both spread to the chip rate by the same real-valued channelisation code Cch,16,m. The channelisation code sequence shall be aligned in time with the symbol boundary. The sequences of real-valued chips on the I and Q branch are then treated as a single complex-valued sequence of chips. This sequence of chips from all multi-codes is summed and then scrambled (complex chip-wise multiplication) by a complex-valued scrambling code Sdl,n. The scrambling code is applied aligned with the scrambling code applied to the P-CCPCH.

Table 3A: 16 QAM modulation mapping

	i1q1i2q2
	I branch
	Q branch

	0000
	0.4472
	0.4472

	0001
	0.4472
	1.3416

	0010
	1.3416
	0.4472

	0011
	1.3416
	1.3416

	0100
	0.4472
	-0.4472

	0101
	0.4472
	-1.3416

	0110
	1.3416
	-0.4472

	0111
	1.3416
	-1.3416

	1000
	-0.4472
	0.4472

	1001
	-0.4472
	1.3416

	1010
	-1.3416
	0.4472

	1011
	-1.3416
	1.3416

	1100
	-0.4472
	-0.4472

	1101
	-0.4472
	-1.3416

	1110
	-1.3416
	-0.4472

	1111
	-1.3416
	-1.3416


Figure 9 illustrates how different downlink channels are combined. Each complex-valued spread channel, corresponding to point S in Figure 8, is separately weighted by a weight factor Gi. The complex-valued P-SCH and S-SCH, as described in [2], section 5.3.3.5, are separately weighted by weight factors Gp and Gs. All downlink physical channels are then combined using complex addition.
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Figure 9: Combining of downlink physical channels

5.2
Code generation and allocation

5.2.1
Channelisation codes

The channelisation codes of figure 8 are the same codes as used in the uplink, namely Orthogonal Variable Spreading Factor (OVSF) codes that preserve the orthogonality between downlink channels of different rates and spreading factors. The OVSF codes are defined in figure 4 in section 4.3.1.

The channelisation code for the Primary CPICH is fixed to Cch,256,0 and the channelisation code for the Primary CCPCH is fixed to Cch,256,1.The channelisation codes for all other physical channels are assigned by UTRAN.

With the spreading factor 512 a specific restriction is applied. When the code word Cch,512,n, with n=0,2,4….510, is used in soft handover, then the code word Cch,512,n+1 is not allocated in the cells where timing adjustment is to be used. Respectively if Cch,512,n, with n=1,3,5….511 is used, then the code word Cch,512,n-1 is not allocated in the cells where timing adjustment is to be used. This restriction shall not apply in cases where timing adjustments in soft handover are not used with spreading factor 512.
When compressed mode is implemented by reducing the spreading factor by 2, the OVSF code used for compressed frames is:

-
Cch,SF/2,(n/2( if ordinary scrambling code is used.

-
Cch,SF/2,n mod SF/2 if alternative scrambling code is used (see section 5.2.2);

where Cch,SF,n is the channelisation code used for non-compressed frames.

For F-DPCH, the spreading factor is always 256.

In case the OVSF code on the PDSCH varies from frame to frame, the OVSF codes shall be allocated in such a way that the OVSF code(s) below the smallest spreading factor will be from the branch of the code tree pointed by the code with smallest spreading factor used for the connection which is called PDSCH root channelisation code. This means that all the codes for this UE for the PDSCH connection can be generated according to the OVSF code generation principle from the PDSCH root channelisation code i.e. the code with smallest spreading factor used by the UE on PDSCH.

In case of mapping the DSCH to multiple parallel PDSCHs, the same rule applies, but all of the branches identified by the multiple codes, corresponding to the smallest spreading factor, may be used for higher spreading factor allocation i.e. the multiple codes with smallest spreading factor can be considered as PDSCH root channelisation codes.

For HS-PDSCH, the spreading factor is always 16.

For HS-SCCH, the spreading factor is always 128.

Channelisation-code-set information over HS-SCCH is mapped in following manner: the OVSF codes shall be allocated in such a way that they are positioned in sequence in the code tree. That is, for P multicodes at offset O the following codes are allocated:

Cch,16,O … Cch,16, O+P-1
The number of multicodes and the corresponding offset for HS-PDSCHs mapped from a given HS-DSCH is signalled by HS-SCCH.
5.2.2
Scrambling code

A total of 218-1 = 262,143 scrambling codes, numbered 0…262,142 can be generated. However not all the scrambling codes are used. The scrambling codes are divided into 512 sets each of a primary scrambling code and 15 secondary scrambling codes.

The primary scrambling codes consist of scrambling codes n=16*i where i=0…511. The i:th set of secondary scrambling codes consists of scrambling codes 16*i+k, where k=1…15.

There is a one-to-one mapping between each primary scrambling code and 15 secondary scrambling codes in a set such that i:th primary scrambling code corresponds to i:th set of secondary scrambling codes.

Hence, according to the above, scrambling codes k = 0, 1, …, 8191 are used. Each of these codes are associated with a left alternative scrambling code and a right alternative scrambling code, that may be used for compressed frames. The left alternative scrambling code corresponding to scrambling code k is scrambling code number k + 8192, while the right alternative scrambling code corresponding to scrambling code k is scrambling code number k + 16384. The alternative scrambling codes can be used for compressed frames. In this case, the left alternative scrambling code is used if n<SF/2 and the right alternative scrambling code is used if n(SF/2, where cch,SF,n is the channelisation code used for non-compressed frames. The usage of alternative scrambling code for compressed frames is signalled by higher layers for each physical channel respectively.
In case F-DPCH is configured in the downlink, the same scrambling code and OVSF code shall be used in F-DPCH compressed frames and normal frames.
The set of primary scrambling codes is further divided into 64 scrambling code groups, each consisting of 8 primary scrambling codes. The j:th scrambling code group consists of primary scrambling codes 16*8*j+16*k, where j=0..63 and k=0..7.

Each cell is allocated one and only one primary scrambling code. The primary CCPCH, primary CPICH, PICH, AICH, AP-AICH, CD/CA-ICH, CSICH and S-CCPCH carrying PCH are always transmitted using the primary scrambling code. The other downlink physical channels can be transmitted with either the primary scrambling code or a secondary scrambling code from the set associated with the primary scrambling code of the cell.

The mixture of primary scrambling code and no more than one secondary scrambling code for one CCTrCH is allowable. In compressed mode during compressed frames, these can be changed to the associated left or right scrambling codes as described above, i.e. in these frames, the total number of different scrambling codes may exceed two.

In the case of the CCTrCH of type DSCH, all the PDSCH channelisation codes that a single UE may receive shall be under a single scrambling code (either the primary or a secondary scrambling code). In the case of CCTrCH of type of HS-DSCH then all the HS-PDSCH channelisation codes and HS-SCCH that a single UE may receive shall be under a single scrambling code (either the primary or a secondary scrambling code).
The scrambling code sequences are constructed by combining two real sequences into a complex sequence. Each of the two real sequences are constructed as the position wise modulo 2 sum of 38400 chip segments of two binary m-sequences generated by means of two generator polynomials of degree 18. The resulting sequences thus constitute segments of a set of Gold sequences. The scrambling codes are repeated for every 10 ms radio frame. Let x and y be the two sequences respectively. The x sequence is constructed using the primitive (over GF(2)) polynomial 1+X7+X18 . The y sequence is constructed using the polynomial 1+X5+X7+ X10+X18 .

The sequence depending on the chosen scrambling code number n is denoted zn, in the sequel. Furthermore, let x(i), y(i) and zn(i) denote the i:th symbol of the sequence x, y, and zn, respectively.

The m-sequences xand y are constructed as:
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Complex-valued chip sequence from spreading operations
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