Error! No text of specified style in document.
3
Error! No text of specified style in document.

3GPP TSG-RAN1 Meeting #41 
Tdoc (
R1-050418
Athens, Greece, 9 – 13 May 2005

	CR-Form-v7.1

	CHANGE REQUEST

	

	(

	25.211
	CR
	208
	(

rev
	-
	(

Current version:
	6.4.0
	(


	

	For HELP on using this form, see bottom of this page or look at the pop-up text over the (
 symbols.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	x
	Radio Access Network
	x
	Core Network
	


	

	Title:
(

	Summary of F-DPCH operation during SHO

	
	

	Source:
(

	Nokia

	
	

	Work item code:
(

	RANimp-RABSE-CodeOptFDD
	
	Date: (

	28/04/2005

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-6

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Ph2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)

     Rel-7
(Release 7)



	
	

	Reason for change:
(

	In the current version of RAN1 specifications F-DPCH operation in soft handover is not described. 

	
	

	Summary of change:
(

	With F-DPCH during soft handover exclusive F-DPCH codes may be used for the radio links 2 to n, i.e. to use the same slot format, but the network may not share these codes, instead to map one single UE per code.



	
	

	Consequences if 
(

not approved:
	F-DPCH operation during soft handover is left unspecified in RAN1 specifications.

	
	

	Clauses affected:
(

	5.3.2.6

	
	

	
	Y
	N
	
	

	Other specs
(

	
	x
	 Other core specifications
(

	

	affected:
	
	x
	 Test specifications
	

	
	
	x
	 O&M Specifications
	

	
	

	Other comments:
(

	


How to create CRs using this form:

Comprehensive information and tips about how to create CRs can be found at http://www.3gpp.org/specs/CR.htm.  Below is a brief summary:

1)
Fill out the above form. The symbols above marked (
 contain pop-up help information about the field that they are closest to.

2)
Obtain the latest version for the release of the specification to which the change is proposed. Use the MS Word "revision marks"  feature (also known as "track changes") when making the changes. All 3GPP specifications can be downloaded from the 3GPP server under ftp://ftp.3gpp.org/specs/ For the latest version, look for the directory name with the latest date e.g. 2001-03 contains the specifications resulting from the March 2001 TSG meetings.

3)
With "track changes" disabled, paste the entire CR form (use CTRL-A to select it) into the specification just in front of the clause containing the first piece of changed text.  Delete those parts of the specification which are not relevant to the change request.


[image: image1.wmf] 

 (Tx OFF)

 

Slot #0

 

Slot #1

 

Slot #i

 

Slot #14

 

T

slot

 = 2560 chips 

 

1 radio frame: T

f

 = 10 ms

 

TPC

 

N

TPC

 bits

 

 

(Tx OFF)

 

 512 chips 

 


Figure 12B: Frame structure for F-DPCH

The exact number of bits of the F-DPCH fields (NTPC) is described in table 16C.

Table 16C: F-DPCH fields

	Slot Format #i
	Channel Bit Rate (kbps)
	Channel Symbol Rate (ksps)
	SF
	Bits/ Slot
	F-DPCH
Bits/Slot

	
	
	
	
	
	NTPC

	0
	3
	1.5
	256
	2
	2


In compressed frames, F-DPCH is not transmitted in downlink transmission gaps given by transmission gap pattern sequences signalled by higher layers.

In case of soft handover, following rules apply for F-DPCH:
-
All radio links transmit the F-DPCH with the same slot format.
-
For a radio link known by the UTRAN to be used by the UE as a timing reference, the channelisation code can be shared during soft handover.
-
The network can allocate exclusive channelisation codes for all other radio links within an active set.
The relationship between the TPC symbol and the transmitter power control command is according to table 13.

5.3.3
Common downlink physical channels

5.3.3.1
Common Pilot Channel (CPICH)

The CPICH is a fixed rate (30 kbps, SF=256) downlink physical channel that carries a pre-defined bit sequence. Figure 13 shows the frame structure of the CPICH. 
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