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1
Introduction

Figure 1 presents the current and the proposed behavior for the transmission power of the PRACH preambles at minimum power. As can be seen from the figure, the receive power is such that the open loop transmit power equation returns a transmit power below the UE minimum transmit power. 

The current PRACH preamble power procedure does not permit ramping up of power as long as the open loop transmit power equation adjusted by the incremental probe ramping, i.e., 

Preamble_Initial_Power + (Power Ramp Step [dB] x NumPreamTx’d)

is below the UE minimum transmit power defined in [1]. 
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Figure 1. Graphical Representation of PRACH preamble power 
procedure for UE at minimum transmit power

It is worth noting that the accuracy requirement for the open loop PRACH preamble transmit power is +/- 9dB as defined in [1].

The proposed PRACH preamble procedure is such that the actual PRACH preamble power is allowed to ramp up even for the case where the UE is at minimum transmit power. In that case:

· The detection reliability of subsequent PRACH preamble transmissions will be improved. 

· The system access time for UEs in good geometries will be reduced.

· Unnecessary uplink interference is reduced.

2. References
[1].  3GPP TS 25.101, “User Equipment (UE) radio transmission and reception (FDD) (Release 6)”.
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6
Random access procedure
6.1
Physical random access procedure

The physical random access procedure described in this subclause is initiated upon request from the MAC sublayer (cf. [9]).

Before the physical random-access procedure can be initiated, Layer 1 shall receive the following information from the higher layers (RRC):

-
The preamble scrambling code.

-
The message length in time, either 10 or 20 ms.

-
The AICH_Transmission_Timing parameter [0 or 1].

-
The set of available signatures and the set of available RACH sub-channels for each Access Service Class (ASC). Sub-channels are defined in subclause 6.1.1.
-
The power-ramping factor Power Ramp Step [integer > 0].

-
The parameter Preamble Retrans Max [integer > 0].

-
The initial preamble power Preamble_Initial_Power.

-
The Power offset P p-m = Pmessage-control – Ppreamble, measured in dB, between the power of the last transmitted preamble and the control part of the random-access message.

-
The set of Transport Format parameters. This includes the power offset between the data part and the control part of the random-access message for each Transport Format.

Note that the above parameters may be updated from higher layers before each physical random access procedure is initiated.

At each initiation of the physical random access procedure, Layer 1 shall receive the following information from the higher layers (MAC):

-
The Transport Format to be used for the PRACH message part.

-
The ASC of the PRACH transmission.

-
The data to be transmitted (Transport Block Set).

The physical random-access procedure shall be performed as follows:

1
Derive the available uplink access slots, in the next full access slot set, for the set of available RACH sub-channels within the given ASC with the help of subclauses 6.1.1. and 6.1.2. Randomly select one access slot among the ones previously determined. If there is no access slot available in the selected set, randomly select one uplink access slot corresponding to the set of available RACH sub-channels within the given ASC from the next access slot set. The random function shall be such that each of the allowed selections is chosen with equal probability.
2
Randomly select a signature from the set of available signatures within the given ASC. The random function shall be such that each of the allowed selections is chosen with equal probability.
3
Set the Preamble Retransmission Counter to Preamble Retrans Max.
4
Set the parameter Commanded Preamble Power to Preamble_Initial_Power. If the Preamble_Initial_Power is below the minimum level required in [7], set the Commanded Preamble Power to a value, which shall be at or above the Preamble_Initial_Power and at or below the required minimum power specified in [7]
5
In the case that the Commanded Preamble Power exceeds the maximum allowed value, set the preamble transmission power to the maximum allowed power. Otherwise set the preamble transmission power to the Commanded Preamble Power. Transmit a preamble using the selected uplink access slot, signature, and preamble transmission power.
6
If no positive or negative acquisition indicator (AI ( +1 nor –1) corresponding to the selected signature is detected in the downlink access slot corresponding to the selected uplink access slot:

6.1
Select the next available access slot in the set of available RACH sub-channels within the given ASC.

6.2
Randomly select a new signature from the set of available signatures within the given ASC. The random function shall be such that each of the allowed selections is chosen with equal probability.
6.3
Increase the Commanded Preamble Power by P0 = Power Ramp Step [dB]. If the Commanded Preamble Power exceeds the maximum allowed power by 6dB, the UE may pass L1 status ("No ack on AICH") to the higher layers (MAC) and exit the physical random access procedure.
6.4
Decrease the Preamble Retransmission Counter by one.
6.5
If the Preamble Retransmission Counter > 0 then repeat from step 5. Otherwise pass L1 status ("No ack on AICH") to the higher layers (MAC) and exit the physical random access procedure.
7
If a negative acquisition indicator corresponding to the selected signature is detected in the downlink access slot corresponding to the selected uplink access slot, pass L1 status ("Nack on AICH received") to the higher layers (MAC) and exit the physical random access procedure. 

8
Transmit the random access message three or four uplink access slots after the uplink access slot of the last transmitted preamble depending on the AICH transmission timing parameter. Transmission power of the control part of the random access message should be P p-m [dB] higher than the power of the last transmitted preamble. Transmission power of the data part of the random access message is set according to subclause 5.1.1.2.
9
Pass L1 status "RACH message transmitted" to the higher layers and exit the physical random access procedure. 
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