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1.
Introduction

The contribution contains a text proposal addressing variable TTI.  

TEXT PROPOSAL for 25.814

7.1.1
Basic transmission scheme

The downlink transmission scheme is based on conventional OFDM using a cyclic prefix, with a sub-carrier spacing (f = 15 kHz and a cyclic-prefix (CP) duration TCP (4.7/16.7 (s (short/long CP). Assuming that a 10 ms radio frame is divided into 20 equally sized sub-frames (of which, in case of TDD operation, a subset is allocated for downlink transmission), this parameter set implies a sub-frame duration Tsub-frame = 0.5 ms. The basic transmission parameters are then specified in more detail in Table 7.1.1-1 below. It may be noted that numerology specified below are for evaluation purpose only.

Table 7.1.1-1 - Parameters for downlink transmission scheme
	Transmission BW
	1.25 MHz
	2.5 MHz
	5 MHz
	10 MHz
	15 MHz 
	20 MHz

	Sub-frame duration 
	0.5 ms

	Sub-carrier spacing
	15 kHz

	Sampling frequency 
	1.92 MHz
(1/2 ( 3.84 MHz)
	3.84 MHz
	7.68 MHz
(2 ( 3.84 MHz)
	15.36 MHz
(4 ( 3.84 MHz)
	23.04 MHz
(6 ( 3.84 MHz)
	30.72 MHz
(8 ( 3.84 MHz)

	FFT size
	128
	256
	512
	1024
	1536
	2048

	Number of occupied 
sub-carriers†, ††
	76
	151
	301
	601
	901
	1201

	Number of 
OFDM symbols 
per sub frame
(Short/Long CP)
	7/6

	CP length (μs/samples)
	Short
	(4.69/9) ( 6,

(5.21/10) ( 1*
	(4.69/18) ( 6,
(5.21/20) ( 1 
	(4.69/36) ( 6,

(5.21/40) ( 1 
	(4.69/72) ( 6,

(5.21/80) ( 1 
	(4.69/108) ( 6,

(5.21/120) ( 1 
	(4.69/144) ( 6,

(5.21/160) (1 

	
	Long
	(16.67/32)
	(16.67/64)
	(16.67/128)
	(16.67/256)
	(16.67/384)
	(16.67/512)


†Includes DC sub-carrier which contains no data

†† This is the assumption for the baseline proposal. Somewhat more carriers may be possible to occupy in case of the wider bandwidth
*: {(x1/y1) ( n1, (x2/y2) ( n2} means (x1/y1) for n1 OFDM symbols and (x2/y2) for n2 OFDM symbols
The sub-frame duration corresponds to the minimum downlink TTI. The possibility to concatenate multiple sub-frames into longer TTIs, e.g. for improved support for lower data rates and QoS optimization, should be considered. The number of sub-frames concatenated can be varied for the first transmission and possibly for retransmissions i.e. the TTI for the transport channel can be a variable attribute. It is to be determined if variable TTI can reduce higher layer protocol overhead (e.g. MAC, RLC), L1 overhead (e.g. CRC) and ACK/NACK feedback as well as reducing latency by reducing segmentation of IP packets.  It is initially assumed that the Network (e.g. Node-B) would signal the TTI size either explicitly (e.g. with L1 bits) or implicitly (e.g. by indicating modulation and coding rate and transport block size).
Note that the sub-carrier spacing is constant regardless of the transmission bandwidth. To allow for operation in differently sized spectrum allocations, the transmission bandwidth is instead varied by varying the number of OFDM sub-carriers. The necessity for supporting an additional longer cyclic-prefix duration, see Table 7.1.1-1, is under consideration. The longer cyclic prefix should then target multi-cell broadcast and very-large-cell scenarios.
START OF 2nd TEXT PROPOSAL

9.1.1
Basic transmission scheme

The basic uplink transmission scheme is based on low-PAPR single-carrier transmission (SC-FDMA) with cyclic prefix to achieve uplink inter-user orthogonality and to enable efficient frequency-domain equalization at the receiver side. Frequency-domain generation of the signal, sometimes known as DFT-spread OFDM, is assumed and illustrated in Figure 9.1.1-1. This allows for a relatively high degree of commonality with the downlink OFDM scheme and the same parameters, e.g., clock frequency, can be reused,
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Figure 9.1.1-1 Transmitter structure for SC-FDMA.

The sub-carrier mapping determines which part of the spectrum that is used for transmission by inserting a suitable number of zeros at the upper and/or lower end in Figure 9.1.1-2. Between each DFT output sample L-1 zeros are inserted. A mapping with L=1 corresponds to localized transmissions, i.e., transmissions where the DFT outputs are mapped to consecutive sub-carriers. With L>1, distributed transmissions result, which are considered as a complement to localized transmissions for additional frequency diversity.
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Figure 9.1.1-2 Localized mapping (left) and distributed mapping (right).

The basic sub-frame structure for the uplink transmission is given in Figure 9.1.1-3 using two short blocks (SB) and six long blocks (LB) per sub-frame. Short blocks are used for reference signals for coherent demodulation and/or control/data transmission. Long blocks are used for control and/or data transmission. Note that the data could include either or both of scheduled data transmission and contention based data transmission. Furthermore, the same sub-frame structure is used for both localized and distributed transmission.

The numerology for the different spectrum allocations is shown in Table 9.1.1-1. The minimum TTI for uplink transmission is equal to the uplink sub-frame duration. Similar to the downlink, the possibility to concatenate multiple sub-frames into longer uplink TTIs should be considered. The number of sub-frames concatenated can be varied for the first transmission and possibly for retransmissions i.e. the TTI for the transport channel can be a variable attribute. It is to be determined if variable TTI can reduce higher layer protocol overhead (e.g. MAC, RLC), L1 overhead (e.g. CRC) and ACK/NACK feedback as well as reducing latency by reducing segmentation of IP packets.  It is initially assumed that the Network (e.g. Node-B) would signal the TTI size explicitly (e.g. with L1 bits).
_1190585742.doc


Size-NFFT







Size-NTX







CP�insertion







IFFT







Sub-carrier Mapping















DFT







Coded symbol rate= R







NTX symbols
















_1190587956.doc


0











0







0







to IFFT











to IFFT











0











L-1 zeros































































from DFT







from DFT











L-1 zeros







L-1 zeros




















