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1. Overall Description: 

At the RAN1#44bis meeting in Athens, Greece, 27-31 March 2006, RAN1 discussed the puncturing limit for Conversational / speech / UL:(12.65 8.85 6.6) DL:(12.65 8.85 6.6) kbps / CS RAB + Interactive or background / UL:0 DL:0 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH + DL:0.15 kbps SRB#5 for DCCH (7.1.112 in TS 25.993).

With the current puncturing limit of 0.68, it is not possible to send certain TFCs for certain settings of RM attributes (e.g. TFC9 would not be allowed with RM attributes of 220/210/130/230). Therefore RAN1 asks RAN2 to correct the puncturing limit to 0.64, which supports all combinations of RM attributes within the specified ranges.

The problem is described in more detail in [1] and [2] for a resembling bearer combination.
2. Actions:

To RAN2:

RAN1 kindly asks RAN2 to change the puncturing limit for the Conversational / speech / UL:(12.65 8.85 6.6) DL:(12.65 8.85 6.6) kbps / CS RAB + Interactive or background / UL:0 DL:0 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH + DL:0.15 kbps SRB#5 for DCCH bearer combination in TS 25.993 (section 7.1.112) from 0.68 to 0.64 (in section 7.1.112.1.2).

3. Dates of Next TSG-RAN WG1 Meetings:

3GPP TSG-RAN WG1 meeting #45

8-12 May 2006


Shanghai, China
3GPP TSG-RAN WG1 meeting #46

28 Aug – 1 Sep 2006

Tallinn, Estonia
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