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1. Introduction
In order to allow maximizing the preamble to guard time duration ratio, the structure of the non-synchronized Random Access (RA) burst needs to be designed consistently with the preamble coverage performance. This allows maximizing the number of Zero Correlation Zone (ZCZ) cyclic-shifted Zadoff-Chu (CS-ZC) sequences obtained from the same root-sequence [1] and prevents from unnecessarily limiting the preamble length (so energy) with over-dimensioned guard periods. In [2] we presented preliminary results for the coverage performance of a 1-sub-frame non-synchronized RA burst. In this contribution, we confirm these results with more simulations.
2. Non-synchronized Random Access slot structure
We recall in Figure 1 the non-synchronized RA burst structure proposed in [2] for 1 sub-frame burst length. In the scope of this analysis, the optional wideband pilot is not discussed but is taken into account (shorter preamble duration), since it was shown that it only has a minor cost (0.35 dB) on the coverage performance [2]. The guard time at the RA burst end reflects the time uncertainty corresponding to the maximum round-trip delay resulting from a 1.732 km inter-site distance (ISD) for 1 sub-frame burst length. It will be shown in Section 4 that it provides enough margins with respect to the coverage performance.
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Figure 1: Non-synchronized RA burst structure: 1 sub-frame burst

The preamble sequence is discussed in [1]. It is a cyclic shifted Zadoff-Chu sequence, which length is a prime number. The cyclic shift offset corresponds to a round-trip delay resulting from a cell radius of 1 km (1.732 km ISD) + 5 µs delay spread duration. The preamble bandwidth is 1.25 MHz, corresponding to a sampling rate of 1.125 MHz. Table 1 shows the resulting durations of the different fields for the 1 sub-frame burst.
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Table 1: Fields duration of the 1 sub-frame burst
3. Detection performance

In [2] we simulated the non-synchronous preamble detection when searching for different number of preambles and extrapolated the detection performance when searching for 64 sequences. Here we replace the extrapolation with the actual simulated performance. The receiver searches for 64 sequences built from cyclic shifts of 2 different Zadoff-Chu sequences (2x32). The UE speed is 3 km/h, the channel a 6-path TU. RRC pulse shape filter is modeled with roll-off factor of 0.22, over-sampling factor of 2 at the receiver, non-ideal sampling. The power delay profile is computed in the frequency domain using the overlap-and-add method mentioned in [3]. It should be noted that the noise addition due to this method is negligible with the proposed burst structure where the guard time to preamble duration ratio is as low as ~3%. The receiver searches for the preamble over a delay resulting from a cell radius of 1 km (1.732 km ISD) + 5 µs delay spread duration. The detection threshold is set so as to maintain the false alarm probability, pfa, below 0.1%.
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Figure 2: Single signature detection performance when searching 64 signatures over 1 km cell radius
Figure 2 shows that the required EP/N0 to detect the non-synchronized RA preamble with a detection probability Pd = 0.99 is 18 dB. Table 2 lists the resulting required preamble Es/N0 in 375 kHz for the preamble structure defined in Figure 1.
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Table 2: Required preamble Es/N0 in 375 kHz

4. Coverage performance

For flexibility reasons, we assume that the RA slots are scheduled independently within each cell, and therefore are not synchronous between cells. As a result, the worst-case interference situation during a RA slot is when all other surrounding cells support scheduled data transmissions. Moreover, given the RA slots occur infrequently compared to scheduled data TTIs, we also assume that the RA transmissions have no influence on the open loop power control of scheduled data. Consequently, we collected SINR statistics from system simulations involving scheduled data transmissions only, and for various cell sizes, to check for which cell size the 5% SINR cdf value in 375 kHz corresponds to the Es/N0 requirements of the RA detection performance listed in Table 2. We use an open loop power control method with adaptive UL SINR target which was shown in [4] and [2] to outperform a fixed UL SINR target: it adapts the UL SINR target depending on the % of UEs that reached their maximum transmit power. Unlike in [2], where the clipping percentage threshold was varied with the cell size to maintain a high overall throughput, we keep it constant to 5% for all cell radii. This maximizes the 5% cdf throughput (and therefore coverage performance) regardless the overall throughput, which is what we are looking for here: what is the best possible coverage a UE can achieve in worst-case radio link conditions as defined in [5]? The scheduling bandwidth is 2.5 MHz, which was shown to be the optimum scheduling bandwidth [6] from BLER performance perspective. The UE speed is 3km/h and the penetration loss 20 dB. Detailed simulation parameters are available in the Appendix. Figure 3 below shows that with the adaptive UL SINR target method, the detection performance requirements defined in Section 3 for the 1 sub-frame burst can be achieved by cell-edge UEs up to 1000m ISD with 21dBm Tx power and up to 1250m ISD with 24dBm Tx power. It can be noted that even for the latter (best) case, at least 4 dB are missing to meet the 1732 m ISD.
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Figure 3: SINR cdf in 375 kHz for various cell sizes, UE Tx power, and open loop power control methods 
As a conclusion, the proposed guard time for the 1 sub-frame non-synchronized RA burst provides at least 40% of margin on the practical ISD it can address with a conventional receiver. Provided this translates into 4 dB of SINR, this leaves enough room for advanced receivers without limiting the coverage range of the LTE Random Access.
5. Conclusion

We confirmed the non-synchronized RA burst structure for 1 sub-frame burst duration proposed in [2], showing, in particular, that the guard times can be kept small enough to maximize the detection performance and offer a large number of ZCZ sequences while keeping enough margins with respect to the coverage performance.
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Appendix: System simulation parameters

	Parameter
	Assumption

	Cellular Model and Layout
	Hexagonal grid, 19 cell sites, 3 sectors per site. Antenna pattern as in [1]

	Inter-site distance
	500m - 750m – 1000m – 1250m – 1500m – 1732m

	Distance-dependent path loss
	L = I + 37.6log10(.R), R in kilometers

I = 128.1 – 2GHz,   I = 120.9 - 900MHz [1]

	Lognormal Shadowing
	Similar to UMTS 30.03, B 1.4.1.4 [1]

	Shadowing standard deviation
	8 dB

	Correlation distance of Shadowing
	50 m

	Shadowing correlation
	Between cells
	0.5

	
	Between sectors
	1.0

	Penetration Loss
	20dB

	Antenna pattern [4] (horizontal)

(For 3-sector cell sites with fixed antenna patterns)
	As in 25.814

	Carrier Frequency / Bandwidth
	2GHz / 2.5 MHz

	Channel model
	TU

	UE speed
	3kmh

	UE power classes
	21dBm – 24 dBm

	Inter-cell Interference Modelling
	Out – of – sector interference was freq. selective. All 6 TU paths from all UEs (in the 19 cell model) to all NodeB were explicitly modelled

	 Power Control
	Outer Loop Open

	Target SINR
	Adaptive

	Number of HARQ Processes
	5

	Equalizer
	MMSE

	Link Performance Prediction
	Based on effective SINR calculated for the assumed MMSE equalizer [6] 

	Channel Estimation Loss
	1dB

	CQI Estimation Errors
	None

	MCS Set
	QPSK
	R = {1/5, ¼, 1/3, 1/2} 

	
	16QAM
	R = {1/3, ½, 5/8, 3/4}

	Handover / Load Balancing
	Every 40 TTI

Hard handover performed [cell and/or sector].

Connect to cell with maximum SINR

Open – loop power control performed [power increase or reduction based on Target SINR]

	Number Of Users Per Cell
	24

	Scheduling Resource Block
	25 Sub – Carriers

	Scheduling Interval
	1 TTI

	Scheduling Delay
	1 TTI
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numerology

																																		Long Block		Short Block

		k						Bandwidth (MHz)		Block type		FFT sampling rate (MHz)		Nb sub-carriers		Preamble sampling rate (MHz)		RACH preamble duration				Access slot nb samples		SW size (samples)		Top tap position (spls)		Pad left for SW		Ec/No offset (dB)		sub-carrier width (kHz)		15		30

																		samples (Ns)		ms												Cell radius (km)		2.5

		0.5				LTE		1.25		Long		1.92		75		1.125		1024		0.91		2250		19		17.00		1226		6.02		User distance (km)		2.2366666667

										Short				38		1.14				0.90		2280		19		17.23		1256				Delay spread (us)		5

		1						2.5		Long		3.84		150		2.25		2048		0.91		4500		38		34.00		2452		3.01		Pulse shape epilogue (samples)		15

										Short				75		2.25				0.91		4500		38		34.00		2452				Access slot duration (ms)		2

		2						5		Long		7.68		300		4.5		4096		0.91		9000		75		68.00		4904		0.00

										Short				150		4.5				0.91		9000		75		68.00		4904				Min user dist (samples)		16

		4						10		Long		15.36		600		9		8192		0.91		18000		150		136.00		9808		-3.01		Highest tap at:		0.2		us

										Short				300		9				0.91		18000		150		136.00		9808				Clock offset on highest tap		0

		6						15		Long		23.04		900		13.5		12288		0.91		27000		225		204.00		14712		-4.77		Highest tap on sample #		17

										Short				450		13.5				0.91		27000		225		204.00		14712				Min user round-trip delay (us)		14.9111111111

		8						20		Long		30.72		1200		18		16384		0.91		36000		300		272.00		19616		-6.02		Min user distance (km)		2.2366666667

										Short				600		18				0.91		36000		300		272.00		19616				Min cell radius (km)		2.9866666667

						W-CDMA		5								3.84		4096		1.07		5120		64		57.2586666667		1024		0

								W-CDMA		LTE

						Bandwidth (MHz)		5		1.25		2.5		5		10		15		20		Preamble SNR (dB)

						Ec/No range (dB)		-13.12		-7.10		-10.11		-13.12		-16.13		-17.89		-19.14		23.00

								-15.12		-9.10		-12.11		-15.12		-18.13		-19.89		-21.14		21.00

								-17.12		-11.10		-14.11		-17.12		-20.13		-21.89		-23.14		19.00

								-19.12		-13.10		-16.11		-19.12		-22.13		-23.89		-25.14		17.00

								-21.12		-15.10		-18.11		-21.12		-24.13		-25.89		-27.14		15.00

								-23.12		-17.10		-20.11		-23.12		-26.13		-27.89		-29.14		13.00

						Spec		-15.5														20.62

								-13.4														22.72

								-20.5														15.62

								-20.1														16.02

						Static AWGN		-20.12														16

								-21.12														15

								-22.12														14

								-23.12														13

								-24.12														12

								-25.12														11





numerology synch

		

								Synchronized Random Access

								1 TTI burst =		500		µs

								Structure 1: Preamble with wideband pilot												Structure 1: Preamble with wideband pilot																								Structure 2: Preamble only

						Preamble bandwidth (kHz)				Fields duration (µs)																																		Preamble bandwidth (kHz)		CAZAC sequence length		Preamble duration (µs)		CS-CAZAC opportunities		Freq. blocks in 2.5 MHz		Total opport. in 2.5 MHz		Ep/No req. (dB)		Es/No req. (dB)		Es/No in 375kHz (dB)				wideband pilot cost

										CP1		preamble		CP2		wb pilot				Preamble bandwidth (kHz)

						375		Durations (µs)		5		456.67		5		33.33						CAZAC sequence length		Preamble duration (µs)		CS-CAZAC opportunities		Freq. blocks in 2.5 MHz		Total opport. in 2.5 MHz		dB loss per carried bit		Single signature Ep/No req. (dB)		Ep/No req. (dB)		Es/No req. (dB)		Es/No in 375kHz (dB)				375		181		482.67		96		6		576		18.5		-4.08		-4.08				0.35

								Samples				171.25																																750		367		489.33		97		3		291		18.5		-7.15		-4.14				0.37

								Samples				167								375		167		445.33		89		6		534		0.33		16		18.5		-3.73		-3.73				1125		557		495.11		99		2		198		18.5		-8.96		-4.19				0.39

								Durations (µs)		10.67		445.33		10.67		33.33				750		337		449.33		89		3		267		0.3		15.8		18.5		-6.78		-3.77

						750		Durations (µs)		5		456.67		5		33.33				1125		509		452.44		90		2		180		0.3		15.8		18.5		-8.57		-3.80

								Samples				342.5

								Samples				337

								Durations (µs)		8.67		449.33		8.67		33.33

						1125		Durations (µs)		5		456.67		5		33.33

								Samples				513.75

								Samples				509

								Durations (µs)		7.11		452.44		7.11		33.33

								Structure 2: Preamble only

						Preamble bandwidth (kHz)				Fields duration (µs)

										CP		preamble

						375		Durations (µs)		5		495.00

								Samples				185.625

								Samples				181

								Durations (µs)		17.33		482.67

						750		Durations (µs)		5		495.00

								Samples				371.25

								Samples				367

								Durations (µs)		10.67		489.33

						1125		Durations (µs)		5		495.00

								Samples				556.875

								Samples				557

								Durations (µs)		4.89		495.11





num non-synch 500m ISD

		

								Non-synchronized Random Access

								ISD (m)		Cell radius (m)

								500		288.68

								1 TTI burst =		500		µs

								Structure 1: Preamble with wideband pilot

																						Structure 1: Preamble with wideband pilot																Structure 2: Preamble only

						Preamble bandwidth (kHz)				Fields duration (µs)												Preamble bandwidth (kHz)		CAZAC sequence length		Preamble duration (µs)		CS-CAZAC opportunities		Ep/No req. (dB)		Es/No req. (dB)		Es/No in 375kHz (dB)				Preamble bandwidth (kHz)		CAZAC sequence length		Preamble duration (µs)		CS-CAZAC opportunities		Ep/No req. (dB)		Es/No req. (dB)		Es/No in 375kHz (dB)

										GT1		preamble		CP		wb pilot		GT2

						1125		Durations (µs)		5		449.73		5		33.33		6.93				1125		503		447.11		64		18		-9.02		-4.24				1125		547		486.22		70		18		-9.38		-4.61

								Samples				505.949111173										2250		1009		448.44		64		18		-12.04		-4.26				2250		1097		487.56		70		18		-12.40		-4.62

								Samples				503										4500		2017		448.22		64		18		-15.05		-4.26				4500		2179		484.22		69		18		-15.38		-4.59

								Durations (µs)		6.31		447.11		6.31		33.33		6.93

						2250		Durations (µs)		5		449.73		5		33.33		6.93

								Samples				1011.898222346

								Samples				1009

								Durations (µs)		5.64		448.44		5.64		33.33		6.93

						4500		Durations (µs)		5		449.73		5		33.33		6.93

								Samples				2023.796444692

								Samples				2017

								Durations (µs)		5.76		448.22		5.76		33.33		6.93

								Structure 2: Preamble only

						Preamble bandwidth (kHz)				Fields duration (µs)

										GT1		preamble		CP		wb pilot		GT2

						1125		Durations (µs)		5		488.07		0		0.00		6.93

								Samples				549.074111173

								Samples				547

								Durations (µs)		6.84		486.22		0.00		0.00		6.93

						2250		Durations (µs)		5		488.07		0		0.00		6.93

								Samples				1098.148222346

								Samples				1097

								Durations (µs)		5.51		487.56		0.00		0.00		6.93

						4500		Durations (µs)		5		488.07		0		0.00		6.93

								Samples				2196.296444692

								Samples				2179

								Durations (µs)		8.84		484.22		0.00		0.00		6.93





num non-synch 1.7km ISD

		

								Non-synchronized Random Access

								ISD (m)		Cell radius (m)

								1732		999.97

								1 TTI burst =		500		µs

								Structure 1: Preamble with wideband pilot														Structure 1: Preamble with wideband pilot																								cost (dB)																						Wideband pilot cost

																																1 signature Ep/No req. (dB), 3km cell rad.		random ID (16 sign.), 1.7km ISD						5bits info + 1bit random, 1.7km ISD										Structure 2: Preamble only

						Preamble bandwidth (kHz)				Fields duration (µs)												Preamble BW (kHz)		CAZAC sequence length		Preamble duration (µs)		CS-CAZAC opportunities		dB loss per carried bit				Ep/No req. (dB)		Es/No req. (dB)		Es/No in 375kHz (dB)		Ep/No req. (dB)		Es/No req. (dB)		Es/No in 375kHz (dB)						Preamble bandwidth (kHz)		CAZAC sequence length		Preamble duration (µs)		CS-CAZAC opportunities		Ep/No req. (dB)		Es/No req. (dB)		Es/No in 375kHz (dB)		wideband pilot cost (dB)				Preamble BW (kHz)		Preamble with WB pilot				Preamble only				wideband pilot cost (dB)

										GT1		preamble		CP		wb pilot		GT2																																																				Duration (µs)		Es/No req. (dB)		Duration (µs)		Es/No req. (dB)

						1125		Durations (µs)		5		444.97		5		33.33		11.70				1125		499		443.56		37		0.25		16		16.60		-10.38		-5.61		17.10		-9.88		-5.11		0.50				1125		541		480.89		41		16.60		-10.73		-5.96		0.35				1125		443.56		-10.38		480.89		-10.73		0.35

								Samples				500.5877211032										2250		997		443.11		37		0.23		15.8		16.35		-13.64		-5.86		16.81		-13.18		-5.40		0.46				2250		1087		483.11		41		16.35		-14.01		-6.23		0.38				2250		443.11		-13.64		483.11		-14.01		0.38

								Samples				499										4500		2003		445.11		38		0.23		15.8		16.35		-16.67		-5.88		16.81		-16.21		-5.42		0.46				4500		2179		484.22		41		16.35		-17.03		-6.24		0.37				4500		445.11		-16.67		484.22		-17.03		0.37

								Durations (µs)		5.71		443.56		5.71		33.33		11.70

						2250		Durations (µs)		5		444.97		5		33.33		11.70

								Samples				1001.1754422065

								Samples				997

								Durations (µs)		5.93		443.11		5.93		33.33		11.70

						4500		Durations (µs)		5		444.97		5		33.33		11.70

								Samples				2002.350884413

								Samples				2003

								Durations (µs)		4.93		445.11		4.93		33.33		11.70

								Structure 2: Preamble only

						Preamble bandwidth (kHz)				Fields duration (µs)

										GT1		preamble		CP		wb pilot		GT2

						1125		Durations (µs)		5		483.30		0		0.00		11.70

								Samples				543.7127211032

								Samples				541

								Durations (µs)		7.41		480.89		0.00		0.00		11.70

						2250		Durations (µs)		5		483.30		0		0.00		11.70

								Samples				1087.4254422065

								Samples				1087

								Durations (µs)		5.19		483.11		0.00		0.00		11.70

						4500		Durations (µs)		5		483.30		0		0.00		11.70

								Samples				2174.850884413

								Samples				2179

								Durations (µs)		4.08		484.22		0.00		0.00		11.70





num non-synch 1-2TTI

		

						Non-synchronized Random Access

						ISD (m)		Cell radius (m)				Bandwidth:		1125		kHz		ISD (m)		Cell radius (m)

						1732		999.97										5000		2886.75

						1 TTI burst =		500		µs		2 TTI burst =		1000		µs

						Structure 1: Preamble with wideband pilot																Structure 1: Preamble with wideband pilot																																				Wideband pilot cost

																																								Structure 2: Preamble only

						Structure		Fields duration (µs)												ratio																				Preamble bandwidth (kHz)		CAZAC sequence length		Preamble duration (µs)		CS-CAZAC opportunities		Ep/No req. (dB)		Es/No req. (dB)		Es/No in 375kHz (dB)		wideband pilot cost (dB)				Preamble BW (kHz)		Preamble with WB pilot				Preamble only				wideband pilot cost (dB)

								GT1		preamble				CP		wb pilot		GT2

										Sequence length		duration (µs)										Structure		Sequence length		Preamble duration (µs)		Opportunities per ZC seq.		Ep/No req. (dB)		Es/No req. (dB)		Es/No in 375kHz (dB)																										Duration (µs)		Es/No req. (dB)		Duration (µs)		Es/No req. (dB)

						Durations (µs)		5				444.97		5		33.33		11.70				1 sub-frame burst		499		443.56		37		18.00		-8.98		-4.21						0		1039		923.56		78		0.00		0.00		0.00		0.00				1 sub-frame burst		443.56		0.00		923.56		0.00		0.00

						Samples						500.5877211032										2 sub-frame burst		1039		923.56		37		18.50		-11.67		-6.89

						Samples						499

						1 sub-frame burst		5.71		499		443.56		5.71		33.33		11.70		2.64%

						Durations (µs)		5				932.33		5		33.33		24.34

						Samples						1048.8661117299

						Samples						1039

						2 sub-frame burst		9.38		1039		923.56		9.38		33.33		24.34		2.64%





CS-ZC vs GCL

		

								Non-synchronized Random Access

								ISD (m)		Cell radius (m)				ZCZ duration (µs):				11.70

								1732		999.97				ZCZ duration (samples):				13.16

								1 TTI burst =		500		µs

								Structure 1: Preamble with wideband pilot														Structure 1: Preamble with wideband pilot

						Preamble bandwidth (kHz)				Fields duration (µs)												Sequence		m		s		Sequence length		Preamble duration (µs)		Nb of opportunities

										GT1		preamble		CP		wb pilot		GT2

						1125		Durations (µs)		5		444.97		5		33.33		11.70				CS-ZC						499		443.56		37

								Samples				500.5877211032										GCL		35		0		0		0.00		0

								Samples				499												34		0		0		0.00		0

								Durations (µs)		5.71		443.56		5.71		33.33		11.70						33		0		0		0.00		0

																								32		0		0		0.00		0

																								31		0		0		0.00		0

																								30		0		0		0.00		0

																								29		0		0		0.00		0

																								28		0		0		0.00		0

																								27		0		0		0.00		0

																								26		0		0		0.00		0

																								25		0		0		0.00		0

																								24		0		0		0.00		0

																								23		0		0		0.00		0

																								22		1		484		430.22		0

																								21		1		441		392.00		0

																								20		1		400		355.56		0

																								19		1		361		320.89		0

																								18		1		324		288.00		0

																								17		1		289		256.89		0

																								16		1		256		227.56		0

																								15		2		450		400.00		0

																								14		2		392		348.44		0

																								13		2		338		300.44		0

																								12		3		432		384.00		12

																								11		4		484		430.22		11

																								10		5		500		444.44		10

																								9		6		486		432.00		9

																								8		7		448		398.22		8

																								7		10		490		435.56		7

																								6		13		468		416.00		6

																								5		20		500		444.44		5

																								4		31		496		440.89		4

																								3		55		495		440.00		3

																								2		125		500		444.44		2





search space

		

				Cell radius		3.2		km

				System bandwidth		2.5		MHz

				Preamble sampling rate		2.25		MHz

				Search window		48		Samples

												Min Access slot duration

				Search factor		Nb bits		Search window		Equiv cell radius (km)		ms		samples

				1		0		48		3.2		1.02		2306

				2		1		96		6.4		1.05		2359

				4		2		192		12.8		1.10		2464

				8		3		384		25.6		1.19		2676

				16		4		768		51.2		1.38		3098

				32		5		1536		102.4		1.75		3943

				64		6		3072		204.8		2.50		5632

				128		7		6144		409.6		4.00		9012

				256		8		12288		819.2		7.01		15770

				512		9		24576		1638.4		13.02		29287

				1024		10		49152		3276.8		25.03		56320





duration

		

						WCDMA				LTE		1.25		MHz		LTE		2.5		MHz		LTE		5		MHz						Cell size		30		km

				Duration (us)		1066.67				100		200		300		100		200		300		100		200		300		Preamble SNR (dB)				Guard period		200		us

				Es/No range (dB)		-13.12				2.49		-0.52		-2.28		-0.52		-3.53		-5.29		-3.53		-6.54		-8.30		23.00				Subframe		0.5		ms

						-15.12				0.49		-2.52		-4.28		-2.52		-5.53		-7.29		-5.53		-8.54		-10.30		21.00				Preamble duration		300		us

						-17.12				-1.51		-4.52		-6.28		-4.52		-7.53		-9.29		-7.53		-10.54		-12.30		19.00

						-19.12				-3.51		-6.52		-8.28		-6.52		-9.53		-11.29		-9.53		-12.54		-14.30		17.00

						-21.12				-5.51		-8.52		-10.28		-8.52		-11.53		-13.29		-11.53		-14.54		-16.30		15.00

						-23.12				-7.51		-10.52		-12.28		-10.52		-13.53		-15.29		-13.53		-16.54		-18.30		13.00

				BW (MHz):		1.25		Cell size (km)		0.5		1.732		2.5		5		10		20		30

				Pd				Max Es/No (dB)		-1.13		-21.42		-27.41		-31.64		-42.23		-44.67		-50.31

								Guard period (µs)		3.33		11.55		16.67		33.33		66.67		133.33		200.00

				0.9		16		Min preamble duration (µs)		41.32		4415.93		17552.42		46409.08		532388.30		933677.16		3417344.53

								RACH burst duration (ms)		0.04		4.43		17.57		46.44		532.45		933.81		3417.54

								Nb of 0.5 ms sub-frames		1		9		36		93		1065		1868		6836

				0.99		18.5		Min preamble duration (µs)		73.49		7852.76		31213.10		82528.30		946735.15		1660338.88		6076993.42

								RACH burst duration (ms)		0.08		7.86		31.23		82.56		946.80		1660.47		6077.19

								Nb of 0.5 ms sub-frames		1		16		63		166		1894		3321		12155

				0.999		20.5		Min preamble duration (µs)		116.47		12445.79		49469.43		130798.55		1500474.09		2631459.78		9631385.50

								RACH burst duration (ms)		0.12		12.46		49.49		130.83		1500.54		2631.59		9631.59

								Nb of 0.5 ms sub-frames		1		25		99		262		3002		5264		19264

				BW (MHz):		2.5		Cell size (km)		0.5		1.732		2.5		5		10		20		30

				Pd				Max Es/No (dB)		-4.14		-24.43		-30.42		-34.65		-45.24		-47.68		-53.32

								Guard period (µs)		3.33		11.55		16.67		33.33		66.67		133.33		200.00

				0.9		16		Min preamble duration (µs)		41.32		4415.93		17552.42		46409.08		532388.30		933677.16		3417344.53

								RACH burst duration (ms)		0.04		4.43		17.57		46.44		532.45		933.81		3417.54

								Nb of 0.5 ms sub-frames		1		9		36		93		1065		1868		6836

				0.99		18.5		Min preamble duration (µs)		73.49		7852.76		31213.10		82528.30		946735.15		1660338.88		6076993.42

								RACH burst duration (ms)		0.08		7.86		31.23		82.56		946.80		1660.47		6077.19

								Nb of 0.5 ms sub-frames		1		16		63		166		1894		3321		12155

				0.999		20.5		Min preamble duration (µs)		116.47		12445.79		49469.43		130798.55		1500474.09		2631459.78		9631385.50

								RACH burst duration (ms)		0.12		12.46		49.49		130.83		1500.54		2631.59		9631.59

								Nb of 0.5 ms sub-frames		1		25		99		262		3002		5264		19264

				BW (MHz):		5		Cell size (km)		1.732

				Pd				Es/No (dB)		-15.00

								Guard period (µs)		11.55

				0.9		15		Min preamble duration (µs)		200.00

								RACH burst duration (ms)		0.21

								Nb of 0.5 ms sub-frames		1

				0.99		18		Min preamble duration (µs)		399.05

								RACH burst duration (ms)		0.41

								Nb of 0.5 ms sub-frames		1

				0.999		20		Min preamble duration (µs)		632.46

								RACH burst duration (ms)		0.64

								Nb of 0.5 ms sub-frames		2





link budget

		

				Parameter		Unit		Value

				Noise Power Density		dBm/Hz		-173.71

				Ue transmitter e.i.r.p		dBm		21

				Log-Normal Fade Margin		dB		-8

				Node-B receiver Antenna Gain (including cable loss)		dBi		14

				Receiver noise figure		dB		-5

				Penetration loss		dB		-20

				Ue-cell distance		km		0.5		1.732		2.5		5		10		20		30

				Antenna height		m		15		15		15		30		30		50		50

				Distance-dependent path loss: TR101.112		dB		-116.83		-137.12		-143.11		-147.34		-157.93		-160.37		-166.01

				Signal power at baseband input		dBm		-114.33		-134.62		-140.61		-144.84		-155.43		-157.87		-163.51

				System bandwidth		MHz		1.25		1.25		2.5		5

				Preamble Tx sampling rate		MHz		1.125		1.125		2.25		4.5

				Noise Power		dBm		-113.20		-113.20		-110.19		-107.18

				C/N (=Es/No)		dB		-21.42		-21.42		-24.43		-27.44

						Temperature (°C)				35

						Temperature (K)				308.15

						K				1.38E-23

				Ue-cell distance		km		0.5		1.732		2.5		5		10		20		30

				Distance-dependent path loss (25.814)		dB		-116.78		-137.07		-143.06		-154.38		-165.70		-177.02		-183.64

				Distance-dependent path loss (TR101.112): 15m antenna		dB





Path loss

		

						Distance-dependent path loss (dB)

				Formula		Spec		Ue-cell distance (km):				1		2.5		5		10		20		30

				128.1+37.6log10(r);r in km		TR25.814						128.10		143.06		154.38		165.70		177.02		183.64

						TR101.112		Antenna height (m)		15		128.15		143.11		154.43		165.75		177.07		183.69

										30		122.73		136.74		147.34		157.93		168.53		174.73

										50		118.74		131.47		141.11		150.74		160.37		166.01






_1217654905.xls
numerology

																																		Long Block		Short Block

		k						Bandwidth (MHz)		Block type		FFT sampling rate (MHz)		Nb sub-carriers		Preamble sampling rate (MHz)		RACH preamble duration				Access slot nb samples		SW size (samples)		Top tap position (spls)		Pad left for SW		Ec/No offset (dB)		sub-carrier width (kHz)		15		30

																		samples (Ns)		ms												Cell radius (km)		2.5

		0.5				LTE		1.25		Long		1.92		75		1.125		1024		0.91		2250		19		17.00		1226		6.02		User distance (km)		2.2366666667

										Short				38		1.14				0.90		2280		19		17.23		1256				Delay spread (us)		5

		1						2.5		Long		3.84		150		2.25		2048		0.91		4500		38		34.00		2452		3.01		Pulse shape epilogue (samples)		15

										Short				75		2.25				0.91		4500		38		34.00		2452				Access slot duration (ms)		2

		2						5		Long		7.68		300		4.5		4096		0.91		9000		75		68.00		4904		0.00

										Short				150		4.5				0.91		9000		75		68.00		4904				Min user dist (samples)		16

		4						10		Long		15.36		600		9		8192		0.91		18000		150		136.00		9808		-3.01		Highest tap at:		0.2		us

										Short				300		9				0.91		18000		150		136.00		9808				Clock offset on highest tap		0

		6						15		Long		23.04		900		13.5		12288		0.91		27000		225		204.00		14712		-4.77		Highest tap on sample #		17

										Short				450		13.5				0.91		27000		225		204.00		14712				Min user round-trip delay (us)		14.9111111111

		8						20		Long		30.72		1200		18		16384		0.91		36000		300		272.00		19616		-6.02		Min user distance (km)		2.2366666667

										Short				600		18				0.91		36000		300		272.00		19616				Min cell radius (km)		2.9866666667

						W-CDMA		5								3.84		4096		1.07		5120		64		57.2586666667		1024		0

								W-CDMA		LTE

						Bandwidth (MHz)		5		1.25		2.5		5		10		15		20		Preamble SNR (dB)

						Ec/No range (dB)		-13.12		-7.10		-10.11		-13.12		-16.13		-17.89		-19.14		23.00

								-15.12		-9.10		-12.11		-15.12		-18.13		-19.89		-21.14		21.00

								-17.12		-11.10		-14.11		-17.12		-20.13		-21.89		-23.14		19.00

								-19.12		-13.10		-16.11		-19.12		-22.13		-23.89		-25.14		17.00

								-21.12		-15.10		-18.11		-21.12		-24.13		-25.89		-27.14		15.00

								-23.12		-17.10		-20.11		-23.12		-26.13		-27.89		-29.14		13.00

						Spec		-15.5														20.62

								-13.4														22.72

								-20.5														15.62

								-20.1														16.02

						Static AWGN		-20.12														16

								-21.12														15

								-22.12														14

								-23.12														13

								-24.12														12

								-25.12														11





numerology synch

		

								Synchronized Random Access

								1 TTI burst =		500		µs

								Structure 1: Preamble with wideband pilot												Structure 1: Preamble with wideband pilot																								Structure 2: Preamble only

						Preamble bandwidth (kHz)				Fields duration (µs)																																		Preamble bandwidth (kHz)		CAZAC sequence length		Preamble duration (µs)		CS-CAZAC opportunities		Freq. blocks in 2.5 MHz		Total opport. in 2.5 MHz		Ep/No req. (dB)		Es/No req. (dB)		Es/No in 375kHz (dB)				wideband pilot cost

										CP1		preamble		CP2		wb pilot				Preamble bandwidth (kHz)

						375		Durations (µs)		5		456.67		5		33.33						CAZAC sequence length		Preamble duration (µs)		CS-CAZAC opportunities		Freq. blocks in 2.5 MHz		Total opport. in 2.5 MHz		dB loss per carried bit		Single signature Ep/No req. (dB)		Ep/No req. (dB)		Es/No req. (dB)		Es/No in 375kHz (dB)				375		181		482.67		96		6		576		18.5		-4.08		-4.08				0.35

								Samples				171.25																																750		367		489.33		97		3		291		18.5		-7.15		-4.14				0.37

								Samples				167								375		167		445.33		89		6		534		0.33		16		18.5		-3.73		-3.73				1125		557		495.11		99		2		198		18.5		-8.96		-4.19				0.39

								Durations (µs)		10.67		445.33		10.67		33.33				750		337		449.33		89		3		267		0.3		15.8		18.5		-6.78		-3.77

						750		Durations (µs)		5		456.67		5		33.33				1125		509		452.44		90		2		180		0.3		15.8		18.5		-8.57		-3.80

								Samples				342.5

								Samples				337

								Durations (µs)		8.67		449.33		8.67		33.33

						1125		Durations (µs)		5		456.67		5		33.33

								Samples				513.75

								Samples				509

								Durations (µs)		7.11		452.44		7.11		33.33

								Structure 2: Preamble only

						Preamble bandwidth (kHz)				Fields duration (µs)

										CP		preamble

						375		Durations (µs)		5		495.00

								Samples				185.625

								Samples				181

								Durations (µs)		17.33		482.67

						750		Durations (µs)		5		495.00

								Samples				371.25

								Samples				367

								Durations (µs)		10.67		489.33

						1125		Durations (µs)		5		495.00

								Samples				556.875

								Samples				557

								Durations (µs)		4.89		495.11





num non-synch 500m ISD

		

								Non-synchronized Random Access

								ISD (m)		Cell radius (m)

								500		288.68

								1 TTI burst =		500		µs

								Structure 1: Preamble with wideband pilot

																						Structure 1: Preamble with wideband pilot																Structure 2: Preamble only

						Preamble bandwidth (kHz)				Fields duration (µs)												Preamble bandwidth (kHz)		CAZAC sequence length		Preamble duration (µs)		CS-CAZAC opportunities		Ep/No req. (dB)		Es/No req. (dB)		Es/No in 375kHz (dB)				Preamble bandwidth (kHz)		CAZAC sequence length		Preamble duration (µs)		CS-CAZAC opportunities		Ep/No req. (dB)		Es/No req. (dB)		Es/No in 375kHz (dB)

										GT1		preamble		CP		wb pilot		GT2

						1125		Durations (µs)		5		449.73		5		33.33		6.93				1125		503		447.11		64		18		-9.02		-4.24				1125		547		486.22		70		18		-9.38		-4.61

								Samples				505.949111173										2250		1009		448.44		64		18		-12.04		-4.26				2250		1097		487.56		70		18		-12.40		-4.62

								Samples				503										4500		2017		448.22		64		18		-15.05		-4.26				4500		2179		484.22		69		18		-15.38		-4.59

								Durations (µs)		6.31		447.11		6.31		33.33		6.93

						2250		Durations (µs)		5		449.73		5		33.33		6.93

								Samples				1011.898222346

								Samples				1009

								Durations (µs)		5.64		448.44		5.64		33.33		6.93

						4500		Durations (µs)		5		449.73		5		33.33		6.93

								Samples				2023.796444692

								Samples				2017

								Durations (µs)		5.76		448.22		5.76		33.33		6.93

								Structure 2: Preamble only

						Preamble bandwidth (kHz)				Fields duration (µs)

										GT1		preamble		CP		wb pilot		GT2

						1125		Durations (µs)		5		488.07		0		0.00		6.93

								Samples				549.074111173

								Samples				547

								Durations (µs)		6.84		486.22		0.00		0.00		6.93

						2250		Durations (µs)		5		488.07		0		0.00		6.93

								Samples				1098.148222346

								Samples				1097

								Durations (µs)		5.51		487.56		0.00		0.00		6.93

						4500		Durations (µs)		5		488.07		0		0.00		6.93

								Samples				2196.296444692

								Samples				2179

								Durations (µs)		8.84		484.22		0.00		0.00		6.93





num non-synch 1.7km ISD

		

								Non-synchronized Random Access

								ISD (m)		Cell radius (m)

								1732		999.97

								1 TTI burst =		500		µs

								Structure 1: Preamble with wideband pilot														Structure 1: Preamble with wideband pilot																								cost (dB)																						Wideband pilot cost

																																1 signature Ep/No req. (dB), 3km cell rad.		random ID (16 sign.), 1.7km ISD						5bits info + 1bit random, 1.7km ISD										Structure 2: Preamble only

						Preamble bandwidth (kHz)				Fields duration (µs)												Preamble BW (kHz)		CAZAC sequence length		Preamble duration (µs)		CS-CAZAC opportunities		dB loss per carried bit				Ep/No req. (dB)		Es/No req. (dB)		Es/No in 375kHz (dB)		Ep/No req. (dB)		Es/No req. (dB)		Es/No in 375kHz (dB)						Preamble bandwidth (kHz)		CAZAC sequence length		Preamble duration (µs)		CS-CAZAC opportunities		Ep/No req. (dB)		Es/No req. (dB)		Es/No in 375kHz (dB)		wideband pilot cost (dB)				Preamble BW (kHz)		Preamble with WB pilot				Preamble only				wideband pilot cost (dB)

										GT1		preamble		CP		wb pilot		GT2																																																				Duration (µs)		Es/No req. (dB)		Duration (µs)		Es/No req. (dB)

						1125		Durations (µs)		5		444.97		5		33.33		11.70				1125		499		443.56		37		0.25		16		16.60		-10.38		-5.61		17.10		-9.88		-5.11		0.50				1125		541		480.89		41		16.60		-10.73		-5.96		0.35				1125		443.56		-10.38		480.89		-10.73		0.35

								Samples				500.5877211032										2250		997		443.11		37		0.23		15.8		16.35		-13.64		-5.86		16.81		-13.18		-5.40		0.46				2250		1087		483.11		41		16.35		-14.01		-6.23		0.38				2250		443.11		-13.64		483.11		-14.01		0.38

								Samples				499										4500		2003		445.11		38		0.23		15.8		16.35		-16.67		-5.88		16.81		-16.21		-5.42		0.46				4500		2179		484.22		41		16.35		-17.03		-6.24		0.37				4500		445.11		-16.67		484.22		-17.03		0.37

								Durations (µs)		5.71		443.56		5.71		33.33		11.70

						2250		Durations (µs)		5		444.97		5		33.33		11.70

								Samples				1001.1754422065

								Samples				997

								Durations (µs)		5.93		443.11		5.93		33.33		11.70

						4500		Durations (µs)		5		444.97		5		33.33		11.70

								Samples				2002.350884413

								Samples				2003

								Durations (µs)		4.93		445.11		4.93		33.33		11.70

								Structure 2: Preamble only

						Preamble bandwidth (kHz)				Fields duration (µs)

										GT1		preamble		CP		wb pilot		GT2

						1125		Durations (µs)		5		483.30		0		0.00		11.70

								Samples				543.7127211032

								Samples				541

								Durations (µs)		7.41		480.89		0.00		0.00		11.70

						2250		Durations (µs)		5		483.30		0		0.00		11.70

								Samples				1087.4254422065

								Samples				1087

								Durations (µs)		5.19		483.11		0.00		0.00		11.70

						4500		Durations (µs)		5		483.30		0		0.00		11.70

								Samples				2174.850884413

								Samples				2179

								Durations (µs)		4.08		484.22		0.00		0.00		11.70





num non-synch 1-2TTI

		

						Non-synchronized Random Access

						ISD (m)		Cell radius (m)				Bandwidth:		1125		kHz		ISD (m)		Cell radius (m)

						1732		999.97										5000		2886.75

						1 TTI burst =		500		µs		2 TTI burst =		1000		µs

						Structure 1: Preamble with wideband pilot																Structure 1: Preamble with wideband pilot																																				Wideband pilot cost

																																								Structure 2: Preamble only

						Structure		Fields duration (µs)												ratio																				Preamble bandwidth (kHz)		CAZAC sequence length		Preamble duration (µs)		CS-CAZAC opportunities		Ep/No req. (dB)		Es/No req. (dB)		Es/No in 375kHz (dB)		wideband pilot cost (dB)				Preamble BW (kHz)		Preamble with WB pilot				Preamble only				wideband pilot cost (dB)

								GT1		preamble				CP		wb pilot		GT2

										Sequence length		duration (µs)										Structure		Sequence length		Preamble duration (µs)		Opportunities per ZC seq.		Ep/No req. (dB)		Es/No req. (dB)		Es/No in 375kHz (dB)																										Duration (µs)		Es/No req. (dB)		Duration (µs)		Es/No req. (dB)

						Durations (µs)		5				444.97		5		33.33		11.70				1 sub-frame burst		499		443.56		37		18.00		-8.98		-4.21						0		1039		923.56		78		0.00		0.00		0.00		0.00				1 sub-frame burst		443.56		0.00		923.56		0.00		0.00

						Samples						500.5877211032										2 sub-frame burst		1039		923.56		37		18.50		-11.67		-6.89

						Samples						499

						1 sub-frame burst		5.71		499		443.56		5.71		33.33		11.70		2.64%

						Durations (µs)		5				932.33		5		33.33		24.34

						Samples						1048.8661117299

						Samples						1039

						2 sub-frame burst		9.38		1039		923.56		9.38		33.33		24.34		2.64%





CS-ZC vs GCL

		

								Non-synchronized Random Access

								ISD (m)		Cell radius (m)				ZCZ duration (µs):				11.70

								1732		999.97				ZCZ duration (samples):				13.16

								1 TTI burst =		500		µs

								Structure 1: Preamble with wideband pilot														Structure 1: Preamble with wideband pilot

						Preamble bandwidth (kHz)				Fields duration (µs)												Sequence		m		s		Sequence length		Preamble duration (µs)		Nb of opportunities

										GT1		preamble		CP		wb pilot		GT2

						1125		Durations (µs)		5		444.97		5		33.33		11.70				CS-ZC						499		443.56		37

								Samples				500.5877211032										GCL		35		0		0		0.00		0

								Samples				499												34		0		0		0.00		0

								Durations (µs)		5.71		443.56		5.71		33.33		11.70						33		0		0		0.00		0

																								32		0		0		0.00		0

																								31		0		0		0.00		0

																								30		0		0		0.00		0

																								29		0		0		0.00		0

																								28		0		0		0.00		0

																								27		0		0		0.00		0

																								26		0		0		0.00		0

																								25		0		0		0.00		0

																								24		0		0		0.00		0

																								23		0		0		0.00		0

																								22		1		484		430.22		0

																								21		1		441		392.00		0

																								20		1		400		355.56		0

																								19		1		361		320.89		0

																								18		1		324		288.00		0

																								17		1		289		256.89		0

																								16		1		256		227.56		0

																								15		2		450		400.00		0

																								14		2		392		348.44		0

																								13		2		338		300.44		0

																								12		3		432		384.00		12

																								11		4		484		430.22		11

																								10		5		500		444.44		10

																								9		6		486		432.00		9

																								8		7		448		398.22		8

																								7		10		490		435.56		7

																								6		13		468		416.00		6

																								5		20		500		444.44		5

																								4		31		496		440.89		4

																								3		55		495		440.00		3

																								2		125		500		444.44		2





search space

		

				Cell radius		3.2		km

				System bandwidth		2.5		MHz

				Preamble sampling rate		2.25		MHz

				Search window		48		Samples

												Min Access slot duration

				Search factor		Nb bits		Search window		Equiv cell radius (km)		ms		samples

				1		0		48		3.2		1.02		2306

				2		1		96		6.4		1.05		2359

				4		2		192		12.8		1.10		2464

				8		3		384		25.6		1.19		2676

				16		4		768		51.2		1.38		3098

				32		5		1536		102.4		1.75		3943

				64		6		3072		204.8		2.50		5632

				128		7		6144		409.6		4.00		9012

				256		8		12288		819.2		7.01		15770

				512		9		24576		1638.4		13.02		29287

				1024		10		49152		3276.8		25.03		56320





duration

		

						WCDMA				LTE		1.25		MHz		LTE		2.5		MHz		LTE		5		MHz						Cell size		30		km

				Duration (us)		1066.67				100		200		300		100		200		300		100		200		300		Preamble SNR (dB)				Guard period		200		us

				Es/No range (dB)		-13.12				2.49		-0.52		-2.28		-0.52		-3.53		-5.29		-3.53		-6.54		-8.30		23.00				Subframe		0.5		ms

						-15.12				0.49		-2.52		-4.28		-2.52		-5.53		-7.29		-5.53		-8.54		-10.30		21.00				Preamble duration		300		us

						-17.12				-1.51		-4.52		-6.28		-4.52		-7.53		-9.29		-7.53		-10.54		-12.30		19.00

						-19.12				-3.51		-6.52		-8.28		-6.52		-9.53		-11.29		-9.53		-12.54		-14.30		17.00

						-21.12				-5.51		-8.52		-10.28		-8.52		-11.53		-13.29		-11.53		-14.54		-16.30		15.00

						-23.12				-7.51		-10.52		-12.28		-10.52		-13.53		-15.29		-13.53		-16.54		-18.30		13.00

				BW (MHz):		1.25		Cell size (km)		0.5		1.732		2.5		5		10		20		30

				Pd				Max Es/No (dB)		-1.13		-21.42		-27.41		-31.64		-42.23		-44.67		-50.31

								Guard period (µs)		3.33		11.55		16.67		33.33		66.67		133.33		200.00

				0.9		16		Min preamble duration (µs)		41.32		4415.93		17552.42		46409.08		532388.30		933677.16		3417344.53

								RACH burst duration (ms)		0.04		4.43		17.57		46.44		532.45		933.81		3417.54

								Nb of 0.5 ms sub-frames		1		9		36		93		1065		1868		6836

				0.99		18.5		Min preamble duration (µs)		73.49		7852.76		31213.10		82528.30		946735.15		1660338.88		6076993.42

								RACH burst duration (ms)		0.08		7.86		31.23		82.56		946.80		1660.47		6077.19

								Nb of 0.5 ms sub-frames		1		16		63		166		1894		3321		12155

				0.999		20.5		Min preamble duration (µs)		116.47		12445.79		49469.43		130798.55		1500474.09		2631459.78		9631385.50

								RACH burst duration (ms)		0.12		12.46		49.49		130.83		1500.54		2631.59		9631.59

								Nb of 0.5 ms sub-frames		1		25		99		262		3002		5264		19264

				BW (MHz):		2.5		Cell size (km)		0.5		1.732		2.5		5		10		20		30

				Pd				Max Es/No (dB)		-4.14		-24.43		-30.42		-34.65		-45.24		-47.68		-53.32

								Guard period (µs)		3.33		11.55		16.67		33.33		66.67		133.33		200.00

				0.9		16		Min preamble duration (µs)		41.32		4415.93		17552.42		46409.08		532388.30		933677.16		3417344.53

								RACH burst duration (ms)		0.04		4.43		17.57		46.44		532.45		933.81		3417.54

								Nb of 0.5 ms sub-frames		1		9		36		93		1065		1868		6836

				0.99		18.5		Min preamble duration (µs)		73.49		7852.76		31213.10		82528.30		946735.15		1660338.88		6076993.42

								RACH burst duration (ms)		0.08		7.86		31.23		82.56		946.80		1660.47		6077.19

								Nb of 0.5 ms sub-frames		1		16		63		166		1894		3321		12155

				0.999		20.5		Min preamble duration (µs)		116.47		12445.79		49469.43		130798.55		1500474.09		2631459.78		9631385.50

								RACH burst duration (ms)		0.12		12.46		49.49		130.83		1500.54		2631.59		9631.59

								Nb of 0.5 ms sub-frames		1		25		99		262		3002		5264		19264

				BW (MHz):		5		Cell size (km)		1.732

				Pd				Es/No (dB)		-15.00

								Guard period (µs)		11.55

				0.9		15		Min preamble duration (µs)		200.00

								RACH burst duration (ms)		0.21

								Nb of 0.5 ms sub-frames		1

				0.99		18		Min preamble duration (µs)		399.05

								RACH burst duration (ms)		0.41

								Nb of 0.5 ms sub-frames		1

				0.999		20		Min preamble duration (µs)		632.46

								RACH burst duration (ms)		0.64

								Nb of 0.5 ms sub-frames		2





link budget

		

				Parameter		Unit		Value

				Noise Power Density		dBm/Hz		-173.71

				Ue transmitter e.i.r.p		dBm		21

				Log-Normal Fade Margin		dB		-8

				Node-B receiver Antenna Gain (including cable loss)		dBi		14

				Receiver noise figure		dB		-5

				Penetration loss		dB		-20

				Ue-cell distance		km		0.5		1.732		2.5		5		10		20		30

				Antenna height		m		15		15		15		30		30		50		50

				Distance-dependent path loss: TR101.112		dB		-116.83		-137.12		-143.11		-147.34		-157.93		-160.37		-166.01

				Signal power at baseband input		dBm		-114.33		-134.62		-140.61		-144.84		-155.43		-157.87		-163.51

				System bandwidth		MHz		1.25		1.25		2.5		5

				Preamble Tx sampling rate		MHz		1.125		1.125		2.25		4.5

				Noise Power		dBm		-113.20		-113.20		-110.19		-107.18

				C/N (=Es/No)		dB		-21.42		-21.42		-24.43		-27.44

						Temperature (°C)				35

						Temperature (K)				308.15

						K				1.38E-23

				Ue-cell distance		km		0.5		1.732		2.5		5		10		20		30

				Distance-dependent path loss (25.814)		dB		-116.78		-137.07		-143.06		-154.38		-165.70		-177.02		-183.64

				Distance-dependent path loss (TR101.112): 15m antenna		dB





Path loss

		

						Distance-dependent path loss (dB)

				Formula		Spec		Ue-cell distance (km):				1		2.5		5		10		20		30

				128.1+37.6log10(r);r in km		TR25.814						128.10		143.06		154.38		165.70		177.02		183.64

						TR101.112		Antenna height (m)		15		128.15		143.11		154.43		165.75		177.07		183.69

										30		122.73		136.74		147.34		157.93		168.53		174.73

										50		118.74		131.47		141.11		150.74		160.37		166.01






