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1. Introduction
In the Cannes Ad Hoc meeting on LTE, different structures were presented to address the synchronized Random Access (RA) burst. In this contribution, we compare the coverage performance of the preamble-based structure [1] and the UL sub-frame structure [2].
2. Synchronized Random Access slot structure options
The various options proposed for the synchronized RA burst structure so far are summarized in the following sub-sections.
2.1. Preamble-based structure
We recall in Figure 1 the synchronized RA burst structure proposed in [1] for 1 sub-frame burst length. In the scope of this analysis, the optional wideband pilot is not discussed but is taken into account (shorter preamble duration), since it was shown that it only has a minor cost (0.35 dB) on the coverage performance [1].
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Figure 1: Preamble-based structure for synchronized RA burst

The preamble sequence is built in the same manner as for the non-synchronized RA preamble [4]: it is a cyclic shifted Zadoff-Chu (ZC) sequence, which length is a prime number. The difference with the non-synchronized RA preamble sequence reduces in the cyclic shift offset used to build zero-correlation-zone (ZCZ) sequences from a root ZC sequence, which is limited to the maximum delay spread only, 5µs, and does not account for the non-synchronized UE round-trip delay.  The preamble bandwidth and sampling rate are 375 kHz. Table 1 shows the resulting durations of the different fields for the 1 sub-frame burst.
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Table 1: Fields duration of the 1 sub-frame burst
2.2. UL sub-frame structure
Figure 2 illustrates the synchronized RA burst structure proposed in [2] for 1 sub-frame burst length. The total frequency resource allocated to synchronized RA is split into multiple frequency blocks of e.g. 250 KHz, each following the regular UL sub-frame structure used for scheduled data: random access message is sent in the long blocks together with reference symbols in short blocks.
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Figure 2: UL sub-frame structure for synchronized RA burst

We have tried several coding schemes and bandwidths to maximize the robustness of this structure, while carrying a number of bits close to 24, as is expected with such approach. These are listed in Table 2. A 16-bit CRC is used and the modulation scheme is QPSK.

	Case
	# of sub-carriers
	Coding type
	Rate
	Other
	Payload (bits)

	1
	15 (250 kHz)
	Turbo
	1/3
	20 flush bits
	24

	2
	15 (250 kHz)
	Convolutional
	1/5
	Tail biting, 3 iterations
	20

	3
	10 (167 kHz)
	Convolutional
	1/3
	Tail biting, 3 iterations
	24

	4
	10 (167 kHz)
	Convolutional
	1/3
	Terminated (8 tail bits)
	16

	5
	10 (167 kHz)
	Convolutional
	1/3
	Truncated (no tail bit)
	24


Table 2: Coding schemes and bandwidths used for BLER evaluation

2.3. IQ-CDM multiplexing of preamble and message
In [5], it is proposed to multiplex in CDM and on the I and Q branches the synchronized RA message and a preamble. This option is not addressed in this contribution. 
3. Detection performance

3.1. Preamble-based structure
In [1] we simulated the synchronous preamble detection when searching for different number of preambles and extrapolated the detection performance when searching for 256 sequences. Here we replace the extrapolation with the actual simulated performance. The receiver searches for 256 sequences. The UE speed is 3 km/h, the channel a 6-path TU. RRC pulse shape filter is modeled with roll-off factor of 0.22, over-sampling factor of 2 at the receiver, non-ideal sampling. A frequency domain detector computes the power delay profile and searches for the preamble over the delay spread duration, 5 µs. The detection threshold is set so as to maintain the false alarm probability, pfa, below 0.1%.
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Figure 3: Single signature detection performance when searching 256 signatures
Figure 3 shows that the required EP/N0 to detect the synchronized RA preamble with a detection probability Pd = 0.99 is 18 dB.
3.2. UL sub-frame structure

For the UL sub-frame format, a miss-detection corresponds to a wrong CRC. As a result, the detection performance is derived from the BLER.
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Figure 4: BLER performance of the UL sub-frame structure with 16 to 24 bits payload, QPSK

Figure 4 shows that for such small payload, convolutional codes outperform the turbo code. In particular, we can see that the minimum required SNR to detect the synchronized RA preamble with a detection probability Pd = 0.99 (BLER = 10-2) are 4 and 7 dB for 15 and 10 sub-carriers respectively.
3.3. Comparison and impact on coverage
Table 3 summarizes and compares the results shown in Sections 3.1 and 3.2 for the preamble based structure and the UL sub-frame structure, the latter tested at 250 kHz (15 sub-carriers) and 167 kHz (10 sub-carriers). The 3rd column recaps the minimum required SNR to detect the synchronized RA preamble with a detection probability Pd = 0.99, in the form of the EP/N0 for the preamble-based structure and the C/N requirements for the UL sub-frame format structure. The 4th column derives the C/N requirements of the burst structures in their respective bandwidths. If we now want to translate these SNR requirements into coverage performance, we need to use the same bandwidth for all, which is what is done in the last column, where the C/N requirements are converted into 375 kHz. As can be observed, the sub-frame structure is missing at least 6.4 dB to meet the coverage performance requirements of the preamble-based structure. As shown in [3], this translate into at least 500m ISD gap. Furthermore, the gap is larger for the narrower band, 167 kHz, from which we can conclude that narrowing the UL sub-frame resource block with similar payload does not improve the overall SNR performance. However, as discussed in Section 4, the 167 kHz UL sub-frame resource block provides more resource opportunities (and therefore randomness) than the 250 kHz UL sub-frame resource block, at a cost of 1.25 dB. One could expect some improvements by further reducing the payload, but this makes the structure less attractive from a procedure point of view. 
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Preamble - 375 KHz 167 18.00 -4.23 -4.23

Sub-frame - 250kHz 15 4.00 4.00 2.24 -6.47

Sub-frame - 167kHz 10 7.00 7.00 3.49 -7.71


Table 3: Comparison of synchronous RA burst structures with respect to the required C/N in 375 kHz

Note we did not take into account in this analysis the PAPR constraints of both schemes: as shown in [4], one should further offset the QPSK-based UL sub-frame structure BLER performance by 1 dB to reflect, at low roll-off factor, the PAPR performance gap of QPSK versus Zadoff-Chu sequence. 
4. Contention reduction
4.1. Preamble-based structure

As shown in [1], this structure offers, in 1.25 MHz, a combination of 256 (ZCZ) signatures and frequency resource opportunities that can be used for both contention reduction and carrying information. As elaborated in [6] for the non-synchronized RACH, this large opportunity space brings the flexibility to dynamically trade-off the randomness and amount of carried information depending on load, usecase, etc…
4.2. UL sub-frame structure

Given the lack of protection against any interfering user in the same resource block, a collision will likely lead to a block error for both UEs. Therefore, the contention reduction means provided by this structure reduce to the randomness available among multiple frequency blocks: 5 and 7 opportunities for 15 and 10 sub-carriers blocks respectively. This yields a more inflexible contention reduction mean than the preamble-based structure.
5. Conclusion

We compared the preamble-based and UL sub-frame structures proposed for the synchronized RA burst with respect to coverage and contention reduction performance. We showed that, in order to carry a 24-bit payload - which is the attractive aspect of the UL sub-frame structure - 15 and 10 sub-carrier resource blocks are the narrower bandwidths to consider. However, the best coverage performance they can achieve is still missing at least 6.4 dB (i.e. > 500m ISD gap) compared to the preamble-based structure. We also discussed the inflexibility of the contention reduction means provided by the UL sub-frame structure compared to the preamble-based structure. As a result, this analysis shows that the preamble-based structure should be selected for the synchronized RA burst.
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numerology

																																		Long Block		Short Block

		k						Bandwidth (MHz)		Block type		FFT sampling rate (MHz)		Nb sub-carriers		Preamble sampling rate (MHz)		RACH preamble duration				Access slot nb samples		SW size (samples)		Top tap position (spls)		Pad left for SW		Ec/No offset (dB)		sub-carrier width (kHz)		15		30

																		samples (Ns)		ms												Cell radius (km)		2.5

		0.5				LTE		1.25		Long		1.92		75		1.125		1024		0.91		2250		19		17.00		1226		6.02		User distance (km)		2.2366666667

										Short				38		1.14				0.90		2280		19		17.23		1256				Delay spread (us)		5

		1						2.5		Long		3.84		150		2.25		2048		0.91		4500		38		34.00		2452		3.01		Pulse shape epilogue (samples)		15

										Short				75		2.25				0.91		4500		38		34.00		2452				Access slot duration (ms)		2

		2						5		Long		7.68		300		4.5		4096		0.91		9000		75		68.00		4904		0.00

										Short				150		4.5				0.91		9000		75		68.00		4904				Min user dist (samples)		16

		4						10		Long		15.36		600		9		8192		0.91		18000		150		136.00		9808		-3.01		Highest tap at:		0.2		us

										Short				300		9				0.91		18000		150		136.00		9808				Clock offset on highest tap		0

		6						15		Long		23.04		900		13.5		12288		0.91		27000		225		204.00		14712		-4.77		Highest tap on sample #		17

										Short				450		13.5				0.91		27000		225		204.00		14712				Min user round-trip delay (us)		14.9111111111

		8						20		Long		30.72		1200		18		16384		0.91		36000		300		272.00		19616		-6.02		Min user distance (km)		2.2366666667

										Short				600		18				0.91		36000		300		272.00		19616				Min cell radius (km)		2.9866666667

						W-CDMA		5								3.84		4096		1.07		5120		64		57.2586666667		1024		0

								W-CDMA		LTE

						Bandwidth (MHz)		5		1.25		2.5		5		10		15		20		Preamble SNR (dB)

						Ec/No range (dB)		-13.12		-7.10		-10.11		-13.12		-16.13		-17.89		-19.14		23.00

								-15.12		-9.10		-12.11		-15.12		-18.13		-19.89		-21.14		21.00

								-17.12		-11.10		-14.11		-17.12		-20.13		-21.89		-23.14		19.00

								-19.12		-13.10		-16.11		-19.12		-22.13		-23.89		-25.14		17.00

								-21.12		-15.10		-18.11		-21.12		-24.13		-25.89		-27.14		15.00

								-23.12		-17.10		-20.11		-23.12		-26.13		-27.89		-29.14		13.00

						Spec		-15.5														20.62

								-13.4														22.72

								-20.5														15.62

								-20.1														16.02

						Static AWGN		-20.12														16

								-21.12														15

								-22.12														14

								-23.12														13

								-24.12														12

								-25.12														11





numerology synch

		

								Synchronized Random Access

								1 TTI burst =		500		µs

								Structure 1: Preamble with wideband pilot												Structure 1: Preamble with wideband pilot																								Structure 2: Preamble only

						Preamble bandwidth (kHz)				Fields duration (µs)																																		Preamble bandwidth (kHz)		CAZAC sequence length		Preamble duration (µs)		CS-CAZAC opportunities		Freq. blocks in 2.5 MHz		Total opport. in 2.5 MHz		Ep/No req. (dB)		Es/No req. (dB)		Es/No in 375kHz (dB)				wideband pilot cost

										CP1		preamble		CP2		wb pilot				Preamble bandwidth (kHz)

						375		Durations (µs)		5		456.67		5		33.33						CAZAC sequence length		Preamble duration (µs)		CS-CAZAC opportunities		Freq. blocks in 2.5 MHz		Total opport. in 2.5 MHz		dB loss per carried bit		Single signature Ep/No req. (dB)		Ep/No req. (dB)		Es/No req. (dB)		Es/No in 375kHz (dB)				375		181		482.67		96		6		576		18.5		-4.08		-4.08				0.35

								Samples				171.25																																750		367		489.33		97		3		291		18.5		-7.15		-4.14				0.37

								Samples				167								375		167		445.33		89		6		534		0.33		16		18.5		-3.73		-3.73				1125		557		495.11		99		2		198		18.5		-8.96		-4.19				0.39

								Durations (µs)		10.67		445.33		10.67		33.33				750		337		449.33		89		3		267		0.3		15.8		18.5		-6.78		-3.77

						750		Durations (µs)		5		456.67		5		33.33				1125		509		452.44		90		2		180		0.3		15.8		18.5		-8.57		-3.80

								Samples				342.5

								Samples				337

								Durations (µs)		8.67		449.33		8.67		33.33

						1125		Durations (µs)		5		456.67		5		33.33

								Samples				513.75

								Samples				509

								Durations (µs)		7.11		452.44		7.11		33.33

								Structure 2: Preamble only

						Preamble bandwidth (kHz)				Fields duration (µs)

										CP		preamble

						375		Durations (µs)		5		495.00

								Samples				185.625

								Samples				181

								Durations (µs)		17.33		482.67

						750		Durations (µs)		5		495.00

								Samples				371.25

								Samples				367

								Durations (µs)		10.67		489.33

						1125		Durations (µs)		5		495.00

								Samples				556.875

								Samples				557

								Durations (µs)		4.89		495.11





num non-synch 500m ISD

		

								Non-synchronized Random Access

								ISD (m)		Cell radius (m)

								500		288.68

								1 TTI burst =		500		µs

								Structure 1: Preamble with wideband pilot

																						Structure 1: Preamble with wideband pilot																Structure 2: Preamble only

						Preamble bandwidth (kHz)				Fields duration (µs)												Preamble bandwidth (kHz)		CAZAC sequence length		Preamble duration (µs)		CS-CAZAC opportunities		Ep/No req. (dB)		Es/No req. (dB)		Es/No in 375kHz (dB)				Preamble bandwidth (kHz)		CAZAC sequence length		Preamble duration (µs)		CS-CAZAC opportunities		Ep/No req. (dB)		Es/No req. (dB)		Es/No in 375kHz (dB)

										GT1		preamble		CP		wb pilot		GT2

						1125		Durations (µs)		5		449.73		5		33.33		6.93				1125		503		447.11		64		18		-9.02		-4.24				1125		547		486.22		70		18		-9.38		-4.61

								Samples				505.949111173										2250		1009		448.44		64		18		-12.04		-4.26				2250		1097		487.56		70		18		-12.40		-4.62

								Samples				503										4500		2017		448.22		64		18		-15.05		-4.26				4500		2179		484.22		69		18		-15.38		-4.59

								Durations (µs)		6.31		447.11		6.31		33.33		6.93

						2250		Durations (µs)		5		449.73		5		33.33		6.93

								Samples				1011.898222346

								Samples				1009

								Durations (µs)		5.64		448.44		5.64		33.33		6.93

						4500		Durations (µs)		5		449.73		5		33.33		6.93

								Samples				2023.796444692

								Samples				2017

								Durations (µs)		5.76		448.22		5.76		33.33		6.93

								Structure 2: Preamble only

						Preamble bandwidth (kHz)				Fields duration (µs)

										GT1		preamble		CP		wb pilot		GT2

						1125		Durations (µs)		5		488.07		0		0.00		6.93

								Samples				549.074111173

								Samples				547

								Durations (µs)		6.84		486.22		0.00		0.00		6.93

						2250		Durations (µs)		5		488.07		0		0.00		6.93

								Samples				1098.148222346

								Samples				1097

								Durations (µs)		5.51		487.56		0.00		0.00		6.93

						4500		Durations (µs)		5		488.07		0		0.00		6.93

								Samples				2196.296444692

								Samples				2179

								Durations (µs)		8.84		484.22		0.00		0.00		6.93





num non-synch 1.7km ISD

		

								Non-synchronized Random Access

								ISD (m)		Cell radius (m)

								1732		999.97

								1 TTI burst =		500		µs

								Structure 1: Preamble with wideband pilot														Structure 1: Preamble with wideband pilot																								cost (dB)																						Wideband pilot cost

																																1 signature Ep/No req. (dB), 3km cell rad.		random ID (16 sign.), 1.7km ISD						5bits info + 1bit random, 1.7km ISD										Structure 2: Preamble only

						Preamble bandwidth (kHz)				Fields duration (µs)												Preamble BW (kHz)		CAZAC sequence length		Preamble duration (µs)		CS-CAZAC opportunities		dB loss per carried bit				Ep/No req. (dB)		Es/No req. (dB)		Es/No in 375kHz (dB)		Ep/No req. (dB)		Es/No req. (dB)		Es/No in 375kHz (dB)						Preamble bandwidth (kHz)		CAZAC sequence length		Preamble duration (µs)		CS-CAZAC opportunities		Ep/No req. (dB)		Es/No req. (dB)		Es/No in 375kHz (dB)		wideband pilot cost (dB)				Preamble BW (kHz)		Preamble with WB pilot				Preamble only				wideband pilot cost (dB)

										GT1		preamble		CP		wb pilot		GT2																																																				Duration (µs)		Es/No req. (dB)		Duration (µs)		Es/No req. (dB)

						1125		Durations (µs)		5		444.97		5		33.33		11.70				1125		499		443.56		37		0.25		16		16.60		-10.38		-5.61		17.10		-9.88		-5.11		0.50				1125		541		480.89		41		16.60		-10.73		-5.96		0.35				1125		443.56		-10.38		480.89		-10.73		0.35

								Samples				500.5877211032										2250		997		443.11		37		0.23		15.8		16.35		-13.64		-5.86		16.81		-13.18		-5.40		0.46				2250		1087		483.11		41		16.35		-14.01		-6.23		0.38				2250		443.11		-13.64		483.11		-14.01		0.38

								Samples				499										4500		2003		445.11		38		0.23		15.8		16.35		-16.67		-5.88		16.81		-16.21		-5.42		0.46				4500		2179		484.22		41		16.35		-17.03		-6.24		0.37				4500		445.11		-16.67		484.22		-17.03		0.37

								Durations (µs)		5.71		443.56		5.71		33.33		11.70

						2250		Durations (µs)		5		444.97		5		33.33		11.70

								Samples				1001.1754422065

								Samples				997

								Durations (µs)		5.93		443.11		5.93		33.33		11.70

						4500		Durations (µs)		5		444.97		5		33.33		11.70

								Samples				2002.350884413

								Samples				2003

								Durations (µs)		4.93		445.11		4.93		33.33		11.70

								Structure 2: Preamble only

						Preamble bandwidth (kHz)				Fields duration (µs)

										GT1		preamble		CP		wb pilot		GT2

						1125		Durations (µs)		5		483.30		0		0.00		11.70

								Samples				543.7127211032

								Samples				541

								Durations (µs)		7.41		480.89		0.00		0.00		11.70

						2250		Durations (µs)		5		483.30		0		0.00		11.70

								Samples				1087.4254422065

								Samples				1087

								Durations (µs)		5.19		483.11		0.00		0.00		11.70

						4500		Durations (µs)		5		483.30		0		0.00		11.70

								Samples				2174.850884413

								Samples				2179

								Durations (µs)		4.08		484.22		0.00		0.00		11.70





num non-synch 1-2TTI

		

						Non-synchronized Random Access

						ISD (m)		Cell radius (m)				Bandwidth:		1125		kHz		ISD (m)		Cell radius (m)

						1732		999.97										5000		2886.75

						1 TTI burst =		500		µs		2 TTI burst =		1000		µs

						Structure 1: Preamble with wideband pilot																Structure 1: Preamble with wideband pilot																																				Wideband pilot cost

																																								Structure 2: Preamble only

						Structure		Fields duration (µs)												GT2 to preamble ratio																				Preamble bandwidth (kHz)		CAZAC sequence length		Preamble duration (µs)		CS-CAZAC opportunities		Ep/No req. (dB)		Es/No req. (dB)		Es/No in 375kHz (dB)		wideband pilot cost (dB)				Preamble BW (kHz)		Preamble with WB pilot				Preamble only				wideband pilot cost (dB)

								GT1		preamble				CP		wb pilot		GT2

										Sequence length		duration (µs)										Structure		Sequence length		Preamble duration (µs)		Opportunities per ZC seq.		Ep/No req. (dB)		Es/No req. (dB)		Es/No in 375kHz (dB)																										Duration (µs)		Es/No req. (dB)		Duration (µs)		Es/No req. (dB)

						Durations (µs)		5				444.97		5		33.33		11.70				1 sub-frame burst		499		443.56		37		18.00		-8.98		-4.21						0		1039		923.56		78		0.00		0.00		0.00		0.00				1 sub-frame burst		443.56		0.00		923.56		0.00		0.00

						Samples						500.5877211032										2 sub-frame burst		1039		923.56		37		18.50		-11.67		-6.89

						Samples						499

						1 sub-frame burst		5.71		499		443.56		5.71		33.33		11.70		2.64%

						Durations (µs)		5				932.33		5		33.33		24.34

						Samples						1048.8661117299

						Samples						1039

						2 sub-frame burst		9.38		1039		923.56		9.38		33.33		24.34		2.64%





num synch 1-2 TTI

		

						Synchronized Random Access

						ISD (m)		Cell radius (m)				Bandwidth:		375		kHz		ISD (m)		Cell radius (m)

						1732		999.97										5000		2886.75

						1 TTI burst =		500		µs		2 TTI burst =		1000		µs

						Structure 1: Preamble with wideband pilot												Structure 1: Preamble with wideband pilot

																																												Structure 2: Preamble only

						Structure		Fields duration (µs)																																				Preamble bandwidth (kHz)		CAZAC sequence length		Preamble duration (µs)		CS-CAZAC opportunities		Freq. blocks in 2.5 MHz		Total opport. in 2.5 MHz		Ep/No req. (dB)		Es/No req. (dB)		Es/No in 375kHz (dB)				wideband pilot cost

								CP1		preamble				CP2		wb pilot

										Sequence length		duration (µs)								Preamble bandwidth (kHz)

						Durations (µs)		5				456.67		5		33.33						CAZAC sequence length		Preamble duration (µs)		CS-CAZAC opportunities		Freq. blocks in 2.5 MHz		Total opport. in 2.5 MHz		dB loss per carried bit		Single signature Ep/No req. (dB)		Ep/No req. (dB)		Es/No req. (dB)		Es/No in 375kHz (dB)				375		0		0.00		0		6		0		18.5		0.00		0.00				0.00

						Samples						171.25																																750		0		0.00		0		3		0		18.5		0.00		0.00				0.00

						Samples						167								375		167		445.33		89		6		534		0.33		16		18.5		-3.73		-3.73				1125		0		0.00		0		2		0		18.5		0.00		0.00				0.00

						1 sub-frame burst		10.67		167		445.33		10.67		33.33				750		0		0.00		0		3		0		0.3		15.8		18.5		0.00		0.00

						Durations (µs)		5				956.67		5		33.33				1125		0		0.00		0		2		0		0.3		15.8		18.5		0.00		0.00

						Samples						358.75

						Samples						353

						2 sub-frame burst		12.67		353		941.33		12.67		33.33





CS-ZC vs GCL

		

								Non-synchronized Random Access

								ISD (m)		Cell radius (m)				ZCZ duration (µs):				11.70

								1732		999.97				ZCZ duration (samples):				13.16

								1 TTI burst =		500		µs

								Structure 1: Preamble with wideband pilot														Structure 1: Preamble with wideband pilot

						Preamble bandwidth (kHz)				Fields duration (µs)												Sequence		m		s		Sequence length		Preamble duration (µs)		Nb of opportunities

										GT1		preamble		CP		wb pilot		GT2

						1125		Durations (µs)		5		444.97		5		33.33		11.70				CS-ZC						499		443.56		37

								Samples				500.5877211032										GCL		35		0		0		0.00		0

								Samples				499												34		0		0		0.00		0

								Durations (µs)		5.71		443.56		5.71		33.33		11.70						33		0		0		0.00		0

																								32		0		0		0.00		0

																								31		0		0		0.00		0

																								30		0		0		0.00		0

																								29		0		0		0.00		0

																								28		0		0		0.00		0

																								27		0		0		0.00		0

																								26		0		0		0.00		0

																								25		0		0		0.00		0

																								24		0		0		0.00		0

																								23		0		0		0.00		0

																								22		1		484		430.22		0

																								21		1		441		392.00		0

																								20		1		400		355.56		0

																								19		1		361		320.89		0

																								18		1		324		288.00		0

																								17		1		289		256.89		0

																								16		1		256		227.56		0

																								15		2		450		400.00		0

																								14		2		392		348.44		0

																								13		2		338		300.44		0

																								12		3		432		384.00		12

																								11		4		484		430.22		11

																								10		5		500		444.44		10

																								9		6		486		432.00		9

																								8		7		448		398.22		8

																								7		10		490		435.56		7

																								6		13		468		416.00		6

																								5		20		500		444.44		5

																								4		31		496		440.89		4

																								3		55		495		440.00		3

																								2		125		500		444.44		2





search space

		

				Cell radius		3.2		km

				System bandwidth		2.5		MHz

				Preamble sampling rate		2.25		MHz

				Search window		48		Samples

												Min Access slot duration

				Search factor		Nb bits		Search window		Equiv cell radius (km)		ms		samples

				1		0		48		3.2		1.02		2306

				2		1		96		6.4		1.05		2359

				4		2		192		12.8		1.10		2464

				8		3		384		25.6		1.19		2676

				16		4		768		51.2		1.38		3098

				32		5		1536		102.4		1.75		3943

				64		6		3072		204.8		2.50		5632

				128		7		6144		409.6		4.00		9012

				256		8		12288		819.2		7.01		15770

				512		9		24576		1638.4		13.02		29287

				1024		10		49152		3276.8		25.03		56320





duration

		

						WCDMA				LTE		1.25		MHz		LTE		2.5		MHz		LTE		5		MHz						Cell size		30		km

				Duration (us)		1066.67				100		200		300		100		200		300		100		200		300		Preamble SNR (dB)				Guard period		200		us

				Es/No range (dB)		-13.12				2.49		-0.52		-2.28		-0.52		-3.53		-5.29		-3.53		-6.54		-8.30		23.00				Subframe		0.5		ms

						-15.12				0.49		-2.52		-4.28		-2.52		-5.53		-7.29		-5.53		-8.54		-10.30		21.00				Preamble duration		300		us

						-17.12				-1.51		-4.52		-6.28		-4.52		-7.53		-9.29		-7.53		-10.54		-12.30		19.00

						-19.12				-3.51		-6.52		-8.28		-6.52		-9.53		-11.29		-9.53		-12.54		-14.30		17.00

						-21.12				-5.51		-8.52		-10.28		-8.52		-11.53		-13.29		-11.53		-14.54		-16.30		15.00

						-23.12				-7.51		-10.52		-12.28		-10.52		-13.53		-15.29		-13.53		-16.54		-18.30		13.00

				BW (MHz):		1.25		Cell size (km)		0.5		1.732		2.5		5		10		20		30

				Pd				Max Es/No (dB)		-1.13		-21.42		-27.41		-31.64		-42.23		-44.67		-50.31

								Guard period (µs)		3.33		11.55		16.67		33.33		66.67		133.33		200.00

				0.9		16		Min preamble duration (µs)		41.32		4415.93		17552.42		46409.08		532388.30		933677.16		3417344.53

								RACH burst duration (ms)		0.04		4.43		17.57		46.44		532.45		933.81		3417.54

								Nb of 0.5 ms sub-frames		1		9		36		93		1065		1868		6836

				0.99		18.5		Min preamble duration (µs)		73.49		7852.76		31213.10		82528.30		946735.15		1660338.88		6076993.42

								RACH burst duration (ms)		0.08		7.86		31.23		82.56		946.80		1660.47		6077.19

								Nb of 0.5 ms sub-frames		1		16		63		166		1894		3321		12155

				0.999		20.5		Min preamble duration (µs)		116.47		12445.79		49469.43		130798.55		1500474.09		2631459.78		9631385.50

								RACH burst duration (ms)		0.12		12.46		49.49		130.83		1500.54		2631.59		9631.59

								Nb of 0.5 ms sub-frames		1		25		99		262		3002		5264		19264

				BW (MHz):		2.5		Cell size (km)		0.5		1.732		2.5		5		10		20		30

				Pd				Max Es/No (dB)		-4.14		-24.43		-30.42		-34.65		-45.24		-47.68		-53.32

								Guard period (µs)		3.33		11.55		16.67		33.33		66.67		133.33		200.00

				0.9		16		Min preamble duration (µs)		41.32		4415.93		17552.42		46409.08		532388.30		933677.16		3417344.53

								RACH burst duration (ms)		0.04		4.43		17.57		46.44		532.45		933.81		3417.54

								Nb of 0.5 ms sub-frames		1		9		36		93		1065		1868		6836

				0.99		18.5		Min preamble duration (µs)		73.49		7852.76		31213.10		82528.30		946735.15		1660338.88		6076993.42

								RACH burst duration (ms)		0.08		7.86		31.23		82.56		946.80		1660.47		6077.19

								Nb of 0.5 ms sub-frames		1		16		63		166		1894		3321		12155

				0.999		20.5		Min preamble duration (µs)		116.47		12445.79		49469.43		130798.55		1500474.09		2631459.78		9631385.50

								RACH burst duration (ms)		0.12		12.46		49.49		130.83		1500.54		2631.59		9631.59

								Nb of 0.5 ms sub-frames		1		25		99		262		3002		5264		19264

				BW (MHz):		5		Cell size (km)		1.732

				Pd				Es/No (dB)		-15.00

								Guard period (µs)		11.55

				0.9		15		Min preamble duration (µs)		200.00

								RACH burst duration (ms)		0.21

								Nb of 0.5 ms sub-frames		1

				0.99		18		Min preamble duration (µs)		399.05

								RACH burst duration (ms)		0.41

								Nb of 0.5 ms sub-frames		1

				0.999		20		Min preamble duration (µs)		632.46

								RACH burst duration (ms)		0.64

								Nb of 0.5 ms sub-frames		2





link budget

		

				Parameter		Unit		Value

				Noise Power Density		dBm/Hz		-173.71

				Ue transmitter e.i.r.p		dBm		21

				Log-Normal Fade Margin		dB		-8

				Node-B receiver Antenna Gain (including cable loss)		dBi		14

				Receiver noise figure		dB		-5

				Penetration loss		dB		-20

				Ue-cell distance		km		0.5		1.732		2.5		5		10		20		30

				Antenna height		m		15		15		15		30		30		50		50

				Distance-dependent path loss: TR101.112		dB		-116.83		-137.12		-143.11		-147.34		-157.93		-160.37		-166.01

				Signal power at baseband input		dBm		-114.33		-134.62		-140.61		-144.84		-155.43		-157.87		-163.51

				System bandwidth		MHz		1.25		1.25		2.5		5

				Preamble Tx sampling rate		MHz		1.125		1.125		2.25		4.5

				Noise Power		dBm		-113.20		-113.20		-110.19		-107.18

				C/N (=Es/No)		dB		-21.42		-21.42		-24.43		-27.44

						Temperature (°C)				35

						Temperature (K)				308.15

						K				1.38E-23

				Ue-cell distance		km		0.5		1.732		2.5		5		10		20		30

				Distance-dependent path loss (25.814)		dB		-116.78		-137.07		-143.06		-154.38		-165.70		-177.02		-183.64

				Distance-dependent path loss (TR101.112): 15m antenna		dB





Path loss

		

						Distance-dependent path loss (dB)

				Formula		Spec		Ue-cell distance (km):				1		2.5		5		10		20		30

				128.1+37.6log10(r);r in km		TR25.814						128.10		143.06		154.38		165.70		177.02		183.64

						TR101.112		Antenna height (m)		15		128.15		143.11		154.43		165.75		177.07		183.69

										30		122.73		136.74		147.34		157.93		168.53		174.73

										50		118.74		131.47		141.11		150.74		160.37		166.01






_1217682108.xls
numerology

																																		Long Block		Short Block

		k						Bandwidth (MHz)		Block type		FFT sampling rate (MHz)		Nb sub-carriers		Preamble sampling rate (MHz)		RACH preamble duration				Access slot nb samples		SW size (samples)		Top tap position (spls)		Pad left for SW		Ec/No offset (dB)		sub-carrier width (kHz)		15		30

																		samples (Ns)		ms												Cell radius (km)		2.5

		0.5				LTE		1.25		Long		1.92		75		1.125		1024		0.91		2250		19		17.00		1226		6.02		User distance (km)		2.2366666667

										Short				38		1.14				0.90		2280		19		17.23		1256				Delay spread (us)		5

		1						2.5		Long		3.84		150		2.25		2048		0.91		4500		38		34.00		2452		3.01		Pulse shape epilogue (samples)		15

										Short				75		2.25				0.91		4500		38		34.00		2452				Access slot duration (ms)		2

		2						5		Long		7.68		300		4.5		4096		0.91		9000		75		68.00		4904		0.00

										Short				150		4.5				0.91		9000		75		68.00		4904				Min user dist (samples)		16

		4						10		Long		15.36		600		9		8192		0.91		18000		150		136.00		9808		-3.01		Highest tap at:		0.2		us

										Short				300		9				0.91		18000		150		136.00		9808				Clock offset on highest tap		0

		6						15		Long		23.04		900		13.5		12288		0.91		27000		225		204.00		14712		-4.77		Highest tap on sample #		17

										Short				450		13.5				0.91		27000		225		204.00		14712				Min user round-trip delay (us)		14.9111111111

		8						20		Long		30.72		1200		18		16384		0.91		36000		300		272.00		19616		-6.02		Min user distance (km)		2.2366666667

										Short				600		18				0.91		36000		300		272.00		19616				Min cell radius (km)		2.9866666667

						W-CDMA		5								3.84		4096		1.07		5120		64		57.2586666667		1024		0

								W-CDMA		LTE

						Bandwidth (MHz)		5		1.25		2.5		5		10		15		20		Preamble SNR (dB)

						Ec/No range (dB)		-13.12		-7.10		-10.11		-13.12		-16.13		-17.89		-19.14		23.00

								-15.12		-9.10		-12.11		-15.12		-18.13		-19.89		-21.14		21.00

								-17.12		-11.10		-14.11		-17.12		-20.13		-21.89		-23.14		19.00

								-19.12		-13.10		-16.11		-19.12		-22.13		-23.89		-25.14		17.00

								-21.12		-15.10		-18.11		-21.12		-24.13		-25.89		-27.14		15.00

								-23.12		-17.10		-20.11		-23.12		-26.13		-27.89		-29.14		13.00

						Spec		-15.5														20.62

								-13.4														22.72

								-20.5														15.62

								-20.1														16.02

						Static AWGN		-20.12														16

								-21.12														15

								-22.12														14

								-23.12														13

								-24.12														12

								-25.12														11





numerology synch

		

								Synchronized Random Access

								1 TTI burst =		500		µs

								Structure 1: Preamble with wideband pilot												Structure 1: Preamble with wideband pilot																								Structure 2: Preamble only

						Preamble bandwidth (kHz)				Fields duration (µs)																																		Preamble bandwidth (kHz)		CAZAC sequence length		Preamble duration (µs)		CS-CAZAC opportunities		Freq. blocks in 2.5 MHz		Total opport. in 2.5 MHz		Ep/No req. (dB)		Es/No req. (dB)		Es/No in 375kHz (dB)				wideband pilot cost

										CP1		preamble		CP2		wb pilot				Preamble bandwidth (kHz)

						375		Durations (µs)		5		456.67		5		33.33						CAZAC sequence length		Preamble duration (µs)		CS-CAZAC opportunities		Freq. blocks in 2.5 MHz		Total opport. in 2.5 MHz		dB loss per carried bit		Single signature Ep/No req. (dB)		Ep/No req. (dB)		Es/No req. (dB)		Es/No in 375kHz (dB)				375		181		482.67		96		6		576		18.5		-4.08		-4.08				0.35

								Samples				171.25																																750		367		489.33		97		3		291		18.5		-7.15		-4.14				0.37

								Samples				167								375		167		445.33		89		6		534		0.33		16		18.5		-3.73		-3.73				1125		557		495.11		99		2		198		18.5		-8.96		-4.19				0.39

								Durations (µs)		10.67		445.33		10.67		33.33				750		337		449.33		89		3		267		0.3		15.8		18.5		-6.78		-3.77

						750		Durations (µs)		5		456.67		5		33.33				1125		509		452.44		90		2		180		0.3		15.8		18.5		-8.57		-3.80

								Samples				342.5

								Samples				337

								Durations (µs)		8.67		449.33		8.67		33.33

						1125		Durations (µs)		5		456.67		5		33.33

								Samples				513.75

								Samples				509

								Durations (µs)		7.11		452.44		7.11		33.33

								Structure 2: Preamble only

						Preamble bandwidth (kHz)				Fields duration (µs)

										CP		preamble

						375		Durations (µs)		5		495.00

								Samples				185.625

								Samples				181

								Durations (µs)		17.33		482.67

						750		Durations (µs)		5		495.00

								Samples				371.25

								Samples				367

								Durations (µs)		10.67		489.33

						1125		Durations (µs)		5		495.00

								Samples				556.875

								Samples				557

								Durations (µs)		4.89		495.11





num non-synch 500m ISD

		

								Non-synchronized Random Access

								ISD (m)		Cell radius (m)

								500		288.68

								1 TTI burst =		500		µs

								Structure 1: Preamble with wideband pilot

																						Structure 1: Preamble with wideband pilot																Structure 2: Preamble only

						Preamble bandwidth (kHz)				Fields duration (µs)												Preamble bandwidth (kHz)		CAZAC sequence length		Preamble duration (µs)		CS-CAZAC opportunities		Ep/No req. (dB)		Es/No req. (dB)		Es/No in 375kHz (dB)				Preamble bandwidth (kHz)		CAZAC sequence length		Preamble duration (µs)		CS-CAZAC opportunities		Ep/No req. (dB)		Es/No req. (dB)		Es/No in 375kHz (dB)

										GT1		preamble		CP		wb pilot		GT2

						1125		Durations (µs)		5		449.73		5		33.33		6.93				1125		503		447.11		64		18		-9.02		-4.24				1125		547		486.22		70		18		-9.38		-4.61

								Samples				505.949111173										2250		1009		448.44		64		18		-12.04		-4.26				2250		1097		487.56		70		18		-12.40		-4.62

								Samples				503										4500		2017		448.22		64		18		-15.05		-4.26				4500		2179		484.22		69		18		-15.38		-4.59

								Durations (µs)		6.31		447.11		6.31		33.33		6.93

						2250		Durations (µs)		5		449.73		5		33.33		6.93

								Samples				1011.898222346

								Samples				1009

								Durations (µs)		5.64		448.44		5.64		33.33		6.93

						4500		Durations (µs)		5		449.73		5		33.33		6.93

								Samples				2023.796444692

								Samples				2017

								Durations (µs)		5.76		448.22		5.76		33.33		6.93

								Structure 2: Preamble only

						Preamble bandwidth (kHz)				Fields duration (µs)

										GT1		preamble		CP		wb pilot		GT2

						1125		Durations (µs)		5		488.07		0		0.00		6.93

								Samples				549.074111173

								Samples				547

								Durations (µs)		6.84		486.22		0.00		0.00		6.93

						2250		Durations (µs)		5		488.07		0		0.00		6.93

								Samples				1098.148222346

								Samples				1097

								Durations (µs)		5.51		487.56		0.00		0.00		6.93

						4500		Durations (µs)		5		488.07		0		0.00		6.93

								Samples				2196.296444692

								Samples				2179

								Durations (µs)		8.84		484.22		0.00		0.00		6.93





num non-synch 1.7km ISD

		

								Non-synchronized Random Access

								ISD (m)		Cell radius (m)

								1732		999.97

								1 TTI burst =		500		µs

								Structure 1: Preamble with wideband pilot														Structure 1: Preamble with wideband pilot																								cost (dB)																						Wideband pilot cost

																																1 signature Ep/No req. (dB), 3km cell rad.		random ID (16 sign.), 1.7km ISD						5bits info + 1bit random, 1.7km ISD										Structure 2: Preamble only

						Preamble bandwidth (kHz)				Fields duration (µs)												Preamble BW (kHz)		CAZAC sequence length		Preamble duration (µs)		CS-CAZAC opportunities		dB loss per carried bit				Ep/No req. (dB)		Es/No req. (dB)		Es/No in 375kHz (dB)		Ep/No req. (dB)		Es/No req. (dB)		Es/No in 375kHz (dB)						Preamble bandwidth (kHz)		CAZAC sequence length		Preamble duration (µs)		CS-CAZAC opportunities		Ep/No req. (dB)		Es/No req. (dB)		Es/No in 375kHz (dB)		wideband pilot cost (dB)				Preamble BW (kHz)		Preamble with WB pilot				Preamble only				wideband pilot cost (dB)

										GT1		preamble		CP		wb pilot		GT2																																																				Duration (µs)		Es/No req. (dB)		Duration (µs)		Es/No req. (dB)

						1125		Durations (µs)		5		444.97		5		33.33		11.70				1125		499		443.56		37		0.25		16		16.60		-10.38		-5.61		17.10		-9.88		-5.11		0.50				1125		541		480.89		41		16.60		-10.73		-5.96		0.35				1125		443.56		-10.38		480.89		-10.73		0.35

								Samples				500.5877211032										2250		997		443.11		37		0.23		15.8		16.35		-13.64		-5.86		16.81		-13.18		-5.40		0.46				2250		1087		483.11		41		16.35		-14.01		-6.23		0.38				2250		443.11		-13.64		483.11		-14.01		0.38

								Samples				499										4500		2003		445.11		38		0.23		15.8		16.35		-16.67		-5.88		16.81		-16.21		-5.42		0.46				4500		2179		484.22		41		16.35		-17.03		-6.24		0.37				4500		445.11		-16.67		484.22		-17.03		0.37

								Durations (µs)		5.71		443.56		5.71		33.33		11.70

						2250		Durations (µs)		5		444.97		5		33.33		11.70

								Samples				1001.1754422065

								Samples				997

								Durations (µs)		5.93		443.11		5.93		33.33		11.70

						4500		Durations (µs)		5		444.97		5		33.33		11.70

								Samples				2002.350884413

								Samples				2003

								Durations (µs)		4.93		445.11		4.93		33.33		11.70

								Structure 2: Preamble only

						Preamble bandwidth (kHz)				Fields duration (µs)

										GT1		preamble		CP		wb pilot		GT2

						1125		Durations (µs)		5		483.30		0		0.00		11.70

								Samples				543.7127211032

								Samples				541

								Durations (µs)		7.41		480.89		0.00		0.00		11.70

						2250		Durations (µs)		5		483.30		0		0.00		11.70

								Samples				1087.4254422065

								Samples				1087

								Durations (µs)		5.19		483.11		0.00		0.00		11.70

						4500		Durations (µs)		5		483.30		0		0.00		11.70

								Samples				2174.850884413

								Samples				2179

								Durations (µs)		4.08		484.22		0.00		0.00		11.70





num non-synch 1-2TTI

		

						Non-synchronized Random Access

						ISD (m)		Cell radius (m)				Bandwidth:		1125		kHz		ISD (m)		Cell radius (m)

						1732		999.97										5000		2886.75

						1 TTI burst =		500		µs		2 TTI burst =		1000		µs

						Structure 1: Preamble with wideband pilot																Structure 1: Preamble with wideband pilot																																				Wideband pilot cost

																																								Structure 2: Preamble only

						Structure		Fields duration (µs)												GT2 to preamble ratio																				Preamble bandwidth (kHz)		CAZAC sequence length		Preamble duration (µs)		CS-CAZAC opportunities		Ep/No req. (dB)		Es/No req. (dB)		Es/No in 375kHz (dB)		wideband pilot cost (dB)				Preamble BW (kHz)		Preamble with WB pilot				Preamble only				wideband pilot cost (dB)

								GT1		preamble				CP		wb pilot		GT2

										Sequence length		duration (µs)										Structure		Sequence length		Preamble duration (µs)		Opportunities per ZC seq.		Ep/No req. (dB)		Es/No req. (dB)		Es/No in 375kHz (dB)																										Duration (µs)		Es/No req. (dB)		Duration (µs)		Es/No req. (dB)

						Durations (µs)		5				444.97		5		33.33		11.70				1 sub-frame burst		499		443.56		37		18.00		-8.98		-4.21						0		1039		923.56		78		0.00		0.00		0.00		0.00				1 sub-frame burst		443.56		0.00		923.56		0.00		0.00

						Samples						500.5877211032										2 sub-frame burst		1039		923.56		37		18.50		-11.67		-6.89

						Samples						499

						1 sub-frame burst		5.71		499		443.56		5.71		33.33		11.70		2.64%

						Durations (µs)		5				932.33		5		33.33		24.34

						Samples						1048.8661117299

						Samples						1039

						2 sub-frame burst		9.38		1039		923.56		9.38		33.33		24.34		2.64%





num synch 1-2 TTI

		

						Synchronized Random Access

						ISD (m)		Cell radius (m)				Bandwidth:		375		kHz		ISD (m)		Cell radius (m)

						1732		999.97										5000		2886.75

						1 TTI burst =		500		µs		2 TTI burst =		1000		µs

						Structure 1: Preamble with wideband pilot												Structure 1: Preamble with wideband pilot

																																												Structure 2: Preamble only

						Structure		Fields duration (µs)																																				Preamble bandwidth (kHz)		CAZAC sequence length		Preamble duration (µs)		CS-CAZAC opportunities		Freq. blocks in 2.5 MHz		Total opport. in 2.5 MHz		Ep/No req. (dB)		Es/No req. (dB)		Es/No in 375kHz (dB)				wideband pilot cost

								CP1		preamble				CP2		wb pilot

										Sequence length		duration (µs)								Structure		Sequence length		Preamble duration (µs)		Opportunities per ZC seq.		Ep/No req. (dB)		Es/No req. (dB)		Es/No in 375kHz (dB)

						Durations (µs)		5				456.67		5		33.33				1 sub-frame burst		167		445.33		89		18.00		-4.23		-4.23												375		0		0.00		0		6		0		18.5		0.00		0.00				0.00

						Samples						171.25								2 sub-frame burst		353		941.33		188		18.50		-6.98		-6.98

						Samples						167

						1 sub-frame burst		10.67		167		445.33		10.67		33.33

						Durations (µs)		5				956.67		5		33.33

						Samples						358.75

						Samples						353

						2 sub-frame burst		12.67		353		941.33		12.67		33.33

																				Burst structure		Sequence length / # sub-carriers		Ep/No or C/N req. (dB) at Pd=0.99		C/N req. (dB)		C/N req. in 375kHz (dB)		Gap (dB)

																		375		Preamble - 375 KHz		167		18.00		-4.23		-4.23

																		250		Sub-frame - 250kHz		15		4.00		4.00		2.24		-6.47

																		167		Sub-frame - 167kHz		10		7.00		7.00		3.49		-7.71





CS-ZC vs GCL

		

								Non-synchronized Random Access

								ISD (m)		Cell radius (m)				ZCZ duration (µs):				11.70

								1732		999.97				ZCZ duration (samples):				13.16

								1 TTI burst =		500		µs

								Structure 1: Preamble with wideband pilot														Structure 1: Preamble with wideband pilot

						Preamble bandwidth (kHz)				Fields duration (µs)												Sequence		m		s		Sequence length		Preamble duration (µs)		Nb of opportunities

										GT1		preamble		CP		wb pilot		GT2

						1125		Durations (µs)		5		444.97		5		33.33		11.70				CS-ZC						499		443.56		37

								Samples				500.5877211032										GCL		35		0		0		0.00		0

								Samples				499												34		0		0		0.00		0

								Durations (µs)		5.71		443.56		5.71		33.33		11.70						33		0		0		0.00		0

																								32		0		0		0.00		0

																								31		0		0		0.00		0

																								30		0		0		0.00		0

																								29		0		0		0.00		0

																								28		0		0		0.00		0

																								27		0		0		0.00		0

																								26		0		0		0.00		0

																								25		0		0		0.00		0

																								24		0		0		0.00		0

																								23		0		0		0.00		0

																								22		1		484		430.22		0

																								21		1		441		392.00		0

																								20		1		400		355.56		0

																								19		1		361		320.89		0

																								18		1		324		288.00		0

																								17		1		289		256.89		0

																								16		1		256		227.56		0

																								15		2		450		400.00		0

																								14		2		392		348.44		0

																								13		2		338		300.44		0

																								12		3		432		384.00		12

																								11		4		484		430.22		11

																								10		5		500		444.44		10

																								9		6		486		432.00		9

																								8		7		448		398.22		8

																								7		10		490		435.56		7

																								6		13		468		416.00		6

																								5		20		500		444.44		5

																								4		31		496		440.89		4

																								3		55		495		440.00		3

																								2		125		500		444.44		2





search space

		

				Cell radius		3.2		km

				System bandwidth		2.5		MHz

				Preamble sampling rate		2.25		MHz

				Search window		48		Samples

												Min Access slot duration

				Search factor		Nb bits		Search window		Equiv cell radius (km)		ms		samples

				1		0		48		3.2		1.02		2306

				2		1		96		6.4		1.05		2359

				4		2		192		12.8		1.10		2464

				8		3		384		25.6		1.19		2676

				16		4		768		51.2		1.38		3098

				32		5		1536		102.4		1.75		3943

				64		6		3072		204.8		2.50		5632

				128		7		6144		409.6		4.00		9012

				256		8		12288		819.2		7.01		15770

				512		9		24576		1638.4		13.02		29287

				1024		10		49152		3276.8		25.03		56320





duration

		

						WCDMA				LTE		1.25		MHz		LTE		2.5		MHz		LTE		5		MHz						Cell size		30		km

				Duration (us)		1066.67				100		200		300		100		200		300		100		200		300		Preamble SNR (dB)				Guard period		200		us

				Es/No range (dB)		-13.12				2.49		-0.52		-2.28		-0.52		-3.53		-5.29		-3.53		-6.54		-8.30		23.00				Subframe		0.5		ms

						-15.12				0.49		-2.52		-4.28		-2.52		-5.53		-7.29		-5.53		-8.54		-10.30		21.00				Preamble duration		300		us

						-17.12				-1.51		-4.52		-6.28		-4.52		-7.53		-9.29		-7.53		-10.54		-12.30		19.00

						-19.12				-3.51		-6.52		-8.28		-6.52		-9.53		-11.29		-9.53		-12.54		-14.30		17.00

						-21.12				-5.51		-8.52		-10.28		-8.52		-11.53		-13.29		-11.53		-14.54		-16.30		15.00

						-23.12				-7.51		-10.52		-12.28		-10.52		-13.53		-15.29		-13.53		-16.54		-18.30		13.00

				BW (MHz):		1.25		Cell size (km)		0.5		1.732		2.5		5		10		20		30

				Pd				Max Es/No (dB)		-1.13		-21.42		-27.41		-31.64		-42.23		-44.67		-50.31

								Guard period (µs)		3.33		11.55		16.67		33.33		66.67		133.33		200.00

				0.9		16		Min preamble duration (µs)		41.32		4415.93		17552.42		46409.08		532388.30		933677.16		3417344.53

								RACH burst duration (ms)		0.04		4.43		17.57		46.44		532.45		933.81		3417.54

								Nb of 0.5 ms sub-frames		1		9		36		93		1065		1868		6836

				0.99		18.5		Min preamble duration (µs)		73.49		7852.76		31213.10		82528.30		946735.15		1660338.88		6076993.42

								RACH burst duration (ms)		0.08		7.86		31.23		82.56		946.80		1660.47		6077.19

								Nb of 0.5 ms sub-frames		1		16		63		166		1894		3321		12155

				0.999		20.5		Min preamble duration (µs)		116.47		12445.79		49469.43		130798.55		1500474.09		2631459.78		9631385.50

								RACH burst duration (ms)		0.12		12.46		49.49		130.83		1500.54		2631.59		9631.59

								Nb of 0.5 ms sub-frames		1		25		99		262		3002		5264		19264

				BW (MHz):		2.5		Cell size (km)		0.5		1.732		2.5		5		10		20		30

				Pd				Max Es/No (dB)		-4.14		-24.43		-30.42		-34.65		-45.24		-47.68		-53.32

								Guard period (µs)		3.33		11.55		16.67		33.33		66.67		133.33		200.00

				0.9		16		Min preamble duration (µs)		41.32		4415.93		17552.42		46409.08		532388.30		933677.16		3417344.53

								RACH burst duration (ms)		0.04		4.43		17.57		46.44		532.45		933.81		3417.54

								Nb of 0.5 ms sub-frames		1		9		36		93		1065		1868		6836

				0.99		18.5		Min preamble duration (µs)		73.49		7852.76		31213.10		82528.30		946735.15		1660338.88		6076993.42

								RACH burst duration (ms)		0.08		7.86		31.23		82.56		946.80		1660.47		6077.19

								Nb of 0.5 ms sub-frames		1		16		63		166		1894		3321		12155

				0.999		20.5		Min preamble duration (µs)		116.47		12445.79		49469.43		130798.55		1500474.09		2631459.78		9631385.50

								RACH burst duration (ms)		0.12		12.46		49.49		130.83		1500.54		2631.59		9631.59

								Nb of 0.5 ms sub-frames		1		25		99		262		3002		5264		19264

				BW (MHz):		5		Cell size (km)		1.732

				Pd				Es/No (dB)		-15.00

								Guard period (µs)		11.55

				0.9		15		Min preamble duration (µs)		200.00

								RACH burst duration (ms)		0.21

								Nb of 0.5 ms sub-frames		1

				0.99		18		Min preamble duration (µs)		399.05

								RACH burst duration (ms)		0.41

								Nb of 0.5 ms sub-frames		1

				0.999		20		Min preamble duration (µs)		632.46

								RACH burst duration (ms)		0.64

								Nb of 0.5 ms sub-frames		2





link budget

		

				Parameter		Unit		Value

				Noise Power Density		dBm/Hz		-173.71

				Ue transmitter e.i.r.p		dBm		21

				Log-Normal Fade Margin		dB		-8

				Node-B receiver Antenna Gain (including cable loss)		dBi		14

				Receiver noise figure		dB		-5

				Penetration loss		dB		-20

				Ue-cell distance		km		0.5		1.732		2.5		5		10		20		30

				Antenna height		m		15		15		15		30		30		50		50

				Distance-dependent path loss: TR101.112		dB		-116.83		-137.12		-143.11		-147.34		-157.93		-160.37		-166.01

				Signal power at baseband input		dBm		-114.33		-134.62		-140.61		-144.84		-155.43		-157.87		-163.51

				System bandwidth		MHz		1.25		1.25		2.5		5

				Preamble Tx sampling rate		MHz		1.125		1.125		2.25		4.5

				Noise Power		dBm		-113.20		-113.20		-110.19		-107.18

				C/N (=Es/No)		dB		-21.42		-21.42		-24.43		-27.44

						Temperature (°C)				35

						Temperature (K)				308.15

						K				1.38E-23

				Ue-cell distance		km		0.5		1.732		2.5		5		10		20		30

				Distance-dependent path loss (25.814)		dB		-116.78		-137.07		-143.06		-154.38		-165.70		-177.02		-183.64

				Distance-dependent path loss (TR101.112): 15m antenna		dB





Path loss

		

						Distance-dependent path loss (dB)

				Formula		Spec		Ue-cell distance (km):				1		2.5		5		10		20		30

				128.1+37.6log10(r);r in km		TR25.814						128.10		143.06		154.38		165.70		177.02		183.64

						TR101.112		Antenna height (m)		15		128.15		143.11		154.43		165.75		177.07		183.69

										30		122.73		136.74		147.34		157.93		168.53		174.73

										50		118.74		131.47		141.11		150.74		160.37		166.01






