3GPP TSG-RAN WG1 Meeting #46
　　　　　　　　　　　R1-062420                                        
Tallinn, Estonia, 28 Aug – 1 Sep, 2006
Source:  1.28 TDD EUL Chair
Title: Summary of 1.28Mcps TDD EUL
Agenda Item: 6.1
Document for: approval
Summary

This contribution is a summary of the discussion on 1.28 Mcps TDD Enhanced Uplink, taking place at RAN1#46 in Tallinn, 8.30am - 12.30pm, Tuesday, Aug, 29

18 documents are discussed and 6 text proposals regarding structures of E-AGCH, E-PUCH, and E-RUCCH, Random access, Signaling Information for Node-B Controlled Uplink and Scheduling and are agreed to be included in TR25.827.
6　TDD Enhanced Uplink

6.1
1.28 Mcps TDD Enhanced Uplink
	R1-062327
	TR 25.827 v0.0.1
	CATT


Endorsed to v0.1.0 in 2432
Channel structure

	R1-062400
R1-062165
	LCR TDD: Structure and Coding for E-AGCH and E-PUCH
	ZTE

	R1-062331
	LCR TDD: Structure and Coding for E-AGCH and E-HICH 
	CATT

	R1-062332
	Text Proposal about E-AGCH for TR 25.827
	CATT

	Revised text proposal for E-AGCH including the comment on ECSN in 2418.
	

	R1-062334
	LCR TDD: Physical channel structure for E-PUCH
	CATT

	R1-062344
	Text Proposal for E-PUCH structure
	TD Tech

	
	

	R1-062333
	Text Proposal about E-HICH for TR 25.827
	CATT

	
	

	R1-062330
	LCR TDD: Structure and Coding for E-RUCCH
	CATT

	R1-062345
	Proposal for E-RUCCH structure and coding for 1.28Mcps TDD EUL
	TD Tech


Random access

	R1-062336
	Random access for 1.28Mcps TDD Enhanced Uplink
	CATT, ZTE

	R1-062342
	Consideration on random access processing for 1.28Mcps TDD EUL
	TD Tech


Hybrid ARQ scheme

	R1-062329
	HARQ timing aspects for 1.28Mcps TDD Enhanced Uplink
	CATT

	R1-062343
	HARQ timing aspects for 1.28Mcps TDD Enhanced Uplink
	TD Tech


Scheduling

	R1-062166
	20ms TTI Co-existence with 5ms TTI for E-DCH of LCR TDD
	ZTE

	R1-062167
	LCR TDD: Non-Scheduled  Traffic  and  Scheduled Traffic Transmissions
	ZTE

	R1-062328
	Signaling Information for Node-B Controlled Uplink Scheduling and Text Proposal for TR 25.827
	CATT

	Revised TP in 2419.
	

	R1-062337
	Uplink Control Signalling for 1.28Mcps TDD Enhanced Uplink
	CATT


Revised TP with changing the number of ID process to FFS in 2433
Power control
	R1-062338
	Power control for 1.28Mcps TDD Enhanced Uplink
	CATT


