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5.3
Downlink physical channels

[…]
5.3.2
Dedicated downlink physical channels

There are four types of downlink dedicated physical channels, the Downlink Dedicated Physical Channel (downlink DPCH), the Fractional Dedicated Physical Channel (F-DPCH), the E-DCH Relative Grant Channel (E-RGCH), and the E-DCH Hybrid ARQ Indicator Channel (E-HICH). 

The F-DPCH is described in subclause 5.3.2.6.

[…]
5.3.2.6
Fractional Dedicated Physical Channel (F-DPCH)

The F-DPCH carries control information generated at layer 1 (TPC commands). It is a special case of downlink DPCCH.

Figure 12B shows the frame structure of the F-DPCH. Each frame of length 10ms is split into 15 slots, each of length Tslot = 2560 chips, corresponding to one power-control period.
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Figure 12B: Frame structure for F-DPCH

The exact number of bits of the OFF periods and of the F-DPCH fields (NTPC) is described in table 16C. Each slot format corresponds to a different set of OFF periods within the F-DPCH slot.
Table 16C: F-DPCH fields

	Slot Format #i
	Channel Bit Rate (kbps)
	Channel Symbol Rate (ksps)
	SF
	Bits/ Slot
	NOFF1
Bits/Slot
	NTPC
Bits/Slot
	NOFF2
Bits/Slot 




	0
	3
	1.5
	256
	20
	2
	2
	16

	1
	3
	1.5
	256
	20
	4
	2
	14

	2
	3
	1.5
	256
	20
	6
	2
	12

	3
	3
	1.5
	256
	20
	8
	2
	10

	4
	3
	1.5
	256
	20
	10
	2
	8

	5
	3
	1.5
	256
	20
	12
	2
	6

	6
	3
	1.5
	256
	20
	14
	2
	4

	7
	3
	1.5
	256
	20
	16
	2
	2

	8
	3
	1.5
	256
	20
	18
	2
	0

	9
	3
	1.5
	256
	20
	0
	2
	18


In compressed frames, F-DPCH is not transmitted in downlink transmission gaps given by transmission gap pattern sequences signalled by higher layers.

The relationship between the TPC symbol and the transmitter power control command is according to table 13.
5.3.3
Common downlink physical channels

5.3.3.1
Common Pilot Channel (CPICH)

The CPICH is a fixed rate (30 kbps, SF=256) downlink physical channel that carries a pre-defined bit sequence. Figure 13 shows the frame structure of the CPICH. 

[…]
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