3GPP TSG RAN WG1 Meeting #48bis

R1-071383
ST. Julian’s, Malta, March 26 – 30, 2007

Title:
[Draft] Reply LS on HS-DSCH usage in CELL_FACH
Response to:
R1-070642 (R2-070409)
Release:
Rel-7
Work Item:
Enhanced CELL_FACH State in FDD
Source:
Nokia
To:
RAN2
Cc:


Contact Person:


Name:
Karri Ranta-aho
Tel. Number:
+358 50 5210651
E-mail Address:
Karri.ranta-aho@nokia.com
Attachments: -


1. Overall Description:

RAN1 would like to thank RAN2 for their LS on the decision to take HS-DSCH as the transport channel to be used in the enhanced CELL_FACH state (R1-070642/R2-070409). In the LS RAN2 asked RAN1 to provide RAN2 with an estimate of the camping times in CELL_FACH that would benefit from a measurement reporting update mechanism.

Based on path loss analysis calculations as well as system simulations RAN1 has concluded that the initial measurement report routed via RNC as normal L3 measurements is sufficient in simulated macro and outdoor to indoor environments if time in enhanced CELL_FACH state is in the order of few seconds. This option also keeps the signalling requirements quite minimal. For longer camping times an updated measurement report is expected to be beneficial.

2. Actions:

To RAN2:
ACTION: 

RAN1 would kindly ask RAN2 to take the RAN1 conclusion in account when designing the measurement reporting mechanism for the HSDPA in CELL_FACH state.
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