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3.2
Abbreviations
For the purposes of the present document, the following abbreviations apply:

16QAM
16 Quadrature Amplitude Modulation
64QAM
64 Quadrature Amplitude Modulation
AI
Acquisition Indicator 

AICH
Acquisition Indicator Channel

BCH
Broadcast Channel

CCPCH
Common Control Physical Channel

CCTrCH
Coded Composite Transport Channel

CPICH
Common Pilot Channel

CQI
Channel Quality Indicator

DCH
Dedicated Channel

DPCCH
Dedicated Physical Control Channel

DPCH
Dedicated Physical Channel

DPDCH
Dedicated Physical Data Channel

DTX
Discontinuous Transmission

E-AGCH
E-DCH Absolute Grant Channel

E-DCH
Enhanced Dedicated Channel

E-DPCCH
E-DCH Dedicated Physical Control Channel

E-DPDCH
E-DCH Dedicated Physical Data Channel

E-HICH
E-DCH Hybrid ARQ Indicator Channel

E-RGCH
E-DCH Relative Grant Channel

FACH
Forward Access Channel

FBI
Feedback Information

F-DPCH
Fractional Dedicated Physical Channel

FSW
Frame Synchronization Word

HS-DPCCH
Dedicated Physical Control Channel (uplink) for HS-DSCH

HS-DSCH
High Speed Downlink Shared Channel

HS-PDSCH
High Speed Physical Downlink Shared Channel

HS-SCCH
Shared Control Channel for HS-DSCH
ICH
Indicator Channel

MICH
MBMS Indicator Channel
MIMO
Multiple Input Multiple Output
MUI
Mobile User Identifier

NI
MBMS Notification Indicator

PCH
Paging Channel

P-CCPCH
Primary Common Control Physical Channel

PICH
Page Indicator Channel

PRACH
Physical Random Access Channel

PSC
Primary Synchronisation Code

RACH
Random Access Channel

RNC
Radio Network Controller

S-CCPCH
Secondary Common Control Physical Channel

SCH
Synchronisation Channel

SF
Spreading Factor

SFN
System Frame Number

SSC
Secondary Synchronisation Code

STTD
Space Time Transmit Diversity

TFCI
Transport Format Combination Indicator

TSTD
Time Switched Transmit Diversity

TPC
Transmit Power Control

UE
User Equipment

UTRAN
UMTS Terrestrial Radio Access Network
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